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Alcatel-Lucent License Agreement

1.

2.

SAMPLE END USER LICENSE AGREEMENT

LICENSE

1.1

1.2

1.3

Subject to the terms and conditions of this Agreement, Alcatel-Lucent grants
to Customer and Customer accepts a nonexclusive, nontransferable license to
use any software and related documentation provided by Alcatel-Lucent
pursuant to this Agreement ("Licensed Program") for Customer's own internal
use, solely in conjunction with hardware supplied or approved by
Alcatel-Lucent. In case of equipment failure, Customer may use the Licensed
Program on a backup system, but only for such limited time as is required to
rectify the failure.

Customer acknowledges that Alcatel-Lucent may have encoded within the
Licensed Program optional functionality and capacity (including, but not
limited to, the number of equivalent nodes, delegate workstations, paths and
partitions), which may be increased upon the purchase of the applicable license
extensions.

Use of the Licensed Program may be subject to the issuance of an application
key, which shall be conveyed to the Customer in the form of a Supplement to
this End User License Agreement. The purchase of a license extension may
require the issuance of a new application key.

PROTECTION AND SECURITY OF LICENSED PROGRAMS

2.1

2.2

Customer acknowledges and agrees that the Licensed Program contains
proprietary and confidential information of Alcatel-Lucent and its third party
suppliers, and agrees to keep such information confidential. Customer shall
not disclose the Licensed Program except to its employees having a need to
know, and only after they have been advised of its confidential and proprietary
nature and have agreed to protect same.

All rights, title and interest in and to the Licensed Program, other than those
expressly granted to Customer herein, shall remain vested in Alcatel-Lucent or
its third party suppliers. Customer shall not, and shall prevent others from
copying, translating, modifying, creating derivative works, reverse
engineering, decompiling, encumbering or otherwise using the Licensed
Program except as specifically authorized under this Agreement.
Notwithstanding the foregoing, Customer is authorized to make one copy for
its archival purposes only. All appropriate copyright and other proprietary
notices and legends shall be placed on all Licensed Programs supplied by
Alcatel-Lucent, and Customer shall maintain and reproduce such notices on
any full or partial copies made by it.

3. TERM

3.1

This Agreement shall become effective for each Licensed Program upon
delivery of the Licensed Program to Customer.
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Alcatel-Lucent may terminate this Agreement: (a) upon notice to Customer if
any amount payable to Alcatel-Lucent is not paid within thirty (30) days of the
date on which payment is due; (b) if Customer becomes bankrupt, makes an
assignment for the benefit of its creditors, or if its assets vest or become subject
to the rights of any trustee, receiver or other administrator; (c) if bankruptcy,
reorganization or insolvency proceedings are instituted against Customer and
not dismissed within 15 days; or (d) if Customer breaches a material provision
of this Agreement and such breach is not rectified within 15 days of receipt of
notice of the breach from Alcatel-Lucent.

Upon termination of this Agreement, Customer shall return or destroy all
copies of the Licensed Program. All obligations of Customer arising prior to
termination, and those obligations relating to confidentiality and nonuse, shall
survive termination.

4. CHARGES

4.1

Upon shipment of the Licensed Program, Alcatel-Lucent will invoice
Customer for all fees, and any taxes, duties and other charges. Customer will
be invoiced for any license extensions upon delivery of the new software
application key or, if a new application key is not required, upon delivery of
the extension. All amounts shall be due and payable within thirty (30) days of
receipt of invoice, and interest will be charged on any overdue amounts at the
rate of 1 1/2% per month (19.6% per annum).

5. SUPPORT AND UPGRADES

5.1

Customer shall receive software support and upgrades for the Licensed
Program only to the extent provided for in the applicable Alcatel-Lucent
software support policy in effect from time to time, and upon payment of any
applicable fees. Unless expressly excluded, this Agreement shall be deemed to
apply to all updates, upgrades, revisions, enhancements and other software
which may be supplied by Alcatel-Lucent to Customer from time to time.

6. WARRANTIES AND INDEMNIFICATION

6.1

Alcatel-Lucent warrants that the Licensed Program as originally delivered to
Customer will function substantially in accordance with the functional
description set out in the associated user documentation for a period of 90 days
from the date of shipment, when used in accordance with the user
documentation. Alcatel-Lucent's sole liability and Customer's sole remedy for
a breach of this warranty shall be Alcatel-Lucent's good faith efforts to rectify
the nonconformity or, if after repeated efforts Alcatel-Lucent is unable to
rectify the nonconformity, Alcatel-Lucent shall accept return of the Licensed
Program and shall refund to Customer all amounts paid in respect thereof. This
warranty is available only once in respect of each Licensed Program, and is not
renewed by the payment of an extension charge or upgrade fee.




6.2

6.3

6.4

ALCATEL-LUCENT EXPRESSLY DISCLAIMS ALL OTHER
WARRANTIES, REPRESENTATIONS, COVENANTS OR CONDITIONS
OF ANY KIND, WHETHER EXPRESS OR IMPLIED, INCLUDING
WITHOUT LIMITATION, WARRANTIES OR REPRESENTATIONS OF
WORKMANSHIP, MERCHANTABILITY, FITNESS FOR A
PARTICULAR PURPOSE, DURABILITY, OR THAT THE OPERATION
OF THE LICENSED PROGRAM WILL BE ERROR FREE OR THAT THE
LICENSED PROGRAMS WILL NOT INFRINGE UPON ANY THIRD
PARTY RIGHTS.

Alcatel-Lucent shall defend and indemnify Customer in any action to the
extent that it is based on a claim that the Licensed Program furnished by
Alcatel-Lucent infringes any patent, copyright, trade secret or other intellectual
property right, provided that Customer notifies Alcatel-Lucent within ten (10)
days of the existence of the claim, gives Alcatel-Lucent sole control of the
litigation or settlement of the claim, and provides all such assistance as
Alcatel-Lucent may reasonably require. Notwithstanding the foregoing,
Alcatel-Lucent shall have no liability if the claim results from any modification
or unauthorized use of the Licensed Program by Customer, and Customer shall
defend and indemnify Alcatel-Lucent against any such claim.

Alcatel-Lucent Products are intended for standard commercial uses. Without
the appropriate network design engineering, they must not be sold, licensed or
otherwise distributed for use in any hazardous environments requiring fail safe
performance, such as in the operation of nuclear facilities, aircraft navigation
or communication systems, air traffic control, direct life-support machines, or
weapons systems, in which the failure of products could lead directly to death,
personal injury, or severe physical or environmental damage. The Customer
hereby agrees that the use, sale, license or other distribution of the Products for
any such application without the prior written consent of Alcatel-Lucent, shall
be at the Customer's sole risk. The Customer also agrees to defend and hold
Alcatel-Lucent harmless from any claims for loss, cost, damage, expense or
liability that may arise out of or in connection with the use, sale, license or
other distribution of the Products in such applications.

7. LIMITATION OF LIABILITY

7.1

7.2

IN NO EVENT SHALL THE TOTAL COLLECTIVE LIABILITY OF
ALCATEL-LUCENT, ITS EMPLOYEES, DIRECTORS, OFFICERS OR
AGENTS FOR ANY CLAIM, REGARDLESS OF VALUE OR NATURE,
EXCEED THE AMOUNT PAID UNDER THIS AGREEMENT FOR THE
LICENSED PROGRAM THAT IS THE SUBJECT MATTER OF THE
CLAIM. IN NO EVENT SHALL THE TOTAL COLLECTIVE LIABILITY
OF ALCATEL-LUCENT, ITS EMPLOYEES, DIRECTORS, OFFICERS OR
AGENTS FOR ALL CLAIMS EXCEED THE TOTAL AMOUNT PAID BY
CUSTOMER TO ALCATEL-LUCENT HEREUNDER. NO PARTY SHALL
BE LIABLE FOR ANY INDIRECT, SPECIAL OR CONSEQUENTIAL
DAMAGES, WHETHER OR NOT SUCH DAMAGES ARE
FORESEEABLE, AND/OR THE PARTY HAD BEEN ADVISED OF THE
POSSIBILITY OF SUCH DAMAGES.

The foregoing provision limiting the liability of Alcatel-Lucent's employees,
agents, officers and directors shall be deemed to be a trust provision, and shall
be enforceable by such employees, agents, officers and directors as trust
beneficiaries.




8. GENERAL

8.1

8.2

8.3

8.4

8.5

8.6

8.7

8.8

Under no circumstances shall either party be liable to the other for any failure
to perform its obligations (other than the payment of any monies owing) where
such failure results from causes beyond that party's reasonable control.

This Agreement constitutes the entire agreement between Alcatel-Lucent and
Customer and supersedes all prior oral and written communications. All
amendments shall be in writing and signed by authorized representatives of
both parties.

If any provision of this Agreement is held to be invalid, illegal or
unenforceable, it shall be severed and the remaining provisions shall continue
in full force and effect.

The Licensed Program may contain freeware or shareware obtained by
Alcatel-Lucent from a third party source. No license fee has been paid by
Alcatel-Lucent for the inclusion of any such freeware or shareware, and no
license fee is charged to Customer for its use. The Customer agrees to be
bound by any license agreement for such freeware or shareware. CUSTOMER
ACKNOWLEDGES AND AGREES THAT THE THIRD PARTY SOURCE
PROVIDES NO WARRANTIES AND SHALL HAVE NO LIABILITY
WHATSOEVER IN RESPECT OF CUSTOMER'S POSSESSION AND/OR
USE OF THE FREEWARE OR SHAREWARE.

Alcatel-Lucent shall have the right, at its own expense and upon reasonable
written notice to Customer, to periodically inspect Customer's premises and
such documents as it may reasonably require, for the exclusive purpose of

verifying Customer's compliance with its obligations under this Agreement.

All notices shall be sent to the parties at the addresses listed above, or to any
such address as may be specified from time to time. Notices shall be deemed
to have been received five days after deposit with a post office when sent by
registered or certified mail, postage prepaid and receipt requested.

If the Licensed Program is being acquired by or on behalf of any unit or agency
of the United States Government, the following provision shall apply: If the
Licensed Program is supplied to the Department of Defense, it shall be
classified as "Commercial Computer Software" and the United States
Government is acquiring only "restricted rights" in the Licensed Program as
defined in DFARS 227-7202-1(a) and 227.7202-3(a), or equivalent. If the
Licensed Program is supplied to any other unit or agency of the United States
Government, rights will be defined in Clause 52.227-19 or 52.227-14 of the
FAR, or if acquired by NASA, Clause 18-52.227-86(d) of the NASA
Supplement to the FAR, or equivalent. If the software was acquired under a
contract subject to the October 1988 Rights in Technical Data and Computer
Software regulations, use, duplication and disclosure by the Government is
subject to the restrictions set forth in DFARS 252-227.7013(c)(1)(ii) 1988, or
equivalent.

Customer shall comply with all export regulations pertaining to the Licensed
Program in effect from time to time. Without limiting the generality of the
foregoing, Customer expressly warrants that it will not directly or indirectly
export, reexport, or transship the Licensed Program in violation of any export
laws, rules or regulations of Canada, the United States or the United Kingdom.
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8.9 No term or provision of this Agreement shall be deemed waived and no breach
excused unless such waiver or consent is in writing and signed by the party
claimed to have waived or consented. The waiver by either party of any right
hereunder, or of the failure to perform or of a breach by the other party, shall
not be deemed to be a waiver of any other right hereunder or of any other
breach or failure by such other party, whether of a similar nature or otherwise.

8.10 This Agreement shall be governed by and construed in accordance with the
laws of the Province of Ontario. The application of the United Nations
Convention on Contracts for the International Sale of Goods is hereby
expressly excluded.
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Preface

The Preface provides general information about the 5620 Service Aware Manager
documentation suite, including this guide.

Prerequisites

Readers of the 5620 SAM documentation suite are assumed to be familiar with the
following:

* 5620 SAM software structure and components

* 5620 SAM GUI operations and tools

* typical 5620 SAM management tasks and procedures
¢ device and network management concepts

5620 SAM documentation suite

The 5620 SAM documentation suite describes the 5620 SAM and the associated
network management of its supported devices. Contact your Alcatel-Lucent support
representative for information about specific network or facility considerations.

Table 1 lists the documents in the 5620 SAM customer documentation suite.

Table 1 5620 SAM customer documentation suite

Guide Description

5620 SAM core documentation

5620 SAM Release The 5620 SAM Release Description provides information about the new features
Description associated with a 5620 SAM software release.
(1 of 4)
Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 ix
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Guide Description

5620 SAM Planning Guide The 5620 SAM Planning Guide provides information about 5620 SAM scalability and
recommended hardware configurations.

5620 SAM System The 5620 SAM System Architecture Guide is intended for technology officers and
Architecture Guide network planners to increase their knowledge of the 5620 SAM software structure and
components. It describes the system structure, software components, and interfaces of
the 5620 SAM. In addition, 5620 SAM fault tolerance, security, and network
management capabilities are discussed from an architectural perspective.

5620 SAM | 5650 CPAM The 5620 SAM | 5650 CPAM Installation and Upgrade Guide provides OS considerations,
Installation and Upgrade configuration information, and procedures for the following:
Guide ® installing, upgrading, and uninstalling 5620 SAM and 5650 CPAM software in

standalone and redundant deployments
® 5620 SAM system migration to a different system
® conversion from a standalone to a redundant 5620 SAM system

5620 SAM User Guide The 5620 SAM User Guide provides information about using the 5620 SAM to manage the
service-aware IP/MPLS network, including GUI basics, commissioning, service
configuration, and policy management.

The 5620 SAM User Guide uses a task-based format. Each chapter contains:
® a workflow that describes the steps for configuring and using the functions
® detailed procedures that list the configurable parameters on the associated forms

5620 SAM management information specific to LTE network elements is covered in the
5620 SAM LTE ePC User Guide and 5620 SAM LTE RAN User Guide.

5620 SAM management information specific to 1830 PSS network elements is covered in
the 5620 SAM Optical User Guide.

5620 SAM Integration The 5620 SAM Integration Guide provides procedures to allow the 5620 SAM to integrate

Guide with additional components.

5620 SAM Supervision The 5620 SAM Supervision Module User Guide provides information about how to

Module User Guide configure and use the web-based 5620 SAM Supervision Module for fault management
and at-a-glance network element monitoring.

5620 SAM Scripts and The 5620 SAM Scripts and Templates Developer Guide provides information that allows

Templates Developer you to develop, manage, and execute CLI-based or XML-based scripts or templates.

Guide

The guide is intended for developers, skilled administrators, and operators who are
expected to be familiar with the following:

® CLI scripting, XML, and the Velocity engine
® basic scripting or programming
® 5620 SAM functions

5620 SAM Parameter The 5620 SAM Parameter Guide provides:

Guide ® parameter descriptions that include value ranges and default values

® parameter options and option descriptions

® parameter and option dependencies

® parameter mappings to the 5620 SAM-O XML equivalent property names

There are dynamic links between the procedures in the 5620 SAM User Guide and the
parameter descriptions in the 5620 SAM Parameter Guide.

Parameters specific to LTE network elements are covered in the 5620 SAM LTE
Parameter Reference.

Parameters specific to 1830 PSS network elements are covered in the 5620 SAM Optical
Parameter Reference.

5620 SAM Statistics The 5620 SAM Statistics Management Guide provides information about how to
Management Guide configure performance and accounting statistics collection and how to view counters
using the 5620 SAM. Network examples are included.

(2 of 4)
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Guide

Description

5620 SAM Maintenance
Guide

The 5620 SAM Maintenance Guide provides procedures for:
® generating baseline information for 5620 SAM applications

® performing daily, weekly, monthly, and as-required maintenance activities for
5620 SAM-managed networks

5620 SAM Troubleshooting
Guide

The 5620 SAM Troubleshooting Guide provides task-based procedures and user
documentation to:
® help resolve issues in the managed and management networks
® identify the root cause and plan corrective action for:
® alarm conditions on a network object or customer service
® problems on customer services with no associated alarms
® list problem scenarios, possible solutions, and tools to help check:
® network management LANs
network management platforms and operating systems
5620 SAM client GUIs and client OSS applications
5620 SAM servers
5620 SAM databases

5620 SAM Alarm Reference

The 5620 SAM Alarm Reference provides a list of all alarms that the 5620 SAM can raise.
The reference is organized by network element type.

5620 SAM Glossary

The 5620 SAM Glossary defines terms and acronyms used in all of the 5620 SAM
documentation, including 5620 SAM LTE documentation.

5620 SAM Network
Element Compatibility
Guide

The 5620 SAM Network Element Compatibility Guide provides release-specific
information about the compatibility of managed device features in 5620 SAM releases.

5620 SAM LTE documentati

on

5620 SAM LTE RAN Release
Description

The 5620 SAM LTE RAN Release Description provides information about the LTE RAN
features associated with the release.

5620 SAM LTE ePC User
Guide

The 5620 SAM LTE ePC User Guide describes how to discover, configure, and manage
LTE ePC devices using the 5620 SAM. The guide is intended for LTE ePC network
planners, administrators, and operators.

Alcatel-Lucent recommends that you review the entire 5620 SAM LTE ePC User Guide
before you attempt to use the 5620 SAM in your LTE network.

5620 SAM LTE RAN User
Guide

The 5620 SAM LTE RAN User Guide describes how to discover, configure, and manage
the Evolved NodeB, or eNodeB, using the 5620 SAM. The guide is intended for LTE RAN
network planners, administrators, and operators.

Alcatel-Lucent recommends that you review the entire 5620 SAM LTE RAN User Guide
before you attempt to use the 5620 SAM in your LTE network.

5620 SAM LTE Parameter
Reference

The 5620 SAM LTE Parameter Reference provides a list of all LTE ePC and LTE RAN
parameters supported in the 5620 SAM.

5620 SAM-O documentation

5620 SAM XML OSS
Interface Developer Guide

The 5620 SAM XML OSS Interface Developer Guide provides information that allows you
to:

® use the 5620 SAM XML 0SS interface to access network management information
® learn about the information model associated with the managed network

® develop OSS applications using the packaged methods, classes, data types, and
objects necessary to manage 5620 SAM functions

5620 SAM 3GPP 0SS
Interface Developer Guide

The 5620 SAM 3GPP 0SS Interface Developer Guide describes the components and
architecture of the 3GPP 0SS interface to the 5620 SAM. It includes procedures and
samples to assist OSS application developers to use the 3GPP interface to manage LTE
devices.

(3 of 4)
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Guide Description

5620 SAM 3GPP 0SS The 5620 SAM 3GPP OSS Interface Compliance Statements document describes the
Interface Compliance compliance of the 5620 SAM 3GPP 0SS interface with the 3GPP standard.
Statements

5620 SAM optical documentation

5620 SAM Optical User
Guide

The 5620 SAM Optical User Guide describes how to discover, configure, and manage
optical devices using the 5620 SAM. The guide is intended for optical network planners,
administrators, and operators.

Alcatel-Lucent recommends that you review the entire 5620 SAM Optical User Guide
before you attempt to use the 5620 SAM in your network.

5620 SAM Optical
Parameter Reference

The 5620 SAM Optical Parameter Reference provides a list of all optical device
parameters supported in the 5620 SAM.

(4 of 4)

Obta

ining customer documentation

You can obtain 5620 SAM customer documentation:

¢ from the product
* on the web

On-product documentation

The 5620 SAM on-product customer documentation is delivered in HTML and PDF.
Choose Help—User Documentation from the 5620 SAM client GUI to open the help
system in a web browser.

The help system opens to the User Documentation Index, which provides a summary
of and links to all 5620 SAM customer documents.

Click on the Using the help system tab on the User Documentation Index page to find
usage tips for navigating and searching within the on-product customer
documentation.

You can return to the User Documentation Index at any time by clicking on the Home
icon, shown in Figure 1.

Figure 1 Home icon

fas

Ll

Documentation on the web

The 5620 SAM customer documentation is available for download in PDF format
from the Alcatel-Lucent Customer Support Center:
http://www.alcatel-lucent.com/myaccess. If you are a new user and require access to
this service, please contact your Alcatel-Lucent support representative.

In addition to the guides listed in Table 1, Release Notices and other documents not
delivered on-product are posted to this site.

Xii
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Working with PDFs

You can download PDFs of individual guides from the Alcatel-Lucent Customer
Support Center, or you can choose to download a zip of all PDFs for a particular
release.

You can use the Search function of Acrobat Reader (File—Search) to find a term in
a PDF of any 5620 SAM document. To refine your search, use appropriate search
options (for example, search for whole words only or enable case-sensitive
searching). You can also search for a term in multiple PDFs at once, provided that
they are located in the same directory. For more information, see the Help for
Acrobat Reader.

Cross-book hotlinks, for example, from a parameter name in the 5620 SAM User
Guide to a description of that parameter in the 5620 SAM Parameter Guide, work
only if both PDF files are in the same directory.

when opening the PDF files in the 5620 SAM documentation suite.
The offline storage and default cache values used by the browsers are
the cause of the error message.

: Note — Users of Mozilla browsers may receive an error message

Alcatel-Lucent recommends changing the Mozilla Firefox offline
storage or Mozilla 1.7 cache value to 100 Mbytes to eliminate the
error message.

Documentation conventions

Table 2 lists the conventions that are used throughout the documentation.

Table 2 Documentation conventions

Convention Description Example
Key name Press a keyboard key Delete
Italics Identifies a variable hostname
Key+Key Type the appropriate consecutive keystroke sequence CTRL+G
Key-Key Type the appropriate simultaneous keystroke sequence CTRL-G

* An asterisk is a wildcard character, which means “any log_file*.txt

character” in a search argument.

J Press the Return key ~J

— An em dash indicates there is no information. -

— Indicates that a cascading submenu results from selectinga | Policies—>Alarm
menu item Policies

Procedures with options or substeps

When there are options in a procedure, they are identified by letters. When there are
substeps in a procedure, they are identified by Roman numerals.

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 Xiii
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Example of options in a procedure

At step 1, you can choose option a or b. At step 2, you must do what the step
indicates.

1  This step offers two options. You must choose one of the following.
a This is one option.
b  This is another option.

2 You must perform this step.

Example of substeps in a procedure

At step 1, you must perform a series of substeps within a step. At step 2, you must
do what the step indicates.

1  This step has a series of substeps that you must perform to complete the step. You
must perform the following substeps.

i This is the first substep.
ii  This is the second substep.
iii  This is the third substep.

2 You must perform this step.

Measurement conventions

Measurements in this document are expressed in metric units and follow the Systeme
international d’unités (SI) standard for abbreviation of metric units. If imperial
measurements are included, they appear in brackets following the metric unit.

Table 3 lists the measurement symbols used in this document.

Table 3 Bits and bytes conventions

Measurement Symbol
bit b
byte byte
kilobits per second kb/s
Xiv October 2011  Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
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Important information

The following conventions are used to indicate important information:

VAN
A

Warning — Warning indicates that the described activity or situation
may, or will, cause equipment damage or serious performance
problems.

Caution — Caution indicates that the described activity or situation
may, or will, cause service interruption.

Note — Notes provide information that is, or may be, of special
0 interest.
Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 Xxv
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1 — 5620 SAM alarm information

1.1 5620 SAM Alarm Reference overview

The 5620 SAM Alarm Reference lists and describes each alarm that the 5620 SAM
canraise. The alarms are organized in chapters by device type. An alarm that applies
to multiple devices has multiple entries in this guide; each entry for such an alarm
varies only by the supported release information, which depends on the device type.

See the 5620 SAM Troubleshooting Guide for information about using alarms to
troubleshoot the managed network. See the 5620 SAM User Guide for information
about alarm support, policies, and management using the 5620 SAM.

Table 1-1 contains a sample alarm entry.

Table 1-1 Sample alarm entry—EquipmentAdministrativelyDown

Alarm Attributes Supported releases
Name: EquipmentAdministrativelyDown (455) Severity: minor ® 6.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 7.0.0
Package: equipment Default probable cause: * 8.0.0
Raised on class: equipment.Equipment equipmentAdministrativelyDown (326) ® 9.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of
equipmentAdministrativelyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Admin Down’)

Clearing condition:

(‘compositeEquipmentState’ NOT EQUAL 'Admin Down’)

The table title for an alarm entry is the alarm name. When the same alarm name is
found in multiple packages, the table title includes the package name in parentheses.
Each alarm entry contains the following information:

Name—the alarm name, and the alarm name ID in parentheses
Type—the alarm type, and the type ID in parentheses

Package—the containing package of the alarm, which maps to a package in the
5620 SAM-O XML Reference

Raised on class—the package and object class in package.class format
Severity—the alarm severity level

Implicitly cleared—whether the alarm automatically clears when the clearing
alarm condition is true

Default probable cause—the typical probable cause of the alarm, and the
probable cause ID in parentheses

Supported releases—the device releases against which the alarm can be raised;
the releases are specific to the device named in the chapter title

Description—the alarm description

Raising condition—a logical statement that describes the internal 5620 SAM
parameter values that trigger the raising of the alarm

Clearing condition—a logical statement that describes the internal 5620 SAM
parameter values that trigger the clearing of the alarm

1-2
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1 — 5620 SAM alarm information

1.2 NE-specific alarm information

This section describes additional alarm support information for specific NEs.

Unspecified NE alarms

Unspecified NE alarms are alarms that are not yet directly associated with one or
more NE types.

Alcatel-Lucent effort. For NE-specific information about an

Note — Associating alarms with specific NE types is an ongoing
0 unspecified NE alarm, contact Alcatel-Lucent technical support.

5620 SAM platform alarms

5620 SAM platform alarms are alarms that the 5620 SAM raises in response to a
condition in the 5620 SAM system that is not associated with an NE, for example, a
database fault or the crossing of a disk-capacity threshold.

9471 MME alarms

The 9471 MME is based on a platform that supports many different applications.
Some of the alarms that are described in this document apply to platform functions
that the 9471 MME does not utilize. Therefore, the 5620 SAM does not raise some
of the 9471 MME alarms listed in this document.

In the 5620 SAM, each 9471 MME alarm name is prefixed with “Mme”. The
equivalent 9471 MME alarm name does not include this prefix. For example, the
9471 MME alarm ATCA_AggregatePowerSensor is raised by the 5620 SAM as
MmeATCA_AggregatePowerSensor.

courtesy to assist in alarm identification and mapping. The
Alcatel-Lucent 9471 Mobility Management Entity (MME) | Release
LMx.x Alarm Dictionary 418-111-208 is the primary source for
9471 MME alarm information.

: Note — 9471 MME alarms are provided in this document as a

eNodeB alarms

The eNodeB supports the following notification types, each of which the 5620 SAM
treats as an alarm:

* Alarm—a fault notification that is assigned one of the standard severities

* Event—a state-change notification or warning that has a severity of
“notApplicable” and provides information about NE and network events

Each alarm that originates from an eNodeB is prefixed with an InfoKey, or IK value.
The severity level of an eNodeB InfoKey alarm is dynamic and can differ from the
default severity as described in this document. An alarm that the 5620 SAM raises in
response to network conditions that involve an eNodeB is named using the standard
format and does not have a dynamic severity.

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 1-3
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1 — 5620 SAM alarm information

1.3

1.4

The following additional information is listed for each eNodeB alarm:

* Impact—the general effect of the alarm on network and LTE service operation
* Remedial action—an example course of action that may resolve the fault

See the Alcatel-Lucent 9412 eNodeB | Release LAx.x Alarms and Events Reference
Guide 418-000-034 for more information about eNodeB alarms and events.

Alarm information in other formats

The alarm information in this document is also available in CSV and XML formats.
You can use the alarmDetails.csv and alarmDetails.xml alarm reference files to tailor
the alarm information to your requirements. For example, you can compare the files
to determine what alarm information changes between 5620 SAM releases. Contact
your Alcatel-Lucent support representative for more information.

0SS alarm monitoring

See the 5620 SAM XML OSS Interface Developer Guide for information about
managing alarms using a 5620 SAM OSS client.

1-4
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2— 5620 SAM platform alarms

chapter. Associating alarms with the 5620 SAM platform is an

: Note — Some of the 5620 SAM platform may not be listed in this

ongoing Alcatel-Lucent effort. Some alarms that are described in
chapter 32 may apply to the 5620 SAM platform.

Table 2-1 ActivationSessionActiveToolLong

Alarm

Attributes

Supported releases

Name: ActivationSessionActiveTooLong (1153)
Type: configurationAlarm (11)

Package: activation

Raised on class: activation.Session

Severity: warning
Implicitly cleared: true

Default probable cause: activationSessionOpen
(857)

® 9.0R5

Description: The alarm is raised when an activation session has been active for 24 hours.

Table 2-2 ActivitySwitch

Alarm

Attributes

Supported releases

Name: ActivitySwitch (182)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NmsSystem

Severity: critical
Implicitly cleared: false
Default probable cause: systemFailed (144)

® 9.0R5

Description: The alarm is raised when a 5620 SAM main server activity switch occurs.
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2 — 5620 SAM platform alarms

Table 2-3 AllArchiveLogsDeleted

Alarm

Attributes

Supported releases

Name: AllArchiveLogsDeleted (199)
Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: warning
Implicitly cleared: false
Default probable cause: archivedLogslssue (154)

® 9.0R5

Description: The alarm is raised when the 5620 SAM deletes all database archive logs because it requires more disk space. When
database disk space is low, the 5620 SAM first deletes the archive logs that have been applied to the standby database and raises
the OldArchiveLogsDeleted alarm. If deleting the applied archive logs does not free up sufficient disk space, the 5620 SAM deletes
the remaining archive logs, which creates an archive log gap that requires a standby database reinstantiation to correct. The alarm

is raised only in a redundant 5620 SAM system.

Table 2-4 ArchiveLogDiskSpaceBelowThreshold

Alarm

Attributes

Supported releases

Name: ArchivelLogDiskSpaceBelowThreshold (197)
Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: critical
Implicitly cleared: false
Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when the primary or standalone database archived log disk space threshold specified in the

nms-server.xml file is reached.

Table 2-5 ArchiveLogDiskSpaceSizeMisMatch

Alarm

Attributes

Supported releases

Name: ArchivelLogDiskSpaceSizeMisMatch (2935)
Type: diskSpacelssue (99)

Package: db

Raised on class: db.DatabaseManager

Severity: major
Implicitly cleared: false
Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when the primary and standby database archived log directory sizes do not match.

Table 2-6 ARCInhibit

Alarm

Attributes

Supported releases

Name: ARCInhibit (2886)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: info
Implicitly cleared: true
Default probable cause: Arcind (1098)

® 9.0R5

Description: The alarm is raised due to indefinite inhibition mode of alarm report control.
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2 — 5620 SAM platform alarms

Table 2-7 AsymmetricalConfig (bundle)

Alarm

Attributes

Supported releases

Name: AsymmetricalConfig (295)

Type: configurationAlarm (11)

Package: bundle

Raised on class: bundle.MultiChassisApsinterface

Severity: major
Implicitly cleared: true
Default probable cause: asymmetricalConfig (226)

® 9.0R5

Description: The alarm is raised when the bundles in an APS group do not have matching configurations.

Raising condition: (‘Asymmetrical Config Detected' EQUAL 'true’)

Clearing condition: (‘Asymmetrical Config Detected EQUAL ‘false’)

Table 2-8 AsymmetricalConfig (lag)

Alarm

Attributes

Supported releases

Name: AsymmetricalConfig (295)
Type: configurationAlarm (11)
Package: lag

Raised on classes:

® lag.MultiChassisLag

® lag.MultiChassisLagMember

Severity: major
Implicitly cleared: true
Default probable cause: asymmetricalConfig (226)

® 9.0R5

Description: The alarm is raised when the members of an MC LAG do not have matching configurations.

Raising condition: (‘configMismatches' NOT EQUAL '0L")

Clearing condition: (‘configMismatches' EQUAL 'OL")

Table 2-9 AsymmetricalConfig (multichassis)

Alarm

Attributes

Supported releases

Name: AsymmetricalConfig (295)

Type: configurationAlarm (11)

Package: multichassis

Raised on classes:

® multichassis.MultiChassisPeer

® multichassis.MultiChassisLagMember
® multichassis.MultiChassisLag

Severity: major
Implicitly cleared: true
Default probable cause: asymmetricalConfig (226)

® 9.0R5

Description: The alarm is raised when there is a peer configuration mismatch that prevents MC operation.

Raising condition: (‘Asymmetrical Configuration Detected EQUAL 'true’)

Clearing condition: (‘Asymmetrical Configuration Detected' EQUAL ‘false’)
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2 — 5620 SAM platform alarms

Table 2-10 AuthenticationFailure

Alarm Attributes Supported releases
Name: AuthenticationFailure (128) Severity: warning ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: security Default probable cause: multipleSecurityViolations

Raised on class: security.TSecurityManager (336)

Description: The alarm is raised when a configurable number of attempts to log in to a 5620 SAM client fail. The alarm information
includes the user name. The 5620 SAM deletes the alarm when the user account is deleted.

Table 2-11 AuthorizationFailure

Alarm Attributes Supported releases
Name: AuthorizationFailure (529) Severity: warning ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: security Default probable cause: multipleSecurityViolations

Raised on class: security.TSecurityManager (336)

Description: The alarm is raised when a configurable number of attempts to delete or modify an object that is not in the current
user span of control fail.

Table 2-12 AuxiliaryServerStatus

Alarm Attributes Supported releases
Name: AuxiliaryServerStatus (311) Severity: critical ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: server Default probable cause: systemFailed (144)

Raised on class: server.AuxiliaryServer

Description: The alarm is raised when a 5620 SAM main server cannot communicate with an auxiliary server. The alarm clears when
communication is restored.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: (‘Server Status' EQUAL 'Up’)

Table 2-13 BackupDiskSpaceBelowThreshold

Alarm Attributes Supported releases
Name: BackupDiskSpaceBelowThreshold (195) Severity: critical ® 9.0R5

Type: databaseAlarm (29) Implicitly cleared: false

Package: db Default probable cause: diskSpacelssue (153)

Raised on class: db.DatabaseManager

Description: The alarm is raised when the primary or standalone database backup disk space threshold specified in the
nms-server.xml file is reached.
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2 — 5620 SAM platform alarms

Table 2-14 BfdSessionMissing (rtr)

Alarm

Attributes

Supported releases

Name: BfdSessionMissing (438)

Type: bfdSessionAlarm (46)

Package: rtr

Raised on class: rtr.NetworkInterface

Severity: warning
Implicitly cleared: true
Default probable cause: bfdSessionMissing (345)

® 9.0R5

Description: The alarm is raised when a previously present BFD session is absent.

Table 2-15 BfdSessionMissing (service)

Alarm

Attributes

Supported releases

Name: BfdSessionMissing (438)

Type: bfdSessionAlarm (46)

Package: service

Raised on class: service.L3AccessInterface

Severity: warning
Implicitly cleared: true
Default probable cause: bfdSessionMissing (345)

® 9.0R5

Description: The alarm is raised when a previously present BFD session is absent.

Table 2-16 BfdSessionMissing (vprn)

Alarm

Attributes

Supported releases

Name: BfdSessionMissing (438)

Type: bfdSessionAlarm (46)

Package: vprn

Raised on class: vprn.NetworkInterface

Severity: warning
Implicitly cleared: true
Default probable cause: bfdSessionMissing (345)

® 9.0R5

Description: The alarm is raised when a previously present BFD session is absent.

Table 2-17 BootableConfigBackupFailed

Alarm

Attributes

Supported releases

Name: BootableConfigBackupFailed (103)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileTransferFailure (89)

® 9.0R5

Description: The alarm is raised when the 5620 SAM fails to back up a set of NE configuration files.

Raising condition: (‘Backup State' EQUAL 'Failure’)

Clearing condition: (‘Backup State' EQUAL 'Success')
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2 — 5620 SAM platform alarms

Table 2-18 BootConfigFailScriptNotAccesible

Alarm

Attributes

Supported releases

Name: BootConfigFailScriptNotAccesible (543)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: false

Default probable cause:
bootConfigFailScriptNotAccesible (416)

® 9.0R5

Description: The alarm is raised when a CLI script that runs after NE configuration file execution failure is inaccessible.

Table 2-19 BootConfigOKScriptNotAccesible

Alarm

Attributes

Supported releases

Name: BootConfigOKScriptNotAccesible (544)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: false

Default probable cause:
bootConfigOKScriptNotAccesible (417)

® 9.0R5

Description: The alarm is raised when a CLI script that runs after NE configuration file execution success is inaccessible.

Table 2-20 BootParametersMisconfigured

Alarm

Attributes

Supported releases

Name: BootParametersMisconfigured (35)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical

Implicitly cleared: true

Default probable cause: persistentindexFailure (30)
Applicable probable causes:

® persistentindexFailure

® configFileBootFailure

® 9.0R5

Description: The alarm is raised when the SNMP Index Boot Status on an NE is not set to Persistent.

Raising condition: (('isGenericNode' EQUAL ‘false’) AND ('State' NOT EQUAL 'Pre-provisioned’) AND (('Config File Status' NOT EQUAL
‘Executed Successfully’) OR (‘Persistent Index Status’' NOT EQUAL 'Rebuild Succeeded')))

Clearing condition: ((‘Config File Status' EQUAL 'Executed Successfully’) AND ('Persistent Index Status' EQUAL 'Rebuild Succeeded'))

Table 2-21 CliCommandFailure

Alarm

Attributes

Supported releases

Name: CliCommandFailure (402)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: false
Default probable cause: cliCommandFailure (300)

® 9.0R5

Description: The alarm is raised when a CLI command on an NE fails.
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2 — 5620 SAM platform alarms

Table 2-22 CliConnectionProblem

Alarm

Attributes

Supported releases

Name: CliConnectionProblem (299)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: false
Default probable cause: cliConnectionProblem (230)

® 9.0R5

Description: The alarm is raised when the 5620 SAM fails to open a CLI session on an NE because the number of open CLI sessions

on the NE is at the maximum.

Table 2-23 ClientDelegateServerMaxUIExceeded

Alarm

Attributes

Supported releases

Name: ClientDelegateServerMaxUIExceeded (730)
Type: resourceAlarm (28)
Package: server

Severity: warning
Implicitly cleared: true
Default probable cause:

® 9.0R5

clientDelegateServerMaxUlExceeded (508)

Raised on class: server.ClientDelegateServer

Description: The alarm is raised when the total number of client GUI sessions on a client delegate server reaches or exceeds the
configured maximum value.

Table 2-24 ClientDelegateServerStatus

Alarm Attributes Supported releases

Name: ClientDelegateServerStatus (731)
Type: communicationsAlarm (4)

Package: server

Raised on class: server.ClientDelegateServer

Severity: critical ® 9.0R5
Implicitly cleared: true

Default probable cause: systemFailed (144)

Description: The alarm is raised when a client delegate server is unreachable.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: (‘Server Status' EQUAL 'Up’)

Table 2-25 CliLoginFailed

Alarm Attributes Supported releases
Name: CliLoginFailed (298) Severity: warning ® 9.0R5
Type: communicationsAlarm (4) Implicitly cleared: false
Package: netw Default probable cause: cliLoginFailed (229)
Raised on class: netw.NetworkElement
Description: The alarm is raised when a CLI login attempt fails because of an incorrect user name or password.
Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 2-7
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2 — 5620 SAM platform alarms

Table 2-26 CommunityMisconfiguration

Alarm

Attributes

Supported releases

Name: CommunityMisconfiguration (442)
Type: serviceAlarm (16)

Package: vprn

Raised on class: vprn.Site

Severity: major
Implicitly cleared: true

Default probable cause: CommunityMisconfiguration
(347)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects a community misconfiguration on a service site.

Table 2-27 CorporateAndSecuredCompositeServicesAreNotConnected

Alarm

Attributes

Supported releases

Name:
CorporateAndSecuredCompositeServicesAreNotCon
nected (828)

Type: serviceAlarm (16)
Package: ipsec
Raised on class: ipsec.IPSecSecuredVpn

Severity: warning
Implicitly cleared: false

Default probable cause:
CompositeServiceMisconfiguration (591)

® 9.0R5

Description: The alarm is raised when the corporate and secured services used by an IPsec VPN do not have a connector between

them.

Raising condition: (‘corporateToSecureServiceConnector' EQUAL ‘Not Connected’)

Clearing condition: (('corporateToSecureServiceConnector' EQUAL 'Connected’) OR (‘corporateToSecureServiceConnector' EQUAL

‘None'))

Table 2-28 CorporateAndSecuredCompositeServicesMistmatch
Alarm Attributes Supported releases
Name: Severity: warning ® 9.0R5

CorporateAndSecuredCompositeServicesMistmatch
(829)

Type: serviceAlarm (16)
Package: ipsec
Raised on class: ipsec.IPSecSecuredVpn

Implicitly cleared: false

Default probable cause:
CompositeServiceMisconfiguration (591)

Description: The alarm is raised when the corporate and secured services used by an IPsec VPN are in different composite services.

Table 2-29 CorruptedUdpPacket

Alarm

Attributes

Supported releases

Name: CorruptedUdpPacket (1921)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: variable
Implicitly cleared: false
Default probable cause: corruptedPacket (921)

® 9.0R5

Description: The alarm is raised when the an UDP packet is corrupted for an application.
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2 — 5620 SAM platform alarms

Table 2-30 CorruptimageFile

Alarm Attributes Supported releases

Name: CorruptimagefFile (171)
Type: configurationAlarm (11)
Package: mediation Default probable cause: invalidOrCorruptimageFile

Raised on class: (134)
mediation.AbstractSoftwareFolderDescriptor

Severity: critical ® 9.0R5
Implicitly cleared: true

Description: The alarm is raised when one or more files in the 5620 SAM software image specified for a device software upgrade is
invalid, corrupt or absent. The 5620 SAM validates a device software file set before it imports the file set and distributes it to an
NE. Ensure that the file set downloads properly to the NE and is not tampered with before you re-attempt the upgrade. The alarm
clears when a valid file set is on the NE and the 5620 SAM activates the software image in the file set.

Raising condition: (‘isimageValid' EQUAL 'false’)

Clearing condition: (‘isimageValid' EQUAL ‘'true’)

Table 2-31 CpuUtilizationExceeded

Alarm Attributes Supported releases

Name: CpuUtilizationExceeded (358)
Type: thresholdCrossed (6)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning ® 9.0R5

Implicitly cleared: false
Default probable cause: thresholdCrossed (12)

Description: The alarm is raised when the 7250 SAS CPU utilization exceeds the configured threshold and the NE sends the

BATM-SYS-MON-MIB.cpuUtilizationExceeded trap.

Table 2-32 DatabaseArchivedLogNotApplied

Alarm

Attributes

Supported releases

Name: DatabaseArchivedLogNotApplied (205)
Type: configurationAlarm (11)

Package: db

Raised on class: db.DatabaseManager

Severity: warning
Implicitly cleared: true

Default probable cause:
databaseArchivedLogNotApplied (159)

® 9.0R5

Description: The alarm is raised when, during a database backup, the 5620 SAM determines that the archive logs are not being
applied to the standby database, as indicated by the archive log gap. The archive log gap threshold is defined in the nms-server.xml
file. The alarm is raised only in a redundant 5620 SAM system.

Table 2-33 DatabaseBackupFailed

Alarm

Attributes

Supported releases

Name: DatabaseBackupFailed (136)
Type: configurationAlarm (11)
Package: db

Raised on class: db.DatabaseManager

Severity: major
Implicitly cleared: false

Default probable cause: databaseBackupFailure
(109)

® 9.0R5

Description: The alarm is raised when the database backup files cannot be created because of, for example, a lack of disk space

or insufficient file permissions.
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2 — 5620 SAM platform alarms

Table 2-34 DatabaseBackuplnvalidConfig

Alarm

Attributes

Supported releases

Name: DatabaseBackuplnvalidConfig (1117)
Type: configurationAlarm (11)

Package: db

Raised on class: db.DatabaseManager

Severity: major
Implicitly cleared: true

Default probable cause: InvalidbBackupConfigration
(829)

® 9.0R5

Description: The alarm is raised when the scheduled backup destination is empty.

Table 2-35 DatabaseBackupRsyncFailed

Alarm

Attributes

Supported releases

Name: DatabaseBackupRsyncFailed (749)
Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: warning
Implicitly cleared: false

Default probable cause:
databaseBackupFileRsyncFailed (525)

® 9.0R5

Description: The alarm is raised when one or more database backup files cannot be copied to the standby database station.

Table 2-36 DatabaseFileTransportFailure

Alarm

Attributes

Supported releases

Name: DatabaseFileTransportFailure (2887)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: DbFt (1099)

® 9.0R5

Description: The alarm is raised when a database file transport operation fails.

Table 2-37 DatabaseLocalCopyCreationfail

Alarm

Attributes

Supported releases

Name: DatabaselLocalCopyCreationfail (2888)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: DbFl (1100)

® 9.0R5

Description: The alarm is raised when the creation of a local database copy fails.
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Table 2-38 DatabaseRedundancyArchiveGap

Alarm

Attributes

Supported releases

Name: DatabaseRedundancyArchiveGap (611)
Type: configurationAlarm (11)

Package: db

Raised on class: db.DatabaseManager

Severity: major
Implicitly cleared: true

Default probable cause:
DatabaseRedundancyArchiveGap (454)

® 9.0R5

Description: The alarm is raised when the primary 5620 SAM main server detects an archive log gap. An archive log gap occurs when
a number of archive logs cannot be applied to the standby database. The alarm may indicate that the primary database is out of
archive log disk space, the standby database has been down for too long, or the standby database is not able to process the archive
logs at the rate that the primary database sends them. The alarm clears after a standby database reinstantiation, which corrects
the archive log gap. The alarm is raised only in a redundant 5620 SAM system.

Table 2-39 DatabaseRedundancyFailure

Alarm Attributes Supported releases

Name: DatabaseRedundancyFailure (246) 9.0 R5
Type: configurationAlarm (11)
Package: db

Raised on class: db.DatabaseManager

Severity: major b
Implicitly cleared: true

Default probable cause:
DatabaseRedundancyFailure (184)

Description: The alarm is raised when the 5620 SAM detects a standby database problem, for example, the database is down or not
in managed recovery mode. The alarm clears when the standby database is functional. The alarm is raised only in a redundant 5620
SAM system.

Table 2-40 DatabaseRedundancyOutOfSync

Alarm Attributes Supported releases

Name: DatabaseRedundancyOutOfSync (302)
Type: configurationAlarm (11)
Package: db

Severity: warning ® 9.0R5

Implicitly cleared: true
Default probable cause:

Raised on class: db.DatabaseManager DatabaseRedundancyOutOfSync (233)

Description: The alarm is raised when the primary 5620 SAM server polls the primary and standby databases and detects a difference
in the primary and standby database archive log sequence numbers that is greater than one. The alarm may indicate that the primary
database is not sending archive logs to the standby quickly enough, or that the standby database is not able to process the archive
logs at the rate that the primary sends them. The alarm is raised only in a redundant 5620 SAM system.

Table 2-41 DatabaseRedundancyRealTimeApplyFailure

Alarm Attributes Supported releases
Name: DatabaseRedundancyRealTimeApplyFailure Severity: warning ® 9.0R5

(296) Implicitly cleared: true

Type: configurationAlarm (11) Default probable cause:

Package: db DatabaseRedundancyRealTimeApplyFailure (227)

Raised on class: db.DatabaseManager

Description: The alarm is raised when database redundancy falls out of real-time apply transfer mode, which means that the
primary database transactions are not immediately replicated to the standby database. The alarm clears when the database is
operating in real-time apply mode.
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2 — 5620 SAM platform alarms

Table 2-42 DatabaseSyncFailed

Alarm

Attributes

Supported releases

Name: DatabaseSyncFailed (2889)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: DBMemtrf (1101)

® 9.0R5

Description: The alarm is raised when database synchronization fails.

Table 2-43 DataFileDiskSpaceBelowThreshold

Alarm

Attributes

Supported releases

Name: DataFileDiskSpaceBelowThreshold (196)
Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: critical
Implicitly cleared: true
Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when the primary or standalone database data file disk space threshold specified in the

nms-server.xml file is reached.

Table 2-44 DatafileSizeAboveThreshold

Alarm

Attributes

Supported releases

Name: DatafileSizeAboveThreshold (750)
Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: critical
Implicitly cleared: false

Default probable cause: HighNumberOfRecords
(526)

® 9.0R5

Description: The alarm is raised when a tablespace data file size exceeds 85 percent of 32 Gbytes. This may indicate that the

number of stored NE backups is too high.

Table 2-45 DatalLossAlarm (equipment)

Alarm

Attributes

Supported releases

Name: DatalLossAlarm (148)

Type: storageAlarm (25)

Package: equipment

Raised on class: equipment.FlashMemory

Severity: major
Implicitly cleared: true
Default probable cause: dataloss (122)

® 9.0R5

Description: The alarm is raised when a device detects an error while writing to a compact flash unit.
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2 — 5620 SAM platform alarms

Table 2-46 DataLossAlarm (sw)

Alarm Attributes Supported releases

Name: DatalLossAlarm (148)
Type: storageAlarm (25)
Package: sw

Severity: major ® 9.0R5
Implicitly cleared: false
Default probable cause: datalLoss (122)

Raised on class:
sw.AccountingStatsRetrievalManager

Description: The alarm is raised when the 5620 SAM receives the tmnxLogAccountingDataloss trap, which is sent when a statistics
collection interval ends while an NE is writing data to an accounting file. The statistics collection for the interval stops immediately,
and collection for the next interval begins. The accounting statistics file for the interrupted collection contains an incomplete data
set as a result.

Table 2-47 DBFailOver

Alarm Attributes Supported releases

Name: DBFailOver (201)
Type: configurationAlarm (11) Implicitly cleared: true

Package: db Default probable cause: databasePrimaryDown
Raised on class: db.DatabaseManager (155)

Severity: critical ® 9.0R5

Description: The alarm is raised when a database failover occurs. A standby database reinstantiation is required. The alarm clears
when the standby database is online.

Table 2-48 DbnotSyncd

Alarm Attributes Supported releases

Name: DbnotSyncd (2890)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor ® 9.0R5
Implicitly cleared: true
Default probable cause: DbUnSync (1102)

Description: The alarm is raised due to active and standby main EC databases are not sync.

Table 2-49 Defaultinstancelnconsistency

Alarm

Attributes

Supported releases

Name: Defaultlnstancelnconsistency (211)
Type: ConfigurationAlarm (15)

Package: policy

Raised on class: policy.Manager

Severity: warning
Implicitly cleared: true

Default probable cause:
multipleDefaultinstancesEncountered (54)

® 9.0R5

Description: The alarm is raised when an accounting policy is the default for more then one service type or more then one network

type.

Raising condition: (‘'defaultinstancelncon

sistency’ EQUAL 'true’)

Clearing condition: (‘defaultinstancelnconsistency’ EQUAL ‘false’)
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2 — 5620 SAM platform alarms

Table 2-50 DeployerObjectsLimitExceeded

Alarm

Attributes

Supported releases

Name: DeployerObjectsLimitExceeded (3314)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NmsSystem

Severity: major
Implicitly cleared: false

Default probable cause: tooManyDeployerObjects
(1153)

® 9.0R5

Description: The alarm is raised when the number of deployer objects or attributes exceeds the SAM system limit.

Table 2-51 DeploymentFailure

Alarm

Attributes

Supported releases

Name: DeploymentFailure (13)

Type: deploymentFailure (5)

Package: generic

Raised on class: generic.GenericObject

Severity: minor
Implicitly cleared: true

Default probable cause:
failedToModifyNetworkResource (11)

® 9.0R5

Description: The alarm is raised when the 5620 SAM is unable to create, modify, or delete a network object because of NE
unreachability or a failed SNMP set operation. The alarm information includes the deployment ID, the requesting user ID, and the

deployment type.

Table 2-52 DeployProfileFailed

Alarm

Attributes

Supported releases

Name: DeployProfileFailed (610)

Type: configurationAlarm (11)

Package: autoconfig

Raised on class: autoconfig.AutoProvisioning

Severity: major
Implicitly cleared: false
Default probable cause: DeployProfileFailed (453)

® 9.0R5

Description: The alarm is raised when the deployment of a script to a 7705 SAR fails.

Table 2-53 DetectedPreProvisionedCantidateNodeHasConfig

Alarm

Attributes

Supported releases

Name:
DetectedPreProvisionedCantidateNodeHasConfig
(1960)

Type: communicationsAlarm (4)
Package: netw
Raised on class: netw.DiscoveredNode

Severity: critical
Implicitly cleared: false

Default probable cause:
detectedPreProvisionedCantidateNodeHasConfig
(947)

® 9.0R5

Description: The alarm is raised when the cantidate node detected for pre-provisioning already has configuration in it. This
configuration in the detected node will get replaced with the configuration in the matching pre-provisioned node in SAM during the

configuration deployment stage of self-config.
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2 — 5620 SAM platform alarms

Table

2-54 DiscoveredPhysicalLinkMismatch

Alarm

Attributes

Supported releases

Name: DiscoveredPhysicalLinkMismatch (657)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.AbstractPhysicalLink

Severity: warning
Implicitly cleared: true

Default probable cause:
endPointUsedByNumerousLinks (488)

® 9.0R5

Description: The alarm is raised when one endpoint of a physical link is used as an endpoint in another physical link.

Raising condition: (‘physicalLinkMismatchConfigured' EQUAL ‘true’)

Clearing condition: (‘physicalLinkMismatchConfigured' EQUAL ‘false’)

Table 2-55 DiskSpaceBelowThreshold

Alarm

Attributes

Supported releases

Name: DiskSpaceBelowThreshold (1934)
Type: serverAlarm (94)

Package: server

Raised on class: server.SamServer

Severity: variable
Implicitly cleared: false
Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when the disk space threshold is reached.

Table 2-56 DroppedUdpPackets

Alarm

Attributes

Supported releases

Name: DroppedUdpPackets (1935)
Type: communicationsAlarm (4)
Package: server

Raised on class: server.SamServer

Severity: variable
Implicitly cleared: false

Default probable cause:
tooManyUdpPacketsBuffered (926)

® 9.0R5

Description: The alarm is raised when the number of UDP Packets that await processing by the 5620 SAM surpasses.

Table 2-57 DualEndedLossNotSupported

Alarm

Attributes

Supported releases

Name: DualEndedLossNotSupported (1194)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.MaintAssociation

Severity: warning
Implicitly cleared: true

Default probable cause:
dualEndedLossNotSupported (895)

® 9.0R5

Description: The alarm is raised when at least one MEP that does not support Y1731 Dual Ended Loss test is participating in a CFM
Continuity Check test that has Y1731 Dual Ended Loss test enabled.
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2 — 5620 SAM platform alarms

Table 2-58 DuplicatePhysicalLinks

Alarm

Attributes

Supported releases

Name: DuplicatePhysicalLinks (658)

Type: configurationAlarm (11)

Package: netw

Raised on class: netw.AbstractPhysicalLink

Severity: minor
Implicitly cleared: true

Default probable cause:
duplicatePhysicalLinkConfigured (489)

® 9.0R5

Description: The alarm is raised when there is more then one physical link configured between two endpoints.

Raising condition: (‘duplicateLinkConfigured' EQUAL ‘true’)

Clearing condition: (‘duplicateLinkConfigured' EQUAL 'false’)

Table 2-59 DuplicateRouterldProblem

Alarm Attributes Supported releases

Name: DuplicateRouterldProblem (411)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical ® 9.0R5
Implicitly cleared: false
Default probable cause: duplicateRouterld (168)

Description: The alarm is raised when the 5620 SAM detects that the same address is being used by multiple NEs. To prevent 5620
SAM database corruption, the 5620 SAM does not discover the NE with the duplicate address.

Table 2-60 DuplicateVrfPolicy

Alarm Attributes Supported releases

Name: DuplicateVrfPolicy (229)
Type: configurationAlarm (11) Implicitly cleared: true

Package: 13fwd Default probable cause: duplicateVrfPolicyExists
Raised on classes: (a77)

Severity: warning ® 9.0R5

® 13fwd.ServiceSitelmportPolicy
® 13fwd.ServiceSiteExportPolicy

Description: The alarm is raised when the 5620 SAM detects a duplicate VRF policy in a VPRN. The alarm information includes the
VRF policy ID and type, and information about the service site.

Table 2-61 DuplicateVrfTarget

Alarm Attributes Supported releases

Name: DuplicateVrfTarget (230)
Type: configurationAlarm (11) Implicitly cleared: true

Package: 13fwd Default probable cause: duplicateVrfTargetExists
Raised on class: 13fwd.ServiceSite (178)

Severity: warning ® 9.0R5

Description: The alarm is raised when the 5620 SAM detects a duplicate VRF target in a VPRN. The alarm information includes the
VRF policy ID and type, and information about the service site.
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2 — 5620 SAM platform alarms

Table 2-62 EMSystemUnreachable

Alarm Attributes Supported releases
Name: EMSystemUnreachable (2947) Severity: major ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: hip Default probable cause:

Raised on class: hip.EMSystem connectionEstablishmentError (1136)

Applicable probable causes:
connectionEstablishmentError
transmissionError
fireDetected
lossOfRedundancy
protectionMechanismFailure
protectingResourceFailure
excessiveResponseTime
excessiveRetransmissionRate

Description: The alarm is raised when the 5620 SAM detects a HIP communication link failure to the EM System while the EM System
is administratively up. The alarm clears when the HIP link returns to service or the EM System is no longer administratively up.

Raising condition: ((‘Administrative State' EQUAL ‘'Up’) AND (‘Network Connection Status’ NOT EQUAL 'Up’))

Clearing condition: (('Administrative State’ NOT EQUAL 'Up’) OR (‘Network Connection Status' EQUAL 'Up’))

Table 2-63 EventsThrottled

Alarm Attributes Supported releases
Name: EventsThrottled (356) Severity: major ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause: snmpDaemonOverloaded

Raised on class: netw.NetworkElement (141)

Description: The alarm is raised when an NE throttles events because the event rate exceeds the configured maximum.

Table 2-64 FailureToSwitchManagementProtocol

Alarm Attributes Supported releases
Name: FailureToSwitchManagementProtocol (1076) Severity: major ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause: managementAddressinvalid

Raised on class: netw.NodeDiscoveryControl (812)

Description: The alarm is raised when the 5620 SAM cannot switch the management address of an NE from one IP version to another.
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2 — 5620 SAM platform alarms

Table 2-65 ForceQTagForwardingMisconfiguration (epipe)

Alarm Attributes Supported releases
Name: ForceQTagForwardingMisconfiguration (813) Severity: warning ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: true

Package: epipe Default probable cause:

Raised on class: epipe.Epipe forceQTagForwardingInconsistent (576)

Description: The alarm is raised when two I-sites in a service use different Force Q Tag Forwarding values.

Raising condition: (‘operationalFlags'anyBit'Force Q Tag Forwarding Inconsistent’)

Clearing condition: NOT ((‘operationalFlags'anyBit'Force Q Tag Forwarding Inconsistent’))

Table 2-66 ForceQTagForwardingMisconfiguration (vpls)

Alarm Attributes Supported releases
Name: ForceQTagForwardingMisconfiguration (813) Severity: warning ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: true

Package: vpls Default probable cause:

Raised on class: vpls.AbstractVpls forceQTagForwardingInconsistent (576)

Description: The alarm is raised when two I-sites in a service use different Force Q Tag Forwarding values.

Raising condition: (‘operationalFlags'anyBit'Force Q Tag Forwarding Inconsistent’)

Clearing condition: NOT ((‘'operationalFlags'anyBit'Force Q Tag Forwarding Inconsistent'))

Table 2-67 FrameSizeProblem (netw)

Alarm Attributes Supported releases
Name: FrameSizeProblem (37) Severity: critical ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: true

Package: netw Default probable cause: frameSizeProblem (33)

Raised on class:

netw.StatefullConnectablelnterface

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: (('mtuMismatch' EQUAL 'true’) AND (‘portld' NOT EQUAL 'OL"))

Clearing condition: (('mtuMismatch’ EQUAL ‘false’) OR (‘portld' EQUAL '0L"))

Table 2-68 FrameSizeProblem (service)

Alarm Attributes Supported releases
Name: FrameSizeProblem (37) Severity: warning ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: true

Package: service Default probable cause: frameSizeProblem (33)

Raised on class: service.Service

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: (‘mtulnconsistent’ EQUAL 'true’)

Clearing condition: (‘mtulnconsistent’ EQUAL ‘false’)
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2 — 5620 SAM platform alarms

Table 2-69 FrameSizeProblem (svt)

Alarm

Attributes

Supported releases

Name: FrameSizeProblem (37)
Type: configurationAlarm (11)
Package: svt

Raised on class: svt.SdpBinding

Severity: critical
Implicitly cleared: true
Default probable cause: frameSizeProblem (33)

® 9.0R5

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: ((‘Operational State' EQUAL 'MTU Mismatch') OR (‘Operational State' EQUAL ‘Tunnel MTU Too Small’))

Clearing condition: ((‘Operational State' NOT EQUAL ‘'MTU Mismatch') AND (‘Operational State’' NOT EQUAL ‘Tunnel MTU Too Small’))

Table 2-70 FtpClientFailure

Alarm

Attributes

Supported releases

Name: FtpClientFailure (357)
Type: communicationsAlarm (4)
Package: netw

Severity: warning
Implicitly cleared: false
Default probable cause: ftpClientFailure (257)

® 9.0R5

Raised on class: netw.NetworkElement

Description: The alarm is raised when an NE sends notification that an FTP operation initiated by the FTP client fails because of
file unavailability, interruption during the file transfer, or a lack of available storage space.

Table 2-71 GenericlnterfaceLinkDown

Alarm Attributes Supported releases

Name: GenericlnterfaceLinkDown (403)

Type: equipmentAlarm (3)

Package: genericne

Raised on class: genericne.GenericNelnterface

Severity: major ® 9.0R5
Implicitly cleared: true
Default probable cause: inoperableEquipment (8)

Description: The alarm is raised when the 5620 SAM detects a communication link failure on a GNE interface. The alarm clears
when the link returns to service.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' EQUAL 'Up’)

Table 2-72 GlobalAppProfileCreated

Alarm Attributes Supported releases

Name: GlobalAppProfileCreated (2931)
Type: ConfigurationAlarm (15) Implicitly cleared: true

Package: aapolicy Default probable cause: globalAppProfileMissing
Raised on class: aapolicy.ApplicationProfile (1125)

Severity: warning ® 9.0R5

Description: The alarm is raised when a global applciation profile that a global transit ip policy is referenced to does not exist. It
notifies the user that a global applciation profile has been created.
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2 — 5620 SAM platform alarms

Table 2-73 HostnameMismatch

Alarm

Attributes

Supported releases

Name: HostnameMismatch (732)
Type: configurationAlarm (11)
Package: server

Raised on class: server.SamServer

Severity: critical
Implicitly cleared: false
Default probable cause: hostnameMismatch (509)

® 9.0R5

Description: The alarm is raised when an auxiliary or standby server host name in a 5620 SAM main server configuration does not
match the host name of the auxliary or standby server /etc/hosts file.

Table 2-74 InBandManagementConnectionDown

Alarm

Attributes

Supported releases

Name: InBandManagementConnectionDown (139)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: critical
Implicitly cleared: true

Default probable cause:
managementConnectionDown (111)

® 9.0R5

Description: The alarm is raised when the 5620 SAM cannot reach a managed NE using the ping function over an in-band connection.

Table 2-75 IncompleteConfig (bundle)

Alarm

Attributes

Supported releases

Name: IncompleteConfig (294)

Type: configurationAlarm (11)

Package: bundle

Raised on class: bundle.MultiChassisApsinterface

Severity: major
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

® 9.0R5

Description: The alarm is raised when there are not exactly two APS bundles in an APS group.

Raising condition: (('Number of members' NOT EQUAL 2'))

Clearing condition: (('Number of members' EQUAL '2'))

Table 2-76 IncompleteConfig (lag)

Alarm

Attributes

Supported releases

Name: IncompleteConfig (294)
Type: configurationAlarm (11)
Package: lag

Raised on class: lag.MultiChassisLag

Severity: major
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

® 9.0R5

Description: The alarm is raised when an MC LAG has fewer than two members.

Raising condition: (‘numberOfMembers' NOT EQUAL 2')

Clearing condition: (‘numberOfMembers' EQUAL 2)
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2 — 5620 SAM platform alarms

Table 2-77 IncompleteConfig (multichassis)

Alarm

Attributes

Supported releases

Name: IncompleteConfig (294)

Type: configurationAlarm (11)

Package: multichassis

Raised on classes:

® multichassis.MultiChassisSync

® multichassis.MultiChassisLagMember

Severity: major
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

® 9.0R5

Description: The alarm is raised when a peer configuration cannot be found on the peer NE.

Raising condition: (‘mcLagPointer' EQUAL \"\")

Clearing condition: (‘mcLagPointer' NOT EQUAL \"\"")

Table 2-78 IncompleteConfig (rmon)

Alarm

Attributes

Supported releases

Name: IncompleteConfig (294)
Type: configurationAlarm (11)
Package: rmon

Raised on classes:

® rmon.Event

®  rmon.Alarm

Severity: major
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

® 9.0R5

Description: The alarm is raised when an object is created with default values but not yet made active.

Raising condition: ('Status’ EQUAL 'Under Creation’)

Clearing condition: (‘Status’ NOT EQUAL ‘Under Creation’)

Table 2-79 IncompleteConfiguration

Alarm

Attributes

Supported releases

Name: IncompleteConfiguration (1942)
Type: operationalViolation (93)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

® 9.0R5

Description: The alarm is raised when a pre-provisioned NE has no objects configured beneath it.

Raising condition: ((‘'State’ EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ EQUAL \"\"))

Clearing condition: (('State' EQUAL ‘Pre-provisioned’) AND (‘eNodeB Equipment’ NOT EQUAL \"\"))
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2 — 5620 SAM platform alarms

Table 2-80 InconsistenciesOnNode

Alarm Attributes Supported releases

Name: InconsistenciesOnNode (1077)
Type: integrityViolation (85)
Package: netw Default probable cause: inconsistenciesOnNode
Raised on class: netw.NetworkElement (813)

Severity: warning ® 9.0R5

Implicitly cleared: true

Description: The alarm is raised when a device detects one or more configuration inconsistencies. On a 9500 MPR, this can be caused
by cross-connect creation failure during service creation.

Table 2-81 IncorrectEndPointPeerConfig

Alarm Attributes

Supported releases

Name: IncorrectEndPointPeerConfig (1068)

Type: configurationAlarm (11)

Package: multichassis

Raised on class: multichassis.MultiChassisEndpoint

Severity: major b

Implicitly cleared: true

Default probable cause: incompleteEPPeerConfig
(810)

9.0R5

Description: The alarm is raised when a peer configuration cannot be found on the peer NE.

Raising condition: ('MC EndPoint Group Pointer' EQUAL "\"\"")

Clearing condition: (‘MC EndPoint Group Pointer' NOT EQUAL \"\"")

Table 2-82 IncorrectNeighborConfig

Alarm

Attributes

Supported releases

Name: IncorrectNeighborConfig (609)
Type: configurationAlarm (11)
Package: aps

Raised on class: aps.ApsGroup

Severity: major
Implicitly cleared: true

Default probable cause: incorrectNeighborConfig
(452)

® 9.0R5

Description: The alarm is raised when the peer does not exist or the neighbor address does not point to a network interface on the

NE that contains the peer object.

Raising condition: (('Type' EQUAL ‘MultiChassis’) AND (‘Neighbor match' EQUAL ‘false’))

Clearing condition: (('Type' EQUAL 'SingleChassis’) OR (‘Neighbor match' EQUAL ‘true'))

Table 2-83 IncorrectPeerConfig

Alarm

Attributes

Supported releases

Name: IncorrectPeerConfig (779)
Type: configurationAlarm (11)
Package: multichassis

Raised on class: multichassis.Peer

Severity: major
Implicitly cleared: true
Default probable cause: IncorrectPeerConfig (554)

® 9.0R5

Description: The alarm is raised when an MC peer does not exist, or when an MC peer exists but the peer address is not the address
of a network interface on the peer.

Raising condition: (‘Neighbor Match' EQUAL ‘false’)

Clearing condition: (‘Neighbor Match' EQUAL ‘'true’)
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2 — 5620 SAM platform alarms

Table 2-84 IncorrectPeerSynchronizationPortConfig

Alarm

Attributes

Supported releases

Name: IncorrectPeerSynchronizationPortConfig
(780)

Type: configurationAlarm (11)
Package: multichassis

Raised on class:
multichassis.PeerSynchronizationPort

Severity: major
Implicitly cleared: true

Default probable cause:
IncorrectPeerSynchronizationPortConfig (555)

® 9.0R5

Description: The alarm is raised when the peer port does not exist, or when the peer port exists but the synchronization tags of

the peers do not match.

Raising condition: (‘peerMatchFound' EQUAL ‘false’)

Clearing condition: (‘peerMatchFound’ EQUAL ‘'true’)

Table 2-85 IncorrectPeerSynchronizationPortEncapRangeConfig

Alarm

Attributes

Supported releases

Name:
IncorrectPeerSynchronizationPortEncapRangeConfi
g (781)

Type: configurationAlarm (11)
Package: multichassis

Raised on class:
multichassis.PeerSynchronizationPortEncapRange

Severity: major
Implicitly cleared: true

Default probable cause:
IncorrectPeerSynchronizationPortEncapRangeConfi
g (556)

® 9.0R5

Description: The alarm is raised when the VLAN ranges on the Multi-Chassis synchronization peers do not match.

Raising condition: (‘Neighbor Match' EQUAL ‘false’)

Clearing condition: (‘Neighbor Match' EQUAL 'true’)

Table 2-86 InstallDirectoryDiskSpaceBelowThreshold

Alarm

Attributes

Supported releases

Name: InstallDirectoryDiskSpaceBelowThreshold
(612)

Type: databaseAlarm (29)
Package: db
Raised on class: db.DatabaseManager

Severity: major
Implicitly cleared: true
Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when the primary or standalone database installation disk space threshold specified in the

nms-server.xml file is reached.
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2 — 5620 SAM platform alarms

Table 2-87 InterfaceDown (netw)

Alarm Attributes Supported releases

Name: InterfaceDown (36)
Type: InterfaceAlarm (13)
Package: netw

Raised on class:
netw.StatefullConnectablelnterface

Severity: critical ® 9.0R5
Implicitly cleared: true
Default probable cause: interfaceDown (32)

Description: The alarm is raised when an interface or underlying resource fails, as indicated by an interface compositeState
attribute value of failed or underlyingResourceFailed.

Raising condition: ((‘compositeState' EQUAL ‘'Inoperable’) OR (‘compositeState’ EQUAL ‘Underlying Resource Inoperable’))

Clearing condition: ((‘compositeState’ NOT EQUAL 'Inoperable’) AND (‘compositeState’ NOT EQUAL 'Underlying Resource Inoperable'))

Table 2-88 InterfaceDown (service)

Alarm

Attributes

Supported releases

Name: InterfaceDown (36)

Type: configurationAlarm (11)

Package: service

Raised on class: service.Redundantinterface

Severity: major
Implicitly cleared: true
Default probable cause: interfaceDown (32)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects that a redundant interface is operationally down.

Raising condition: ((‘administrativeState' EQUAL ‘Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘operationalState’' EQUAL 'Up’) OR (‘administrativeState' NOT EQUAL 'Up’))

Table 2-89 InterfaceDown (vpls)

Alarm

Attributes

Supported releases

Name: InterfaceDown (36)

Type: configurationAlarm (11)

Package: vpls

Raised on class: vpls.L2ManagementInterface

Severity: major
Implicitly cleared: true
Default probable cause: interfaceDown (32)

® 9.0R5

Description: The alarm is raised when an L2 management interface has an Operational State of Down, and the associated VPLS site

has an Administrative State of Up.

Raising condition: (('administrativeState' EQUAL ‘Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘'operationalState’ EQUAL 'Up’) OR (‘administrativeState’ NOT EQUAL 'Up’))
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2 — 5620 SAM platform alarms

Table 2-90 InterfaceDown (vprn)

Alarm

Attributes

Supported releases

Name: InterfaceDown (36)

Type: configurationAlarm (11)
Package: vprn

Raised on class: vprn.IPMirrorinterface

Severity: major
Implicitly cleared: true
Default probable cause: interfaceDown (32)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects that an interface is operationally down.

Raising condition: ((‘administrativeState' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL ‘Up’))

Clearing condition: ((‘'operationalState’ EQUAL 'Up’) OR (‘administrativeState’ NOT EQUAL 'Up’))

Table 2-91 InvalidBOFAddress

Alarm

Attributes

Supported releases

Name: InvalidBOFAddress (1141)

Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: warning
Implicitly cleared: false
Default probable cause: invalidBOF (847)

® 9.0R5

Description: The alarm is raised during a network topology rescan in which the 5620 SAM does not find a previously configured NE
BOF address, and the Management IP Selection of the NE is set to one of the following:- Out Of Band Preferred- In Band Preferred

Table 2-92 InvalidDatabase

Alarm

Attributes

Supported releases

Name: InvalidDatabase (2891)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: false
Default probable cause: Dblnvalid (1103)

® 9.0R5

Description: The alarm is raised when a database is invalid.

Table 2-93 InvalidTopology

Alarm

Attributes

Supported releases

Name: InvalidTopology (2892)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: InvalidTopo (1104)

® 9.0R5

Description: The alarm is raised when topology has misconfigured.
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2 — 5620 SAM platform alarms

Table 2-94 IsidMisconfiguration (epipe)

Alarm

Attributes

Supported releases

Name: IsidMisconfiguration (592)
Type: configurationAlarm (11)
Package: epipe

Raised on class: epipe.Epipe

Severity: warning
Implicitly cleared: true

Default probable cause: isidlnconsistent (446)

® 9.0R5

Description: The alarm is raised when Epipe service sites that are bound to a PBB backbone use different ISID values.

Raising condition: (‘operationalFlags'anyBit'ISID Inconsistent’)

Clearing condition: NOT ((‘operationalFlags'anyBit'ISID Inconsistent’))

Table 2-95 IsidMisconfiguration (vpls)

Alarm

Attributes

Supported releases

Name: IsidMisconfiguration (592)
Type: configurationAlarm (11)
Package: vpls

Raised on class: vpls.AbstractVpls

Severity: warning
Implicitly cleared: true

Default probable cause: isidInconsistent (446)

® 9.0R5

Description: The alarm is raised when service sites use inconsistent |-SID values for a PBB backbone. The alarm is raised against a

VPLS or M-VPLS service.

Raising condition: (‘operationalFlags'anyBit'ISID Inconsistent’)

Clearing condition: NOT ((‘operationalFlags'anyBit'ISID Inconsistent’))

Table 2-96 JMSClientMessagesRemoved

Alarm

Attributes

Supported releases

Name: JMSClientMessagesRemoved (532)
Type: communicationsAlarm (4)
Package: security

Raised on class: security.User

Severity: minor
Implicitly cleared: false

Default probable cause:
maximumExceededMessages (297)

® 9.0R5

Description: The alarm is raised when the number of JMS messages that are queued for a 5620 SAM client exceeds the allowed
number. The 5620 SAM subsequently deletes messages to keep the number within the allowed range.

Table 2-97 JMSDurableClientReset

Alarm

Attributes

Supported releases

Name: JMSDurableClientReset (530)
Type: communicationsAlarm (4)
Package: security

Raised on class: security.User

Severity: warning
Implicitly cleared: true

Default probable cause: jmsServerRestart (401)

® 9.0R5

Description: The alarm is raised when a durable JMS client is removed from the 5620 SAM because of a JMS server restart or

switchover.
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2 — 5620 SAM platform alarms

Table 2-98 JMSDurableClientUnsubscribed

Alarm

Attributes

Supported releases

Name: JMSDurableClientUnsubscribed (531)
Type: communicationsAlarm (4)

Package: security

Raised on class: security.User

Severity: minor
Implicitly cleared: false

Default probable cause:
maximumExceededMessages (297)

® 9.0R5

Description: The alarm is raised when a durable JMS client is unsubscribed and removed from the 5620 SAM.

Table 2-99 JMSServerDown

Alarm

Attributes

Supported releases

Name: JMSServerDown (360)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NmsSystem

Severity: critical
Implicitly cleared: false
Default probable cause: systemFailed (144)

® 9.0R5

Description: The alarm is raised when JMS communication fails.

Table 2-100 KeepAliveProblem

Alarm

Attributes

Supported releases

Name: KeepAliveProblem (100)
Type: oamAlarm (18)

Package: svt

Raised on class: svt.Tunnel

Severity: warning
Implicitly cleared: true
Default probable cause: keepAliveFailed (86)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects a keep-alive protocol status of senderldinvalid or responderldError.

Raising condition: (('Keep-Alive State' NOT EQUAL 'Disabled’) AND (‘Keep-Alive State' NOT EQUAL 'Alive’) AND (‘Keep-Alive State' NOT

EQUAL 'Unknown'))

Clearing condition: (('Keep-Alive State' EQUAL 'Disabled’) OR (‘Keep-Alive State' EQUAL 'Alive’) OR ('Keep-Alive State' EQUAL

‘Unknown'))

Table 2-101 KeyChainAuthFailure

Alarm

Attributes

Supported releases

Name: KeyChainAuthFailure (421)
Type: communicationsAlarm (4)
Package: security

Raised on class: security.KeyChain

Severity: major
Implicitly cleared: false

Default probable cause: keyChainAuthFailure (314)

® 9.0R5

Description: The alarm is raised when an incoming packet is dropped because of a TCP key chain authentication failure.
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2 — 5620 SAM platform alarms

Table 2-102 LicensedLimitExceeded

Alarm

Attributes

Supported releases

Name: LicensedLimitExceeded (127)
Type: licensingAlarm (23)

Package: security

Raised on class: security.ProductLicense

Severity: critical
Implicitly cleared: true

(106)

Default probable cause: licensedLimitExceeded

® 9.0R5

Description: The alarm is raised when the license items in the network exceeds 100 percent of the license capacity.

Raising condition: (‘Exceeded' EQUAL ‘true’)

Clearing condition: (‘Exceeded' NOT EQUAL ‘'true’)

Table 2-103 LicensedLimitNearing

Alarm

Attributes

Supported releases

Name: LicensedLimitNearing (1931)
Type: licensingAlarm (23)

Package: security

Raised on class: security.ProductLicense

Severity: warning
Implicitly cleared: true

Default probable cause: licensedLimitNearing (132)

® 9.0R5

Description: The alarm is raised when the license items in the network reaches 75 to 90 percent of the license capacity.

Table 2-104 LicensedLimitNearlyExceeded

Alarm

Attributes

Supported releases

Name: LicensedLimitNearlyExceeded (1932)

Type: licensingAlarm (23)
Package: security
Raised on class: security.ProductLicense

Severity: major
Implicitly cleared: true

Default probable cause:
licensedLimitNearlyExceeded (133)

® 9.0R5

Description: The alarm is raised when the license items in the network reaches 90 to 100 percent of the license capacity.

Table 2-105 LicensedLimitReached

Alarm

Attributes

Supported releases

Name: LicensedLimitReached (1933)
Type: licensingAlarm (23)

Package: security

Raised on class: security.ProductLicense

Severity: major
Implicitly cleared: true

Default probable cause: licensedLimitReached (925)

® 9.0R5

Description: The alarm is raised when the license items in the network reaches 100 percent of the license capacity.
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2 — 5620 SAM platform alarms

Table 2-106 LicenseKeylslnvalid

Alarm

Attributes

Supported releases

Name: LicenseKeylsInvalid (1122)

Type: licensingAlarm (23)

Package: security

Raised on class: security.AbstractLicense

Severity: warning
Implicitly cleared: true

Default probable cause: LicenseKeylsinvalid (836)

® 9.0R5

Description: The alarm is raised when the 5620 SAM server configuration is updated with a new license key and the license key is

not valid.

Table 2-107 LicenseMismatch

Alarm

Attributes

Supported releases

Name: LicenseMismatch (342)

Type: licensingAlarm (23)

Package: security

Raised on class: security.AbstractLicense

Severity: critical
Implicitly cleared: false

Default probable cause: licenseMismatch (247)

® 9.0R5

Description: The alarm is raised when the primary 5620 SAM main server license does not match the standby 5620 SAM main server

license.

Table 2-108 LicenseViolation

Alarm

Attributes

Supported releases

Name: LicenseViolation (1930)

Type: licensingAlarm (23)

Package: security

Raised on class: security.ProductLicense

Severity: warning
Implicitly cleared: false

Default probable cause: licenseViolation (924)

® 9.0R5

Description: The alarm is raised when license violation happened. capacity.

Table 2-109 LostReference

Alarm

Attributes

Supported releases

Name: LostReference (2893)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: sync (1105)

® 9.0R5

Description: The alarm is raised due to lost of redundant reference of system time.
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2 — 5620 SAM platform alarms

Table 2-110 LostTimingReferences

Alarm

Attributes

Supported releases

Name: LostTimingReferences (2894)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true
Default probable cause: SyncOos (1106)

® 9.0R5

Description: The alarm is raised due to lost of refererences of system time.

Table 2-111 LpsViolation

Alarm

Attributes

Supported releases

Name: LpsViolation (518)

Type: learnedPortSecurityAlarm (51)
Package: lps

Raised on class: lps.LearnedPortSecurity

Severity: major
Implicitly cleared: true

Default probable cause:
learnedPortSecurityViolation (393)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects an LPS violation.

Raising condition: (‘Operational State' EQUAL 'Security Violated')

Clearing condition: (‘Operational State' EQUAL 'Down’)

Table 2-112 ManagementinterfaceProtectionSwitch

Alarm

Attributes

Supported releases

Name: ManagementInterfaceProtectionSwitch (34)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning

Implicitly cleared: false

Default probable cause: switchTolnband (814)
Applicable probable causes:

® switchTolnband

® switchToOutband

® 9.0R5

Description: The alarm is raised when an NE has in-band and out-of-band management interfaces and switches from one type of

management to the other.

Table 2-113 ManagementlpAddressMismatch

Alarm

Attributes

Supported releases

Name: ManagementlpAddressMismatch (1943)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true

Default probable cause:
mismatchOfManagementlpAddress (931)

® 9.0R5

Description: The alarm is raised when the IP address of the shadow network element does not match with the IP address of the

discovered NE.
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2 — 5620 SAM platform alarms

Table 2-114 ManagementIPSwitchUnsupported

Alarm

Attributes

Supported releases

Name: ManagementIPSwitchUnsupported (1078)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: warning
Implicitly cleared: false

Default probable cause: managementAddressinvalid
(812)

® 9.0R5

Description: The alarm is raised when an attempt is made to switch the management address of an NE from one IP version to

another.

Table 2-115 McLagSourceBMacLsbMisconfigured (lag)

Alarm

Attributes

Supported releases

Name: McLagSourceBMacLsbMisconfigured (776)
Type: configurationAlarm (11)

Package: lag

Raised on class: lag.MultiChassisLag

Severity: major
Implicitly cleared: true

Default probable cause:
McLagSourceBMacLsbMisconfigured (551)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects a mismatch in the last 16 bits of the source backbone MAC address on
the peer device. This mismatch prevents PBB access dual homing from operating.

Raising condition: (‘'srcBMacLSBMisconfigured' EQUAL ‘'true’)

Clearing condition: (‘'srcBMacLSBMisconfigured' EQUAL ‘false’)

Table 2-116 McLagSourceBMacLsbMisconfigured (multichassis)

Alarm

Attributes

Supported releases

Name: McLagSourceBMacLsbMisconfigured (776)
Type: configurationAlarm (11)

Package: multichassis

Raised on class: multichassis.MultiChassisLag

Severity: major
Implicitly cleared: true

Default probable cause:
McLagSourceBMacLsbMisconfigured (551)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects a mismatch in the last 16 bits of the source backbone MAC address on
the peer device. This mismatch prevents PBB access dual homing from operating.

Raising condition: ('srcBMacLSBMisconfigured' EQUAL ‘'true’)

Clearing condition: (‘'srcBMacLSBMisconfigured' EQUAL ‘false’)
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2 — 5620 SAM platform alarms

Table 2-117 MediationAuthenticationFailure (security)

Alarm

Attributes

Supported releases

Name: MediationAuthenticationFailure (75)
Type: communicationsAlarm (4)

Package: security

Raised on class: security.BaseMediationPolicy

Severity: warning

Implicitly cleared: false

Default probable cause: unsupportedSecLevel (55)
Applicable probable causes:

® unsupportedSecLevel

® notInTimeWindow

® unknownUserName

® unknownEnginelD

® wrongDigest

® decryptionError

® 9.0R5

Description: The alarm is raised when a mediation authentication failure occurs.

Table 2-118 MediationAuthenticationFailure (snmp)

Alarm

Attributes

Supported releases

Name: MediationAuthenticationFailure (75)
Type: communicationsAlarm (4)

Package: snmp

Raised on class: snmp.PollerManager

Severity: critical
Implicitly cleared: false

Default probable cause: noMediationPolicyFound
(62)

® 9.0R5

Description: The alarm is raised when an NE has no associated 5620 SAM mediation policy.

Table 2-119 MemoryConsumption

Alarm

Attributes

Supported releases

Name: MemoryConsumption (216)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause: tooManyTrapsBuffered
(173)

® 9.0R5

Description: The alarm is raised when one of the following occurs.- The number of traps from a particular NE that await processing
by the 5620 SAM surpasses the NE red threshold for trap memory management in the 5620 SAM server configuration.- The global
number of traps that await processing by the 5620 SAM surpasses the yellow threshold for trap memory management in the 5620
SAM server configuration. Caution: Alcatel-Lucent strongly recommends against modifying NE trap management threshold values;
modifying these values can seriously degrade 5620 SAM performance. The alarm clears when one of the following occurs.- The
number of traps from the NE that await processing falls below the NE red threshold.- The global number of traps that await
processing falls below the system yellow threshold. The NE is resynchronized only if required.

Table 2-120 MemoryThresholdCrossingAlarm

Alarm

Attributes

Supported releases

Name: MemoryThresholdCrossingAlarm (1936)
Type: configurationAlarm (11)

Package: server

Raised on class: server.SamServer

Severity: variable
Implicitly cleared: false

Default probable cause: lowMemoryConfigured
(927)

® 9.0R5

Description: The alarm is raised when the memory of the SAM Server exceeds some threshold.

2-32 October 2011

Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
3HE 06862 AAAA TQZZA Edition 01




2 — 5620 SAM platform alarms

Table 2-121 MisconfiguredNode

Alarm Attributes Supported releases
Name: MisconfiguredNode (382) Severity: major ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: false

Package: netw Default probable cause: persistOff (281)

Raised on class: netw.Topology Applicable probable causes:

® persistOff
® noSystemAddress
® nolpv4Address

Description: The alarm is raised when the 5620 SAM tries to discover an NE that is not properly configured for management, for
example, when persistence is set to Off in the NE BOF, or when the NE has no system address.

Table 2-122 MissedStatsCatchUpCollection

Alarm Attributes Supported releases
Name: MissedStatsCatchUpCollection (2895) Severity: major ®* 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause: snmpDown (306)

Raised on class: netw.NetworkElement

Description: The alarm is raised when a 5620 SAM main server cannot communicate with the node to retrieve missed collections
intervals.

Table 2-123 MissedStatsCollection

Alarm Attributes Supported releases
Name: MissedStatsCollection (355) Severity: critical ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause: noAuxiliaryServersAvailable

Raised on class: netw.NetworkElement (256)

Description: The alarm is raised when a 5620 SAM main server cannot communicate with any auxiliary server for NE statistics
collection during a statistics poll.

Table 2-124 MissingFallingEvent

Alarm Attributes Supported releases
Name: MissingFallingEvent (414) Severity: major ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: false

Package: rmon Default probable cause: incompleteConfig (225)

Raised on class: rmon.Alarm

Description: The alarm is raised when the 5620 SAM cannot find the falling event object that is named in an RMON policy alarm
definition.

Raising condition: ('Missing Falling Event’' EQUAL ‘true’)

Clearing condition: (‘Missing Falling Event’ EQUAL ‘false’)
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2 — 5620 SAM platform alarms

Table 2-125 MissingNESelfConfigPolicy

Alarm Attributes Supported releases
Name: MissingNESelfConfigPolicy (1944) Severity: major ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause: noNESelfConfigPolicyFound

Raised on class: netw.TopologyDiscoveryRule (932)

Description: The alarm is raised when an identifier of a shadow NE matches the identifier of a node being discovered by a scan of
this discovery rule, but there is no NE self-config policy for the node type set in this discovery rule.

Table 2-126 MissingPreProvisionedNode

Alarm Attributes Supported releases
Name: MissingPreProvisionedNode (1945) Severity: major ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: netw Default probable cause:

Raised on class: netw.DiscoveredNode noPreProvisionedNodeFound (933)

Description: The alarm is raised when there is no pre-provisioned NE to be found to associate the discovered candidate target NE to.

Table 2-127 MissingRisingEvent

Alarm Attributes Supported releases
Name: MissingRisingEvent (413) Severity: major ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: false

Package: rmon Default probable cause: incompleteConfig (225)

Raised on class: rmon.Alarm

Description: The alarm is raised when the 5620 SAM cannot find the rising event object that is named in an RMON policy alarm
definition.

Raising condition: ('Missing Rising Event' EQUAL 'true’)

Clearing condition: (‘Missing Rising Event' EQUAL ‘false’)

Table 2-128 MissSpokeConfiguration

Alarm Attributes Supported releases
Name: MissSpokeConfiguration (218) Severity: warning ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: true

Package: vpls Default probable cause: missSpokeConfiguration

Raised on class: vpls.AbstractVpls (172)

Description: The alarm is raised when the 5620 SAM detects a spoke SDP binding between two sites in one M-VPLS or VPLS. The
alarm is not raised by the 5620 SAM, Release 4.0 or later.

Raising condition: (‘missSpokeConfiguration' EQUAL ‘true’)

Clearing condition: (‘missSpokeConfiguration' EQUAL 'false’)
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2 — 5620 SAM platform alarms

Table 2-129 NeighborLoss (pim)

Alarm Attributes Supported releases
Name: NeighborLoss (188) Severity: warning ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: pim Default probable cause: NeighborConnectionLost

Raised on class: pim.Interface (148)

Description: The alarm is raised when the connection to a neighbor is lost.

Table 2-130 NeighborLoss (vpls)

Alarm Attributes Supported releases
Name: NeighborLoss (188) Severity: warning ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: vpls Default probable cause: NeighborConnectionLost

Raised on class: vpls.InterfacePimSnooping (148)

Description: The alarm is raised when the 5620 SAM detects a loss of connection to a PIM neighbor.

Table 2-131 NeManagementAndTrapManagementMismatch

Alarm Attributes Supported releases
Name: Severity: warning ® 9.0R5
NeManagementAndTrapManagementMismatch Implicitly cleared: true

1079

( ) L Default probable cause: neManagementChange
Type: communicationsAlarm (4) (817)

Package: netw
Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE configuration is one of the following:- The Active Management IP is set
to Out Of Band, and the Primary Route Preference is set to In Band.- The Active Management IP is set to In Band, and the Primary
Route Preference is set to Out of Band.

Raising condition: ((('Active Management IP' EQUAL 'In Band') AND ((‘"Management IP Selection’' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band') AND (‘Secondary Route
Preference’' EQUAL 'In Band')) OR (('Active Management IP' EQUAL 'Out Of Band') AND ((‘'Management IP Selection' EQUAL 'Out Of Band
Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of Band Only')) AND (‘Primary Route Preference' EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL 'Out Of Band')))

Clearing condition: ((('Active Management IP' EQUAL 'In Band’) AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band')) OR (('Active Management [P’
EQUAL 'Out Of Band') AND (('Management IP Selection' EQUAL 'Out Of Band Preferred’) OR (‘Management IP Selection’' EQUAL 'Out Of
Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band')))
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2 — 5620 SAM platform alarms

Table 2-132 NetworkElementChassisTypeMismatch

Alarm

Attributes

Supported releases

Name: NetworkElementChassisTypeMismatch (1946)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true

Default probable cause:
mismatchOfNetworkElementChassisType (934)

® 9.0R5

Description: The alarm is raised when the chassis type of the shadow network element does not match with the chassis type of the

discovered NE.

Table 2-133 NetworkElementTypeMismatch

Alarm

Attributes

Supported releases

Name: NetworkElementTypeMismatch (1947)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true

Default probable cause:
mismatchOfNetworkElementType (935)

® 9.0R5

Description: The alarm is raised when the type of the shadow network element does not match with the type of the discovered NE.

Table 2-134 NetworkElementVersionMismatch

Alarm

Attributes

Supported releases

Name: NetworkElementVersionMismatch (1948)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true

Default probable cause:
mismatchOfNetworkElementVersion (936)

® 9.0R5

Description: The alarm is raised when the version of the shadow network element does not match with the version of the discovered

NE.

Table 2-135 NewSsh2ServerKeyDetected

Alarm

Attributes

Supported releases

Name: NewSsh2ServerKeyDetected (285)
Type: communicationsAlarm (4)
Package: security

Raised on class: security.KnownHostKey

Severity: warning
Implicitly cleared: true

Default probable cause: ssh2ServerKeyMismatch
(217)

® 9.0R5

Description: The alarm is raised when a 5620 SAM main server detects a new public SSH key.

Raising condition: ('SSH2 Server Key Status’ EQUAL ‘Mismatch SSH2 Host Key')

Clearing condition: ('SSH2 Server Key Status' EQUAL ‘Active SSH2 Host Key')
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2 — 5620 SAM platform alarms

Table 2-136 NodeAlreadyManagedOverAnotherProtocol

Alarm Attributes Supported releases
Name: NodeAlreadyManagedOverAnotherProtocol Severity: warning ® 9.0R5

(1080) Implicitly cleared: false

Type: discoveryControlAlarm (33) Default probable cause: nodeAlreadyDiscovered

Package: netw (818)

Raised on class: netw.NetworkElement

Description: The alarm is raised when the 5620 SAM tries to rediscover a previously discovered NE using a different IP version.

Table 2-137 NodeDatabaseCorruptionDetected

Alarm Attributes Supported releases
Name: NodeDatabaseCorruptionDetected (1961) Severity: critical ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause: nodeDatabaseCorrupted

Raised on class: netw.NetworkElement (948)

Description: This alarm is raised when an error in the node causes the node to lose its configuration and come up in an
inconsistent/incomplete state. To overcome this it might be necessary to reconfigure the node.

Table 2-138 NodeDatabaseFallbackDetected

Alarm Attributes Supported releases
Name: NodeDatabaseFallbackDetected (2923) Severity: major ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: netw Default probable cause: nodeDatabaseFallback

Raised on class: netw.NetworkElement (1121)

Description: This alarm is raised when a configuration fallback has been detected on the node and comes back up with a previous
configuration. To correct this situation it might be necessary to reconfigure the node, or full resync its database with the ‘fallback’
configuration returned by the node.

Raising condition: ('State' EQUAL ‘Node Configuration Fallback’)

Clearing condition: (‘State' EQUAL 'Managed')

Table 2-139 NodeDatabaseMisalignmentDetected

Alarm Attributes Supported releases
Name: NodeDatabaseMisalighmentDetected (2924) Severity: major ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: netw Default probable cause: nodeDatabaseMisalighment

Raised on class: netw.NetworkElement (1122)

Description: This alarm is raised when a configuration misalighment has been detected on the node and comes back up with an
unexpected configuration (configuration change triggered by external tool, i.e.: NEM) To correct this situation it might be necessary
to reconfigure the node with the SAM's old configuration or accepting the new configuration received from the node.

Raising condition: ('State’ EQUAL 'Node Configuration Misalignment’)

Clearing condition: (‘State’ EQUAL 'Managed’)
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2 — 5620 SAM platform alarms

Table 2-140 NodeDataMismatch

Alarm

Attributes

Supported releases

Name: NodeDataMismatch (3315)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: false
Default probable cause: nodeDataMismatch (1154)

® 9.0R5

Description: The alarm is raised when the 5620 SAM Data model and node is mismatched.

Table 2-141 NodeRebooted

Alarm

Attributes

Supported releases

Name: NodeRebooted (32)

Type: equipmentAlarm (3)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: false
Default probable cause: nodeReboot (25)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects an NE reboot based on the latest NE sysUpTime value.

Table 2-142 NodeUpgraded

Alarm

Attributes

Supported releases

Name: NodeUpgraded (178)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: info
Implicitly cleared: false
Default probable cause: upgradedNodeVersion (140)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects an NE software version upgrade.

Table 2-143 NodeVersionMismatch

Alarm

Attributes

Supported releases

Name: NodeVersionMismatch (177)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: false

Default probable cause: DowngradedNodeVersion
(139)

® 9.0R5

Description: The alarm is raised when the software version on an NE differs from the version recorded for the NE in the 5620 SAM

database.
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2 — 5620 SAM platform alarms

Table 2-144 NoPeerMcRingFound

Alarm

Attributes

Supported releases

Name: NoPeerMcRingFound (782)

Type: configurationAlarm (11)

Package: multichassis

Raised on class: multichassis.MultiChassisRing

Severity: major
Implicitly cleared: true
Default probable cause: IncompleteConfig (557)

® 9.0R5

Description: The alarm is raised when the 5620 SAM cannot find the peer MC ring.

Raising condition: (‘Peer Multi-Chassis Ring’ EQUAL "\"\"")

Clearing condition: (‘Peer Multi-Chassis Ring' NOT EQUAL \"\"")

Table 2-145 NTPServerNotReachable

Alarm

Attributes

Supported releases

Name: NTPServerNotReachable (2896)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: info
Implicitly cleared: false
Default probable cause: NTPooSync (1107)

® 9.0R5

Description: The alarm is raised when the network timing protocol is out of sync.

Table 2-146 OldArchivelLogsDeleted

Alarm

Attributes

Supported releases

Name: OldArchivelLogsDeleted (198)
Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: warning
Implicitly cleared: false
Default probable cause: archivedLogslssue (154)

® 9.0R5

Description: The alarm is raised when the 5620 SAM deletes the applied archive logs because database disk space is low. In a
standalone deployment, the 5620 SAM deletes all archive logs. In a redundant deployment, the 5620 SAM deletes the applied archive
logs, and can raise the alarm against the primary or standby database.

Table 2-147 OneWayCommunication

Alarm

Attributes

Supported releases

Name: OneWayCommunication (733)
Type: communicationsAlarm (4)
Package: server

Raised on class: server.AuxiliaryServer

Severity: major
Implicitly cleared: true
Default probable cause: routingConfiguration (510)

® 9.0R5

Description: The alarm is raised when a 5620 SAM main server cannot communicate with an auxiliary server, but the auxiliary server

can communicate with the main server.
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2 — 5620 SAM platform alarms

Table 2-148 OracleHomeDiskSpaceBelowThreshold

Alarm

Attributes

Supported releases

Name: OracleHomeDiskSpaceBelowThreshold (399)
Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: major
Implicitly cleared: true
Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when the primary or standalone database Oracle disk space threshold specified in the

nms-server.xml file is reached.

Table 2-149 OutOfBandManagementConnectionDown

Alarm

Attributes

Supported releases

Name: OutOfBandManagementConnectionDown
(138)

Type: communicationsAlarm (4)
Package: netw
Raised on class: netw.NodeDiscoveryControl

Severity: critical
Implicitly cleared: true

Default probable cause:
managementConnectionDown (111)

® 9.0R5

Description: The alarm is raised when the 5620 SAM cannot reach a managed NE using the ping function over an out-of-band

connection.

Table 2-150 PatchLevelMismatch

Alarm

Attributes

Supported releases

Name: PatchLevelMismatch (659)
Type: softwareAlarm (19)
Package: netw

Raised on class: netw.NmsSystem

Severity: critical
Implicitly cleared: false
Default probable cause: patchLevelMismatch (490)

® 9.0R5

Description: The alarm is raised when the 5620 SAM primary main server software patch level does not match the standby main

server software patch level.

Table 2-151 PersistentindexParametersMisconfigured

Alarm

Attributes

Supported releases

Name: PersistentindexParametersMisconfigured
(173)

Type: configurationAlarm (11)
Package: netw
Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause:
persistentindexConfigurationMismatch (136)

® 9.0R5

Description: The alarm is raised when persistence is set to Off in the NE BOF.

Raising condition: ((‘Persistent SNMP Indices’ EQUAL 'False’) OR (('Persistent SNMP Indices' EQUAL ‘True') AND

(‘hasRedundantProcessorCards’ EQUAL ‘true’) AND (‘Redundant Synchronization Mode' EQUAL ‘None')))

Clearing condition: (('Persistent SNMP Indices' EQUAL ‘True') AND ((‘hasRedundantProcessorCards' EQUAL ‘false’) OR

(('hasRedundantProcessorCards' EQUAL ‘true’) AND ('Redundant Synchronization Mode' NOT EQUAL 'None'))))
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2 — 5620 SAM platform alarms

Table 2-152 PhysicalLinkPortsMisconfigured

Alarm

Attributes

Supported releases

Name: PhysicalLinkPortsMisconfigured (239)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.AbstractPhysicalLink

Severity: minor
Implicitly cleared: true

Default probable cause:
physicalLinkPortsMisconfigured (181)

® 9.0R5

Description: The alarm is raised when there is an MTU size mismatch between a link endpoint and a port. The alarm clears when
the MTUs match.

Raising condition: (‘physicalLinkMisconfigured' EQUAL ‘'true’)

Clearing condition: (‘physicalLinkMisconfigured' EQUAL ‘false’)

Table 2-153 PollDeadlineMissed

Alarm Attributes Supported releases

Name: PollDeadlineMissed (240)
Type: configurationAlarm (11)
Package: netw

Severity: warning ® 9.0R5
Implicitly cleared: false

Default probable cause: tooManyltemsToPoll (183)
Raised on class: netw.NetworkElement

Description: The alarm is raised when a 5620 SAM server cannot finish browsing a statistics MIB before a polling interval expires.

Table 2-154 PollerProblem

Alarm Attributes Supported releases

Name: PollerProblem (31)
Type: communicationsAlarm (4)
Package: netw

Severity: warning ® 9.0R5
Implicitly cleared: true

Default probable cause: resyncFailed (24)
Raised on class: netw.NetworkElement

Description: The alarm is raised when the 5620 SAM is unable to poll a network object, for example, because of intermittent or no
IP connectivity to an NE, incorrect SNMP security parameters, or disabled SNMP on the NE.

Raising condition: (‘Resync Status' EQUAL 'Full Resync Failed')

Clearing condition: (‘Resync Status' EQUAL 'Full Resync Done')

Table 2-155 PrimaryDatabaseDown

Alarm Attributes Supported releases

Name: PrimaryDatabaseDown (751)
Type: databaseAlarm (29) Implicitly cleared: true

Package: db Default probable cause: primaryDatabaseDown
Raised on class: db.DatabaseManager (527)

Severity: critical ® 9.0R5

Description: The alarm is raised when the primary 5620 SAM database is down for at least one poll. The alarm is not persisted in
the database or stored in the alarm history; when the database returns to service, the PrimaryDatabaseWasDown alarm is raised.
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2 — 5620 SAM platform alarms

Table 2-156 PrimaryDatabaseWasDown

Alarm

Attributes

Supported releases

Name: PrimaryDatabaseWasDown (254)
Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: warning
Implicitly cleared: false

Default probable cause: primaryDatabaseWasDown
(193)

® 9.0R5

Description: The alarm is raised when the primary database returns to service after being unavailable for at least one poll.

Table 2-157 ProvisioningMismatch

Alarm

Attributes

Supported releases

Name: ProvisioningMismatch (634)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

Default probable cause: provisioningMismatch (470)

® 9.0R5

Description: The alarm is raised when a license mismatch is detected for provisioned equipment.

Table 2-158 ProxyDown

Alarm

Attributes

Supported releases

Name: ProxyDown (1959)

Type: communicationsAlarm (4)
Package: db

Raised on class: db.DatabaseManager

Severity: major
Implicitly cleared: true
Default probable cause: systemFailed (144)

® 9.0R5

Description: The alarm is raised when proxy server communication fails.

Table 2-159 PurgeFilesToFreeDiskSpace

Alarm

Attributes

Supported releases

Name: PurgeFilesToFreeDiskSpace (1937)
Type: serverAlarm (94)

Package: server

Raised on class: server.SamServer

Severity: variable
Implicitly cleared: false
Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when Server deletes some files to free the disk space.

Table 2-160 RamFreeSpaceExceeded

Alarm

Attributes

Supported releases

Name: RamFreeSpaceExceeded (359)
Type: thresholdCrossed (6)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: false
Default probable cause: thresholdCrossed (12)

® 9.0R5

Description: The alarm is raised when a 7250 SAS sends the BATM-SYS-MON-MIB.ramFreeSpaceExceeded trap to indicate that a

configurable RAM utilization threshold is reached.
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2 — 5620 SAM platform alarms

Table 2-161 RealignmentOfDatabase

Alarm Attributes Supported releases
Name: RealignmentOfDatabase (613) Severity: warning ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: false

Package: db Default probable cause: databaseRealignment (455)

Raised on class: db.DatabaseManager

Description: The alarm is raised when the primary 5620 SAM main server realigns itself with the preferred database by performing
a database switchover to connect to the primary database.

Table 2-162 RealighmentOfDatabaseFailed

Alarm Attributes Supported releases
Name: RealignmentOfDatabaseFailed (614) Severity: critical ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: false

Package: db Default probable cause: databaseRealignmentFailed

Raised on class: db.DatabaseManager (456)

Description: The alarm is raised when a database switchover to realign the primary main server and primary database fails. The
primary main server is not connected to the preferred database.

Table 2-163 ReconfigFailure

Alarm Attributes Supported releases
Name: ReconfigFailure (1949) Severity: critical ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: netw Default probable cause: failedReconfig (937)

Raised on class: netw.NetworkElement

Description: This alarm is raised when the reconfig action failed.

Raising condition: ('State' EQUAL 'Failed’)

Clearing condition: (‘State' NOT EQUAL 'Failed')

Table 2-164 RedAlarmThresholdReached

Alarm Attributes Supported releases
Name: RedAlarmThresholdReached (241) Severity: critical ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause: tooManyAlarms (182)

Raised on class: netw.NmsSystem

Description: The alarm is raised when the number of outstanding 5620 SAM alarms reaches the critical threshold. When this
happens, the 5620 SAM discards alarms to keep the number below the threshold.
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2 — 5620 SAM platform alarms

Table 2-165 RedundantRadioLink

Alarm

Attributes

Supported releases

Name: RedundantRadioLink (1081)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.RadioPhysicalLink

Severity: minor
Implicitly cleared: false

Default probable cause:
redundantRadioLinkConfigured (819)

® 9.0R5

Description: The alarm is raised when a radio link is discovered between two nodes when there is already a physical link(s) between

the same nodes.

Table 2-166 ReinstantiateStandbyDatabase

Alarm

Attributes

Supported releases

Name: ReinstantiateStandbyDatabase (252)
Type: configurationAlarm (11)

Package: db

Raised on class: db.DatabaseManager

Severity: warning
Implicitly cleared: false

Default probable cause:
reinstantiateStandbyDatabase (191)

® 9.0R5

Description: The alarm is raised when a standby database reinstantiation occurs.

Table 2-167 ReinstantiateStandbyDatabaseFailed

Alarm

Attributes

Supported releases

Name: ReinstantiateStandbyDatabaseFailed (253)
Type: configurationAlarm (11)

Package: db

Raised on class: db.DatabaseManager

Severity: critical
Implicitly cleared: false

Default probable cause:
reinstantiateStandbyDatabaseFailed (192)

® 9.0R5

Description: The alarm is raised when a standby database reinstantiation fails.

Table 2-168 RowThresholdConstraintViolated

Alarm

Attributes

Supported releases

Name: RowThresholdConstraintViolated (286)
Type: configurationAlarm (11)

Package: db

Raised on class: db.SizeConstraintPolicy

Severity: major
Implicitly cleared: true

Default probable cause:
partialConstraintEnforcement (218)

® 9.0R5

Description: The alarm is raised when the number of records in a database table exceeds the number specified in a size constraint

policy.

Raising condition: (‘Cleanup partial (too many objects)’' EQUAL ‘true’)

Clearing condition: (‘Cleanup partial (too many objects)' EQUAL ‘false’)
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2 — 5620 SAM platform alarms

Table 2-169 RsyncDirectoryMismatch

Alarm Attributes Supported releases
Name: RsyncDirectoryMismatch (1938) Severity: major ® 9.0R5

Type: serverAlarm (94) Implicitly cleared: false

Package: server Default probable cause: rsyncDirectoryMismatch

Raised on class: server.SamServer (928)

Description: The alarm is raised when the rsync directories mismatch between two Servers.

Table 2-170 RsyncFilesToRemoteHost

Alarm Attributes Supported releases
Name: RsyncFilesToRemoteHost (1939) Severity: variable ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: true

Package: server Default probable cause: rsyncFileslssue (929)

Raised on class: server.SamServer

Description: The alarm is raised when the rsync cannot sync the files with the remote server.

Table 2-171 RuleRegistrationError

Alarm Attributes Supported releases
Name: RuleRegistrationError (364) Severity: warning ® 9.0R5

Type: ConfigurationAlarm (15) Implicitly cleared: true

Package: rules Default probable cause: ruleContentsError (261)

Raised on class: rules.RuleSet

Description: The alarm is raised when one or more internal 5620 SAM server rule-engine rules fails to compile. The cause is typically
a rule syntax error or a system error.

Raising condition: (('Name' EQUAL \"N/A\") OR (‘compiled' EQUAL ‘false’))

Clearing condition: (('Name' NOT EQUAL "\"N/A\") AND (‘compiled’' EQUAL ‘'true’))

Table 2-172 sapDHCPProxyServerError

Alarm Attributes Supported releases
Name: sapDHCPProxyServerError (387) Severity: major ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: service Default probable cause: UnableProxyDHCPRequest

Raised on class: service.AccessInterface (291)

Description: The alarm is raised when the 5620 SAM is unable to proxy a DHCP request.

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 2-45
3HE 06862 AAAA TQZZA Edition 01  Alarm Reference




2 — 5620 SAM platform alarms

Table 2-173 SasAccountingAlarm

Alarm

Attributes

Supported releases

Name: SasAccountingAlarm (691)
Type: oamAlarm (18)

Package: sas

Raised on class: sas.TestSuite

Severity: minor
Implicitly cleared: true
Default probable cause: noAccountingPolicy (506)

® 9.0R5

Description: The alarm is raised when the 5620 SAM cannot find an SAA Accounting Policy.

Table 2-174 SasSlaAlarm

Alarm

Attributes

Supported releases

Name: SasSlaAlarm (568)
Type: oamAlarm (18)
Package: sas

Raised on class: sas.TestSuite

Severity: minor
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects a lightweight test execution failure.

Table 2-175 SasThresholdExceededAlarm

Alarm

Attributes

Supported releases

Name: SasThresholdExceededAlarm (272)
Type: oamAlarm (18)

Package: sas

Raised on class: sas.Test

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when a rising or falling threshold is crossed by a jitter, latency, or loss value. The alarm is raised
only against a scheduled test. The alarm information includes the threshold type, the threshold setting, and the current rising or

falling value.

Table 2-176 SasTooManyTestsOnNodeAlarm

Alarm

Attributes

Supported releases

Name: SasTooManyTestsOnNodeAlarm (287)
Type: oamAlarm (18)

Package: sas

Raised on class: sas.NeAgent

Severity: major
Implicitly cleared: true

Default probable cause:
tooManyTestsDeployedOnNode (220)

® 9.0R5

Description: The alarm is raised when an NE reaches 60 percent of the allowed number of created or simultaneously executed OAM
tests. An attempt to create or execute an NE schedulable test on an NE fails when the number of tests reaches 95 percent of the NE
capacity. The alarm information includes the following:- the NE ID- the number of deployed tests on the NE- the allowed number of

deployed tests on the NE
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2 — 5620 SAM platform alarms

Table 2-177 scheduledTaskCompletionStatus

Alarm

Attributes

Supported releases

Name: scheduledTaskCompletionStatus (528)
Type: taskCompletionAlarm (45)

Package: schedule

Raised on class: schedule.ScheduledTask

Severity: info
Implicitly cleared: false

Default probable cause: scheduledTaskCompleted
(400)

® 9.0R5

Description: The alarm is raised when the execution of a SAM scheduled task completes.

Raising condition: ('Status’ EQUAL ‘Completed'’)

Table 2-178 ServerLeaseDefaultTimers

Alarm

Attributes

Supported releases

Name: ServerLeaseDefaultTimers (2937)
Type: configurationAlarm (11)

Package: dhcp

Raised on class: dhcp.AbstractDhcpServer

Severity: warning
Implicitly cleared: false

Default probable cause: LeaseTimerlnconsistent
(1129)

® 9.0R5

Description: The alarm is raised when the system has reverted to default lease timer values for a particular DHCP client because

the configuration of the lease timers was inconsistent.

Table 2-179 ServerMaxLeasesReached

Alarm

Attributes

Supported releases

Name: ServerMaxLeasesReached (3316)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: false

Default probable cause: DhcpSvrMaxLeasesReached
(1155)

® 9.0R5

Description: The alarm is raised when any the maximum number of leases allocated by local DHCP servers was reached

Table 2-180 ServerMsgToolLong

Alarm

Attributes

Supported releases

Name: ServerMsgToolLong (2938)

Type: configurationAlarm (11)

Package: dhcp

Raised on class: dhcp.AbstractDhcpServer

Severity: warning
Implicitly cleared: false
Default probable cause: DhcpSvrMsgToolLong (1130)

® 9.0R5

Description: The alarm is raised when a DHCP message is built but the message size either exceeds the maximum DHCP message
size or the size provided by the client in the option maximum DHCP message size.
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2 — 5620 SAM platform alarms

Table 2-181 ServiceSiteDown

Alarm

Attributes

Supported releases

Name: ServiceSiteDown (97)
Type: serviceAlarm (16)
Package: service

Raised on class: service.Site

Severity: critical
Implicitly cleared: true
Default probable cause: siteDown (83)

® 9.0R5

Description: The alarm is raised when all SAPs on a site are operationally down, or when the service tunnels for the site are

operationally down.

Raising condition: ((‘Operational State’ NOT EQUAL 'Up’) AND ('State Cause' NOT EQUAL 'All Spoke SDP Bindings are Standby'))

Clearing condition: ((‘Operational State’ EQUAL 'Up’) OR (‘State Cause' EQUAL "All Spoke SDP Bindings are Standby'))

Table 2-182 ShelfAssignmentFailure

Alarm

Attributes

Supported releases

Name: ShelfAssignmentFailure (2897)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: PrcDreRR (1108)

® 9.0R5

Description: The alarm is raised when the subtended shelf cannot be assigned a shelf Id.

Table 2-183 SiteSyncDeploymentFailure

Alarm

Attributes

Supported releases

Name: SiteSyncDeploymentFailure (589)
Type: equipmentAlarm (3)

Package: sonet

Raised on class: sonet.SiteSync

Severity: major
Implicitly cleared: false

Default probable cause: siteSyncFailure (441)

® 9.0R5

Description: The alarm is raised when the 5620 SAM tries to deploy a value for an object when a transaction that involves the object

is in progress from a different context.

Table 2-184 SnmpDaemonProblem

Alarm

Attributes

Supported releases

Name: SnmpDaemonProblem (175)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: false

Default probable cause: snmpDaemonError (138)

® 9.0R5

Description: The alarm is raised when one of the following occurs:- The 5620 SAM receives an unexpected response to an SNMP
request, for example, when a managed NE sends the wrong object in response to an SMNP get or get-next request.- The 5620 SAM
receives the TIMETRA-SYSTEM-MIB.tmnxSnmpdError trap from a managed NE.
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2 — 5620 SAM platform alarms

Table 2-185 SnmpDown

Alarm

Attributes

Supported releases

Name: SnmpDown (410)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: false
Default probable cause: snmpDown (306)

® 9.0R5

Description: The alarm is raised when the SNMP agent is manually shut down on an NE and the NE sends a trap to indicate this.

Table 2-186 SoftwareNotCommited

Alarm

Attributes

Supported releases

Name: SoftwareNotCommited (2898)
Type: softwareAlarm (19)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false

Default probable cause: SwUpgCommit (1109)

® 9.0R5

Description: The alarm is raised when the software autoinstall is disabled.

Table 2-187 SoftwareUpgradeFailed

Alarm

Attributes

Supported releases

Name: SoftwareUpgradeFailed (106)
Type: configurationAlarm (11)
Package: sw

Raised on class: sw.SoftwareUpgradeManager

Severity: major
Implicitly cleared: false

Default probable cause: fileAccessError (90)

® 9.0R5

Description: The alarm is raised when an NE software upgrade using the 5620 SAM fails.

Table 2-188 SoftwareUpgradeFailure

Alarm

Attributes

Supported releases

Name: SoftwareUpgradeFailure (2899)
Type: softwareAlarm (19)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: SwUpgFail (1110)

® 9.0R5

Description: The alarm is raised when the software upgrade fails.

Table 2-189 SoftwareUpgradelnProgress

Alarm

Attributes

Supported releases

Name: SoftwareUpgradelnProgress (2900)
Type: softwareAlarm (19)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: SwftDwn (1111)

® 9.0R5

Description: The alarm is raised when the software upgrade is in progress.
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2 — 5620 SAM platform alarms

Table 2-190 StagingDiskSpaceBelowThreshold

Alarm

Attributes

Supported releases

Name: StagingDiskSpaceBelowThreshold (453)

Type: databaseAlarm (29)
Package: db
Raised on class: db.DatabaseManager

Severity: major
Implicitly cleared: true

Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when the primary or standalone database staging disk space threshold specified in the

nms-server.xml file is reached.

Table 2-191 StandbyArchiveLogDiskSpaceBelowThreshold

Alarm

Attributes

Supported releases

Name: StandbyArchivelLogDiskSpaceBelowThreshold | Severity: critical

(2936)

Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Implicitly cleared: false

Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when the standby database archived log disk space threshold specified in the nms-server.xml file

is reached.

Table 2-192 StandbyCPMManagementConnectionDown

Alarm

Attributes

Supported releases

Name: StandbyCPMManagementConnectionDown

(140)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: critical
Implicitly cleared: true

Default probable cause:
managementConnectionDown (111)

® 9.0R5

Description: The alarm is raised when the 5620 SAM cannot reach a managed NE using the ping function.

Table 2-193 StandbyDataFileDiskSpaceBelowThreshold

Alarm

Attributes

Supported releases

Name: StandbyDataFileDiskSpaceBelowThreshold

(539)

Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: critical
Implicitly cleared: true

Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when the standby data file disk space threshold specified in the nms-server.xml file is reached.
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2 — 5620 SAM platform alarms

Table 2-194 StandbylnstallDirectoryDiskSpaceBelowThreshold

Alarm Attributes Supported releases
Name: Severity: major ® 9.0R5
StandbylnstallDirectoryDiskSpaceBelowThreshold

Implicitly cleared: true

615
(615) Default probable cause: diskSpacelssue (153)

Type: databaseAlarm (29)
Package: db
Raised on class: db.DatabaseManager

Description: The alarm is raised when the standby database installation disk space threshold specified in the nms-server.xml file
is reached.

Table 2-195 StandbyOracleHomeDiskSpaceBelowThreshold

Alarm Attributes Supported releases

Name: Severity: major ® 9.0R5
StandbyOracleHomeDiskSpaceBelowThreshold (540) Implicitly cleared: true

Type: databaseAlarm (29) Default probable cause: diskSpacelssue (153)
Package: db

Raised on class: db.DatabaseManager

Description: The alarm is raised when the standby database Oracle disk space threshold specified in the nms-server.xml file is
reached.

Table 2-196 StandbyServerStatus

Alarm Attributes Supported releases
Name: StandbyServerStatus (208) Severity: critical ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause: systemFailed (144)

Raised on class: netw.NmsSystem

Description: The alarm is raised when the primary 5620 SAM main server cannot communicate with the 5620 SAM standby main
server. The alarm clears when communication between the servers is restored.

Table 2-197 StandbyStagingDiskSpaceBelowThreshold

Alarm Attributes Supported releases
Name: StandbyStagingDiskSpaceBelowThreshold Severity: major ® 9.0R5
(541)

Implicitly cleared: true

Type: databaseAlarm (29) Default probable cause: diskSpacelssue (153)

Package: db
Raised on class: db.DatabaseManager

Description: The alarm is raised when the standby database staging disk space threshold specified in the nms-server.xml file is
reached.
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2 — 5620 SAM platform alarms

Table 2-198 StatisticsCollectionThresholdExceeded

Alarm

Attributes

Supported releases

Name: StatisticsCollectionThresholdExceeded (524)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NmsSystem

Severity: major
Implicitly cleared: false

Default probable cause:
collectionRateGreaterThanConfigured (398)

® 9.0R5

Description: The alarm is raised when the accounting statistics collection rate exceeds the retention specifications.

Table 2-199 StatsRetrieveFailed

Alarm

Attributes

Supported releases

Name: StatsRetrieveFailed (244)
Type: configurationAlarm (11)
Package: sw

Raised on class:
sw.AccountingStatsRetrievalManager

Severity: major
Implicitly cleared: false
Default probable cause: fileTransferFailure (89)

® 9.0R5

Description: The alarm is raised when the 5620 SAM cannot transfer an accounting file from an NE.

Raising condition: ((‘Stats Retrieval State’' NOT EQUAL 'Success’) AND (‘'Stats Retrieval State' NOT EQUAL 'Not Attempted’))

Table 2-200 STMSystemMultiAuxAvailable

Alarm

Attributes

Supported releases

Name: STMSystemMultiAuxAvailable (527)
Type: misConfiguration (53)

Package: sas

Raised on class: sas.TestManager

Severity: critical
Implicitly cleared: false

Default probable cause:
multiAuxiliaryServersAvailable (399)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects multiple available auxiliary servers for test execution.

Table 2-201 STMSystemNotAvailable

Alarm

Attributes

Supported releases

Name: STMSystemNotAvailable (526)
Type: communicationsAlarm (4)
Package: sas

Raised on class: sas.TestManager

Severity: critical
Implicitly cleared: false

Default probable cause: noAuxiliaryServersAvailable
(256)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects no available auxiliary servers for test execution.

2-52

October 2011

Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
3HE 06862 AAAA TQZZA Edition 01




2 — 5620 SAM platform alarms

Table 2-202 STMTestldRangeMistmatch

Alarm Attributes Supported releases
Name: STMTestldRangeMistmatch (792) Severity: major ® 9.0R5

Type: oamAlarm (18) Implicitly cleared: true

Package: sas Default probable cause: testldRangeMismatch (560)

Raised on class: sas.TestManager

Description: The alarm is raised when the 5620 SAM detects an STM test ID range mismatch between the primary and standby main
servers.

Table 2-203 STMTestsOutsideRange

Alarm Attributes Supported releases
Name: STMTestsOutsideRange (793) Severity: major ® 9.0R5

Type: oamAlarm (18) Implicitly cleared: false

Package: sas Default probable cause: testsOutsideRange (561)

Raised on class: sas.TestManager

Description: The alarm is raised when the 5620 SAM detects one or more STM Tests that have IDs outside the specified range.

Table 2-204 SubnetMinFreeExc

Alarm Attributes Supported releases
Name: SubnetMinFreeExc (516) Severity: warning ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: false

Package: dhcp Default probable cause:

Raised on class: dhcp.Subnet actualFreeAddrBelowSubnetMin (391)

Description: The alarm is raised when the actual number of free addresses in a subnet falls below the desired minimum number
specified in the subnet configuration

Table 2-205 SvcNameUpgradeScriptFailed

Alarm Attributes Supported releases
Name: SvcNameUpgradeScriptFailed (1082) Severity: major ® 9.0R5

Type: scriptAlarm (86) Implicitly cleared: true

Package: netw Default probable cause: cliConnectionFailed (820)

Raised on class: netw.NetworkElement Applicable probable causes:

® cliConnectionFailed
® cliLoginFailed
® executionFailed

Description: The alarm is raised when a generated NE-upgrade CLI script fails. Typical causes include the following:- invalid CLI
login information in the mediation policy- an unreachable NE Manual script execution from the NE properties form may provide more
information about the failure.
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2 — 5620 SAM platform alarms

Table 2-206 SwitchOverDatabase

Alarm

Attributes

Supported releases

Name: SwitchOverDatabase (203)
Type: configurationAlarm (11)
Package: db

Raised on class: db.DatabaseManager

Severity: warning
Implicitly cleared: false
Default probable cause: switchOverDatabase (157)

® 9.0R5

Description: The alarm is raised when a database switchover occurs.

Table 2-207 SwitchOverDatabaseFailed

Alarm

Attributes

Supported releases

Name: SwitchOverDatabaseFailed (204)
Type: configurationAlarm (11)
Package: db

Raised on class: db.DatabaseManager

Severity: critical
Implicitly cleared: false

Default probable cause: switchOverDatabaseFailed
(158)

® 9.0R5

Description: The alarm is raised when a database switchover fails.

Table 2-208 SystemMemoryConsumption

Alarm

Attributes

Supported releases

Name: SystemMemoryConsumption (225)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NmsSystem

Severity: critical
Implicitly cleared: false

Default probable cause: tooManyTrapsBuffered
(173)

® 9.0R5

Description: The alarm is raised when the global number of SNMP traps that await processing by the 5620 SAM surpasses the system
red threshold for trap memory management specified in the base configuration of the 5620 SAM server. Caution: Alcatel-Lucent

strongly recommends against modifying NE trap management threshold values; modifying these values can seriously degrade 5620
SAM performance. The alarm clears when the number of traps that await processing falls below the system red threshold. The 5620

SAM resynchronizes the NEs, if required.

Table 2-209 SystemNameChange

Alarm

Attributes

Supported releases

Name: SystemNameChange (228)
Type: equipmentAlarm (3)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true
Default probable cause: systemNameChange (174)

® 9.0R5

Description: The alarm is raised when an NE undergoes a system name change. The alarm information includes the old system name

and the new system name.
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2 — 5620 SAM platform alarms

Table 2-210 SystemTimemisConfg

Alarm

Attributes

Supported releases

Name: SystemTimemisConfg (2901)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: PrcDreRR (1108)

® 9.0R5

Description: The alarm is raised due to misprovisioning of system time.

Table 2-211 TableSpaceAboveThreshold

Alarm

Attributes

Supported releases

Name: TableSpaceAboveThreshold (454)
Type: databaseAlarm (29)

Package: db

Raised on class: db.DatabaseManager

Severity: critical
Implicitly cleared: false

Default probable cause:
HighStatisticsCollectionRate (349)

® 9.0R5

Description: The alarm is raised when the database table space becomes too full, which may indicate that the performance
statistics collection rate or the statistics retention time is too high.

Table 2-212 Templatelnconsistency

Alarm

Attributes

Supported releases

Name: Templatelnconsistency (189)
Type: ConfigurationAlarm (15)
Package: policy

Raised on class: policy.PolicyDefinition

Severity: warning
Implicitly cleared: true

Default probable cause: templatePolicyMismatch
(149)

® 9.0R5

Description: The alarm is raised when there is a parameter type or value mismatch between a global policy and a local policy.

Table 2-213 TemporaryCommunicationFailure

Alarm

Attributes

Supported releases

Name: TemporaryCommunicationFailure (800)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

Default probable cause:
temporaryCommunicationProblem (566)

® 9.0R5

Description: The alarm is raised when a temporary communication failure is detected.

Table 2-214 TestThresholdExceededAlarm (atm)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: atm

Raised on class: atm.PvcConnection

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.
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2 — 5620 SAM platform alarms

Table 2-215 TestThresholdExceededAlarm (ethernetoam)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.MaintAssociation

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-216 TestThresholdExceededAlarm (ldp)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: ldp

Raised on class: ldp.Site

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-217 TestThresholdExceededAlarm (lte)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: lte

Raised on class: lte.EPSPath

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-218 TestThresholdExceededAlarm (lteservice)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: lteservice

Raised on class: lteservice.MobileService

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-219 TestThresholdExceededAlarm (mirror)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: mirror

Raised on class: mirror.Mirror

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.
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2 — 5620 SAM platform alarms

Table 2-220 TestThresholdExceededAlarm (monpath)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: monpath

Raised on class: monpath.MonitoredlpPath

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-221 TestThresholdExceededAlarm (mpls)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: mpls

Raised on class: mpls.Lsp

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-222 TestThresholdExceededAlarm (netw)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-223 TestThresholdExceededAlarm (rtr)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: rtr

Raised on class: rtr.VirtualRouter

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-224 TestThresholdExceededAlarm (service)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: service

Raised on class: service.SpokeConnector

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.
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2 — 5620 SAM platform alarms

Table 2-225 TestThresholdExceededAlarm (svt)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: svt

Raised on class: svt.Tunnel

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-226 TestThresholdExceededAlarm (vll)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: vll

Raised on class: vlL.VIL

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-227 TestThresholdExceededAlarm (vpls)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: vpls

Raised on class: vpls.AbstractVpls

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-228 TestThresholdExceededAlarm (vprn)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm (1154)
Type: oamAlarm (18)

Package: vprn

Raised on class: vprn.Vprn

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-229 TestThresholdExceededAlarm2 (ethernetoam)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm2 (1918)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.
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2 — 5620 SAM platform alarms

Table 2-230 TestThresholdExceededAlarm2 (mpls)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm2 (1918)
Type: oamAlarm (18)

Package: mpls

Raised on class: mpls.P2ZMPDynamicLsp

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-231 TestThresholdExceededAlarm2 (service)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm2 (1918)
Type: oamAlarm (18)

Package: service

Raised on class: service.Site

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-232 TestThresholdExceededAlarm2 (svt)

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm2 (1918)
Type: oamAlarm (18)

Package: svt

Raised on class: svt.SdpBinding

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-233 TestThresholdExceededAlarm3

Alarm

Attributes

Supported releases

Name: TestThresholdExceededAlarm3 (1919)
Type: oamAlarm (18)

Package: mpls

Raised on class: mpls.LspPath

Severity: major
Implicitly cleared: true
Default probable cause: networkDegradation (204)

® 9.0R5

Description: The alarm is raised when SasThresholdExceededAlarm is raised for any test on this object.

Table 2-234 ThresholdCrossingAlarm (equipment)

Alarm

Attributes

Supported releases

Name: ThresholdCrossingAlarm (14)
Type: thresholdCrossed (6)
Package: equipment

Raised on class: equipment.Port

Severity: warning
Implicitly cleared: true
Default probable cause: thresholdCrossed (12)

® 9.0R5

Description: The alarm is raised when a port value crosses a threshold.
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2 — 5620 SAM platform alarms

Table 2-235 ThresholdCrossingAlarm (generic)

Alarm

Attributes

Supported releases

Name: ThresholdCrossingAlarm (14)
Type: thresholdCrossed (6)

Package: generic

Raised on class: generic.GenericObject

Severity: warning
Implicitly cleared: true
Default probable cause: thresholdCrossed (12)

® 9.0R5

Description: The alarm is raised when a monitored object statistics-counter value exceeds a threshold value in the associated

statistics policy.

Table 2-236 ThresholdCrossingAlarm (netw)

Alarm

Attributes

Supported releases

Name: ThresholdCrossingAlarm (14)
Type: thresholdCrossed (6)

Package: netw

Raised on class: netw.NetworkElement

Severity: info
Implicitly cleared: false
Default probable cause: thresholdCrossed (12)

® 9.0R5

Description: The alarm is raised when a value crosses a configured rising or falling threshold. The alarm information includes the
current threshold value, the default threshold value, and the threshold name.

Table 2-237 ThresholdCrossingAlarm (tca)

Alarm

Attributes

Supported releases

Name: ThresholdCrossingAlarm (14)
Type: thresholdCrossed (6)

Package: tca

Raised on class: tca.SpecificTCAPolicy

Severity: variable
Implicitly cleared: false
Default probable cause: thresholdCrossed (12)

® 9.0R5

Description: The alarm is raised when a monitored object statistics-counter value exceeds a threshold value in the associated

statistics policy.

Table 2-238 ThresholdCrossingAlarmDbl

Alarm

Attributes

Supported releases

Name: ThresholdCrossingAlarmDbl (226)
Type: thresholdCrossed (6)

Package: generic

Raised on class: generic.GenericObject

Severity: warning
Implicitly cleared: true
Default probable cause: thresholdCrossed (12)

® 9.0R5

Description: The alarm is raised when a value crosses a configured rising or falling threshold. The alarm information includes the
current threshold value, the default threshold value, and the threshold name.
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2 — 5620 SAM platform alarms

Table 2-239 TimedLicenseExpiryNotice

Alarm

Attributes

Supported releases

Name: TimedLicenseExpiryNotice (263)
Type: licensingAlarm (23)

Package: security

Raised on class: security.AbstractLicense

Severity: warning
Implicitly cleared: false

Default probable cause: timedLicenseExpiryNotice
(196)

® 9.0R5

Description: The alarm is raised when the 5620 SAM license timer expires. The alarm information includes the license expiry date.

Table 2-240 TimeMismatch

Alarm

Attributes

Supported releases

Name: TimeMismatch (436)

Type: configurationAlarm (11)
Package: server

Raised on class: server.AuxiliaryServer

Severity: major
Implicitly cleared: false
Default probable cause: timeMismatch (344)

® 9.0R5

Description: The alarm is raised when the system time on a 5620 SAM auxiliary server station differs from the system time on a

main server station.

Table 2-241 tmnxMcSyncClientAlarm

Alarm

Attributes

Supported releases

Name: tmnxMcSyncClientAlarm (423)
Type: communicationsAlarm (4)
Package: multichassis

Raised on class:
multichassis.PeerSynchronizationProtocol

Severity: warning
Implicitly cleared: true

Default probable cause:
locallyDeletedEntrylnMCSyncDatabase (407)

® 9.0R5

Description: The alarm is raised when a MC synchronization database entry is deleted locally.

Table 2-242 TodSuiteAssignmentFailure (service)

Alarm

Attributes

Supported releases

Name: TodSuiteAssignmentFailure (312)
Type: todSuiteAlarm (35)

Package: service

Raised on class: service.AccessInterface

Severity: minor
Implicitly cleared: false

Default probable cause:
configConflictOrResourceFull (274)

® 9.0R5

Description: The alarm is raised when a Time of Day suite cannot be assigned to an aggregation scheduler, or to an L2 or L3 access

interface, because of a configuration conflict or a lack of resources. The alarm is not raised against a SAP.
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Table 2-243 TodSuiteAssignmentFailure (svq)

Alarm Attributes Supported releases
Name: TodSuiteAssignmentFailure (312) Severity: minor ® 9.0R5

Type: todSuiteAlarm (35) Implicitly cleared: false

Package: svq Default probable cause: assignmentFailure (242)

Raised on class: svq.AggregationScheduler

Description: The alarm is raised when an object fails to perform the action specified in a Time of Day suite.

Table 2-244 TopologyMisconfigured

Alarm Attributes Supported releases
Name: TopologyMisconfigured (95) Severity: critical ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: true

Package: service Default probable cause: topologyMisconfigured (81)

Raised on class: service.Service

Description: This alarm is raised when service sites are not fully connected.

Raising condition: (‘topologyMisconfigured' EQUAL ‘true’)

Clearing condition: (‘topologyMisconfigured' EQUAL ‘false’)

Table 2-245 TopologyRuleExecutionError

Alarm Attributes Supported releases
Name: TopologyRuleExecutionError (365) Severity: major ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: false

Package: tunnelmgmt Default probable cause: ruleErrorOrRuleEngineError

Raised on class: tunnelmgmt.TopologyRule (262)

Description: The alarm is raised when the 5620 SAM cannot execute a topology rule or when rule execution generates an error.
Rule execution is the process that determines which tunnel elements require creation, modification, or deletion. The alarm typically
indicates that the rule is misconfigured.

Table 2-246 TraceError

Alarm Attributes Supported releases
Name: TraceError (289) Severity: critical ® 9.0R5

Type: equipmentAlarm (3) Implicitly cleared: false

Package: netw Default probable cause: traceError (221)

Raised on class: netw.NetworkElement

Description: The alarm is raised when unusual error log trace messages are generated on an NE. The alarm information includes
the title of the logged event and message details.
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Table 2-247 TrapDestinationMisconfigured

Alarm Attributes Supported releases
Name: TrapDestinationMisconfigured (33) Severity: major ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: true

Package: netw Default probable cause:

Raised on class: netw.NetworkElement trapDestinationMisconfigured (26)

Applicable probable causes:
® trapDestinationMisconfigured
® duplicateTrapLogld

Description: The alarm is raised when an SNMP trap destination other than the 5620 SAM is configured on an NE.

Raising condition: (‘isTrapDestinationMisconfigured' EQUAL ‘true’)

Clearing condition: (‘isTrapDestinationMisconfigured' EQUAL ‘false’)

Table 2-248 TrapMalformed

Alarm Attributes Supported releases
Name: TrapMalformed (135) Severity: major ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause: trapSchemaMismatch (108)

Raised on class: netw.NetworkElement

Description: The alarm is raised when the number of varbinds in an incoming SNMP trap is fewer than the number expected.

Table 2-249 TrapMapperQueueFull

Alarm Attributes Supported releases
Name: TrapMapperQueueFull (797) Severity: critical ® 9.0R5

Type: queueFull (73) Implicitly cleared: false

Package: trapmapper Default probable cause: trapRateTooHigh (564)

Raised on class: trapmapper.TrapMapperManager

Description: The alarm is raised when the 5620 SAM detects that the queue for traps that are to be mapped to alarms is full. Until

queue space is available, the 5620 SAM drops traps that are to be mapped to alarms.

Table 2-250 TrapRateThresholdExceeded

Alarm Attributes Supported releases
Name: TrapRateThresholdExceeded (412) Severity: critical ® 9.0R5

Type: communicationsAlarm (4) Implicitly cleared: false

Package: netw Default probable cause:

Raised on class: netw.NmsSystem trapRateGreaterThanConfigured (307)

Description: The alarm is raised when the incoming SNMP trap rate is greater than the configured trap rate threshold.
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Table 2-251 TrapReceivingFailure

Alarm Attributes Supported releases
Name: TrapReceivingFailure (1083) Severity: major ® 9.0R5

Type: communications (87) Implicitly cleared: false

Package: netw Default probable cause: trapsWillNotBeSent (822)

Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE is unable to send traps because the NE configuration is one of the
following:- The Management IP Selection is set to Out Of Band Only, the Primary Route Preference is set to In Band, and the
Secondary Route Preference is set to None.- The Management IP Selection is set to In Band Only, the Primary Route Preference is
set to Out Of Band, and the Secondary Route Preference is set to None.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band’) AND (‘Management IP Selection’ EQUAL 'In Band Only') AND (‘Primary
Route Preference’ EQUAL 'Out Of Band') AND (‘'Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out
Of Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Only’) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out Of Band’) AND (‘Management IP Selection’
EQUAL 'In Band Preferred’) AND ('Primary Route Preference’ EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR
((Active Management IP' EQUAL 'In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Primary Route
Preference’ EQUAL 'Out Of Band') AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Only') AND (('Primary
Route Preference’ EQUAL 'In Band') OR (‘Secondary Route Preference’' EQUAL 'In Band'))) OR (('Active Management IP' EQUAL 'Out Of
Band’) AND (‘Management IP Selection’ EQUAL 'Out Of Band Only') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR
('Secondary Route Preference’ EQUAL 'Out Of Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP
Selection' EQUAL 'In Band Preferred') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR ('Secondary Route Preference' EQUAL
‘Out Of Band'))) OR (('‘Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Preferred’) AND
(('Primary Route Preference' EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL
‘In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference' EQUAL 'In Band’) OR
('Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP Selection’
EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference’ EQUAL 'Out Of Band') OR ('Secondary Route Preference’ EQUAL 'Out
Of Band'))))

Table 2-252 TrapRoutePreferenceRedundancyMissing

Alarm Attributes Supported releases
Name: TrapRoutePreferenceRedundancyMissing Severity: warning ® 9.0R5

(1084) Implicitly cleared: true

Type: communications (87) Default probable cause: trapsRedundancyMissing

Package: netw (823)

Raised on class: netw.NetworkElement

Description: The user-defined alarm is raised when NE management redundancy is configured without trap route preference
redundancy.

Raising condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Primary Route Preference' EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR ((‘Management IP Selection’' EQUAL
'‘Out Of Band Preferred’) AND (‘Active Management IP' EQUAL 'Out Of Band') AND (‘Primary Route Preference' EQUAL 'Out Of Band')
AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Secondary Route Preference’ NOT EQUAL 'None')) OR (('Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Active
Management IP' EQUAL 'Out Of Band') AND ('Secondary Route Preference’ NOT EQUAL 'None')))
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Table 2-253 TunnelAdministrativelyDown (mpls)

Alarm

Attributes

Supported releases

Name: TunnelAdministrativelyDown (523)
Type: pathAlarm (12)

Package: mpls

Raised on class: mpls.Tunnel

Severity: minor
Implicitly cleared: true

Default probable cause:
tunnelAdministrativelyDown (333)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects that an MPLS path is administratively down.

Raising condition: (‘Administrative’ NOT EQUAL 'Up’)

Clearing condition: (‘Administrative’ EQUAL 'Up’)

Table 2-254 TunnelAdministrativelyDown (svt)

Alarm Attributes

Supported releases

Name: TunnelAdministrativelyDown (523)
Type: pathAlarm (12)

Package: svt

Raised on class: svt.Tunnel

Severity: minor
Implicitly cleared: true

Default probable cause:
tunnelAdministrativelyDown (333)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects that a service tunnel is administratively down.

Raising condition: (‘Administrative’ NOT EQUAL 'Up’)

Clearing condition: (‘Administrative’ EQUAL 'Up')

Table 2-255 TunnelDown (mpls)

Alarm

Attributes

Supported releases

Name: TunnelDown (30)
Type: pathAlarm (12)
Package: mpls

Raised on class: mpls.Tunnel

Severity: warning
Implicitly cleared: true
Default probable cause: tunnelDown (23)

® 9.0R5

Description: The alarm is raised when an MPLS path has an Operational State other than Up, and the Administrative State is Up.

Raising condition: (('‘Administrative' EQUAL 'Up’) AND (‘Operational' NOT EQUAL ‘'Up’))

Clearing condition: ((‘Operational’' EQUAL ‘Up’) OR (‘Administrative’ NOT EQUAL 'Up’))

Table 2-256 TunnelDown (svt)

Alarm

Attributes

Supported releases

Name: TunnelDown (30)
Type: pathAlarm (12)
Package: svt

Raised on class: svt.Tunnel

Severity: critical
Implicitly cleared: true
Default probable cause: tunnelDown (23)

® 9.0R5

Description: The alarm is raised when the 5620 SAM detects that a service tunnel is operationally down.

Raising condition: (('Administrative’ EQUAL 'Up’) AND (‘Operational' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational' EQUAL ‘Up’) OR (‘Administrative’ NOT EQUAL 'Up'))
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Table 2-257 TunnelElementinUseWarning

Alarm Attributes Supported releases
Name: TunnelElementinUseWarning (368) Severity: warning ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: false

Package: tunnelmgmt Default probable cause: tunnelElementinUse (264)

Raised on class: tunnelmgmt.TopologyRule

Description: The alarm is raised when the 5620 SAM does not attempt to delete an obsolete or unused tunnel element because the
element is in use by another object.

Table 2-258 TwoPrimaryDatabase

Alarm Attributes Supported releases
Name: TwoPrimaryDatabase (202) Severity: critical ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: true

Package: db Default probable cause: twoPrimaryDatabase (156)

Raised on class: db.DatabaseManager

Description: The alarm is raised when the standby database initializes as a primary database because of a database failover. The
alarm clears when the original primary database is operational as the new standby database.

Table 2-259 TypeMismatch

Alarm Attributes Supported releases
Name: TypeMismatch (96) Severity: critical ® 9.0R5

Type: configurationAlarm (11) Implicitly cleared: true

Package: service Default probable cause:

Raised on class: service.Service serviceSiteTypeMisconfigured (82)

Description: The alarm is raised when a VLAN type for a Site doesn't match what has been configured on the Service.

Raising condition: ('serviceTypelnconsistent' EQUAL 'true’)

Clearing condition: ('serviceTypelnconsistent' EQUAL ‘false’)

Table 2-260 UnableDeleteArchivedLogs

Alarm Attributes Supported releases
Name: UnableDeleteArchivedLogs (200) Severity: major ® 9.0R5

Type: databaseAlarm (29) Implicitly cleared: false

Package: db Default probable cause: archivedLogslssue (154)

Raised on class: db.DatabaseManager

Description: The alarm is raised when database disk space is low and the 5620 SAM is unable to delete the archive logs.
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Table 2-261 UndefinedSchedulerReference

Alarm

Attributes

Supported releases

Name: UndefinedSchedulerReference (118)
Type: configurationAlarm (11)

Package: vs

Raised on class: vs.ServiceTypeDefinition

Severity: warning
Implicitly cleared: true

Default probable cause:
undefinedSchedulerReference (101)

® 9.0R5

Description: The alarm is raised when a queue specified in the access ingress or access egress policy of an L2 access interface is
not referenced by the scheduler policy for the interface.

Raising condition: (('numberReferences’ > '0") AND (‘'numberOfDefinitions’ EQUAL '0'))

Clearing condition: (('numberReferences’ EQUAL '0') OR (‘numberOfDefinitions' > '0'))

Table 2-262 UnidentifiedNode

Alarm

Attributes

Supported releases

Name: UnidentifiedNode (1922)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true
Default probable cause: unidentifiedNode (922)

® 9.0R5

Description: The alarm is raised when the node being discovered can not be properly identified.

Raising condition: (‘State’ EQUAL 'Pending Identification’)

Clearing condition: (‘State' NOT EQUAL 'Pending Identification’)

Table 2-263 UnmanageFailed

Alarm

Attributes

Supported releases

Name: UnmanageFailed (300)

Type: discoveryControlAlarm (33)

Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: warning
Implicitly cleared: true
Default probable cause: unableToDeleteNode (231)

® 9.0R5

Description: The alarm is raised when an attempt to unmanage an NE fails.

Raising condition: ('Site State' EQUAL 'unmanage failed')

Clearing condition: ('Site State’ NOT EQUAL 'unmanage failed')

Table 2-264 UnsupportedNode

Alarm

Attributes

Supported releases

Name: UnsupportedNode (288)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.Topology

Severity: warning
Implicitly cleared: false
Default probable cause: unsupportedNode (219)

® 9.0R5

Description: The alarm is raised when, during network discovery, the 5620 SAM detects an NE that uses an unsupported device
software version. The alarm information includes the discovery rule ID and the IP address of the NE.
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Table 2-265 UpgradedBuildVersionMismatch

Alarm

Attributes

Supported releases

Name: UpgradedBuildVersionMismatch (174)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true

Default probable cause: upgradedimageNotBooted
(137)

® 9.0R5

Description: The alarm is raised when the software version that an NE reports after a software upgrade does not match the version

of the software used for the upgrade.

Raising condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘'true’)

Clearing condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘false’)

Table 2-266 UserSuspended

Alarm

Attributes

Supported releases

Name: UserSuspended (1123)
Type: communicationsAlarm (4)
Package: security

Raised on class: security.User

Severity: warning
Implicitly cleared: true

Default probable cause: multipleSecurityViolations
(336)

® 9.0R5

Description: The alarm is raised when a user account is suspended.

Table 2-267 VLanUplinkDown

Alarm

Attributes

Supported releases

Name: VLanUplinkDown (1146)
Type: VLanUplinkAlarm (89)
Package: service

Raised on class: service.VlanUplink

Severity: major
Implicitly cleared: true
Default probable cause: VLanUplinkDown (852)

® 9.0R5

Description: The alarm is raised when a VLAN uplink is operationally down.

Raising condition: ((‘Aggregation Operational State’ EQUAL 'Partially Down') OR (‘Aggregation Operational State' EQUAL 'Down’))

Clearing condition: (('Aggregation Operational State' NOT EQUAL 'Partially Down') AND (‘Aggregation Operational State' NOT EQUAL

‘Down’))

Table 2-268 VLanUplinkNotCreated

Alarm

Attributes

Supported releases

Name: VLanUplinkNotCreated (1147)
Type: VLanUplinkAlarm (89)
Package: service

Raised on class: service.Service

Severity: major
Implicitly cleared: true

Default probable cause: VLanUplinkNotCreated
(853)

® 9.0R5

Description: The alarm is raised when an expected VLAN uplink does not exist.
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Table 2-269 WriteFileToDisk

Alarm

Attributes

Supported releases

Name: WriteFileToDisk (1940)
Type: serverAlarm (94)

Package: server

Raised on class: server.SamServer

Severity: variable
Implicitly cleared: false
Default probable cause: diskSpacelssue (153)

® 9.0R5

Description: The alarm is raised when SAM cannot write a file to disk.

Table 2-270 WrongCpaaSoftwareVersion

Alarm

Attributes

Supported releases

Name: WrongCpaaSoftwareVersion (791)
Type: equipmentAlarm (3)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: wrongCpaaSoftwareVersion
(559)

® 9.0R5

Description: The alarm is raised when the 7701 CPAA software is the wrong version and requires an upgrade.

Raising condition: (('Software Version' EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL '7701 CPAA"))

Clearing condition: ((‘Software Version' NOT EQUAL \"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL ‘7701 CPAA'))

Table 2-271 YellowAlarmThresholdReached

Alarm

Attributes

Supported releases

Name: YellowAlarmThresholdReached (245)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NmsSystem

Severity: critical
Implicitly cleared: false
Default probable cause: tooManyAlarms (182)

® 9.0R5

Description: The alarm is raised when the number of outstanding 5620 SAM alarms reaches the yellow threshold. When this happens,
the 5620 SAM discards non-critical alarms to keep the number below the threshold.
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Alcatel-Lucent 1830 PSS alarms

Note — Some alarms that the 5620 SAM can raise against this device

0 may not be listed in this chapter. Associating alarms with specific NE
types is an ongoing Alcatel-Lucent effort. If the 5620 SAM raises an
alarm against this device type, and the alarm is not described in this

chapter, see chapter 32 for information about the alarm.

Table 3-1 AddPowercontrolfailure

Alarm

Attributes

Supported releases

Name: AddPowercontrolfailure (1968)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: MtceSurv (953)

Al

Description: The alarm is raised when add power control fails.

Table 3-2 AGWDiameterPeerDown

Alarm

Attributes

Supported releases

Name: AGWDiameterPeerDown (844)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWDiameterPeer

Severity: variable
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the path management state of a Diameter peer changes to a state other than Up.

Raising condition: (‘'Path Diameter Management State' NOT EQUAL 'Active’)

Clearing condition: ('Path Diameter Management State' EQUAL 'Active’)
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Table 3-3 AGWGTPPMIPPeerDown

Alarm

Attributes

Supported releases

Name: AGWGTPPMIPPeerDown (1120)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWGTPPMIPPeer

Severity: variable
Implicitly cleared: true

Default probable cause: AGWGTPPMIPPeerDown
(832)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the pathManagementState of this EPS peer is not Up.

Raising condition: (‘Path Management State’ EQUAL 'Fault’)

Clearing condition: ('Path Management State' EQUAL 'Up’)

Table 3-4 AlSLine

Alarm

Attributes

Supported releases

Name: AlSLine (2902)

Type: communicationAlarm (96)

Package: optical

Raised on class: optical.OpticalPortSpecifics

Severity: info
Implicitly cleared: false
Default probable cause: LossofSignal (1089)

Al

Description: The alarm is raised when the sonet alarm indication occurs.

Table 3-5 AllOutgoingChannelsMissing

Alarm

Attributes

Supported releases

Name: AllOutgoingChannelsMissing (1969)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: AllChanMiss (954)

Al

Description: The alarm is raised when all outgoing channels are missing.

Table 3-6 AmpDisabledOpticalPowerOverload

Alarm

Attributes

Supported releases

Name: AmpDisabledOpticalPowerOverload (1970)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: Ovrld (955)

Al

Description: The alarm is raised when the Amplifier is disabled and optical power overloaded.
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Table 3-7 AmpDisabledRaisedNotif

Alarm

Attributes

Supported releases

Name: AmpDisabledRaisedNotif (1971)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true

Default probable cause: AmpDisabled (956)

All

Description: The alarm is raised when an amplifier is disabled.

Table 3-8 AmpGainHighNotif

Alarm

Attributes

Supported releases

Name: AmpGainHighNotif (1972)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true

Default probable cause: HiGain (957)

Al

Description: The alarm is raised when the gain of an amplifier is too high.

Table 3-9 AmpGainLowNotif

Alarm

Attributes

Supported releases

Name: AmpGainLowNotif (1973)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true

Default probable cause: LoGain (958)

Al

Description: The alarm is raised when the gain of an amplifier is too low.

Table 3-10 AmplnputHighNotif

Alarm

Attributes

Supported releases

Name: AmplnputHighNotif (1974)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true

Default probable cause: OprpWRHigh (959)

Al

Description: The alarm is raised when the input signal of an amplifier is too strong.

Table 3-11 AmplnputLowNotif

Alarm

Attributes

Supported releases

Name: AmplnputLowNotif (1975)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: false

Default probable cause: OprpWRLow (960)

Al

Description: The alarm is raised when the input signal of an amplifier is too weak.
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Table 3-12

AmpOutputPowerUnachievable

Alarm

Attributes

Supported releases

Name: AmpOutputPowerUnachievable (1976)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: OprUnachieve (961)

All

Description: The alarm is raised due to output powe

r unachievable.

Table 3-13 APRActive

Alarm

Attributes

Supported releases

Name: APRActive (1965)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: AprLine (950)

Al

Description: The alarm is raised when APR is active.

Table 3-14 AprinvalidTopo

Alarm

Attributes

Supported releases

Name: AprinvalidTopo (3332)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: APRINVALIDTOPO (1165)

Al

Description: The alarm is raised when APR is active and reports an invalid topology.

Table 3-15 AprNode

Alarm

Attributes

Supported releases

Name: AprNode (3333)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: APRNODE (1166)

Al

Description: The alarm is raised when APR activates.

Table 3-16 AprOsc

Alarm

Attributes

Supported releases

Name: AprOsc (3334)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: APROSC (1167)

Al

Description: The alarm is raised when APR activates

and reports an unavailable OSC.
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Table 3-17 AprSwitch

Alarm

Attributes

Supported releases

Name: AprSwitch (3335)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: APRSWITCH (1168)

All

Description: The alarm is raised when APR performs a port switch.

Table 3-18 AprUnavail

Alarm

Attributes

Supported releases

Name: AprUnavail (3336)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: APRUNAVAIL (1169)

Al

Description: The alarm is raised when APR is unavailable because a monitor card is initializing.

Table 3-19 AprUnavailOsc

Alarm

Attributes

Supported releases

Name: AprUnavailOsc (3337)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: APRUNAVAILOSC (1170)

Al

Description: The alarm is raised when APR is limited or unavailable because of an OSC SFP failure.

Table 3-20 APSchannelMismatch

Alarm

Attributes

Supported releases

Name: APSchannelMismatch (1967)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: ApsCM (952)

Al

Description: The alarm is raised when there is an APS channel mismatch.

Table 3-21 APSModeMismatch

Alarm

Attributes

Supported releases

Name: APSModeMismatch (1966)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: ApsMismatch (951)

Al

Description: The alarm is raised when there is an APS mode mismatch.
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Table 3-22 ApsSwitchedToWork

Alarm

Attributes

Supported releases

Name: ApsSwitchedToWork (1977)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: WkSwBk (962)

All

Description: The alarm is raised on Automatic switch to working.

Table 3-23 ARCInhibit

Alarm

Attributes

Supported releases

Name: ARCInhibit (2886)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: info
Implicitly cleared: true
Default probable cause: Arcind (1098)

Al

Description: The alarm is raised due to indefinite inhibition mode of alarm report control.

Table 3-24 AreaTypeMismatch

Alarm

Attributes

Supported releases

Name: AreaTypeMismatch (38)
Type: configurationAlarm (11)
Package: ospf

Raised on class: ospf.Area

Severity: warning
Implicitly cleared: true
Default probable cause: areaTypeMisconfigured (34)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when an OSPF area on one NE is configured as an NSSA and the same OSPF area on another NE is

configured as a stub area.

Raising condition: (‘Type Mismatch' EQUAL 'true’)

Clearing condition: (‘Type Mismatch' EQUAL ‘false’)

Table 3-25 AutLaserOffDuetoUpstreamCondition

Alarm

Attributes

Supported releases

Name: AutLaserOffDuetoUpstreamCondition (1978)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: UpstreamFault (963)

All

Description: The alarm is raised when a laser shuts off automatically in response to an upstream fault condition.
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Table 3-26 AutomaticProtectionSwitchToProtection

Alarm

Attributes

Supported releases

Name: AutomaticProtectionSwitchToProtection
(1979)

Type: communicationsAlarm (4)
Package: equipment
Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: WKSWPR (964)

All

Description: The alarm is raised when an automatic APS switch to the protection channel occurs.

Table 3-27 AuxiliaryServerStatus

Alarm

Attributes

Supported releases

Name: AuxiliaryServerStatus (311)
Type: communicationsAlarm (4)
Package: server

Raised on class: server.AuxiliaryServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when a 5620 SAM main server cannot communicate with an auxiliary server. The alarm clears when

communication is restored.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: (‘Server Status' EQUAL 'Up’)

Table 3-28 B1SignalDegrade

Alarm

Attributes

Supported releases

Name: B1SignalDegrade (1980)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: B15d (965)

Al

Description: The alarm is raised due to B1 signal degrade.

Table 3-29 BackplaneBatteryOff

Alarm

Attributes

Supported releases

Name: BackplaneBatteryOff (1981)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: Pwr (966)

Al

Description: The alarm is raised due to battery power at backplane voltage low.
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Table 3-30 BatteryOff

Alarm

Attributes

Supported releases

Name: BatteryOff (1982)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: Pwr (966)

All

Description: The alarm is raised due to battery off.

Table 3-31 BatteryPowerAtBackPlaneOff

Alarm

Attributes

Supported releases

Name: BatteryPowerAtBackPlaneOff (1983)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true

Default probable cause:
BatteryPowerAtBackPlaneOff (967)

Al

Description: The alarm is raised when battery power is off at backplane.

Table 3-32 BoardEqpt

Alarm

Attributes

Supported releases

Name: BoardEqpt (3338)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: BoardEqpt (1171)

Al

Description: The alarm is raised when a card fails to initialize.

Table 3-33 BootableConfigBackupFailed

Alarm

Attributes

Supported releases

Name: BootableConfigBackupFailed (103)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileTransferFailure (89)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the 5620 SAM fails to back up a set of NE configuration files.

Raising condition: (‘Backup State' EQUAL 'Failure’)

Clearing condition: (‘Backup State' EQUAL 'Success')
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Table 3-34 BootableConfigRestoreFailed

Alarm

Attributes

Supported releases

Name: BootableConfigRestoreFailed (104)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileTransferFailure (89)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the 5620 SAM fails to restore a set of NE configuration files.

Raising condition: (‘Restore State' EQUAL ‘Failure’)

Clearing condition: (‘Restore State' EQUAL 'Success')

Table 3-35 BootParametersMisconfigured

Alarm

Attributes

Supported releases

Name: BootParametersMisconfigured (35)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical

Implicitly cleared: true

Default probable cause: persistentindexFailure (30)
Applicable probable causes:

® persistentindexFailure

® configFileBootFailure

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the SNMP Index Boot Status on an NE is not set to Persistent.

Raising condition: (('isGenericNode' EQUAL ‘false’) AND ('State' NOT EQUAL 'Pre-provisioned’) AND (('Config File Status' NOT EQUAL
‘Executed Successfully’) OR (‘Persistent Index Status’' NOT EQUAL 'Rebuild Succeeded')))

Clearing condition: (('Config File Status' EQUAL 'Executed Successfully’) AND ('Persistent Index Status' EQUAL 'Rebuild Succeeded'))

Table 3-36 BothTimingModulesFailed

Alarm

Attributes

Supported releases

Name: BothTimingModulesFailed (1984)
Type: configurationAlarm (11)
Package: equipment

Raised on class: equipment.Shelf

Severity: critical
Implicitly cleared: false
Default probable cause: SyncClkFail (968)

Al

Description: The alarm is raised due system timing synchronization both units failed.

Table 3-37 CardAbnormalCondition

Alarm

Attributes

Supported releases

Name: CardAbnormalCondition (1985)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.CardSlot

Severity: info
Implicitly cleared: true
Default probable cause: cardMan (969)

Al

Description: The alarm is raised when port/Card is in maintainence due to abnormal condition.
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Table 3-38 CardDegrade

Alarm

Attributes

Supported releases

Name: CardDegrade (1987)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: EqptDgr (971)

All

Description: The alarm is raised when the card is degraded.

Table 3-39 CardFailure

Alarm

Attributes

Supported releases

Name: CardFailure (1988)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: EQPT (972)

Al

Description: The alarm is raised when the card fails to communicate.

Table 3-40 Cardinitializing

Alarm

Attributes

Supported releases

Name: Cardlnitializing (1989)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: info
Implicitly cleared: true
Default probable cause: Cardlnit (973)

Al

Description: The alarm is raised when the card is initializing.

Table 3-41 CardMismatch

Alarm

Attributes

Supported releases

Name: CardMismatch (1160)

Type: configurationAlarm (11)
Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: CardMismatch (863)

Al

Description: The alarm is raised when there is a mismatch between the provisioned and actual card types.

Table 3-42 CardMissing

Alarm

Attributes

Supported releases

Name: CardMissing (1990)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: ReplUnitMiss (974)

Al

Description: The alarm is raised when the card is missing from the slot.
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Table 3-43 CardNotAllowed

Alarm

Attributes

Supported releases

Name: CardNotAllowed (1991)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: CardNotAllowed (975)

All

Description: The alarm is raised due to card not allowed.

Table 3-44 CardProvisioningFailure

Alarm

Attributes

Supported releases

Name: CardProvisioningFailure (1992)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: major
Implicitly cleared: true
Default probable cause: DataFlt (976)

Al

Description: The alarm is raised when a card provisioning error is detected.

Table 3-45 CardSanityFailure

Alarm

Attributes

Supported releases

Name: CardSanityFailure (1993)
Type: configurationAlarm (11)
Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: CardSanity (977)

Al

Description: The alarm is raised due to card Sanity failure.

Table 3-46 cardTemperatureAboveOperatingThreshold

Alarm

Attributes

Supported releases

Name: cardTemperatureAboveOperatingThreshold
(1178)

Type: thresholdCrossed (6)
Package: equipment
Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: IntTempHigh (1095)

Al

Description: The alarm is raised when the temperature of the card raises above the operating threshold.

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011

3HE 06862 AAAA TQZZA Edition 01

Alarm Reference




3 — Alcatel-Lucent 1830 PSS alarms

Table 3-47 cardTemperatureBelowOperatingThreshold

Alarm

Attributes

Supported releases

Name: cardTemperatureBelowOperatingThreshold
(1179)

Type: thresholdCrossed (6)
Package: equipment
Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: IntTempLow (1096)

All

Description: The alarm is raised when the temperature of a card falls below the operating threshold.

Table 3-48 CardUnknown

Alarm

Attributes

Supported releases

Name: CardUnknown (1994)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: Unknown (978)

All

Description: The alarm is raised when the software version mismatches.

Table 3-49 ChannelPDI

Alarm

Attributes

Supported releases

Name: ChannelPDI (1995)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: ChannelPDI (979)

Al

Description: The alarm is raised when a PDI occurs on an optical channel.

Table 3-50 ChannelPowerUnstable

Alarm

Attributes

Supported releases

Name: ChannelPowerUnstable (1996)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: OprUnachieve (961)

Al

Description: The alarm is raised when the optical

power on a channel is unstable.
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Table 3-51 ClientDelegateServerStatus

Alarm

Attributes

Supported releases

Name: ClientDelegateServerStatus (731)
Type: communicationsAlarm (4)

Package: server

Raised on class: server.ClientDelegateServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when a client delegate server is unreachable.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: ('Server Status' EQUAL 'Up’)

Table 3-52 ClockRedundancy

Alarm

Attributes

Supported releases

Name: ClockRedundancy (1997)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: major
Implicitly cleared: true
Default probable cause: SyncSys (980)

Al

Description: The alarm is raised due to loss of clock redundancy in system time.

Table 3-53 ContainingEquipmentAdministrativelyDown

Alarm

Attributes

Supported releases

Name: ContainingEquipmentAdministrativelyDown
(466)

Type: equipmentAlarm (3)
Package: equipment
Raised on class: equipment.Port

Severity: minor
Implicitly cleared: true

Default probable cause:
containingEquipmentAdministrativelyDown (330)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of

containingEquipmentAdministrativelyDown.

Raising condition: ((‘Status' EQUAL ‘Parent Admin Down') AND (‘isTerminatable’ EQUAL 'true'))

Clearing condition: (('Status’' NOT EQUAL ‘Parent Admin Down’) OR (‘isTerminatable’' NOT EQUAL ‘'true’))

Table 3-54 ContainingEquipmentMismatch

Alarm

Attributes

Supported releases

Name: ContainingEquipmentMismatch (464)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Port

Severity: major
Implicitly cleared: true

Default probable cause:
containingEquipmentMismatch (328)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of containingEquipmentMismatch.

Raising condition: ((‘Status’ EQUAL 'Parent Type Mismatch’) AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status' NOT EQUAL 'Parent Type Mismatch') OR (‘isTerminatable’' NOT EQUAL 'true’))
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Table 3-55 ContainingEquipmentOperationallyDown

Alarm

Attributes

Supported releases

Name: ContainingEquipmentOperationallyDown
(465)

Type: equipmentAlarm (3)
Package: equipment
Raised on class: equipment.Port

Severity: major
Implicitly cleared: true

Default probable cause: containingEquipmentDown
(329)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of

containingEquipmentOperationllyDown.

Raising condition: ((‘'Status' EQUAL ‘Parent Oper Down') AND (‘isTerminatable' EQUAL ‘true’))

Clearing condition: (('Status’' NOT EQUAL 'Parent Oper Down') OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 3-56 ControlCardRedundancyCompromised

Alarm

Attributes

Supported releases

Name: ControlCardRedundancyCompromised (1998)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.Shelf

Severity: minor
Implicitly cleared: false
Default probable cause: SwEqpt (981)

Al

Description: The alarm is raised when control card redundancy is compromised.

Table 3-57 CorruptimageFile

Alarm

Attributes

Supported releases

Name: CorruptimageFile (171)
Type: configurationAlarm (11)
Package: mediation

Raised on class:
mediation.AbstractSoftwareFolderDescriptor

Severity: critical
Implicitly cleared: true

Default probable cause: invalidOrCorruptimageFile
(134)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when one or more files in the 5620 SAM software image specified for a device software upgrade is
invalid, corrupt or absent. The 5620 SAM validates a device software file set before it imports the file set and distributes it to an

NE. Ensure that the file set downloads properly to the NE and is not tampered with before you re-attempt the upgrade. The alarm
clears when a valid file set is on the NE and the 5620 SAM activates the software image in the file set.

Raising condition: (‘isimageValid' EQUAL 'false’)

Clearing condition: (‘isimageValid' EQUAL ‘true’)

Table 3-58 DatabaseFileTransportFailure

Alarm

Attributes

Supported releases

Name: DatabaseFileTransportFailure (2887)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: DbFt (1099)

Al

Description: The alarm is raised when a database file transport operation fails.

3-14

October 2011

Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
3HE 06862 AAAA TQZZA Edition 01




3 — Alcatel-Lucent 1830 PSS alarms

Table 3-59 DatabaseLocalCopyCreationfail

Alarm

Attributes

Supported releases

Name: DatabaselocalCopyCreationfail (2888)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: DbFl (1100)

All

Description: The alarm is raised when the creation of a local database copy fails.

Table 3-60 DatabaseSyncFailed

Alarm

Attributes

Supported releases

Name: DatabaseSyncFailed (2889)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: DBMemtrf (1101)

Al

Description: The alarm is raised when database synchronization fails.

Table 3-61 DataError

Alarm

Attributes

Supported releases

Name: DataError (2000)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: major
Implicitly cleared: true
Default probable cause: DataErr (983)

Al

Description: The alarm is raised due to dataerror.

Table 3-62 DbnotSyncd

Alarm

Attributes

Supported releases

Name: DbnotSyncd (2890)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: true
Default probable cause: DbUnSync (1102)

Al

Description: The alarm is raised due to active and standby main EC databases are not sync.

Table 3-63 DCMInputLOS

Alarm

Attributes

Supported releases

Name: DCMInputLOS (1999)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LosDcm (982)

Al

Description: The alarm is raised when a DCM raises an input LOS indication.
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Table 3-64 DiagnosticTerminalLoopbackActive

Alarm

Attributes

Supported releases

Name: DiagnosticTerminalLoopbackActive (2001)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: LpbkTerm (984)

All

Description: The alarm is raised when a terminal diagnostic loopback is active.

Table 3-65 DiscoveredPhysicalLinkMismatch

Alarm

Attributes

Supported releases

Name: DiscoveredPhysicalLinkMismatch (657)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.AbstractPhysicalLink

Severity: warning
Implicitly cleared: true

Default probable cause:
endPointUsedByNumerousLinks (488)

* 23.0
® 25.0
¢ 3.0.0
¢ 3.5.0

Description: The alarm is raised when one endpoint of a physical link is used as an endpoint in another physical link.

Raising condition: ('physicalLinkMismatchConfigured' EQUAL 'true’)

Clearing condition: (‘physicalLinkMismatchConfigured' EQUAL ‘false’)

Table 3-66 downgradedCardAlarm

Alarm

Attributes

Supported releases

Name: downgradedCardAlarm (256)
Type: softwareAlarm (19)

Package: equipment

Raised on class: equipment.Card

Severity: warning
Implicitly cleared: true
Default probable cause: downgradedCard (195)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when an IOM is not upgraded or reset after a device software upgrade of both CPMs. A device resets
an IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL 'Downgrade’)

Clearing condition: (‘'operationalState' EQUAL 'Up’)

Table 3-67 DuplicatePhysicalLinks

Alarm

Attributes

Supported releases

Name: DuplicatePhysicalLinks (658)

Type: configurationAlarm (11)

Package: netw

Raised on class: netw.AbstractPhysicalLink

Severity: minor
Implicitly cleared: true

Default probable cause:
duplicatePhysicalLinkConfigured (489)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when there is more then one physical link configured between two endpoints.

Raising condition: (‘duplicateLinkConfigured' EQUAL ‘'true’)

Clearing condition: (‘duplicateLinkConfigured' EQUAL ‘false’)
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Table 3-68 DupOCHTrailName

Alarm

Attributes

Supported releases

Name: DupOCHTrailName (2002)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: OchTrailDup (985)

All

Description: The alarm is raised when duplicate och trail names are present.

Table 3-69 DupWaveKey

Alarm

Attributes

Supported releases

Name: DupWaveKey (2003)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: OchKeyDup (986)

Al

Description: The alarm is raised when there is a duplicate wave key.

Table 3-70 DwAlarmindicationSignal

Alarm

Attributes

Supported releases

Name: DwAlarmindicationSignal (2004)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: DwAIS (987)

Al

Description: The alarm is raised due to alarm indication signal.

Table 3-71 DwSignalFailure

Alarm

Attributes

Supported releases

Name: DwSignalFailure (2005)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: sf (988)

Al

Description: The alarm is raised due to bit error signal fails.

Table 3-72 E1AisEgr

Alarm

Attributes

Supported releases

Name: E1AisEgr (3339)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: E1AisEgr (1172)

Al

Description: The alarm is raised when an E1 egress AlS is detected.
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Table 3-73 E1AisL

Alarm

Attributes

Supported releases

Name: E1AisL (3340)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: E1AisL (1173)

All

Description: The alarm is raised when an E1 AlIS is detected.

Table 3-74 E1Lof

Alarm

Attributes

Supported releases

Name: E1Lof (3341)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: E1Lof (1174)

Al

Description: The alarm is raised when an E1 LOF is detected.

Table 3-75 E1LofEgr

Alarm

Attributes

Supported releases

Name: E1LofEgr (3342)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: E1LofEgr (1175)

Al

Description: The alarm is raised when an E1 egress LOF is detected.

Table 3-76 E1Los

Alarm

Attributes

Supported releases

Name: E1Los (3343)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: E1Los (1176)

Al

Description: The alarm is raised when an E1 LOS is detected.

Table 3-77 EINoCRC4M

Alarm

Attributes

Supported releases

Name: E1NoCRC4M (3344)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: E1NoCRC4M (1177)

Al

Description: The alarm is raised when no E1 CRC4 M is present.
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Table 3-78 E1NoCRC4MEgr

Alarm

Attributes

Supported releases

Name: E1NoCRC4MEgr (3345)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: EINoCRC4MEgr (1178)

All

Description: The alarm is raised when no E1 egress CRC4 M is present.

Table 3-79 E1Rai

Alarm

Attributes

Supported releases

Name: E1Rai (3346)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: E1Rai (1179)

Al

Description: The alarm is raised when an E1 RAIl is detected.

Table 3-80 E1RaiEgr

Alarm

Attributes

Supported releases

Name: E1RaiEgr (3347)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: E1RaiEgr (1180)

Al

Description: The alarm is raised when an E1 egress RAl is detected.

Table 3-81 Ebero

Alarm

Attributes

Supported releases

Name: Ebero (3348)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: EBERO (1181)

Al

Description: The alarm is raised when an OSC has an excessive BER.

Table 3-82 EgressLossofFrame

Alarm

Attributes

Supported releases

Name: EgressLossofFrame (2006)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: LOFEgr (989)

Al

Description: The alarm is raised when the egress loss of frame occurs.
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Table 3-83 EncapsulationFailure

Alarm

Attributes

Supported releases

Name: EncapsulationFailure (2007)
Type: encapsulationAlarm (95)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: FecFail (990)

All

Description: The alarm is raised due to encapsulation failure.

Table 3-84 EnvironmentinputActive

Alarm

Attributes

Supported releases

Name: EnvironmentinputActive (2008)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: EnvinputActive (991)

Al

Description: The alarm is raised due to environmental input active.

Table 3-85 EqptDgrOch

Alarm

Attributes

Supported releases

Name: EqptDgrOch (3349)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: EqptDgrOch (1182)

Al

Description: The alarm is raised when a channel fails because of a wavelength tracker communication failure.

Table 3-86 EqptDgrOchOut

Alarm

Attributes

Supported releases

Name: EqptDgrOchOut (3350)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true

Default probable cause: EqptDgrOchOut (1183)

Al

Description: The alarm is raised when a channel fails because of a wavelength tracker communication failure.

Table 3-87 EqptPort

Alarm

Attributes

Supported releases

Name: EqptPort (3351)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: EqptPort (1184)

Al

Description: The alarm is raised when a device port failure is detected.
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Table 3-88 EquipmentAdministrativelyDown

Alarm

Attributes

Supported releases

Name: EquipmentAdministrativelyDown (455)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: minor
Implicitly cleared: true

Default probable cause:
equipmentAdministrativelyDown (326)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentAdministrativelyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Admin Down’)

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Admin Down’)

Table 3-89 EquipmentDegraded

Alarm

Attributes

Supported releases

Name: EquipmentDegraded (604)
Type: equipmentAlarm (3)
Package: equipment

Raised on class: equipment.FanTray

Severity: minor
Implicitly cleared: true
Default probable cause: singleFanFailure (450)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when a single fan fails. The chassis attempts to continue operating within the normal temperature

range using only the remaining fans.

Raising condition: ('Device State' EQUAL 'MinorFailure')

Clearing condition: ('Device State' NOT EQUAL 'MinorFailure’)

Table 3-90 EquipmentDown

Alarm

Attributes

Supported releases

Name: EquipmentDown (10)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true
Default probable cause: inoperableEquipment (8)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentOperationallyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL '‘Oper Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Oper Down’)
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Table 3-91 EquipmentFailure

Alarm

Attributes

Supported releases

Name: EquipmentFailure (145)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.ReplaceableUnit

Severity: critical
Implicitly cleared: true
Default probable cause: cardFailure (123)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when a control processor or power-supply tray reports a failure. When the object type is
ControlProcessor, a CPM may be unable to boot. When the object type is Power Supply Tray and the alarm is raised during device
discovery, a power-supply tray may be out of service. When the object type is a Power Supply Tray and the device is in the managed
state, a power-supply tray may be out of service or the AC power shelf has a fault condition. The alarm clears when the status

changes to OK.

Raising condition: (‘operationalState’ EQUAL 'Failed’)

Clearing condition: (‘operationalState’ NOT EQUAL 'Failed’)

Table 3-92 EquipmentinTest

Alarm

Attributes

Supported releases

Name: EquipmentinTest (11)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: warning
Implicitly cleared: true
Default probable cause: equipmentinTest (9)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when equipment enters a diagnostic state.

Raising condition: (‘compositeEquipmentState’ EQUAL 'In Test')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'In Test')

Table 3-93 EquipmentMismatch

Alarm

Attributes

Supported releases

Name: EquipmentMismatch (9)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

@)

Default probable cause: equipmentTypeMismatch

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMismatch.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Type Mismatch’)

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL ‘Type Mismatch')
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Table 3-94 EquipmentRemoved

Alarm

Attributes

Supported releases

Name: EquipmentRemoved (8)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

Default probable cause:
replaceableEquipmentRemoved (6)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMissing.

Raising condition: ((‘compositeEquipmentState’ EQUAL 'Removed’) AND (‘isEquipmentinserted’ EQUAL 'true’))

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Removed’)

Table 3-95 EthernetLinkDown

Alarm

Attributes

Supported releases

Name: EthernetLinkDown (2009)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LinkDown (992)

Al

Description: The alarm is raised when an Ethernet link is operationally down.

Table 3-96 EtrMismatches

Alarm

Attributes

Supported releases

Name: EtrMismatches (2010)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: major
Implicitly cleared: true
Default probable cause: EtrMismatch (993)

Al

Description: The alarm is raised due to extended temperature range voilation.

Table 3-97 EtrMismatchMod

Alarm

Attributes

Supported releases

Name: EtrMismatchMod (3353)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true

Default probable cause: ETRMISMATCHMOD (1186)

Al

Description: The alarm is raised when an extended temperature range violation is detected in a non-ETR pluggable module.
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Table 3-98 ExcessiveBER

Alarm

Attributes

Supported releases

Name: ExcessiveBER (2903)

Type: communicationAlarm (96)

Package: optical

Raised on class: optical.OpticalPortSpecifics

Severity: critical
Implicitly cleared: false
Default probable cause: LossofSignal (1089)

All

Description: The alarm is raised when the sonet signal fails.

Table 3-99 ExcessiveCurrentLoad

Alarm

Attributes

Supported releases

Name: ExcessiveCurrentLoad (2011)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: ExcessLoad (994)

Al

Description: The alarm is raised when the card would exceed shelf amperage limit.

Table 3-100 ExcessLoss

Alarm

Attributes

Supported releases

Name: ExcessLoss (3354)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: ExcessLoss (1187)

Al

Description: The alarm is raised when the fiber connection loss is excessive.

Table 3-101 FanFailure

Alarm

Attributes

Supported releases

Name: FanFailure (624)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true
Default probable cause: fanFailure (116)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the associated fan is not operationally Up.

Raising condition: (('Device State' EQUAL 'Failed’) OR (‘Device State' EQUAL ‘Unknown’) OR (‘Device State' EQUAL 'OutOfservice'))

Clearing condition: (‘Device State' EQUAL 'OK')
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Table 3-102 FanSpeedHigh

Alarm

Attributes

Supported releases

Name: FanSpeedHigh (3356)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: minor
Implicitly cleared: true
Default probable cause: FanSpeedHigh (1189)

All

Description: The alarm is raised when the fan speed is too high.

Table 3-103 FanSpeedLow

Alarm

Attributes

Supported releases

Name: FanSpeedLow (3357)

Type: equipmentAlarm (3)
Package: equipment

Raised on class: equipment.FanTray

Severity: minor
Implicitly cleared: true
Default probable cause: FanSpeedLow (1190)

Al

Description: The alarm is raised when the fan speed is too low.

Table 3-104 FanSpeedMan

Alarm

Attributes

Supported releases

Name: FanSpeedMan (2012)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: minor
Implicitly cleared: false
Default probable cause: FanSpeedMan (995)

Al

Description: The alarm is raised due to fan speed manually set to maximum.

Table 3-105 FanSpeedTooHigh

Alarm

Attributes

Supported releases

Name: FanSpeedTooHigh (2013)
Type: equipmentAlarm (3)
Package: equipment

Raised on class: equipment.FanTray

Severity: minor
Implicitly cleared: false
Default probable cause: fanSpeedHigh (996)

Al

Description: The alarm is raised when the speed of a fan is too high.

Table 3-106 FanSpeedToolLow

Alarm

Attributes

Supported releases

Name: FanSpeedTooLow (2014)
Type: equipmentAlarm (3)
Package: equipment

Raised on class: equipment.FanTray

Severity: minor
Implicitly cleared: false
Default probable cause: fanSpeedLow (997)

Al

Description: The alarm is raised when the speed of a fan is too low.
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Table 3-107 FanTrayRemoved

Alarm

Attributes

Supported releases

Name: FanTrayRemoved (569)
Type: equipmentAlarm (3)
Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true
Default probable cause: FanTrayRemoved (438)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the deviceState attribute has a value of deviceNotEquipped.

Raising condition: ('Device State' EQUAL 'Not Equipped’)

Clearing condition: ('Device State' NOT EQUAL 'Not Equipped’)

Table 3-108 FarEndLocalFault

Alarm

Attributes

Supported releases

Name: FarEndLocalFault (2015)

Type: communicationAlarm (96)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: FELanLFI (998)

Al

Description: The alarm is raised when a far-end system detects a local fault.

Table 3-109 FarEndLos

Alarm

Attributes

Supported releases

Name: FarEndLos (2016)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: FELOS (999)

Al

Description: The alarm is raised Far End Loss of Signal.

Table 3-110 FarEndLossOfSignal

Alarm

Attributes

Supported releases

Name: FarEndLossOfSignal (2017)

Type: communicationAlarm (96)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: false
Default probable cause: FELANLOS (1000)

Al

Description: The alarm is raised when a far-end system detects an LOS.
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Table 3-111 FarEndPortMappingMismatch

Alarm

Attributes

Supported releases

Name: FarEndPortMappingMismatch (2018)
Type: communicationAlarm (96)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: FEPortMismatch (1001)

All

Description: The alarm is raised when a far-end system detects a port mapping mismatch.

Table 3-112 FarEndProtLineFail

Alarm

Attributes

Supported releases

Name: FarEndProtLineFail (2019)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: FePrLf (1002)

Al

Description: The alarm is raised due to far end protection line failure.

Table 3-113 FarEndRemoteFault

Alarm

Attributes

Supported releases

Name: FarEndRemoteFault (2020)

Type: communicationAlarm (96)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: FeLanRfi (1003)

Al

Description: The alarm is raised when a far-end system sends an RFI.

Table 3-114 FDI

Alarm

Attributes

Supported releases

Name: FDI (3355)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: FDI (1188)

Al

Description: The alarm is raised when an FDI is detected.

Table 3-115 FecEcSignalDegrade

Alarm

Attributes

Supported releases

Name: FecEcSignalDegrade (2021)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: FecEcSdeg (1004)

Al

Description: The alarm is raised on PreFEC Signal Degrade.
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Table 3-116 FecUbcSignalDegrade

Alarm

Attributes

Supported releases

Name: FecUbcSignalDegrade (3358)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: fecUbcSd (1191)

All

Description: The alarm is raised when a post-FEC signal is degraded.

Table 3-117 FirmwarePendingObsolete

Alarm

Attributes

Supported releases

Name: FirmwarePendingObsolete (2022)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: info
Implicitly cleared: true
Default probable cause: FwPendingObsolete (1005)

Al

Description: The alarm is raised due to provisioned firmware will be obsolete after sw upgrade.

Table 3-118 FirmwareUpgradePending

Alarm

Attributes

Supported releases

Name: FirmwareUpgradePending (2023)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: info
Implicitly cleared: true
Default probable cause: FwUpgradePending (1006)

Al

Description: The alarm is raised due to pending upgarde firmware.

Table 3-119 FirmwareVersionNotDefault

Alarm

Attributes

Supported releases

Name: FirmwareVersionNotDefault (2024)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: info
Implicitly cleared: true

Default probable cause: FwVersionNotDefault
(1007)

Al

Description: The alarm is raised due to incorrect version of firmware.

Table 3-120 ForcedSwitchingToProtection

Alarm

Attributes

Supported releases

Name: ForcedSwitchingToProtection (2025)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: FrcdWKSWPR (1008)

Al

Description: The alarm is raised when forced switching takes place to Protection.
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Table 3-121 ForcedSwitchingToWorking

Alarm

Attributes

Supported releases

Name: ForcedSwitchingToWorking (2026)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: FrcdWKSwbk (1009)

All

Description: The alarm is raised when a forced switch to the working APS channel occurs.

Table 3-122 FpgaFailed

Alarm

Attributes

Supported releases

Name: FpgaFailed (2027)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: FpgaFail (1010)

Al

Description: The alarm is raised due FPGA fails.

Table 3-123 Fpgalnitialization

Alarm

Attributes

Supported releases

Name: Fpgalnitialization (2028)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: Fpgalnit (1011)

Al

Description: The alarm is raised due FPGA initialization.

Table 3-124 FpgaTimedout

Alarm

Attributes

Supported releases

Name: FpgaTimedout (2029)
Type: equipmentAlarm (3)
Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: FpgaTimeout (1012)

Al

Description: The alarm is raised due FPGA times out.
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Table 3-125 FrameSizeProblem (netw)

Alarm Attributes Supported releases
Name: FrameSizeProblem (37) Severity: critical * 23.0

Type: configurationAlarm (11) Implicitly cleared: true ¢ 25.0

Package: netw Default probable cause: frameSizeProblem (33) ® 3.00

Raised on class: * 350
netw.StatefullConnectablelnterface

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: (('mtuMismatch’ EQUAL 'true’) AND (‘portld’' NOT EQUAL '0L"))

Clearing condition: (('mtuMismatch’ EQUAL ‘false’) OR (‘portld' EQUAL '0L"))

Table 3-126 GaPeerDown

Alarm Attributes Supported releases
Name: GaPeerDown (3303) Severity: major * 23.0
Type: EpcAlarm (59) Implicitly cleared: true ¢ 25.0
Package: teggsn Default probable cause: EPSPeerDown (602) * 300
Raised on class: lteggsn.GaPeer ® 350

Description: The alarm is raised when the path management state of a Ga peer changes to a state other than Up.

Raising condition: ('Path Management State' NOT EQUAL 'Active’)

Clearing condition: (‘Path Management State' EQUAL 'Active’)

Table 3-127 GFPLossofFrameDelineation

Alarm Attributes Supported releases
Name: GFPLossofFrameDelineation (2030) Severity: critical All

Type: communicationsAlarm (4) Implicitly cleared: true

Package: equipment Default probable cause: LFD (1013)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when a GFP raises an LFD.

Table 3-128 GFPUserPayloadMismatch

Alarm Attributes Supported releases
Name: GFPUserPayloadMismatch (2031) Severity: critical All

Type: communicationsAlarm (4) Implicitly cleared: true

Package: equipment Default probable cause: UPM (1014)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when a GFP user payload mismatch is detected.
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Table 3-129 HighBER (equipment)

Alarm

Attributes

Supported releases

Name: HighBER (682)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: HiBER (1015)

All

Description: The alarm is raised when BER is high.

Table 3-130 HwRevisionNotSupported

Alarm

Attributes

Supported releases

Name: HwRevisionNotSupported (2032)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: major
Implicitly cleared: true

Default probable cause: Hwnotsupported (1016)

Al

Description: The alarm is raised due to hardware not supported for current configuration.

Table 3-131 IncomingSupvyLOF

Alarm

Attributes

Supported releases

Name: IncomingSupvyLOF (2033)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: LOF (1017)

Al

Description: The alarm is raised when Incoming SUPVY detects an LOF.

Table 3-132 IncomingSupvyLOS

Alarm

Attributes

Supported releases

Name: IncomingSupvyLOS (2034)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LOS (1018)

Al

Description: The alarm is raised when Incoming SUPVY detects LOS.

Table 3-133 IncompatFan

Alarm

Attributes

Supported releases

Name: IncompatFan (3359)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: IncompatFan (1192)

Al

Description: The alarm is raised when an incompatible fan is detected.
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Table 3-134 IncompleteConfiguration

Alarm

Attributes

Supported releases

Name: IncompleteConfiguration (1942)
Type: operationalViolation (93)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when a pre-provisioned NE has no objects configured beneath it.

Raising condition: ((‘'State’ EQUAL 'Pre-provisioned') AND (‘eNodeB Equipment’ EQUAL \"\"))

Clearing condition: ((‘'State’ EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ NOT EQUAL \"\""))

Table 3-135 InputVoltageUnstable

Alarm

Attributes

Supported releases

Name: InputVoltageUnstable (2035)
Type: equipmentAlarm (3)
Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: VoltageUnstable (1019)

Al

Description: The alarm is raised when the input voltage is unstable.

Table 3-136 InterCardCommsFailure

Alarm

Attributes

Supported releases

Name: InterCardCommsFailure (2036)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: ContCom (1020)

Al

Description: The alarm is raised when the card fails to communicate.

Table 3-137 InterfaceDown (netw)

Alarm

Attributes

Supported releases

Name: InterfaceDown (36)
Type: InterfaceAlarm (13)
Package: netw

Raised on class:
netw.StatefullConnectablelnterface

Severity: critical
Implicitly cleared: true
Default probable cause: interfaceDown (32)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when an interface or underlying resource fails, as indicated by an interface compositeState

attribute value of failed or underlyingResourceFailed.

Raising condition: ((‘compositeState' EQUAL 'Inoperable’) OR (‘compositeState’ EQUAL ‘Underlying Resource Inoperable’))

Clearing condition: ((‘compositeState’ NOT EQUAL ‘'Inoperable’) AND (‘compositeState’ NOT EQUAL 'Underlying Resource Inoperable’))
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Table 3-138 InterShelfLossofCommunication

Alarm

Attributes

Supported releases

Name: InterShelfLossofCommunication (2037)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.Shelf

Severity: critical
Implicitly cleared: false
Default probable cause: ShelfContCom (1021)

All

Description: The alarm is raised when control card redundancy is compromised.

Table 3-139 Intrusion

Alarm

Attributes

Supported releases

Name: Intrusion (3601)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true
Default probable cause: Intrusion (1390)

Al

Description: The alarm is raised when the number of invalid login attempts is excessive.

Table 3-140 IntTempHigh

Alarm

Attributes

Supported releases

Name: IntTempHigh (3360)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: IntTempHigh (1095)

Al

Description: The alarm is raised when a card reports an over-temperature condition.

Table 3-141 IntTempLow

Alarm

Attributes

Supported releases

Name: IntTempLow (3361)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: IntTempLow (1096)

Al

Description: The alarm is raised when a card reports an under-temperature condition.

Table 3-142 IntTempOpt

Alarm

Attributes

Supported releases

Name: IntTempOpt (3362)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: IntTempOpt (1047)

Al

Description: The alarm is raised when an optical module reports an over-temperature condition.
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Table 3-143 InvalidDatabase

Alarm Attributes Supported releases
Name: InvalidDatabase (2891) Severity: major All

Type: configurationAlarm (11) Implicitly cleared: false

Package: netw Default probable cause: Dbinvalid (1103)

Raised on class: netw.NetworkElement

Description: The alarm is raised when a database is invalid.

Table 3-144 InvalidEgress

Alarm Attributes Supported releases
Name: InvalidEgress (3363) Severity: critical Al

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: InvalidEgress (1193)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when an egress port is invalid or undefined.

Table 3-145 InvalidThreshold

Alarm Attributes Supported releases
Name: InvalidThreshold (2038) Severity: minor All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: InvalidThreshold (1022)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised due to Invalid Threshold.

Table 3-146 InvalidThresholdOms

Alarm Attributes Supported releases
Name: InvalidThresholdOms (3364) Severity: minor All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: InvalidThresholdOms (1194)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when an OMS threshold is invalid.

Table 3-147 InvalidThresholdOts

Alarm Attributes Supported releases
Name: InvalidThresholdOts (3365) Severity: minor All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: InvalidThresholdOts (1195)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when an OTS threshold is invalid.
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Table 3-148 InvalidTopology

Alarm

Attributes

Supported releases

Name: InvalidTopology (2892)

Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: InvalidTopo (1104)

All

Description: The alarm is raised when topology has misconfigured.

Table 3-149 LagPortAddFailed

Alarm

Attributes

Supported releases

Name: LagPortAddFailed (422)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: linkDown (315)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the Lag Port Add function Fails.

Raising condition: ((‘state’ EQUAL 'Link Down') AND ('LAG ID' > '0'))

Clearing condition: ((‘'state’ NOT EQUAL 'Link Down’) OR ('LAG ID' EQUAL '0'))

Table 3-150 LaserBackFacetOptPwrTca

Alarm

Attributes

Supported releases

Name: LaserBackFacetOptPwrTca (3366)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true

(1196)

Default probable cause: LaserBackFacetOptPwrTca

Al

Description: The alarm is raised when the laser back-facet optical power crosses a threshold.

Table 3-151 LaserCoolingCurTca

Alarm

Attributes

Supported releases

Name: LaserCoolingCurTca (3367)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true

Default probable cause: LaserCoolingCurTca (1197)

Al

Description: The alarm is raised when the laser cooling current crosses a threshold.

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011

3HE 06862 AAAA TQZZA Edition 01

Alarm Reference

3-35




3 — Alcatel-Lucent 1830 PSS alarms

Table 3-152 LaserEndOfLife

Alarm

Attributes

Supported releases

Name: LaserEndOfLife (2039)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: LaserEOL (1023)

All

Description: The alarm is raised Laser end of life.

Table 3-153 LicensedLimitExceeded

Alarm

Attributes

Supported releases

Name: LicensedLimitExceeded (127)
Type: licensingAlarm (23)

Package: security

Raised on class: security.ProductLicense

Severity: critical
Implicitly cleared: true

(106)

Default probable cause: licensedLimitExceeded

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the license items in the network exceeds 100 percent of the license capacity.

Raising condition: (‘Exceeded' EQUAL 'true’)

Clearing condition: (‘Exceeded NOT EQUAL 'true’)

Table 3-154 LineLoopbackActive

Alarm

Attributes

Supported releases

Name: LineLoopbackActive (2040)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: LpbkLine (1024)

Al

Description: The alarm is raised when a line loopback is active.

Table 3-155 LinkDown

Alarm

Attributes

Supported releases

Name: LinkDown (12)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true
Default probable cause: portLinkProblem (10)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when a port has no associated physical link.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Link Down')

Clearing condition: ((‘compositeEquipmentState’ NOT EQUAL 'Link Down') AND (‘compositeEquipmentState’ NOT EQUAL ‘Oper

Down’))
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Table 3-156 Loam

Alarm

Attributes

Supported releases

Name: Loam (3368)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LOAM (1198)

All

Description: The alarm is raised when an LOA marker lock occurs.

Table 3-157 LocalFault

Alarm

Attributes

Supported releases

Name: LocalFault (2041)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: LanLfi (1025)

Al

Description: The alarm is raised when a local fault occurs.

Table 3-158 LosOcm

Alarm

Attributes

Supported releases

Name: LosOcm (3370)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: LosOcm (1200)

Al

Description: The alarm is raised when a WTOCM receives an input LOS.

Table 3-159 LosOms

Alarm

Attributes

Supported releases

Name: LosOms (3371)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LosOms (1201)

Al

Description: The alarm is raised when an OMS incoming payload LOS is detected.

Table 3-160 LosOOut

Alarm

Attributes

Supported releases

Name: LosOOut (3369)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: LOSOOUT (1199)

Al

Description: The alarm is raised when an optical supervisory card reports an outgoing LOS.
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Table 3-161 LosOts

Alarm

Attributes

Supported releases

Name: LosOts (3372)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LosOts (1202)

All

Description: The alarm is raised when an OTS incoming payload LOS is detected.

Table 3-162 LossOfClock (equipment)

Alarm

Attributes

Supported releases

Name: LossOfClock (83)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LostClock (1026)

Al

Description: The alarm is raised due to loss of clock.

Table 3-163 LossofFrame

Alarm

Attributes

Supported releases

Name: LossofFrame (2043)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LOF (1017)

Al

Description: The alarm is raised when the loss of frame occurs.

Table 3-164 LossofSignal

Alarm

Attributes

Supported releases

Name: LossofSignal (2044)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LOS (1018)

Al

Description: The alarm is raised when the loss of signal occurs.

Table 3-165 LossofSynchronization

Alarm

Attributes

Supported releases

Name: LossofSynchronization (2045)
Type: communicationAlarm (96)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: FelLanLss (1028)

Al

Description: The alarm is raised when a far-end system detects a loss of synchronization.
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Table 3-166 LossTooHigh

Alarm

Attributes

Supported releases

Name: LossTooHigh (3373)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true

Default probable cause: OprLossHigh (1044)

All

Description: The alarm is raised when the optical loss is above the operational range.

Table 3-167 LossTooLow

Alarm

Attributes

Supported releases

Name: LossToolLow (2042)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true

Default probable cause: OprLossLow (1027)

Al

Description: The alarm is raised when the optical loss is below the operational range.

Table 3-168 LostBothClks

Alarm

Attributes

Supported releases

Name: LostBothClks (2046)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true

Default probable cause: SyncSysOos (1029)

Al

Description: The alarm is raised due to using of local oscilator for system time..

Table 3-169 LostPri

Alarm

Attributes

Supported releases

Name: LostPri (2047)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true

Default probable cause: Sync (1030)

Al

Description: The alarm is raised due to loss of primary line.

Table 3-170 LostReference

Alarm Attributes Supported releases
Name: LostReference (2893) Severity: minor All
Type: configurationAlarm (11) Implicitly cleared: false
Package: netw Default probable cause: sync (1105)
Raised on class: netw.NetworkElement
Description: The alarm is raised due to lost of redundant reference of system time.
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Table 3-171 LostSec

Alarm

Attributes

Supported releases

Name: LostSec (2048)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: Sync (1030)

All

Description: The alarm is raised due to loss of secondary line.

Table 3-172 LostTimingReferences

Alarm

Attributes

Supported releases

Name: LostTimingReferences (2894)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true
Default probable cause: SyncOos (1106)

Al

Description: The alarm is raised due to lost of refererences of system time.

Table 3-173 LowTemperatureDetected

Alarm

Attributes

Supported releases

Name: LowTemperatureDetected (1127)
Type: environmentalAlarm (2)

Package: equipment

Raised on class: equipment.Shelf

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOvercooled (838)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Low Temperature State' EQUAL ‘Low’)

Clearing condition: ('Low Temperature State' NOT EQUAL ‘Low')

Table 3-174 ManualProtectionSwitchToProtection

Alarm

Attributes

Supported releases

Name: ManualProtectionSwitchToProtection (2049)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: ManWKSWPR (1031)

Al

Description: The alarm is raised when a manual APS switch to the protection channel occurs.
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Table 3-175 ManualProtectionSwitchToWorking

Alarm

Attributes

Supported releases

Name: ManualProtectionSwitchToWorking (2050)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: ManWKSWbk (1032)

All

Description: The alarm is raised when a manual APS switch to the working channel occurs.

Table 3-176 MismatchFiber

Alarm

Attributes

Supported releases

Name: MismatchFiber (3374)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: MismatchFiber (1203)

Al

Description: The alarm is raised when a mismatched fiber connection is detected.

Table 3-177 MissingWaveKeyRaised

Alarm

Attributes

Supported releases

Name: MissingWaveKeyRaised (3375)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LosOut (1204)

Al

Description: The alarm is raised when fiber link gets cut/disconnected.

Table 3-178 MixedPFUsed

Alarm

Attributes

Supported releases

Name: MixedPFUsed (3376)
Type: configurationAlarm (11)
Package: equipment

Raised on class: equipment.Shelf

Severity: critical
Implicitly cleared: true
Default probable cause: MixedPFUsed (1205)

Al

Description: The alarm is raised when mixed types of power filters are in use.
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Table 3-179 MobileConnectorDown

Alarm Attributes Supported releases
Name: MobileConnectorDown (1064) Severity: minor * 23.0
Type: EpcAlarm (59) Implicitly cleared: true ® 2.5.0
Package: lteservice Default probable cause: EpcDown (519) * 3.00
Raised on class: lteservice.MobileServiceConnector * 350

Description: The alarm is raised when the 5620 SAM no longer manages the EPS path instance of this mobile service site. As a result,
the service must be regenerated.

Raising condition: ('EPS Path' EQUAL \"\")

Clearing condition: (‘EPS Path' NOT EQUAL \"\"")

Table 3-180 ModulatorOutputPowerOutOfRange

Alarm Attributes Supported releases
Name: ModulatorQutputPowerOutOfRange (2051) Severity: major All

Type: communicationsAlarm (4) Implicitly cleared: true

Package: equipment Default probable cause: ModOutOfRange (1033)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised on Modulator Output Power OutOfRange.

Table 3-181 MonitorFailure

Alarm Attributes Supported releases
Name: MonitorFailure (2052) Severity: minor All

Type: equipmentAlarm (3) Implicitly cleared: true

Package: equipment Default probable cause: Mismatch (1034)

Raised on class: equipment.CardSlot

Description: The alarm is raised due to card degrade.

Table 3-182 Msim

Alarm Attributes Supported releases
Name: Msim (3377) Severity: critical All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: Msim (1206)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when a multiplex structure identifier mismatch is detected.
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Table 3-183 NeManagementAndTrapManagementMismatch

Alarm Attributes Supported releases
Name: Severity: warning * 23.0
NeManagementAndTrapManagementMismatch Implicitly cleared: true e 250
1079 )
(1079) L Default probable cause: neManagementChange * 3.00
Type: communicationsAlarm (4) (817) e 350
Package: netw
Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE configuration is one of the following:- The Active Management IP is set
to Out Of Band, and the Primary Route Preference is set to In Band.- The Active Management IP is set to In Band, and the Primary
Route Preference is set to Out of Band.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band') AND ((‘Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band') AND (‘'Secondary Route
Preference’ EQUAL 'In Band')) OR ((‘Active Management IP' EQUAL 'Out Of Band’) AND (('Management IP Selection’ EQUAL 'Out Of Band
Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘Out Of Band')))

Clearing condition: ((('Active Management IP' EQUAL 'In Band’) AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band')) OR ((‘Active Management IP'
EQUAL 'Out Of Band’) AND (('Management IP Selection' EQUAL 'Out Of Band Preferred’) OR (‘Management IP Selection’ EQUAL 'Out Of
Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band')))

Table 3-184 NewSsh2ServerKeyDetected

Alarm Attributes Supported releases
Name: NewSsh2ServerKeyDetected (285) Severity: warning * 23.0
Type: communicationsAlarm (4) Implicitly cleared: true ® 2.5.0
Package: security Default probable cause: ssh2ServerKeyMismatch * 300
Raised on class: security.KnownHostKey (217) * 3.5.0

Description: The alarm is raised when a 5620 SAM main server detects a new public SSH key.

Raising condition: ('SSH2 Server Key Status' EQUAL ‘Mismatch SSH2 Host Key')

Clearing condition: ('SSH2 Server Key Status' EQUAL ‘Active SSH2 Host Key')

Table 3-185 NodeDatabaseFallbackDetected

Alarm Attributes Supported releases
Name: NodeDatabaseFallbackDetected (2923) Severity: major * 23.0
Type: communicationsAlarm (4) Implicitly cleared: true ® 2.5.0
Package: netw Default probable cause: nodeDatabaseFallback * 3.00
(1121) * 35.0

Raised on class: netw.NetworkElement

Description: This alarm is raised when a configuration fallback has been detected on the node and comes back up with a previous

configuration. To correct this situation it might be necessary to reconfigure the node, or full resync its database with the ‘fallback’

configuration returned by the node.

Raising condition: ('State' EQUAL ‘Node Configuration Fallback’)

Clearing condition: ('State' EQUAL '‘Managed')
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Table 3-186 NodeDatabaseMisalignmentDetected

Alarm

Attributes

Supported releases

Name: NodeDatabaseMisalignmentDetected (2924)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause: nodeDatabaseMisalignment
(1122)

2.3.0
2.5.0
3.0.0
3.5.0

Description: This alarm is raised when a configuration misalighment has been detected on the node and comes back up with an
unexpected configuration (configuration change triggered by external tool, i.e.: NEM) To correct this situation it might be necessary
to reconfigure the node with the SAM's old configuration or accepting the new configuration received from the node.

Raising condition: (‘'State’ EQUAL '‘Node Configuration Misalignment’)

Clearing condition: ('State' EQUAL '‘Managed')

Table 3-187 NTPServerNotReachable

Alarm

Attributes

Supported releases

Name: NTPServerNotReachable (2896)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: info
Implicitly cleared: false
Default probable cause: NTPooSync (1107)

Al

Description: The alarm is raised when the network timing protocol is out of sync.

Table 3-188 OaPumpBiasCurrHigh

Alarm

Attributes

Supported releases

Name: OaPumpBiasCurrHigh (2061)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: major
Implicitly cleared: true
Default probable cause: OaPumpBiasCurrHigh (1042)

Al

Description: The alarm is raised due to optical amplifier pum laser bias current high.

Table 3-189 OaPumpTempHigh

Alarm

Attributes

Supported releases

Name: OaPumpTempHigh (2062)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: major
Implicitly cleared: true
Default probable cause: OaPumpTempHigh (1043)

Al

Description: The alarm is raised due to optical amplifier pump laser temperature high.
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Table 3-190 OduAis

Alarm

Attributes

Supported releases

Name: OduAis (3379)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: OduAis (1208)

All

Description: The alarm is raised when an ODU reports an AlS.

Table 3-191 OduAisEgress

Alarm

Attributes

Supported releases

Name: OduAisEgress (3380)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: OduAisEgress (1209)

Al

Description: The alarm is raised when an ODU reports an egress AlS.

Table 3-192 ODUBackwardDefectindication

Alarm

Attributes

Supported releases

Name: ODUBackwardDefectIndication (2053)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: BDI (1035)

Al

Description: The alarm is raised when a BDI is received.

Table 3-193 ODUEgressLocked

Alarm

Attributes

Supported releases

Name: ODUEgressLocked (2054)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: Locked (1036)

Al

Description: The alarm is raised when an ODU is locked.

Table 3-194 ODUEgressSignalDegrade

Alarm

Attributes

Supported releases

Name: ODUEgressSignalDegrade (2055)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: SgnlDegrade (1037)

Al

Description: The alarm is raised when signal degradation is detected.
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Table 3-195 ODUOpenConnectionindication

Alarm

Attributes

Supported releases

Name: ODUOpenConnectionindication (2056)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: OCI (1038)

All

Description: The alarm is raised when an ODU detects an OCI.

Table 3-196 ODUPayloadMismatchindication

Alarm

Attributes

Supported releases

Name: ODUPayloadMismatchindication (2057)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: PayloadMismatch (1039)

Al

Description: The alarm is raised when an ODU detects a payload mismatch.

Table 3-197 OperationLossRangeHigh

Alarm

Attributes

Supported releases

Name: OperationLossRangeHigh (2063)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: OprLossHigh (1044)

Al

Description: The alarm is raised when the operational loss range too high.

Table 3-198 oprLossTooLow

Alarm

Attributes

Supported releases

Name: oprLossTooLow (3556)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: OprLossLow (1027)

Al

Description: The alarm is raised due to out of operational range loss too low.

Table 3-199 OprPwrHigh

Alarm

Attributes

Supported releases

Name: OprPwrHigh (3381)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: OprPwrHigh (1210)

Al

Description: The alarm is raised when the operational input power is too high.
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Table 3-200 OprPwrLow

Alarm Attributes Supported releases

Name: OprPwrLow (3382)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning All
Implicitly cleared: true
Default probable cause: OprPwrLow (1211)

Description: The alarm is raised when the operational input power is too low.

Table 3-201 OprTx

Alarm Attributes Supported releases

Name: OprTx (3383)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor Al
Implicitly cleared: true
Default probable cause: OprTx (1212)

Description: The alarm is raised when the power on an optical channel is unstable.

Table 3-202 OpticalPowerReceivedOutOfRange

Alarm Attributes Supported releases

Name: OpticalPowerReceivedOutOfRange (2064)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: OprOutOfRange (1045)

Al

Description: The alarm is raised on Optical power received out of range.

Table 3-203 OpticsModuleMismatch

Alarm

Attributes

Supported releases

Name: OpticsModuleMismatch (2065)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: MismatchMod (1046)

Al

Description: The alarm is raised when there is a mismatch between the provisioned and actual optical module types.

Table 3-204 OpticsModuleUnknown

Alarm

Attributes

Supported releases

Name: OpticsModuleUnknown (3386)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: UnknownMod (1215)

Al

Description: The alarm is raised when there is a mismatch between the provisioned and actual optical module types.
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Table 3-205 OpticsOverTemperature

Alarm

Attributes

Supported releases

Name: OpticsOverTemperature (2066)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: IntTempOpt (1047)

All

Description: The alarm is raised when the optics is above operational temperature.

Table 3-206 OptintDet

Alarm

Attributes

Supported releases

Name: OptintDet (3384)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: OptintDet (1213)

Al

Description: The alarm is raised when an optical intrusion is detected.

Table 3-207 OptintSusp

Alarm

Attributes

Supported releases

Name: OptIntSusp (3385)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: OptintSusp (1214)

Al

Description: The alarm is raised when optical intrusion monitoring is suspended.

Table 3-208 OSPFADJ

Alarm

Attributes

Supported releases

Name: OSPFADJ (3378)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: OSPFADJ (1207)

Al

Description: The alarm is raised when an OSPF adjacency is not a full adjacency.
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Table 3-209 OspflnterfaceDown

Alarm

Attributes

Supported releases

Name: OspfinterfaceDown (141)
Type: OspfinterfaceDown (24)
Package: ospf

Raised on class: ospf.Interface

Severity: warning
Implicitly cleared: true
Default probable cause: OspfinterfaceDown (112)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when an OSPF interface is operationally down.

Raising condition: (‘operationalState’ EQUAL 'Down’)

Clearing condition: (‘operationalState’ NOT EQUAL 'Down’)

Table 3-210 OtuAisAlarm

Alarm

Attributes

Supported releases

Name: OtuAisAlarm (2067)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: OtuAlS (1048)

Al

Description: The alarm is raised due to trnasmit laser off.

Table 3-211 OTULossofFrame

Alarm

Attributes

Supported releases

Name: OTULossofFrame (2058)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LOF (1017)

Al

Description: The alarm is raised when an OTU LOF signal is detected.

Table 3-212 OTULossofMultiFrame

Alarm

Attributes

Supported releases

Name: OTULossofMultiFrame (2059)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: LOM (1040)

Al

Description: The alarm is raised when an OTU LOM signal is detected.
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Table 3-213 OTUServerSignalFailure

Alarm

Attributes

Supported releases

Name: OTUServerSignalFailure (2060)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: ssf (1041)

All

Description: The alarm is raised when an OTU server signal failure occurs.

Table 3-214 OutgoingChannelPowerOutofRange

Alarm

Attributes

Supported releases

Name: OutgoingChannelPowerOutofRange (2068)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: OpwrOutOfRange (1049)

Al

Description: The alarm is raised when the optical power of a channel is out of range.

Table 3-215 OverTemperatureDetected

Alarm

Attributes

Supported releases

Name: OverTemperatureDetected (388)
Type: environmentalAlarm (2)
Package: equipment

Raised on class: equipment.Shelf

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOverheated (5)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Over Temperature State' EQUAL ‘Over’)

Clearing condition: (‘Over Temperature State' NOT EQUAL 'Over’)

Table 3-216 PCSGeneratorActive

Alarm

Attributes

Supported releases

Name: PCSGeneratorActive (3387)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: PCSGeneratorActive (1216)

Al

Description: The alarm is raised when the PCS generator activates.
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Table 3-217 PersistentindexParametersMisconfigured

Alarm Attributes Supported releases
Name: PersistentindexParametersMisconfigured Severity: major * 2.3.0

(173) Implicitly cleared: true * 250

Type: configurationAlarm (11) Default probable cause: * 30.0

Package: netw persistentindexConfigurationMismatch (136) ® 3.5.0

Raised on class: netw.NetworkElement

Description: The alarm is raised when persistence is set to Off in the NE BOF.

Raising condition: ((‘Persistent SNMP Indices’ EQUAL 'False’) OR (('Persistent SNMP Indices' EQUAL ‘True') AND
(‘hasRedundantProcessorCards’ EQUAL ‘true’) AND (‘Redundant Synchronization Mode' EQUAL ‘None')))

Clearing condition: (('Persistent SNMP Indices' EQUAL ‘True') AND ((‘hasRedundantProcessorCards' EQUAL ‘false’) OR
(('hasRedundantProcessorCards' EQUAL ‘true’) AND (‘Redundant Synchronization Mode' NOT EQUAL 'None'))))

Table 3-218 PhysicalLinkPortsMisconfigured

Alarm Attributes Supported releases
Name: PhysicalLinkPortsMisconfigured (239) Severity: minor * 23.0
Type: configurationAlarm (11) Implicitly cleared: true ® 2.5.0
Package: netw Default probable cause: * 3.00
Raised on class: netw.AbstractPhysicalLink physicalLinkPortsMisconfigured (181) * 350

Description: The alarm is raised when there is an MTU size mismatch between a link endpoint and a port. The alarm clears when
the MTUs match.

Raising condition: (‘physicalLinkMisconfigured' EQUAL 'true’)

Clearing condition: (‘physicalLinkMisconfigured' EQUAL ‘false’)

Table 3-219 PluggableModeuleSeepFailure

Alarm Attributes Supported releases
Name: PluggableModeuleSeepFailure (2069) Severity: major All

Type: communicationsAlarm (4) Implicitly cleared: true

Package: equipment Default probable cause: FactTermDev (1050)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when an SFP module fails.

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 3-51
3HE 06862 AAAA TQZZA Edition 01  Alarm Reference




3 — Alcatel-Lucent 1830 PSS alarms

Table 3-220 PollerProblem

Alarm

Attributes

Supported releases

Name: PollerProblem (31)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true
Default probable cause: resyncFailed (24)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the 5620 SAM is unable to poll a network object, for example, because of intermittent or no
IP connectivity to an NE, incorrect SNMP security parameters, or disabled SNMP on the NE.

Raising condition: (‘Resync Status' EQUAL 'Full Resync Failed')

Clearing condition: (‘Resync Status' EQUAL 'Full Resync Done')

Table 3-221 PortFailure

Alarm

Attributes

Supported releases

Name: PortFailure (2070)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: EqupPort (1051)

Al

Description: The alarm is raised when the port failure occurs.

Table 3-222 PortTransmissionDegrade

Alarm

Attributes

Supported releases

Name: PortTransmissionDegrade (2071)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: LsrOutDgr (1052)

Al

Description: The alarm is raised due to port transmit degrade.

Table 3-223 PortTransmissionFailure

Alarm

Attributes

Supported releases

Name: PortTransmissionFailure (3388)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: Trmt (1217)

All

Description: The alarm is raised when the port Transmission failure occurs.
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Table 3-224 PowerAdjustmentFailure

Alarm

Attributes

Supported releases

Name: PowerAdjustmentFailure (2072)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: PwrAdjFail (1053)

All

Description: The alarm is raised when the

power adjustment fails.

Table 3-225 PowerAdjustmentRequired

Alarm

Attributes

Supported releases

Name: PowerAdjustmentRequired (2073)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: false
Default probable cause: PwrAdjReq (1054)

Al

Description: The alarm is raised when the

power adjustment requires.

Table 3-226 PowerFilterMismatch

Alarm

Attributes

Supported releases

Name: PowerFilterMismatch (2074)
Type: configurationAlarm (11)
Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true

(1055)

Default probable cause: PowerFilterMismatch

Al

Description: The alarm is raised when mismatch in power filter.

Table 3-227 PowerFilterOff

Alarm

Attributes

Supported releases

Name: PowerFilterOff (2075)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: Powerlssue (1056)

Al

Description: The alarm is raised when Power filter/Battery is off or low voltage.

Table 3-228 PowerManagementSuspended

Alarm

Attributes

Supported releases

Name: PowerManagementSuspended (2076)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: PwrSusp (1057)

Al

Description: The alarm is raised when power management is suspended.
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Table 3-229 PowerManagementTopologylssue

Alarm

Attributes

Supported releases

Name: PowerManagementTopologylssue (2077)
Type: communicationsAlarm (4)
Package: equipment

Severity: minor
Implicitly cleared: true
Default probable cause: PinvalidTopo (1058)

All

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the power management topology is invalid.

Table 3-230 PowerSupplyFailure

Alarm Attributes Supported releases
Name: PowerSupplyFailure (633) Severity: major * 2.3.0
Type: equipmentAlarm (3) Implicitly cleared: true ® 2.5.0
Package: equipment Default probable cause: powerSupplyFailure (117) * 300
Raised on class: equipment.PowerSupplyTray * 350

Description: The alarm is raised when a power-supply tray reports a failure. When the alarm is raised during device discovery, a
power-supply tray may be out of service. When the alarm is raised while the device is in the managed state, a power-supply tray
may be out of service or the AC power shelf has a fault condition. The alarm clears when the status changes to OK.

Raising condition: ((‘Power Supply 1 Status' EQUAL 'Not Equipped’) OR (Power Supply 1 Status' EQUAL 'Failed’) OR (‘Power Supply
Status' EQUAL 'Failed'))

Clearing condition: (('Power Supply 1 Status' EQUAL 'OK’) OR (‘Power Supply Status' EQUAL 'OK’))

Table 3-231 PowerSupplyRemoved

Alarm Attributes Supported releases
Name: PowerSupplyRemoved (542) Severity: major * 23.0
Type: equipmentAlarm (3) Implicitly cleared: true ® 2.5.0
Package: equipment Default probable cause: PowerSupplyRemoved (415) | ® 3.0.0
Raised on class: equipment.PowerSupplyTray * 350

Description: The alarm is raised when a chassis power supply is removed.

Raising condition: (('Power Supply Status' EQUAL 'Not Equipped’) OR (‘Power Supply 1 Status' EQUAL 'Not Equipped’))

Clearing condition: (('Power Supply 1 Status' NOT EQUAL 'Not Equipped’) OR (‘Power Supply Status' NOT EQUAL 'Not Equipped'))

Table 3-232 PrimarylmageBootFailure

Alarm Attributes Supported releases
Name: PrimarylmageBootFailure (191) Severity: warning * 23.0
Type: configurationAlarm (11) Implicitly cleared: true ® 2.5.0
Package: sw Default probable cause: ¢ 3.00
Raised on class: sw.CardSoftware bootOptionFileMisconfigured (150) ® 3.5.0

Description: The alarm is raised when the primary software image specified in an NE BOF is unusable.

Raising condition: (('imageSource’ NOT EQUAL 'Primary') AND (‘imageSource’ NOT EQUAL 'Unknown'))

Clearing condition: (('imageSource' EQUAL 'Primary') OR (‘imageSource’ EQUAL ‘Unknown'))
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Table 3-233 ProtectionLockout

Alarm

Attributes

Supported releases

Name: ProtectionLockout (2078)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: LockOutOfPR (1059)

All

Description: The alarm is raised when an APS lockout of the protection channel occurs.

Table 3-234 ProtectionSwitchingEquipmentFailure

Alarm

Attributes

Supported releases

Name: ProtectionSwitchingEquipmentFailure (2079)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: RcvrOptProg (1060)

Al

Description: The alarm is raised when the protection switching equipment fails.

Table 3-235 ProtectionSwitchingFail

Alarm

Attributes

Supported releases

Name: ProtectionSwitchingFail (2080)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: ApsProtSWFail (1061)

Al

Description: The alarm is raised when Protection switching fails.

Table 3-236 PwrMaxGain

Alarm

Attributes

Supported releases

Name: PwrMaxGain (2081)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: PwrMaxGain (1062)

Al

Description: The alarm is raised on Gain Adjustment Exceeded Max Value.

Table 3-237 PwrTiltSusp

Alarm

Attributes

Supported releases

Name: PwrTiltSusp (3389)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: PwrTiltSusp (1218)

Al

Description: The alarm is raised when amplifier gain tilt adjustments are suspended.
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Table 3-238 PwrUnbalance

Alarm Attributes Supported releases
Name: PwrUnbalance (3390) Severity: warning All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: PwrUnbalance (1219)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when a general power imbalance is detected.

Table 3-239 PwrUnbalanceOms

Alarm Attributes Supported releases
Name: PwrUnbalanceOms (3391) Severity: warning Al

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: PwrUnbalanceOms (1220)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when an OMS power imbalance is detected.

Table 3-240 RadiusOperStatusDown

Alarm Attributes Supported releases
Name: RadiusOperStatusDown (3692) Severity: critical * 23.0
Type: radiusOperStatusDownAlarm (105) Implicitly cleared: true ® 2.5.0
Package: netw Default probable cause: radiusOperationStatusDown | ® 3.0.0
Raised on class: netw.NetworkElement (1431) * 3.5.0

Description: The alarm is raised when all RADIUS servers have gone down.

Raising condition: ('RADIUS Operation State' EQUAL 'Down’)

Clearing condition: ('RADIUS Operation State' EQUAL 'Up’)

Table 3-241 RamanSupAlarm

Alarm Attributes Supported releases
Name: RamanSupAlarm (2082) Severity: major All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: RAMANSUP (1063)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised due to Raman Suppress - Line
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Table 3-242 RcvrOptProg

Alarm

Attributes

Supported releases

Name: RcvrOptProg (2083)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: minor
Implicitly cleared: true
Default probable cause: RcvrOptProg (1060)

All

Description: The alarm is raised due to receiver optimization in progress.

Table 3-243 ReachabilityProblem

Alarm

Attributes

Supported releases

Name: ReachabilityProblem (243)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause: ReachabilityTestFailed
(176)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when an Mediation poll of the SysUpTimeAlarm object on an NE fails, for example, because of
network congestion or because the NE is too busy to respond. The probable cause is an unreachable NE Mediation agent on the NE.
By default, the 5620 SAM polls a managed NE every two minutes. If a poll fails, the alarm is raised. The 5620 SAM polls the NE two
minutes after the first failure. If successive polls fail, the 5620 SAM raises the polling interval for the NE by two minutes after each
failure to a maximum of 12 min. The polling interval remains at 12 min until the 5620 SAM receives a response from the NE. The
alarm clears when the 5620 SAM receives a response from the NE, and the 5620 SAM GUI icon that represents the NE turns from red

to green.

Raising condition: (‘reachability’ EQUAL 'Down’)

Table 3-244 ReconfigFailure

Alarm

Attributes

Supported releases

Name: ReconfigFailure (1949)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true
Default probable cause: failedReconfig (937)

2.3.0
2.5.0
3.0.0
3.5.0

Description: This alarm is raised when the reconfig action failed.

Raising condition: ('State' EQUAL 'Failed')

Clearing condition: ('State’ NOT EQUAL ‘Failed')

Table 3-245 RemoteClientLocalFault

Alarm

Attributes

Supported releases

Name: RemoteClientLocalFault (2084)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: LfiEgr (1064)

Al

Description: The alarm is raised when a remote client detects a local fault.
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Table 3-246 RemoteFault

Alarm

Attributes

Supported releases

Name: RemoteFault (2085)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: LanRfi (1065)

All

Description: The alarm is raised when a remote fault is detected.

Table 3-247 ReplUnitMissMOD

Alarm

Attributes

Supported releases

Name: ReplUnitMissMOD (3392)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: ReplUnitMissMOD (1221)

Al

Description: The alarm is raised when a pluggable module is missing.

Table 3-248 RFiLine

Alarm

Attributes

Supported releases

Name: RFILine (2904)

Type: communicationAlarm (96)

Package: optical

Raised on class: optical.OpticalPortSpecifics

Severity: info
Implicitly cleared: false
Default probable cause: LossofSignal (1089)

Al

Description: The alarm is raised when the sonet remote line fails.

Table 3-249 SaveConfigFailed

Alarm

Attributes

Supported releases

Name: SaveConfigFailed (105)

Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileAccessError (90)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the admin save command on an NE fails.

Raising condition: (‘Config Save State' EQUAL ‘Failure’)

Clearing condition: (‘Config Save State' EQUAL 'Success’)
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Table 3-250 ServiceSiteDown

Alarm

Attributes

Supported releases

Name: ServiceSiteDown (97)
Type: serviceAlarm (16)
Package: service

Raised on class: service.Site

Severity: critical
Implicitly cleared: true

Default probable cause: siteDown (83)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when all SAPs on a site are operationally down, or when the service tunnels for the site are

operationally down.

Raising condition: ((‘Operational State’ NOT EQUAL 'Up’) AND ('State Cause' NOT EQUAL 'All Spoke SDP Bindings are Standby'))

Clearing condition: ((‘Operational State’ EQUAL 'Up’) OR (‘State Cause' EQUAL "All Spoke SDP Bindings are Standby'))

Table 3-251 SessionDown

Alarm

Attributes

Supported releases

Name: SessionDown (73)
Type: ProtocolAlarm (1)
Package: rsvp

Raised on class: rsvp.Session

Severity: critical
Implicitly cleared: true

Default probable cause: interfaceDown (32)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when an RSVP session is operationally down.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' EQUAL 'Up’)

Table 3-252 SfpEOLAlarm

Alarm

Attributes

Supported releases

Name: SfpEOLAlarm (2087)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true

Default probable cause: sfpEOL (1067)

All

Description: The alarm is raised on SFP or XFP Laser end of life.

Table 3-253 SfpTempOOR

Alarm

Attributes

Supported releases

Name: SfpTempOOR (2088)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true

Default probable cause: SfpTempOOR (1068)

Al

Description: SFP or XFP laser temperature out of range
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Table 3-254 SfpTrmtPwrOORAlarm

Alarm

Attributes

Supported releases

Name: SfpTrmtPwrOORAlarm (2089)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: SfpTrmtPwrOOR (1069)

All

Description: The alarm is raised on SFP or XFP optical transmit power out of range.

Table 3-255 ShelfAssignmentFailure

Alarm

Attributes

Supported releases

Name: ShelfAssignmentFailure (2897)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: PrcDreRR (1108)

Al

Description: The alarm is raised when the subtended shelf cannot be assigned a shelf Id.

Table 3-256 ShelfMismatch

Alarm

Attributes

Supported releases

Name: ShelfMismatch (2090)
Type: configurationAlarm (11)
Package: equipment

Raised on class: equipment.Shelf

Severity: critical
Implicitly cleared: false
Default probable cause: ShelfMismatch (1070)

Al

Description: The alarm is raised when the shelf mismatches.

Table 3-257 SignalDegrade (equipment)

Alarm

Attributes

Supported releases

Name: SignalDegrade (2091)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: Deg (1071)

Al

Description: The alarm is raised on Signal Degrade Egress - ODU.

Table 3-258 SignalDegrade (optical)

Alarm

Attributes

Supported releases

Name: SignalDegrade (2091)

Type: communicationAlarm (96)

Package: optical

Raised on class: optical.OpticalPortSpecifics

Severity: major
Implicitly cleared: false
Default probable cause: LossofSignal (1089)

Al

Description: The alarm is raised when the sonet singnal degrades.
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Table 3-259 SoftwareNotCommited

Alarm

Attributes

Supported releases

Name: SoftwareNotCommited (2898)
Type: softwareAlarm (19)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: SwUpgCommit (1109)

All

Description: The alarm is raised when the software autoinstall is disabled.

Table 3-260 SoftwareUpgradeFailure

Alarm

Attributes

Supported releases

Name: SoftwareUpgradeFailure (2899)
Type: softwareAlarm (19)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: SwUpgFail (1110)

Al

Description: The alarm is raised when the software upgrade fails.

Table 3-261 SoftwareUpgradelnProgress

Alarm

Attributes

Supported releases

Name: SoftwareUpgradelnProgress (2900)
Type: softwareAlarm (19)

Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: SwftDwn (1111)

Al

Description: The alarm is raised when the software upgrade is in progress.

Table 3-262 SoftwareVersionMismatch

Alarm

Attributes

Supported releases

Name: SoftwareVersionMismatch (2092)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: SfMismatch (1072)

Al

Description: The alarm is raised when the software version mismatches.

Table 3-263 SonetLossOfFrame

Alarm

Attributes

Supported releases

Name: SonetLossOfFrame (2093)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: Lof (1073)

Al

Description: The alarm is raised due to loss of frame.
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Table 3-264 SonetLossofSingal

Alarm

Attributes

Supported releases

Name: SonetLossofSingal (2905)

Type: communicationAlarm (96)

Package: optical

Raised on class: optical.OpticalPortSpecifics

Severity: critical
Implicitly cleared: false
Default probable cause: LossofSignal (1089)

All

Description: The alarm is raised when sonet/sdh loss of signal occurs.

Table 3-265 SonetSectionTraceMismatch

Alarm

Attributes

Supported releases

Name: SonetSectionTraceMismatch (2094)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: Tim (1074)

Al

Description: The alarm is raised due to mismatch in trace identifierl.

Table 3-266 SpLoAdjFail

Alarm

Attributes

Supported releases

Name: SpLoAdjFail (3393)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: SpLoAdjFail (1222)

Al

Description: The alarm is raised when a span loss adjustment failure is detected.

Table 3-267 StatsRetrieveFailed

Alarm

Attributes

Supported releases

Name: StatsRetrieveFailed (244)
Type: configurationAlarm (11)
Package: sw

Raised on class:
sw.AccountingStatsRetrievalManager

Severity: major
Implicitly cleared: false
Default probable cause: fileTransferFailure (89)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the 5620 SAM cannot transfer an accounting file from an NE.

Raising condition: (('Stats Retrieval State’ NOT EQUAL 'Success’) AND ('Stats Retrieval State’ NOT EQUAL 'Not Attempted’))

3-62 October 2011

Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
3HE 06862 AAAA TQZZA Edition 01




3 — Alcatel-Lucent 1830 PSS alarms

Table 3-268 SUPVYSignalDegrade

Alarm

Attributes

Supported releases

Name: SUPVYSignalDegrade (2086)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true

Default probable cause: SignalDegrade (1066)

All

Description: The alarm is raised when SUPVY signal degradation is detected.

Table 3-269 SwitchingMatrixModuleFails

Alarm

Attributes

Supported releases

Name: SwitchingMatrixModuleFails (2095)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: SwmTxMod (1075)

Al

Description: The alarm is raised when a switching matrix module fails.

Table 3-270 SystemTimeCardMismatch

Alarm

Attributes

Supported releases

Name: SystemTimeCardMismatch (2096)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: Mismatch (1034)

Al

Description: The alarm is raised due to system timing card mismatch.

Table 3-271 SystemTimemisConfg

Alarm

Attributes

Supported releases

Name: SystemTimemisConfg (2901)
Type: configurationAlarm (11)
Package: netw

Raised on class: netw.NetworkElement

Severity: minor
Implicitly cleared: false
Default probable cause: PrcDreRR (1108)

Al

Description: The alarm is raised due to misprovisioning of system time.

Table 3-272 TBbeMs15Min

Alarm

Attributes

Supported releases

Name: TBbeMs15Min (3396)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_BBE_MS_15MIN (1225)

Al

Description: The alarm is raised when the BBE-MS 15-minute threshold is crossed.
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Table 3-273 TBbeMs1Day

Alarm

Attributes

Supported releases

Name: TBbeMs1Day (3397)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_MS_1DAY (1226)

All

Description: The alarm is raised when the BBE-MS one-day threshold is crossed.

Table 3-274 TBbeOdu15Min

Alarm

Attributes

Supported releases

Name: TBbeOdu15Min (3398)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_ODU_15MIN (1227)

Al

Description: The alarm is raised when the BBE-ODU 15-minute threshold is crossed.

Table 3-275 TBbeOdu1Day

Alarm

Attributes

Supported releases

Name: TBbeOdu1Day (3399)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_ODU_1DAY (1228)

Al

Description: The alarm is raised when the BBE-ODU one-day threshold is crossed.

Table 3-276 TBbeOtu15Min

Alarm

Attributes

Supported releases

Name: TBbeOtu15Min (3400)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_OTU_15MIN (1229)

Al

Description: The alarm is raised when the BBE-OTU 15-minute threshold is crossed.

Table 3-277 TBbeOtu1Day

Alarm

Attributes

Supported releases

Name: TBbeOtu1Day (3401)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_OTU_1DAY (1230)

Al

Description: The alarm is raised when the BBE-OTU one-day threshold is crossed.
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Table 3-278 TBbeP15Min

Alarm

Attributes

Supported releases

Name: TBbeP15Min (3402)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_P_15MIN (1231)

All

Description: The alarm is raised when the BBE-P 15-minute threshold is crossed.

Table 3-279 TBbeP1Day

Alarm

Attributes

Supported releases

Name: TBbeP1Day (3403)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_P_1DAY (1232)

Al

Description: The alarm is raised when the BBE-P one-day threshold is crossed.

Table 3-280 TBbePt15Min

Alarm

Attributes

Supported releases

Name: TBbePt15Min (3404)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_PT_15MIN (1233)

Al

Description: The alarm is raised when the BBE-PT 15-minute threshold is crossed.

Table 3-281 TBbePt1Day

Alarm

Attributes

Supported releases

Name: TBbePt1Day (3405)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_PT_1DAY (1234)

Al

Description: The alarm is raised when the BBE-PT one-day threshold is crossed.

Table 3-282 TBbeRs15Min

Alarm

Attributes

Supported releases

Name: TBbeRs15Min (3406)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_RS_15MIN (1235)

Al

Description: The alarm is raised when the BBE-RS 15-minute threshold is crossed.
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Table 3-283 TBbeRs1Day

Alarm

Attributes

Supported releases

Name: TBbeRs1Day (3407)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_RS_1DAY (1236)

All

Description: The alarm is raised when the BBE-RS one-day threshold is crossed.

Table 3-284 TBbeRst15Min

Alarm

Attributes

Supported releases

Name: TBbeRst15Min (3408)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_RST_15MIN (1237)

Al

Description: The alarm is raised when the BBE-RS 15-minute threshold is crossed.

Table 3-285 TBbeRst1Day

Alarm

Attributes

Supported releases

Name: TBbeRst1Day (3409)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_BBE_RST_1DAY (1238)

Al

Description: The alarm is raised when the BBE-RS one-day threshold is crossed.

Table 3-286 TBerPostFec15Min

Alarm

Attributes

Supported releases

Name: TBerPostFec15Min (3410)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_BERPOSTFEC_15MIN
(1239)

Al

Description: The alarm is raised when the post-FEC 15-minute BER threshold is crossed.

Table 3-287 TBerPostFec1Day

Alarm

Attributes

Supported releases

Name: TBerPostFec1Day (3411)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_BERPOSTFEC_1DAY
(1240)

Al

Description: The alarm is raised when the post-FEC one-day BER threshold is crossed.
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Table 3-288 TBerPreFec15Min

Alarm Attributes Supported releases
Name: TBerPreFec15Min (3412) Severity: warning All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: T_BERPREFEC_15MIN (1241)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the pre-FEC 15-minute BER threshold is crossed.

Table 3-289 TBerPreFec1Day

Alarm Attributes Supported releases
Name: TBerPreFec1Day (3413) Severity: warning Al

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: T_BERPREFEC_1DAY (1242)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the pre-FEC one-day BER threshold is crossed.

Table 3-290 TBIAESOtu15Min

Alarm Attributes Supported releases
Name: TBIAESOtu15Min (3394) Severity: warning All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: T_BIAES_OTU_15MIN (1223)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the BIAES-OTU 15-minute threshold is crossed.

Table 3-291 TBIAESOtu1Day

Alarm Attributes Supported releases
Name: TBIAESOtu1Day (3395) Severity: warning All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: T_BIAES_OTU_1DAY (1224)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the BIAES-OTU one-day threshold is crossed.

Table 3-292 TCv15Min

Alarm Attributes Supported releases
Name: TCv15Min (3414) Severity: warning Al

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: T_CV_15MIN (1243)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the CV 15-minute threshold is crossed.
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Table 3-293 TCv1Day

Alarm

Attributes

Supported releases

Name: TCv1Day (3415)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_CV_1DAY (1244)

All

Description: The alarm is raised when the CV one-day threshold is crossed.

Table 3-294 TCvPcs15Min

Alarm

Attributes

Supported releases

Name: TCvPcs15Min (3416)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_CV_PCS_15MIN (1245)

Al

Description: The alarm is raised when the CV-PCS 15-minute threshold is crossed.

Table 3-295 TCvPcs1Day

Alarm

Attributes

Supported releases

Name: TCvPcs1Day (3417)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_CV_PCS_1DAY (1246)

Al

Description: The alarm is raised when the CV-PCS one-day threshold is crossed.

Table 3-296 TCvPcst15Min

Alarm

Attributes

Supported releases

Name: TCvPcst15Min (3418)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_CV_PCST_15MIN (1247)

Al

Description: The alarm is raised when the CV-PCS 15-minute threshold is crossed.

Table 3-297 TCvPcst1Day

Alarm

Attributes

Supported releases

Name: TCvPcst1Day (3419)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_CV_PCST_1DAY (1248)

Al

Description: The alarm is raised when the CV-PCS one-day threshold is crossed.
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Table 3-298 TCvs15Min

Alarm

Attributes

Supported releases

Name: TCvs15Min (3420)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_CVS_15MIN (1249)

All

Description: The alarm is raised when the CV-S 15-minute threshold is crossed.

Table 3-299 TCvs1Day

Alarm

Attributes

Supported releases

Name: TCvs1Day (3421)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_CVS_1DAY (1250)

Al

Description: The alarm is raised when the CV-S one-day threshold is crossed.

Table 3-300 TCvst15Min

Alarm

Attributes

Supported releases

Name: TCvst15Min (3422)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_CVST_15MIN (1251)

Al

Description: The alarm is raised when the CV-S 15-minute threshold is crossed.

Table 3-301 TCvst1Day

Alarm

Attributes

Supported releases

Name: TCvst1Day (3423)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_CVST_1DAY (1252)

Al

Description: The alarm is raised when the CV-S one-day threshold is crossed.

Table 3-302 TEs15Min

Alarm

Attributes

Supported releases

Name: TEs15Min (3424)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_15MIN (1253)

Al

Description: The alarm is raised when the ES 15-minute threshold is crossed.
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Table 3-303 TEs1Day

Alarm

Attributes

Supported releases

Name: TEs1Day (3425)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_1DAY (1254)

All

Description: The alarm is raised when the ES one-day threshold is crossed.

Table 3-304 TEsL15Min

Alarm

Attributes

Supported releases

Name: TEsL15Min (3426)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_L_15MIN (1255)

Al

Description: The alarm is raised when the ES-L 15-minute threshold is crossed.

Table 3-305 TEsL1Day

Alarm

Attributes

Supported releases

Name: TEsL1Day (3427)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_L_1DAY (1256)

Al

Description: The alarm is raised when the ES-L one-day threshold is crossed.

Table 3-306 TEsMs15Min

Alarm

Attributes

Supported releases

Name: TEsMs15Min (3428)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_MS_15MIN (1257)

Al

Description: The alarm is raised when the ES-MS 15-minute threshold is crossed.

Table 3-307 TEsMs1Day

Alarm

Attributes

Supported releases

Name: TEsMs1Day (3429)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_MS_1DAY (1258)

Al

Description: The alarm is raised when the ES-MS one-day threshold is crossed.
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Table 3-308 TEsOdu15Min

Alarm

Attributes

Supported releases

Name: TEsOdu15Min (3430)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_ODU_15MIN (1259)

All

Description: The alarm is raised when the ES-ODU 15-minute threshold is crossed.

Table 3-309 TEsOdu1Day

Alarm

Attributes

Supported releases

Name: TEsOdu1Day (3431)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_ODU_1DAY (1260)

Al

Description: The alarm is raised when the ES-ODU one-day threshold is crossed.

Table 3-310 TEsOtu15Min

Alarm

Attributes

Supported releases

Name: TEsOtu15Min (3432)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_OTU_15MIN (1261)

Al

Description: The alarm is raised when the ES-OTU 15-minute threshold is crossed.

Table 3-311 TEsOtu1Day

Alarm

Attributes

Supported releases

Name: TEsOtu1Day (3433)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_OTU_1DAY (1262)

Al

Description: The alarm is raised when the ES-OTU one-day threshold is crossed.

Table 3-312 TEsP15Min

Alarm

Attributes

Supported releases

Name: TEsP15Min (3434)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_P_15MIN (1263)

Al

Description: The alarm is raised when the ES-P 15-minute threshold is crossed.
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Table 3-313 TEsP1Day

Alarm

Attributes

Supported releases

Name: TEsP1Day (3435)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_P_1DAY (1264)

All

Description: The alarm is raised when the ES-P one-day threshold is crossed.

Table 3-314 TEsPcs15Min

Alarm

Attributes

Supported releases

Name: TEsPcs15Min (3436)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_PCS_15MIN (1265)

Al

Description: The alarm is raised when the ES-PCS 15-minute threshold is crossed.

Table 3-315 TEsPcs1Day

Alarm

Attributes

Supported releases

Name: TEsPcs1Day (3437)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_PCS_1DAY (1266)

Al

Description: The alarm is raised when the ES-PCS one-day threshold is crossed.

Table 3-316 TEsPcst15Min

Alarm

Attributes

Supported releases

Name: TEsPcst15Min (3438)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_PCST_15MIN (1267)

Al

Description: The alarm is raised when the ES-PCS 15-minute threshold is crossed.

Table 3-317 TEsPcst1Day

Alarm

Attributes

Supported releases

Name: TEsPcst1Day (3439)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_PCST_1DAY (1268)

Al

Description: The alarm is raised when the ES-PCS one-day threshold is crossed.
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Table 3-318 TEsPt15Min

Alarm

Attributes

Supported releases

Name: TEsPt15Min (3440)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_PT_15MIN (1269)

All

Description: The alarm is raised when the ES-PT 15-minute threshold is crossed.

Table 3-319 TEsPt1Day

Alarm

Attributes

Supported releases

Name: TEsPt1Day (3441)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_PT_1DAY (1270)

Al

Description: The alarm is raised when the ES-PT one-day threshold is crossed.

Table 3-320 TEsRs15Min

Alarm

Attributes

Supported releases

Name: TEsRs15Min (3442)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_RS_15MIN (1271)

Al

Description: The alarm is raised when the ES-RS 15-minute threshold is crossed.

Table 3-321 TEsRs1Day

Alarm

Attributes

Supported releases

Name: TEsRs1Day (3443)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_RS_1DAY (1272)

Al

Description: The alarm is raised when the ES-RS one-day threshold is crossed.

Table 3-322 TEsRst15Min

Alarm

Attributes

Supported releases

Name: TEsRst15Min (3444)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_RST_15MIN (1273)

Al

Description: The alarm is raised when the ES-RS 15-minute threshold is crossed.
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Table 3-323 TEsRst1Day

Alarm

Attributes

Supported releases

Name: TEsRst1Day (3445)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ES_RST_1DAY (1274)

All

Description: The alarm is raised when the ES-RS one-day threshold is crossed.

Table 3-324 TEss15Min

Alarm

Attributes

Supported releases

Name: TEss15Min (3446)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ESS_15MIN (1275)

Al

Description: The alarm is raised when the ES-S 15-minute threshold is crossed.

Table 3-325 TEss1Day

Alarm

Attributes

Supported releases

Name: TEss1Day (3447)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ESS_1DAY (1276)

Al

Description: The alarm is raised when the ES-S one-day threshold is crossed.

Table 3-326 TEsst15Min

Alarm

Attributes

Supported releases

Name: TEsst15Min (3448)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ESST_15MIN (1277)

Al

Description: The alarm is raised when the ES-S 15-minute threshold is crossed.

Table 3-327 TEsst1Day

Alarm

Attributes

Supported releases

Name: TEsst1Day (3449)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ESST_1DAY (1278)

Al

Description: The alarm is raised when the ES-S one-day threshold is crossed.

3-74 October 2011

Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
3HE 06862 AAAA TQZZA Edition 01




3 — Alcatel-Lucent 1830 PSS alarms

Table 3-328 TEthpkter15Min

Alarm

Attributes

Supported releases

Name: TEthpkter15Min (3450)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ETHPKTER_15MIN (1279)

All

Description: The alarm is raised when the ETHPKTER 15-minute threshold is crossed.

Table 3-329 TEthpkter1Day

Alarm

Attributes

Supported releases

Name: TEthpkter1Day (3451)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ETHPKTER_1DAY (1280)

Al

Description: The alarm is raised when the ETHPKTER one-day threshold is crossed.

Table 3-330 TEthpktert15Min

Alarm

Attributes

Supported releases

Name: TEthpktert15Min (3452)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_ETHPKTERT_15MIN
(1281)

Al

Description: The alarm is raised when the ETHPKTERT 15-minute threshold is crossed.

Table 3-331 TEthpktert1Day

Alarm

Attributes

Supported releases

Name: TEthpktert1Day (3453)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_ETHPKTERT_1DAY (1282)

Al

Description: The alarm is raised when the ETHPKTERT one-day threshold is crossed.

Table 3-332 TFeBbeMs15Min

Alarm

Attributes

Supported releases

Name: TFeBbeMs15Min (3454)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEBBE_MS_15MIN (1283)

Al

Description: The alarm is raised when the FEBBE-MS 15-minute threshold is crossed.
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Table 3-333 TFeBbeMs1Day

Alarm

Attributes

Supported releases

Name: TFeBbeMs1Day (3455)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEBBE_MS_1DAY (1284)

All

Description: The alarm is raised when the FEBBE-MS one-day threshold is crossed.

Table 3-334 TFeBbeOdu15Min

Alarm

Attributes

Supported releases

Name: TFeBbeOdu15Min (3456)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_FEBBE_ODU_15MIN
(1285)

Al

Description: The alarm is raised when the FarEnd BBE-ODU 15-minute threshold is crossed.

Table 3-335 TFeBbeOdu1Day

Alarm

Attributes

Supported releases

Name: TFeBbeOdu1Day (3457)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEBBE_ODU_1DAY (1286)

Al

Description: The alarm is raised when the FarEnd BBE-ODU one-day threshold is crossed.

Table 3-336 TFeBbeOtu15Min

Alarm

Attributes

Supported releases

Name: TFeBbeOtu15Min (3458)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_FEBBE_OTU_15MIN
(1287)

Al

Description: The alarm is raised when the FarEnd BBE-OTU 15-minute threshold is crossed.

Table 3-337 TFeBbeOtu1Day

Alarm

Attributes

Supported releases

Name: TFeBbeOtu1Day (3459)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEBBE_OTU_1DAY (1288)

Al

Description: The alarm is raised when the FarEnd BBE-OTU one-day threshold is crossed.
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Table 3-338 TFecc15Min

Alarm

Attributes

Supported releases

Name: TFecc15Min (3480)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FECC_15MIN (1309)

All

Description: The alarm is raised when the FECC 15-minute threshold is crossed.

Table 3-339 TFecc1Day

Alarm

Attributes

Supported releases

Name: TFecc1Day (3481)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FECC_1DAY (1310)

Al

Description: The alarm is raised when the FECC one-day threshold is crossed.

Table 3-340 TFecUbu15Min

Alarm

Attributes

Supported releases

Name: TFecUbu15Min (3478)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEC_UBU_15MIN (1307)

Al

Description: The alarm is raised when the FEC UBU 15-minute threshold is crossed.

Table 3-341 TFecUbu1Day

Alarm

Attributes

Supported releases

Name: TFecUbu1Day (3479)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEC_UBU_1DAY (1308)

Al

Description: The alarm is raised when the FEC UBU one-day threshold is crossed.

Table 3-342 TFeEsMs15Min

Alarm

Attributes

Supported releases

Name: TFeEsMs15Min (3460)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEES_MS_15MIN (1289)

Al

Description: The alarm is raised when the FEES-MS 15-minute threshold is crossed.
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Table 3-343 TFeEsMs1Day

Alarm

Attributes

Supported releases

Name: TFeEsMs1Day (3461)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEES_MS_1DAY (1290)

All

Description: The alarm is raised when the FEES-MS one-day threshold is crossed.

Table 3-344 TFeEsOdu15Min

Alarm

Attributes

Supported releases

Name: TFeEsOdu15Min (3462)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEES_ODU_15MIN (1291)

Al

Description: The alarm is raised when the FarEnd ES-ODU 15-minute threshold is crossed.

Table 3-345 TFeEsOdu1Day

Alarm

Attributes

Supported releases

Name: TFeEsOdu1Day (3463)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEES_ODU_1DAY (1292)

Al

Description: The alarm is raised when the FarEnd ES-ODU one-day threshold is crossed.

Table 3-346 TFeEsOtu15Min

Alarm

Attributes

Supported releases

Name: TFeEsOtu15Min (3464)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEES_OTU_15MIN (1293)

Al

Description: The alarm is raised when the FarEnd ES-OTU 15-minute threshold is crossed.

Table 3-347 TFeEsOtu1Day

Alarm

Attributes

Supported releases

Name: TFeEsOtu1Day (3465)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEES_OTU_1DAY (1294)

Al

Description: The alarm is raised when the FarEnd ES-OTU one-day threshold is crossed.
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Table 3-348 TFeSesMs15Min

Alarm

Attributes

Supported releases

Name: TFeSesMs15Min (3466)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FESES_MS_15MIN (1295)

All

Description: The alarm is raised when the FESES-MS 15-minute threshold is crossed.

Table 3-349 TFeSesMs1Day

Alarm

Attributes

Supported releases

Name: TFeSesMs1Day (3467)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FESES_MS_1DAY (1296)

Al

Description: The alarm is raised when the FESES-MS one-day threshold is crossed.

Table 3-350 TFeSesOdu15Min

Alarm

Attributes

Supported releases

Name: TFeSesOdu15Min (3468)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FESES_ODU_15MIN (1297)

Al

Description: The alarm is raised when the FarEnd SES-ODU 15-minute threshold is crossed.

Table 3-351 TFeSesOdu1Day

Alarm

Attributes

Supported releases

Name: TFeSesOdu1Day (3469)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FESES_ODU_1DAY (1298)

Al

Description: The alarm is raised when the FarEnd SES-ODU one-day threshold is crossed.

Table 3-352 TFeSesOtu15Min

Alarm

Attributes

Supported releases

Name: TFeSesOtu15Min (3470)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FESES_OTU_15MIN (1299)

Al

Description: The alarm is raised when the FarEnd SES-OTU 15-minute threshold is crossed.
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Table 3-353 TFeSesOtu1Day

Alarm

Attributes

Supported releases

Name: TFeSesOtu1Day (3471)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FESES_OTU_1DAY (1300)

All

Description: The alarm is raised when the FarEnd SES-OTU one-day threshold is crossed.

Table 3-354 TFeUasMs15Min

Alarm

Attributes

Supported releases

Name: TFeUasMs15Min (3472)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEUAS_MS_15MIN (1301)

Al

Description: The alarm is raised when the FEUAS-MS 15-minute threshold is crossed.

Table 3-355 TFeUasMs1Day

Alarm

Attributes

Supported releases

Name: TFeUasMs1Day (3473)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEUAS_MS_1DAY (1302)

Al

Description: The alarm is raised when the FEUAS-MS one-day threshold is crossed.

Table 3-356 TFeUasOdu15Min

Alarm

Attributes

Supported releases

Name: TFeUasOdu15Min (3474)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_FEUAS_ODU_15MIN
(1303)

Al

Description: The alarm is raised when the FarEnd UAS-ODU 15-minute threshold is crossed.

Table 3-357 TFeUasOdu1Day

Alarm

Attributes

Supported releases

Name: TFeUasOdu1Day (3475)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEUAS_ODU_1DAY (1304)

Al

Description: The alarm is raised when the FarEnd UAS-ODU one-day threshold is crossed.
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Table 3-358 TFeUasOtu15Min

Alarm

Attributes

Supported releases

Name: TFeUasOtu15Min (3476)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_FEUAS_OTU_15MIN
(1305)

All

Description: The alarm is raised when the FarEnd UAS-OTU 15-minute threshold is crossed.

Table 3-359 TFeUasOtu1Day

Alarm

Attributes

Supported releases

Name: TFeUasOtu1Day (3477)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_FEUAS_OTU_1DAY (1306)

Al

Description: The alarm is raised when the FarEnd UAS-OTU one-day threshold is crossed.

Table 3-360 TIAESOtu15Min

Alarm

Attributes

Supported releases

Name: TIAESOtu15Min (3482)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_IAES_OTU_15MIN (1311)

Al

Description: The alarm is raised when the IAES-OTU 15-minute threshold is crossed.

Table 3-361 TIAESOtu1Day

Alarm

Attributes

Supported releases

Name: TIAESOtu1Day (3483)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_IAES_OTU_1DAY (1312)

Al

Description: The alarm is raised when the IAES-OTU one-day threshold is crossed.

Table 3-362 TnSdhAlarmindicationSignalRaisedNotif

Alarm

Attributes

Supported releases

Name: TnSdhAlarmindicationSignalRaisedNotif
(2099)

Type: configurationAlarm (11)
Package: equipment
Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: AISL (1076)

Al

Description: The alarm is raised due to AlS Line/MS

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011

3HE 06862 AAAA TQZZA Edition 01

Alarm Reference

3-81




3 — Alcatel-Lucent 1830 PSS alarms

Table 3-363 TnSdhLossOfFrameRaisedNotif

Alarm

Attributes

Supported releases

Name: TnSdhLossOfFrameRaisedNotif (2100)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: Lof (1073)

All

Description: The alarm is raised on Loss of frame.

Table 3-364 TnSdhLossOfSignalRaisedNotif

Alarm

Attributes

Supported releases

Name: TnSdhLossOfSignalRaisedNotif (2101)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: Los (1077)

Al

Description: The alarm is raised on LOS.

Table 3-365 TnSdhSignalDegradeRaisedNotif

Alarm

Attributes

Supported releases

Name: TnSdhSignalDegradeRaisedNotif (2102)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: SigDig (1078)

Al

Description: The alarm is raised on Signal Degrade.

Table 3-366 TnSdhSignalFailureRaisedNotif

Alarm

Attributes

Supported releases

Name: TnSdhSignalFailureRaisedNotif (2103)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: Sf (1079)

Al

Description: The alarm is raised on Excessive BER.

Table 3-367 TnSfpReceiverPwrOORRaisedNotif

Alarm

Attributes

Supported releases

Name: TnSfpReceiverPwrOORRaisedNotif (2104)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: SfpReceiverPwrOOR (1080)

Al

Description: The alarm is raised due Pluggable Module optical receiver power out of range
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Table 3-368 TnUserEqptMismatchRaisedNotif

Alarm

Attributes

Supported releases

Name: TnUserEgptMismatchRaisedNotif (2105)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: UserEquipMismatch (1081)

All

Description: The alarm is raised due to user equipment mismatch.

Table 3-369 TOprh15Min

Alarm

Attributes

Supported releases

Name: TOprh15Min (3484)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_OPRH_15MIN (1313)

Al

Description: The alarm is raised when the OPRH tidemark 15-minute threshold is crossed.

Table 3-370 TOprh1Day

Alarm

Attributes

Supported releases

Name: TOprh1Day (3485)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_OPRH_1DAY (1314)

Al

Description: The alarm is raised when the OPRH tidemark one-day threshold is crossed.

Table 3-371 TOprl15Min

Alarm

Attributes

Supported releases

Name: TOprl15Min (3486)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_OPRL_15MIN (1315)

Al

Description: The alarm is raised when the OPRL tidemark 15-minute threshold is crossed.

Table 3-372 TOpri1Day

Alarm

Attributes

Supported releases

Name: TOprl1Day (3487)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_OPRL_1DAY (1316)

Al

Description: The alarm is raised when the OPRL tidemark one-day threshold is crossed.
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Table 3-373 TOpth15Min

Alarm

Attributes

Supported releases

Name: TOpth15Min (3488)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_OPTH_15MIN (1317)

All

Description: The alarm is raised when the OPTH tidemark 15-minute threshold is crossed.

Table 3-374 TOpth1Day

Alarm

Attributes

Supported releases

Name: TOpth1Day (3489)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_OPTH_1DAY (1318)

Al

Description: The alarm is raised when the OPTH tidemark one-day threshold is crossed.

Table 3-375 TOptl15Min

Alarm

Attributes

Supported releases

Name: TOptl15Min (3490)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_OPTL_15MIN (1319)

Al

Description: The alarm is raised when the OPTL tidemark 15-minute threshold is crossed.

Table 3-376 TOptl1Day

Alarm

Attributes

Supported releases

Name: TOptl1Day (3491)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_OPTL_1DAY (1320)

Al

Description: The alarm is raised when the OPTL tidemark one-day threshold is crossed.

Table 3-377 TPostfec15Min

Alarm

Attributes

Supported releases

Name: TPostfec15Min (3492)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_POSTFEC_15MIN (1321)

Al

Description: The alarm is raised when the Post-FEC BER 15-minute threshold is crossed.
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Table 3-378 TPostfec1Day

Alarm

Attributes

Supported releases

Name: TPostfec1Day (3493)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_POSTFEC_1DAY (1322)

All

Description: The alarm is raised when the Post-FEC BER one-day threshold is crossed.

Table 3-379 TPrefec15Min

Alarm

Attributes

Supported releases

Name: TPrefec15Min (3494)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_PREFEC_15MIN (1323)

Al

Description: The alarm is raised when the Pre-FEC BER 15-minute threshold is crossed.

Table 3-380 TPrefec1Day

Alarm

Attributes

Supported releases

Name: TPrefec1Day (3495)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_PREFEC_1DAY (1324)

Al

Description: The alarm is raised when the Pre-FEC BER one-day threshold is crossed.

Table 3-381 TraceldentifierMismatch

Alarm

Attributes

Supported releases

Name: TraceldentifierMismatch (2106)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: Timodu (1375)

Al

Description: The alarm is raised when a trail trace identifier mismatch is detected.

Table 3-382 TransmitLaserOffRxFaultDuringLineLoopback

Alarm

Attributes

Supported releases

Name: TransmitLaserOffRxFaultDuringLineLoopback
(2107)

Type: communicationsAlarm (4)
Package: equipment
Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LaserOffLpbk (1082)

Al

Description: The alarm is raised due to trnasmit laser off.
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Table 3-383 TrapDestinationMisconfigured

Alarm Attributes Supported releases
Name: TrapDestinationMisconfigured (33) Severity: major * 23.0
Type: configurationAlarm (11) Implicitly cleared: true ® 2.5.0
Package: netw Default probable cause: * 3.00
[ ]

trapDestinationMisconfigured (26) 3.5.0

Applicable probable causes:

Raised on class: netw.NetworkElement

® trapDestinationMisconfigured
® duplicateTrapLogld

Description: The alarm is raised when an SNMP trap destination other than the 5620 SAM is configured on an NE.

Raising condition: (‘isTrapDestinationMisconfigured' EQUAL ‘true’)

Clearing condition: (‘isTrapDestinationMisconfigured' EQUAL ‘false’)

Table 3-384 TrapReceivingFailure

Alarm Attributes Supported releases
Name: TrapReceivingFailure (1083) Severity: major * 23.0
Type: communications (87) Implicitly cleared: false ® 2.5.0
Package: netw Default probable cause: trapsWillNotBeSent (822) * 300
Raised on class: netw.NetworkElement * 3.5.0

Description: This user-defined alarm is raised when the NE is unable to send traps because the NE configuration is one of the
following:- The Management IP Selection is set to Out Of Band Only, the Primary Route Preference is set to In Band, and the
Secondary Route Preference is set to None.- The Management IP Selection is set to In Band Only, the Primary Route Preference is
set to Out Of Band, and the Secondary Route Preference is set to None.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band’) AND (‘Management IP Selection’ EQUAL 'In Band Only') AND (‘Primary
Route Preference’ EQUAL 'Out Of Band') AND (‘'Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP* EQUAL 'Out
Of Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Only’) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out Of Band’) AND (‘Management IP Selection’
EQUAL 'In Band Preferred’) AND ('Primary Route Preference’ EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR
((Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Primary Route
Preference’ EQUAL 'Out Of Band') AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Active Management IP' EQUAL 'In Band') AND (‘Management IP Selection' EQUAL 'In Band Only') AND ((‘Primary
Route Preference’ EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL ‘'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of
Band’) AND (‘Management IP Selection' EQUAL 'Out Of Band Only') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR
('Secondary Route Preference’ EQUAL 'Out Of Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP
Selection' EQUAL 'In Band Preferred') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR ('Secondary Route Preference’' EQUAL
‘Out Of Band'))) OR (('‘Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Preferred’) AND
(('Primary Route Preference' EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL
‘In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND ((‘Primary Route Preference' EQUAL 'In Band’) OR
('Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP Selection’
EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference’ EQUAL 'Out Of Band') OR ('Secondary Route Preference’ EQUAL 'Out
Of Band'))))
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Table 3-385 TrapRoutePreferenceRedundancyMissing

Alarm Attributes Supported releases
Name: TrapRoutePreferenceRedundancyMissing Severity: warning * 23.0

(1084) Implicitly cleared: true ® 2.5.0

Type: communications (87) Default probable cause: trapsRedundancyMissing * 3.00

Package: netw (823) ® 3.5.0

Raised on class: netw.NetworkElement

Description: The user-defined alarm is raised when NE management redundancy is configured without trap route preference
redundancy.

Raising condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Primary Route Preference' EQUAL 'In Band') AND ('Secondary Route Preference' EQUAL 'None')) OR ((‘Management IP Selection' EQUAL
'‘Out Of Band Preferred’) AND (‘Active Management IP' EQUAL 'Out Of Band') AND (‘Primary Route Preference’' EQUAL 'Out Of Band')
AND ('Secondary Route Preference' EQUAL 'None')))

Clearing condition: ((('Management IP Selection’ EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL ‘'In Band') AND
('Secondary Route Preference’ NOT EQUAL 'None')) OR (('Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Active
Management IP' EQUAL 'Out Of Band') AND (‘Secondary Route Preference’ NOT EQUAL ‘None')))

Table 3-386 TrmtMOD

Alarm Attributes Supported releases
Name: TrmtMOD (3546) Severity: critical All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: TrmtMOD (1376)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when a pluggable module transmit failure is detected.

Table 3-387 TSefs15Min

Alarm Attributes Supported releases
Name: TSefs15Min (3496) Severity: warning All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: T_SEFS_15MIN (1325)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the SEFS 15-minute threshold is crossed.

Table 3-388 TSefs1Day

Alarm Attributes Supported releases
Name: TSefs1Day (3497) Severity: warning All

Type: configurationAlarm (11) Implicitly cleared: true

Package: equipment Default probable cause: T_SEFS_1DAY (1326)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the SEFS one-day threshold is crossed.
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Table 3-389 TSefsPcs15Min

Alarm

Attributes

Supported releases

Name: TSefsPcs15Min (3498)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SEFS_PCS_15MIN (1327)

All

Description: The alarm is raised when the SEFS-PCS 15-minute threshold is crossed.

Table 3-390 TSefsPcs1Day

Alarm

Attributes

Supported releases

Name: TSefsPcs1Day (3499)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SEFS_PCS_1DAY (1328)

Al

Description: The alarm is raised when the SEFS-PCS one-day threshold is crossed.

Table 3-391 TSefsPcst15Min

Alarm

Attributes

Supported releases

Name: TSefsPcst15Min (3500)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SEFS_PCST_15MIN (1329)

Al

Description: The alarm is raised when the SEFS-PCS 15-minute threshold is crossed.

Table 3-392 TSefsPcst1Day

Alarm

Attributes

Supported releases

Name: TSefsPcst1Day (3501)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SEFS_PCST_1DAY (1330)

Al

Description: The alarm is raised when the SEFS-PCS one-day threshold is crossed.

Table 3-393 TSefss15Min

Alarm

Attributes

Supported releases

Name: TSefss15Min (3502)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SEFSS_15MIN (1331)

Al

Description: The alarm is raised when the SEFS-S 15-minute threshold is crossed.
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Table 3-394 TSefss1Day

Alarm

Attributes

Supported releases

Name: TSefss1Day (3503)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SEFSS_1DAY (1332)

All

Description: The alarm is raised when the SEFS-S one-day threshold is crossed.

Table 3-395 TSefsst15Min

Alarm

Attributes

Supported releases

Name: TSefsst15Min (3504)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SEFSST_15MIN (1333)

Al

Description: The alarm is raised when the SEFS-S 15-minute threshold is crossed.

Table 3-396 TSefsst1Day

Alarm

Attributes

Supported releases

Name: TSefsst1Day (3505)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SEFSST_1DAY (1334)

Al

Description: The alarm is raised when the SEFS-S one-day threshold is crossed.

Table 3-397 TSes15Min

Alarm

Attributes

Supported releases

Name: TSes15Min (3506)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_15MIN (1335)

Al

Description: The alarm is raised when the SES 15-minute threshold is crossed.

Table 3-398 TSes1Day

Alarm

Attributes

Supported releases

Name: TSes1Day (3507)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_1DAY (1336)

Al

Description: The alarm is raised when the SES one-day threshold is crossed.
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Table 3-399 TSesL15Min

Alarm

Attributes

Supported releases

Name: TSesL15Min (3508)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_L_15MIN (1337)

All

Description: The alarm is raised when the SES-L 15-minute threshold is crossed.

Table 3-400 TSesL1Day

Alarm

Attributes

Supported releases

Name: TSesL1Day (3509)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_L_1DAY (1338)

Al

Description: The alarm is raised when the SES-L one-day threshold is crossed.

Table 3-401 TSesMs15Min

Alarm

Attributes

Supported releases

Name: TSesMs15Min (3510)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_MS_15MIN (1339)

Al

Description: The alarm is raised when the SES-MS 15-minute threshold is crossed.

Table 3-402 TSesMs1Day

Alarm

Attributes

Supported releases

Name: TSesMs1Day (3511)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_MS_1DAY (1340)

Al

Description: The alarm is raised when the SES-MS one-day threshold is crossed.

Table 3-403 TSesOdu15Min

Alarm

Attributes

Supported releases

Name: TSesOdu15Min (3512)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_ODU_15MIN (1341)

Al

Description: The alarm is raised when the SES-ODU 15-minute threshold is crossed.
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Table 3-404 TSesOdu1Day

Alarm

Attributes

Supported releases

Name: TSesOdu1Day (3513)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_ODU_1DAY (1342)

All

Description: The alarm is raised when the SES-ODU one-day threshold is crossed.

Table 3-405 TSesOtu15Min

Alarm

Attributes

Supported releases

Name: TSesOtu15Min (3514)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_SES_OTU_15MIN (1343)

Al

Description: The alarm is raised when the SES-OTU 15-minute threshold is crossed.

Table 3-406 TSesOtu1Day

Alarm

Attributes

Supported releases

Name: TSesOtu1Day (3515)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_OTU_1DAY (1344)

Al

Description: The alarm is raised when the SES-OTU one-day threshold is crossed.

Table 3-407 TSesP15Min

Alarm

Attributes

Supported releases

Name: TSesP15Min (3516)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_P_15MIN (1345)

Al

Description: The alarm is raised when the SES-P 15-minute threshold is crossed.

Table 3-408 TSesP1Day

Alarm

Attributes

Supported releases

Name: TSesP1Day (3517)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_P_1DAY (1346)

Al

Description: The alarm is raised when the SES-P one-day threshold is crossed.
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Table 3-409 TSesPcs15Min

Alarm

Attributes

Supported releases

Name: TSesPcs15Min (3518)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_PCS_15MIN (1347)

All

Description: The alarm is raised when the SES-PCS 15-minute threshold is crossed.

Table 3-410 TSesPcs1Day

Alarm

Attributes

Supported releases

Name: TSesPcs1Day (3519)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_PCS_1DAY (1348)

Al

Description: The alarm is raised when the SES-PCS one-day threshold is crossed.

Table 3-411 TSesPcst15Min

Alarm

Attributes

Supported releases

Name: TSesPcst15Min (3520)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_PCST_15MIN (1349)

Al

Description: The alarm is raised when the SES-PCS 15-minute threshold is crossed.

Table 3-412 TSesPcst1Day

Alarm

Attributes

Supported releases

Name: TSesPcst1Day (3521)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_PCST_1DAY (1350)

Al

Description: The alarm is raised when the SES-PCS one-day threshold is crossed.

Table 3-413 TSesPt15Min

Alarm

Attributes

Supported releases

Name: TSesPt15Min (3522)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_PT_15MIN (1351)

Al

Description: The alarm is raised when the SES-PT 15-minute threshold is crossed.
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Table 3-414 TSesPt1Day

Alarm

Attributes

Supported releases

Name: TSesPt1Day (3523)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_PT_1DAY (1352)

All

Description: The alarm is raised when the SES-PT one-day threshold is crossed.

Table 3-415 TSesRs15Min

Alarm

Attributes

Supported releases

Name: TSesRs15Min (3524)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_RS_15MIN (1353)

Al

Description: The alarm is raised when the SES-RS 15-minute threshold is crossed.

Table 3-416 TSesRs1Day

Alarm

Attributes

Supported releases

Name: TSesRs1Day (3525)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_RS_1DAY (1354)

Al

Description: The alarm is raised when the SES-RS one-day threshold is crossed.

Table 3-417 TSesRst15Min

Alarm

Attributes

Supported releases

Name: TSesRst15Min (3526)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_RST_15MIN (1355)

Al

Description: The alarm is raised when the SES-RS 15-minute threshold is crossed.

Table 3-418 TSesRst1Day

Alarm

Attributes

Supported releases

Name: TSesRst1Day (3527)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SES_RST_1DAY (1356)

Al

Description: The alarm is raised when the SES-RS one-day threshold is crossed.
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Table 3-419 TSess15Min

Alarm

Attributes

Supported releases

Name: TSess15Min (3528)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SESS_15MIN (1357)

All

Description: The alarm is raised when the SES-S 15-minute threshold is crossed.

Table 3-420 TSess1Day

Alarm

Attributes

Supported releases

Name: TSess1Day (3529)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SESS_1DAY (1358)

Al

Description: The alarm is raised when the SES-S one-day threshold is crossed.

Table 3-421 TSesst15Min

Alarm

Attributes

Supported releases

Name: TSesst15Min (3530)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SESST_15MIN (1359)

Al

Description: The alarm is raised when the SES-S 15-minute threshold is crossed.

Table 3-422 TSesst1Day

Alarm

Attributes

Supported releases

Name: TSesst1Day (3531)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_SESST_1DAY (1360)

Al

Description: The alarm is raised when the SES-S one-day threshold is crossed.

Table 3-423 TUasMs15Min

Alarm

Attributes

Supported releases

Name: TUasMs15Min (3532)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_UAS_MS_15MIN (1361)

Al

Description: The alarm is raised when the UAS-MS 15-minute threshold is crossed.
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Table 3-424 TUasMs1Day

Alarm

Attributes

Supported releases

Name: TUasMs1Day (3533)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_UAS_MS_1DAY (1362)

All

Description: The alarm is raised when the UAS-MS one-day threshold is crossed.

Table 3-425 TUasOdu15Min

Alarm

Attributes

Supported releases

Name: TUasOdu15Min (3534)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_UAS_ODU_15MIN (1363)

Al

Description: The alarm is raised when the UAS-ODU 15-minute threshold is crossed.

Table 3-426 TUasOdu1Day

Alarm

Attributes

Supported releases

Name: TUasOdu1Day (3535)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_UAS_ODU_1DAY (1364)

Al

Description: The alarm is raised when the UAS-ODU one-day threshold is crossed.

Table 3-427 TUasOtu15Min

Alarm

Attributes

Supported releases

Name: TUasOtu15Min (3536)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true

Default probable cause: T_UAS_OTU_15MIN (1365)

Al

Description: The alarm is raised when the UAS-OTU 15-minute threshold is crossed.

Table 3-428 TUasOtu1Day

Alarm Attributes Supported releases
Name: TUasOtu1Day (3537) Severity: warning Al
Type: configurationAlarm (11) Implicitly cleared: true
Package: equipment Default probable cause: T_UAS_OTU_1DAY (1366)
Raised on class: equipment.PhysicalPort
Description: The alarm is raised when the UAS-OTU one-day threshold is crossed.
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Table 3-429 TUasP15Min

Alarm

Attributes

Supported releases

Name: TUasP15Min (3538)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_UAS_P_15MIN (1367)

All

Description: The alarm is raised when the UAS-P 15-minute threshold is crossed.

Table 3-430 TUasP1Day

Alarm

Attributes

Supported releases

Name: TUasP1Day (3539)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_UAS_P_1DAY (1368)

Al

Description: The alarm is raised when the UAS-P one-day threshold is crossed.

Table 3-431 TUasPt15Min

Alarm

Attributes

Supported releases

Name: TUasPt15Min (3540)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_UAS_PT_15MIN (1369)

Al

Description: The alarm is raised when the UAS-PT 15-minute threshold is crossed.

Table 3-432 TUasPt1Day

Alarm

Attributes

Supported releases

Name: TUasPt1Day (3541)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_UAS_PT_1DAY (1370)

Al

Description: The alarm is raised when the UAS-PT one-day threshold is crossed.

Table 3-433 TUasRs15Min

Alarm

Attributes

Supported releases

Name: TUasRs15Min (3542)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_UAS_RS_15MIN (1371)

Al

Description: The alarm is raised when the UAS-RS 15-minute threshold is crossed.
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Table 3-434 TUasRs1Day

Alarm

Attributes

Supported releases

Name: TUasRs1Day (3543)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_UAS_RS_1DAY (1372)

All

Description: The alarm is raised when the UAS-RS one-day threshold is crossed.

Table 3-435 TUasRst15Min

Alarm

Attributes

Supported releases

Name: TUasRst15Min (3544)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_UAS_RST_15MIN (1373)

Al

Description: The alarm is raised when the UAS-RS 15-minute threshold is crossed.

Table 3-436 TUasRst1Day

Alarm

Attributes

Supported releases

Name: TUasRst1Day (3545)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: T_UAS_RST_1DAY (1374)

Al

Description: The alarm is raised when the UAS-RS one-day threshold is crossed.

Table 3-437 TunableLaserNotProvisioned

Alarm

Attributes

Supported releases

Name: TunableLaserNotProvisioned (2108)
Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: PrcdrErr (1083)

Al

Description: The alarm is raised on Tunable laser not provisioned.

Table 3-438 UnExpectedWaveKey

Alarm

Attributes

Supported releases

Name: UnExpectedWaveKey (2109)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: OchUnknown (1084)

Al

Description: The alarm is raised when the unaccepted wave key occurs.
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Table 3-439 UnidentifiedNode

Alarm Attributes Supported releases
Name: UnidentifiedNode (1922) Severity: major * 23.0
Type: communicationsAlarm (4) Implicitly cleared: true ® 2.5.0
Package: netw Default probable cause: unidentifiedNode (922) * 300
Raised on class: netw.DiscoveredNode * 350

Description: The alarm is raised when the node being discovered can not be properly identified.

Raising condition: ('State’ EQUAL 'Pending Identification’)

Clearing condition: (‘State’' NOT EQUAL 'Pending Identification’)

Table 3-440 UnitFail

Alarm Attributes Supported releases
Name: UnitFail (2110) Severity: major All

Type: equipmentAlarm (3) Implicitly cleared: true

Package: equipment Default probable cause: SyncClk (1085)

Raised on class: equipment.CardSlot

Description: The alarm is raised due to system timing synchronization unit failed.

Table 3-441 UnknowWaveKeyForConnection

Alarm Attributes Supported releases
Name: UnknowWaveKeyForConnection (2111) Severity: minor All

Type: communicationsAlarm (4) Implicitly cleared: true

Package: equipment Default probable cause: OWN (1086)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the unknown och trail for cross-connect.

Table 3-442 UnmanageFailed

Alarm Attributes Supported releases
Name: UnmanageFailed (300) Severity: warning * 2.3.0
Type: discoveryControlAlarm (33) Implicitly cleared: true ® 25.0
Package: netw Default probable cause: unableToDeleteNode (231) | ® 3.0.0
Raised on class: netw.NodeDiscoveryControl * 350
Description: The alarm is raised when an attempt to unmanage an NE fails.
Raising condition: ('Site State’ EQUAL ‘'unmanage failed')
Clearing condition: ('Site State’ NOT EQUAL ‘'unmanage failed’)
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Table 3-443 UpgradedBuildVersionMismatch

Alarm

Attributes

Supported releases

Name: UpgradedBuildVersionMismatch (174)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true

(137)

Default probable cause: upgradedimageNotBooted

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the software version that an NE reports after a software upgrade does not match the version

of the software used for the upgrade.

Raising condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘'true’)

Clearing condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘false’)

Table 3-444 upgradedCardAlarm

Alarm

Attributes

Supported releases

Name: upgradedCardAlarm (255)
Type: softwareAlarm (19)
Package: equipment

Raised on class: equipment.Card

Severity: warning
Implicitly cleared: true
Default probable cause: upgradedCard (194)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the standby CPM is rebooted and operational after a software upgrade. A device resets an
IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL 'Upgrade’)

Clearing condition: (‘'operationalState' EQUAL 'Up’)

Table 3-445 UpstreamChannelCollision

Alarm

Attributes

Supported releases

Name: UpstreamChannelCollision (2112)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: ChanColl (1087)

Al

Description: The alarm is raised when a collision in one upstream channel is detected.

Table 3-446 UruOchLos

Alarm

Attributes

Supported releases

Name: UruOchLos (3547)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: UruOchLos (1377)

Al

Description: The alarm is raised when the underlying channel is unavailable because of an LOS.
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Table 3-447 UruOmsRx

Alarm

Attributes

Supported releases

Name: UruOmsRx (3548)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: UruOmsRx (1378)

All

Description: The alarm is raised when the underlying ingress OMS is unavailable.

Table 3-448 UruOtsLos

Alarm

Attributes

Supported releases

Name: UruOtsLos (3549)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: UruOtsLos (1379)

Al

Description: The alarm is raised when the underlying OTS is unavailable because of an LOS.

Table 3-449 UruOtsRx

Alarm

Attributes

Supported releases

Name: UruOtsRx (3550)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: UruOtsRx (1380)

Al

Description: The alarm is raised when the underlying ingress OTS is unavailable.

Table 3-450 UruOtsTx

Alarm

Attributes

Supported releases

Name: UruOtsTx (3551)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: UruOtsTx (1381)

Al

Description: The alarm is raised when the underlying egress OTS is unavailable.

Table 3-451 UruOtu

Alarm

Attributes

Supported releases

Name: UruOtu (3552)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: UruOtu (1382)

Al

Description: The alarm is raised when an underlying OTU is unavailable.
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Table 3-452 Uru$S

Alarm

Attributes

Supported releases

Name: UruS (3553)

Type: configurationAlarm (11)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: UruS (1383)

All

Description: The alarm is raised when an underlying resource is unavailable.

Table 3-453 VCGLossofAlignment

Alarm

Attributes

Supported releases

Name: VCGLossofAlignment (2113)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: VCGLoA (1088)

Al

Description: The alarm is raised when a VCG loss of alignment is detected.

Table 3-454 VCGServerSignalFailure

Alarm

Attributes

Supported releases

Name: VCGServerSignalFailure (2114)
Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: critical
Implicitly cleared: true
Default probable cause: LossofSignal (1089)

Al

Description: The alarm is raised when a VCG server detects a signal failure.

Table 3-455 VersionConfigRestoreFailed

Alarm

Attributes

Supported releases

Name: VersionConfigRestoreFailed (536)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: versionMismatch (405)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the restore procedure on an NE fails because of a mismatch between the backup file set

version and the NE software version.

Raising condition: ('lastNmsVersionRestoreState' EQUAL 'Failure’)

Clearing condition: ('lastNmsVersionRestoreState' EQUAL 'Success’)
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Table 3-456 VoltageHigh

Alarm

Attributes

Supported releases

Name: VoltageHigh (3554)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: VoltageHigh (1384)

All

Description: The alarm is raised when the input voltage is too high.

Table 3-457 VoltageLow

Alarm

Attributes

Supported releases

Name: VoltageLow (3555)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.CardSlot

Severity: critical
Implicitly cleared: true
Default probable cause: VoltageLow (1385)

Al

Description: The alarm is raised when the input voltage is too low.

Table 3-458 VTSForwardDefectIndication

Alarm

Attributes

Supported releases

Name: VTSForwardDefectIndication (2115)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: info
Implicitly cleared: true
Default probable cause: VTSFdi (1090)

Al

Description: The alarm is raised when a VTS raises an FDI.

Table 3-459 VTSOpenConnectionindication

Alarm

Attributes

Supported releases

Name: VTSOpenConnectionindication (2116)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: VTSOci (1091)

Al

Description: The alarm is raised when the open connection indication in VTS.

Table 3-460 WaveKeyOverlap

Alarm

Attributes

Supported releases

Name: WaveKeyOverlap (2117)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: KeyOverlap (1092)

Al

Description: The alarm is raised when two wave keys overlap.
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Table 3-461 WavelengthTrackerCardDegrade

Alarm

Attributes

Supported releases

Name: WavelengthTrackerCardDegrade (2118)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: CardDegrade (1093)

All

Description: The alarm is raised when the channel Id insertion failure in wave key.

Table 3-462 WavelengthTrackerCommunicationFailure

Alarm

Attributes

Supported releases

Name: WavelengthTrackerCommunicationFailure
(2119)

Type: communicationsAlarm (4)
Package: equipment
Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: PortDegrade (1094)

Al

Description: The alarm is raised when the wavelength tracker detection communication failure.

Table 3-463 WavelengthTrackerDetectionFailure

Alarm

Attributes

Supported releases

Name: WavelengthTrackerDetectionFailure (2120)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: minor
Implicitly cleared: true
Default probable cause: PortDegrade (1094)

Al

Description: The alarm is raised when wavelength tracker detection fails.

Table 3-464 WavelengthTrackerEncodeDegrade

Alarm

Attributes

Supported releases

Name: WavelengthTrackerEncodeDegrade (2121)
Type: communicationsAlarm (4)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: major
Implicitly cleared: true
Default probable cause: MtcesurvDgr (1386)

Al

Description: The alarm is raised when wavelength tracker encoding degrades.
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Table 3-465 WrongCpaaSoftwareVersion

Alarm

Attributes

Supported releases

Name: WrongCpaaSoftwareVersion (791)
Type: equipmentAlarm (3)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: wrongCpaaSoftwareVersion
(559)

2.3.0
2.5.0
3.0.0
3.5.0

Description: The alarm is raised when the 7701 CPAA software is the wrong version and requires an upgrade.

Raising condition: ((‘Software Version' EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL ‘7701 CPAA"))

Clearing condition: ((‘Software Version' NOT EQUAL \"TiMOS-B-3.0.Generic \") AND (‘Chassis Type' EQUAL ‘7701 CPAA'))
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Q

Note — Some alarms that the 5620 SAM can raise against this device
may not be listed in this chapter. Associating alarms with specific NE
types is an ongoing Alcatel-Lucent effort. If the 5620 SAM raises an
alarm against this device type, and the alarm is not described in this

chapter, see chapter 32 for information about the alarm.

Table 4-1 AGWDiameterPeerDown

Alarm

Attributes

Supported releases

Name: AGWDiameterPeerDown (844)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWDiameterPeer

Severity: variable
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the path management state of a Diameter peer changes to a state other than Up.

Raising condition: (‘Path Diameter Management State' NOT EQUAL 'Active’)

Clearing condition: (‘Path Diameter Management State' EQUAL 'Active’)
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Table 4-2 AGWGTPPMIPPeerDown

Alarm Attributes

Supported releases

Name: AGWGTPPMIPPeerDown (1120) Severity: variable

Type: EpcAlarm (59)
Package: lte
Raised on class: lte. AGWGTPPMIPPeer

Implicitly cleared: true

Default probable cause: AGWGTPPMIPPeerDown
(832)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the pathManagementState of this EPS peer is not Up.

Raising condition: (‘Path Management State’ EQUAL 'Fault’)

Clearing condition: ('Path Management State' EQUAL 'Up’)

Table 4-3 AtcaFanFailure

Alarm Attributes

Supported releases

Name: AtcaFanFailure (1124)
Type: equipmentAlarm (3)
Package: equipment

Severity: critical
Implicitly cleared: true
Default probable cause: fanFailure (116)

Raised on class: equipment.Fan

3.0.0
* 4.0.0

Description: The alarm is raised when the associated fan is not operationally Up.

Raising condition: ((‘operationalState’ EQUAL 'Disabled’) OR (‘operationalState’ EQUAL 'Down’))

Clearing condition: ((‘operationalState’' EQUAL 'Enabled’) OR (‘operationalState' EQUAL 'Up'))

Table 4-4 AtcaPowerSupplyFailure

Alarm

Attributes

Supported releases

Name: AtcaPowerSupplyFailure (1125)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PowerSupply

Severity: critical
Implicitly cleared: true
Default probable cause: fanFailure (116)

3.0.0
® 4.0.0

Description: The alarm is raised when the associated power supply is not operationally Up.

Raising condition: ((‘'operationalState’ EQUAL 'Disabled’))

Clearing condition: (‘'operationalState' EQUAL 'Enabled’)

Table 4-5 AuxiliaryServerStatus

Alarm

Attributes

Supported releases

Name: AuxiliaryServerStatus (311)
Type: communicationsAlarm (4)
Package: server

Raised on class: server.AuxiliaryServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

* 3.0.0
* 4.0.0

Description: The alarm is raised when a 5620 SAM main server cannot communicate with an auxiliary server. The alarm clears when

communication is restored.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: (‘Server Status' EQUAL 'Up’)
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Table 4-6 BootableConfigBackupFailed

Alarm Attributes Supported releases

Name: BootableConfigBackupFailed (103)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major ® 3.0.0
Implicitly cleared: true ® 4.0.0
Default probable cause: fileTransferFailure (89)

Description: The alarm is raised when the 5620 SAM fails to back up a set of NE configuration files.

Raising condition: (‘Backup State' EQUAL 'Failure’)

Clearing condition: (‘Backup State' EQUAL 'Success')

Table 4-7 BootableConfigRestoreFailed

Alarm

Attributes

Supported releases

Name: BootableConfigRestoreFailed (104)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileTransferFailure (89)

3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM fails to restore a set of NE configuration files.

Raising condition: ('Restore State' EQUAL ‘Failure’)

Clearing condition: (‘Restore State' EQUAL 'Success')

Table 4-8 BootParametersMisconfigured

Alarm

Attributes

Supported releases

Name: BootParametersMisconfigured (35)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical

Implicitly cleared: true

Default probable cause: persistentindexFailure (30)
Applicable probable causes:

3.0.0
® 4.0.0

® persistentindexFailure
® configFileBootFailure

Description: The alarm is raised when the SNMP Index Boot Status on an NE is not set to Persistent.

Raising condition: ((‘isGenericNode' EQUAL ‘false’) AND (‘State' NOT EQUAL 'Pre-provisioned') AND (('Config File Status' NOT EQUAL
‘Executed Successfully’) OR (‘Persistent Index Status’' NOT EQUAL 'Rebuild Succeeded')))

Clearing condition: ((‘Config File Status' EQUAL 'Executed Successfully') AND ('Persistent Index Status' EQUAL 'Rebuild Succeeded'))
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Table 4-9 ClientDelegateServerStatus

Alarm Attributes Supported releases
Name: ClientDelegateServerStatus (731) Severity: critical ® 3.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 4.0.0

Package: server Default probable cause: systemFailed (144)

Raised on class: server.ClientDelegateServer

Description: The alarm is raised when a client delegate server is unreachable.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: ('Server Status' EQUAL 'Up’)

Table 4-10 ContainingEquipmentAdministrativelyDown

Alarm Attributes Supported releases
Name: ContainingEquipmentAdministrativelyDown Severity: minor * 3.0.0

(466) Implicitly cleared: true * 4.0.0

Type: equipmentAlarm (3)

Default probable cause:
Package: equipment containingEquipmentAdministrativelyDown (330)

Raised on class: equipment.Port

Description: The alarm is raised when the compositeEquipmentState attribute has a value of
containingEquipmentAdministrativelyDown.

Raising condition: ((‘Status’ EQUAL 'Parent Admin Down') AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status' NOT EQUAL 'Parent Admin Down’) OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 4-11 ContainingEquipmentMismatch

Alarm Attributes Supported releases
Name: ContainingEquipmentMismatch (464) Severity: major * 3.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ® 4.0.0

Package: equipment Default probable cause:

Raised on class: equipment.Port containingEquipmentMismatch (328)

Description: The alarm is raised when the compositeEquipmentState attribute has a value of containingEquipmentMismatch.

Raising condition: (('Status' EQUAL 'Parent Type Mismatch') AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: ((‘'Status’ NOT EQUAL ‘Parent Type Mismatch’) OR (‘isTerminatable’ NOT EQUAL ‘'true'))
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Table 4-12 ContainingEquipmentOperationallyDown

Alarm Attributes Supported releases
Name: ContainingEquipmentOperationallyDown Severity: major ® 3.0.0

(465) Implicitly cleared: true ¢ 4.0.0

Type: equipmentAlarm (3)

Default probable cause: containingEquipmentDown
Package: equipment (329)

Raised on class: equipment.Port

Description: The alarm is raised when the compositeEquipmentState attribute has a value of
containingEquipmentOperationllyDown.

Raising condition: ((‘'Status' EQUAL ‘Parent Oper Down') AND (‘isTerminatable' EQUAL ‘true’))

Clearing condition: (('Status’' NOT EQUAL 'Parent Oper Down') OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 4-13 CorruptimageFile

Alarm Attributes Supported releases
Name: CorruptimageFile (171) Severity: critical * 3.0.0

Type: configurationAlarm (11) Implicitly cleared: true * 4.0.0

Package: mediation Default probable cause: invalidOrCorruptimageFile

Raised on class: (134)

mediation.AbstractSoftwareFolderDescriptor

Description: The alarm is raised when one or more files in the 5620 SAM software image specified for a device software upgrade is
invalid, corrupt or absent. The 5620 SAM validates a device software file set before it imports the file set and distributes it to an
NE. Ensure that the file set downloads properly to the NE and is not tampered with before you re-attempt the upgrade. The alarm
clears when a valid file set is on the NE and the 5620 SAM activates the software image in the file set.

Raising condition: (‘isimageValid' EQUAL ‘false’)

Clearing condition: (‘isimageValid' EQUAL 'true’)

Table 4-14 downgradedCardAlarm

Alarm Attributes Supported releases
Name: downgradedCardAlarm (256) Severity: warning * 3.0.0

Type: softwareAlarm (19) Implicitly cleared: true * 4.0.0

Package: equipment Default probable cause: downgradedCard (195)

Raised on class: equipment.Card

Description: The alarm is raised when an IOM is not upgraded or reset after a device software upgrade of both CPMs. A device resets
an IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL ‘Downgrade’)

Clearing condition: (‘operationalState’ EQUAL 'Up’)
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Table 4-15 DscServiceContainerDown

Alarm

Attributes

Supported releases

Name: DscServiceContainerDown (845)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte.ServiceContainer

Severity: major
Implicitly cleared: true
Default probable cause: DscServiceDown (603)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a DSC service container is down.

Raising condition: ((‘Operational State' EQUAL 'Disabled'))

Clearing condition: ((‘Operational State' EQUAL 'Enabled'))

Table 4-16 DscServiceDown

Alarm

Attributes

Supported releases

Name: DscServiceDown (846)
Type: EpcAlarm (59)
Package: lte

Raised on class:
lte.AbstractDynamicServicesControllerMember

Severity: major
Implicitly cleared: true
Default probable cause: DscServiceDown (603)

3.0.0
* 4.0.0

Description: The alarm is raised when a DSC service member is down.

Raising condition: ((‘Operational State' EQUAL 'Disabled'))

Clearing condition: ((‘Operational State' EQUAL ‘Enabled'))

Table 4-17 EquipmentAdministrativelyDown

Alarm

Attributes

Supported releases

Name: EquipmentAdministrativelyDown (455)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: minor
Implicitly cleared: true

Default probable cause:
equipmentAdministrativelyDown (326)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentAdministrativelyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Admin Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Admin Down’)
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Table 4-18 EquipmentDegraded

Alarm

Attributes

Supported releases

Name: EquipmentDegraded (604)
Type: equipmentAlarm (3)
Package: equipment

Severity: minor
Implicitly cleared: true

Default probable cause: singleFanFailure (450)

¢ 3.0.0
* 4.0.0

Raised on class: equipment.FanTray

Description: The alarm is raised when a single fan fails. The chassis attempts to continue operating within the normal temperature
range using only the remaining fans.

Raising condition: (‘Device State’ EQUAL ‘MinorFailure’)

Clearing condition: (‘Device State’ NOT EQUAL ‘MinorFailure’)

Table 4-19 EquipmentDown

Alarm Attributes Supported releases

Name: EquipmentDown (10)
Type: equipmentAlarm (3)
Package: equipment

Severity: major ® 3.0.0
Implicitly cleared: true ¢ 4.0.0
Default probable cause: inoperableEquipment (8)
Raised on class: equipment.Equipment

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentOperationallyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Oper Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Oper Down’)

Table 4-20 EquipmentFailure

Alarm Attributes Supported releases

Name: EquipmentFailure (145)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.ReplaceableUnit

Severity: critical ® 3.0.0
Implicitly cleared: true ® 4.0.0
Default probable cause: cardFailure (123)

Description: The alarm is raised when a control processor or power-supply tray reports a failure. When the object type is
ControlProcessor, a CPM may be unable to boot. When the object type is Power Supply Tray and the alarm is raised during device
discovery, a power-supply tray may be out of service. When the object type is a Power Supply Tray and the device is in the managed
state, a power-supply tray may be out of service or the AC power shelf has a fault condition. The alarm clears when the status
changes to OK.

Raising condition: (‘operationalState’ EQUAL 'Failed’)

Clearing condition: (‘operationalState’ NOT EQUAL 'Failed’)
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Table 4-21 EquipmentinTest

Alarm

Attributes

Supported releases

Name: EquipmentinTest (11)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: warning
Implicitly cleared: true
Default probable cause: equipmentinTest (9)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when equipment enters a diagnostic state.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘In Test')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'In Test')

Table 4-22 EquipmentMismatch

Alarm

Attributes

Supported releases

Name: EquipmentMismatch (9)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true
Default probable cause: equipmentTypeMismatch

@)

3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMismatch.

Raising condition: (‘compositeEquipmentState’ EQUAL Type Mismatch')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Type Mismatch')

Table 4-23 EquipmentRemoved

Alarm

Attributes

Supported releases

Name: EquipmentRemoved (8)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

Default probable cause:
replaceableEquipmentRemoved (6)

3.0.0
® 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMissing.

Raising condition: ((‘compositeEquipmentState’ EQUAL 'Removed') AND (‘isEquipmentinserted’ EQUAL 'true’))

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Removed’)

Table 4-24 FanFailure

Alarm

Attributes

Supported releases

Name: FanFailure (624)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true
Default probable cause: fanFailure (116)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the associated fan is not operationally Up.

Raising condition: (('Device State' EQUAL 'Failed’) OR (‘Device State' EQUAL ‘Unknown’) OR (‘'Device State' EQUAL 'OutOfservice'))

Clearing condition: (‘Device State' EQUAL 'OK')
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Table 4-25 FanTrayRemoved

Alarm

Attributes

Supported releases

Name: FanTrayRemoved (569)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true
Default probable cause: FanTrayRemoved (438)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the deviceState attribute has a value of deviceNotEquipped.

Raising condition: ('Device State' EQUAL 'Not Equipped’)

Clearing condition: ('Device State' NOT EQUAL 'Not Equipped’)

Table 4-26 FrameSizeProblem (netw)

Alarm

Attributes

Supported releases

Name: FrameSizeProblem (37)
Type: configurationAlarm (11)
Package: netw

Raised on class:
netw.StatefullConnectablelnterface

Severity: critical
Implicitly cleared: true
Default probable cause: frameSizeProblem (33)

3.0.0
* 4.0.0

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: (('mtuMismatch’' EQUAL 'true’) AND (‘portld’' NOT EQUAL '0L"))

Clearing condition: (('mtuMismatch’ EQUAL ‘false’) OR (‘portld’ EQUAL '0L’))

Table 4-27 GaPeerDown

Alarm

Attributes

Supported releases

Name: GaPeerDown (3303)
Type: EpcAlarm (59)

Package: lteggsn

Raised on class: lteggsn.GaPeer

Severity: major
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the path management state of a Ga peer changes to a state other than Up.

Raising condition: ('Path Management State' NOT EQUAL 'Active’)

Clearing condition: ('Path Management State' EQUAL 'Active’)

Table 4-28 IncompleteConfiguration

Alarm

Attributes

Supported releases

Name: IncompleteConfiguration (1942)
Type: operationalViolation (93)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

3.0.0
* 4.0.0

Description: The alarm is raised when a pre-provisioned NE has no objects configured beneath it.

Raising condition: (('State’ EQUAL 'Pre-provisioned') AND (‘eNodeB Equipment’ EQUAL \"\"))

Clearing condition: (('State’' EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ NOT EQUAL \"\"))
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Table 4-29 LicensedLimitExceeded

Alarm

Attributes

Supported releases

Name: LicensedLimitExceeded (127)
Type: licensingAlarm (23)

Package: security

Raised on class: security.ProductLicense

Severity: critical
Implicitly cleared: true

Default probable cause: licensedLimitExceeded
(106)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the license items in the network exceeds 100 percent of the license capacity.

Raising condition: (‘Exceeded' EQUAL ‘true’)

Clearing condition: (‘Exceeded' NOT EQUAL ‘'true’)

Table 4-30 LinkDown

Alarm

Attributes

Supported releases

Name: LinkDown (12)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true
Default probable cause: portLinkProblem (10)

3.0.0
* 4.0.0

Description: The alarm is raised when a port has no associated physical link.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Link Down')

Clearing condition: ((‘compositeEquipmentState’ NOT EQUAL 'Link Down') AND (‘compositeEquipmentState’ NOT EQUAL ‘Oper

Down’))

Table 4-31 LowTemperatureDetected

Alarm

Attributes

Supported releases

Name: LowTemperatureDetected (1127)
Type: environmentalAlarm (2)

Package: equipment

Raised on class: equipment.Shelf

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOvercooled (838)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Low Temperature State' EQUAL ‘Low’)

Clearing condition: (‘Low Temperature State' NOT EQUAL 'Low')
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Table 4-32 MobileConnectorDown

Alarm Attributes Supported releases
Name: MobileConnectorDown (1064) Severity: minor ® 3.0.0

Type: EpcAlarm (59) Implicitly cleared: true ¢ 4.0.0

Package: lteservice Default probable cause: EpcDown (519)

Raised on class: lteservice.MobileServiceConnector

Description: The alarm is raised when the 5620 SAM no longer manages the EPS path instance of this mobile service site. As a result,
the service must be regenerated.

Raising condition: ('EPS Path' EQUAL \"\")

Clearing condition: (‘EPS Path' NOT EQUAL \"\"")

Table 4-33 NeManagementAndTrapManagementMismatch

Alarm Attributes Supported releases
Name: Severity: warning ® 3.0.0
NeManagementAndTrapManagementMismatch Implicitly cleared: true ° 400

1079 )

( ) . Default probable cause: neManagementChange

Type: communicationsAlarm (4) (817)

Package: netw
Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE configuration is one of the following:- The Active Management IP is set
to Out Of Band, and the Primary Route Preference is set to In Band.- The Active Management IP is set to In Band, and the Primary
Route Preference is set to Out of Band.

Raising condition: ((('Active Management IP' EQUAL 'In Band') AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band’) AND (‘Secondary Route
Preference' EQUAL 'In Band')) OR (('Active Management IP' EQUAL 'Out Of Band') AND (('Management IP Selection' EQUAL 'Out Of Band
Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of Band Only')) AND (‘Primary Route Preference' EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL 'Out Of Band')))

Clearing condition: (((‘Active Management IP' EQUAL 'In Band’) AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band')) OR ((‘Active Management IP'
EQUAL 'Out Of Band') AND ((‘Management IP Selection’' EQUAL 'Out Of Band Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of
Band Only')) AND (‘Primary Route Preference' EQUAL 'Out Of Band')))

Table 4-34 NewSsh2ServerKeyDetected

Alarm Attributes Supported releases
Name: NewSsh2ServerKeyDetected (285) Severity: warning * 3.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ®* 4.0.0

Package: security Default probable cause: ssh2ServerKeyMismatch

Raised on class: security.KnownHostKey (217)

Description: The alarm is raised when a 5620 SAM main server detects a new public SSH key.

Raising condition: ('SSH2 Server Key Status' EQUAL ‘Mismatch SSH2 Host Key')

Clearing condition: ('SSH2 Server Key Status' EQUAL ‘Active SSH2 Host Key')
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Table 4-35 NodeDatabaseFallbackDetected

Alarm Attributes Supported releases
Name: NodeDatabaseFallbackDetected (2923) Severity: major ® 3.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 4.0.0

Package: netw Default probable cause: nodeDatabaseFallback

Raised on class: netw.NetworkElement (1121)

Description: This alarm is raised when a configuration fallback has been detected on the node and comes back up with a previous
configuration. To correct this situation it might be necessary to reconfigure the node, or full resync its database with the ‘fallback’

configuration returned by the node.

Raising condition: ('State’ EQUAL ‘Node Configuration Fallback')

Clearing condition: ('State' EQUAL '‘Managed')

Table 4-36 NodeDatabaseMisalighmentDetected

Supported releases

Alarm Attributes

Name: NodeDatabaseMisalighmentDetected (2924) Severity: major

Type: communicationsAlarm (4) Implicitly cleared: true

Package: netw Default probable cause: nodeDatabaseMisalignment
Raised on class: netw.NetworkElement (1122)

3.0.0
* 4.0.0

Description: This alarm is raised when a configuration misalighment has been detected on the node and comes back up with an
unexpected configuration (configuration change triggered by external tool, i.e.: NEM) To correct this situation it might be necessary
to reconfigure the node with the SAM's old configuration or accepting the new configuration received from the node.

Raising condition: ('State' EQUAL 'Node Configuration Misalignment’)

Clearing condition: (‘State' EQUAL 'Managed')

Table 4-37 OverloadedCard

Alarm Attributes Supported releases
Name: OverloadedCard (2941) Severity: variable 3.0.0
Type: cardAlarm (100) Implicitly cleared: true * 4.0.0
Package: equipment Default probable cause: overloadedCard (1132)
Raised on class: equipment.AtcaCard
Description: The alarm is raised when the overload stats of the card has changed.
Raising condition: (‘Overload State' EQUAL 'Critical’)
Clearing condition: (‘Overload State' EQUAL 'Normal’)
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Table 4-38 OverTemperatureDetected

Alarm Attributes Supported releases

Name: OverTemperatureDetected (388)
Type: environmentalAlarm (2)

Severity: major ® 3.0.0
Implicitly cleared: true ® 4.0.0
Package: equipment Default probable cause: equipmentOverheated (5)

Raised on class: equipment.Shelf

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Over Temperature State' EQUAL 'Over’)

Clearing condition: (‘Over Temperature State' NOT EQUAL 'Over’)

Table 4-39 PersistentindexParametersMisconfigured

Alarm Attributes Supported releases
Name: PersistentindexParametersMisconfigured Severity: major 3.0.0
(173) Implicitly cleared: true * 4.0.0

Type: configurationAlarm (11)
Package: netw
Raised on class: netw.NetworkElement

Default probable cause:
persistentindexConfigurationMismatch (136)

Description: The alarm is raised when persistence is set to Off in the NE BOF.

Raising condition: ((‘Persistent SNMP Indices' EQUAL ‘False’) OR (('Persistent SNMP Indices' EQUAL ‘True') AND

(‘hasRedundantProcessorCards’ EQUAL ‘'true’) AND ('Redundant Synchronization Mode' EQUAL 'None')))

Clearing condition: (('Persistent SNMP Indices’ EQUAL 'True') AND (('hasRedundantProcessorCards' EQUAL 'false') OR

(('hasRedundantProcessorCards' EQUAL ‘true’) AND ('Redundant Synchronization Mode' NOT EQUAL ‘None'))))

Table 4-40 PollerProblem

Alarm Attributes Supported releases
Name: PollerProblem (31) Severity: warning ® 3.0.0
Type: communicationsAlarm (4) Implicitly cleared: true ® 4.0.0

Package: netw
Raised on class: netw.NetworkElement

Default probable cause: resyncFailed (24)

Description: The alarm is raised when the 5620 SAM is unable to poll a network object, for example, because of intermittent or no
IP connectivity to an NE, incorrect SNMP security parameters, or disabled SNMP on the NE.

Raising condition: (‘Resync Status' EQUAL 'Full Resync Failed')

Clearing condition: (‘Resync Status' EQUAL 'Full Resync Done')
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Table 4-41 PrimarylmageBootFailure

Alarm

Attributes

Supported releases

Name: PrimarylmageBootFailure (191)
Type: configurationAlarm (11)
Package: sw

Raised on class: sw.CardSoftware

Severity: warning
Implicitly cleared: true

Default probable cause:
bootOptionFileMisconfigured (150)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the primary software image specified in an NE BOF is unusable.

Raising condition: ((‘imageSource’ NOT EQUAL ‘Primary') AND (‘imageSource’ NOT EQUAL ‘Unknown’))

Clearing condition: (('imageSource' EQUAL 'Primary') OR (‘imageSource’ EQUAL 'Unknown'))

Table 4-42 RadiusOperStatusDown

Alarm

Attributes

Supported releases

Name: RadiusOperStatusDown (3692)
Type: radiusOperStatusDownAlarm (105)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: radiusOperationStatusDown
(1431)

3.0.0
* 4.0.0

Description: The alarm is raised when all RADIUS servers have gone down.

Raising condition: ('RADIUS Operation State' EQUAL 'Down’)

Clearing condition: ('RADIUS Operation State' EQUAL 'Up’)

Table 4-43 ReachabilityProblem

Alarm

Attributes

Supported releases

Name: ReachabilityProblem (243)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause: ReachabilityTestFailed
(176)

3.0.0
® 4.0.0

Description: The alarm is raised when an Mediation poll of the SysUpTimeAlarm object on an NE fails, for example, because of
network congestion or because the NE is too busy to respond. The probable cause is an unreachable NE Mediation agent on the NE.
By default, the 5620 SAM polls a managed NE every two minutes. If a poll fails, the alarm is raised. The 5620 SAM polls the NE two
minutes after the first failure. If successive polls fail, the 5620 SAM raises the polling interval for the NE by two minutes after each
failure to a maximum of 12 min. The polling interval remains at 12 min until the 5620 SAM receives a response from the NE. The
alarm clears when the 5620 SAM receives a response from the NE, and the 5620 SAM GUI icon that represents the NE turns from red

to green.

Raising condition: (‘reachability’ EQUAL 'Down’)
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Table 4-44 ReconfigFailure

Alarm Attributes Supported releases
Name: ReconfigFailure (1949) Severity: critical ® 3.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 4.0.0

Package: netw Default probable cause: failedReconfig (937)

Raised on class: netw.NetworkElement

Description: This alarm is raised when the reconfig action failed.

Raising condition: ('State’ EQUAL 'Failed'’)

Clearing condition: ('State’' NOT EQUAL 'Failed’)

Table 4-45 SaveConfigFailed

Alarm Attributes Supported releases
Name: SaveConfigFailed (105) Severity: major * 3.0.0

Type: configurationAlarm (11) Implicitly cleared: true * 4.0.0

Package: sw Default probable cause: fileAccessError (90)

Raised on class: sw.BackupRestoreManager

Description: The alarm is raised when the admin save command on an NE fails.

Raising condition: (‘Config Save State' EQUAL ‘Failure’)

Clearing condition: (‘Config Save State' EQUAL 'Success')

Table 4-46 SessionDown

Alarm Attributes Supported releases
Name: SessionDown (73) Severity: critical ® 3.0.0

Type: ProtocolAlarm (1) Implicitly cleared: true ®* 4.0.0

Package: rsvp Default probable cause: interfaceDown (32)

Raised on class: rsvp.Session

Description: The alarm is raised when an RSVP session is operationally down.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' EQUAL 'Up’)

Table 4-47 StatsRetrieveFailed

Alarm Attributes Supported releases
Name: StatsRetrieveFailed (244) Severity: major ® 3.0.0

Type: configurationAlarm (11) Implicitly cleared: false ¢ 4.0.0

Package: sw Default probable cause: fileTransferFailure (89)

Raised on class:

sw.AccountingStatsRetrievalManager

Description: The alarm is raised when the 5620 SAM cannot transfer an accounting file from an NE.

Raising condition: (('Stats Retrieval State’ NOT EQUAL 'Success’) AND ('Stats Retrieval State' NOT EQUAL 'Not Attempted’))
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Table 4-48 TrapDestinationMisconfigured

Alarm Attributes Supported releases
Name: TrapDestinationMisconfigured (33) Severity: major ® 3.0.0

Type: configurationAlarm (11) Implicitly cleared: true ¢ 4.0.0

Package: netw Default probable cause:

Raised on class: netw.NetworkElement trapDestinationMisconfigured (26)

Applicable probable causes:
® trapDestinationMisconfigured
® duplicateTrapLogld

Description: The alarm is raised when an SNMP trap destination other than the 5620 SAM is configured on an NE.

Raising condition: (‘isTrapDestinationMisconfigured' EQUAL ‘true’)

Clearing condition: ('isTrapDestinationMisconfigured' EQUAL ‘false’)

Table 4-49 TrapReceivingFailure

Alarm Attributes Supported releases
Name: TrapReceivingFailure (1083) Severity: major ® 3.0.0

Type: communications (87) Implicitly cleared: false ¢ 4.0.0

Package: netw Default probable cause: trapsWillNotBeSent (822)

Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE is unable to send traps because the NE configuration is one of the
following:- The Management IP Selection is set to Out Of Band Only, the Primary Route Preference is set to In Band, and the
Secondary Route Preference is set to None.- The Management IP Selection is set to In Band Only, the Primary Route Preference is
set to Out Of Band, and the Secondary Route Preference is set to None.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band’) AND (‘Management IP Selection’ EQUAL 'In Band Only') AND (‘Primary
Route Preference’ EQUAL 'Out Of Band') AND (‘'Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP* EQUAL 'Out
Of Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Only’) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out Of Band’) AND (‘Management IP Selection’
EQUAL 'In Band Preferred’) AND ('Primary Route Preference’ EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR
((Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Primary Route
Preference’ EQUAL 'Out Of Band') AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Active Management IP' EQUAL 'In Band') AND (‘Management IP Selection' EQUAL 'In Band Only') AND ((‘Primary
Route Preference’ EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL ‘'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of
Band’) AND (‘Management IP Selection' EQUAL 'Out Of Band Only') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR
('Secondary Route Preference’ EQUAL 'Out Of Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP
Selection' EQUAL 'In Band Preferred') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR ('Secondary Route Preference’' EQUAL
‘Out Of Band'))) OR (('‘Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Preferred’) AND
(('Primary Route Preference' EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL
‘In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND ((‘Primary Route Preference' EQUAL 'In Band’) OR
('Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP Selection’
EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference’ EQUAL 'Out Of Band') OR ('Secondary Route Preference’ EQUAL 'Out
Of Band'))))
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Table 4-50 TrapRoutePreferenceRedundancyMissing

Alarm Attributes Supported releases
Name: TrapRoutePreferenceRedundancyMissing Severity: warning ® 3.0.0

(1084) Implicitly cleared: true ¢ 4.0.0

Type: communications (87) Default probable cause: trapsRedundancyMissing

Package: netw (823)

Raised on class: netw.NetworkElement

Description: The user-defined alarm is raised when NE management redundancy is configured without trap route preference

redundancy.

Raising condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Primary Route Preference' EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR ((‘Management IP Selection' EQUAL
'‘Out Of Band Preferred’) AND (‘Active Management IP' EQUAL 'Out Of Band') AND (‘Primary Route Preference' EQUAL 'Out Of Band')

AND ('Secondary Route Preference' EQUAL 'None')))

Clearing condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL ‘'In Band') AND
('Secondary Route Preference’ NOT EQUAL 'None')) OR (('Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Active

Management IP' EQUAL 'Out Of Band') AND (‘Secondary Route Preference’ NOT EQUAL ‘None')))

Table 4-51 UnidentifiedNode

Alarm Attributes Supported releases
Name: UnidentifiedNode (1922) Severity: major ® 3.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ®* 4.0.0

Package: netw Default probable cause: unidentifiedNode (922)

Raised on class: netw.DiscoveredNode

Description: The alarm is raised when the node being discovered can not be properly identified.

Raising condition: ('State’ EQUAL 'Pending Identification’)

Clearing condition: (‘State’' NOT EQUAL 'Pending Identification’)

Table 4-52 UnmanageFailed

Alarm Attributes Supported releases
Name: UnmanageFailed (300) Severity: warning ® 3.0.0

Type: discoveryControlAlarm (33) Implicitly cleared: true ® 4.0.0

Package: netw Default probable cause: unableToDeleteNode (231)

Raised on class: netw.NodeDiscoveryControl

Description: The alarm is raised when an attempt to unmanage an NE fails.

Raising condition: ('Site State' EQUAL 'unmanage failed')

Clearing condition: ('Site State’ NOT EQUAL 'unmanage failed')
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Table 4-53 UpgradedBuildVersionMismatch

Alarm Attributes Supported releases
Name: UpgradedBuildVersionMismatch (174) Severity: warning ® 3.0.0

Type: configurationAlarm (11) Implicitly cleared: true ¢ 4.0.0

Package: netw Default probable cause: upgradedimageNotBooted

Raised on class: netw.NetworkElement (137)

Description: The alarm is raised when the software version that an NE reports after a software upgrade does not match the version
of the software used for the upgrade.

Raising condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘true’)

Clearing condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘false’)

Table 4-54 upgradedCardAlarm

Alarm Attributes Supported releases
Name: upgradedCardAlarm (255) Severity: warning ® 3.0.0

Type: softwareAlarm (19) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause: upgradedCard (194)

Raised on class: equipment.Card

Description: The alarm is raised when the standby CPM is rebooted and operational after a software upgrade. A device resets an
IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL ‘Upgrade’)

Clearing condition: (‘'operationalState’ EQUAL 'Up’)

Table 4-55 VersionConfigRestoreFailed

Alarm Attributes Supported releases
Name: VersionConfigRestoreFailed (536) Severity: major * 3.0.0

Type: configurationAlarm (11) Implicitly cleared: true ®* 4.0.0

Package: sw Default probable cause: versionMismatch (405)

Raised on class: sw.BackupRestoreManager

Description: The alarm is raised when the restore procedure on an NE fails because of a mismatch between the backup file set
version and the NE software version.

Raising condition: ('lastNmsVersionRestoreState' EQUAL 'Failure’)

Clearing condition: (‘lastNmsVersionRestoreState' EQUAL 'Success’)
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Table 4-56 WrongCpaaSoftwareVersion

Alarm

Attributes

Supported releases

Name: WrongCpaaSoftwareVersion (791)
Type: equipmentAlarm (3)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: wrongCpaaSoftwareVersion
(559)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the 7701 CPAA software is the wrong version and requires an upgrade.

Raising condition: ((‘Software Version' EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL ‘7701 CPAA"))

Clearing condition: (('Software Version' NOT EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL ‘7701 CPAA’))
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may not be listed in this chapter. Associating alarms with specific NE
types is an ongoing Alcatel-Lucent effort. If the 5620 SAM raises an
alarm against this device type, and the alarm is not described in this
chapter, see chapter 32 for information about the alarm.

: Note — Some alarms that the 5620 SAM can raise against this device

Table 5-1 AccessinterfaceDown

Alarm Attributes Supported releases
Name: AccessinterfaceDown (249) Severity: critical ® 3.0.0

Type: AccesslnterfaceAlarm (32) Implicitly cleared: true ¢ 4.0.0

Package: service Default probable cause: interfaceDown (32)

Raised on class: service.AccessInterface

Description: The alarm is raised when an L2 or L3 interface operational state is Down and the administrative state of the associated
site is Up. The alarm is not raised against an L2 access interface that is associated with an MC ring or MC LAG in the standby state.

Raising condition: ((‘Operational State' NOT EQUAL 'Up') AND ('State Cause' NOT EQUAL 'Standby For MC-Ring’) AND (‘State Cause'
NOT EQUAL ‘Standby For MC-Lag') AND (‘State Cause’ NOT EQUAL 'Standby For BGP Multi-homing'))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR ('State Cause' EQUAL 'Standby For MC-Ring') OR (‘'State Cause' EQUAL
‘Standby For MC-Lag') OR ('State Cause' EQUAL 'Standby For BGP Multi-homing'))
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Table 5-2 AGWDiameterPeerDown

Alarm

Attributes

Supported releases

Name: AGWDiameterPeerDown (844)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWDiameterPeer

Severity: variable
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the path management state of a Diameter peer changes to a state other than Up.

Raising condition: (‘'Path Diameter Management State' NOT EQUAL 'Active’)

Clearing condition: (‘'Path Diameter Management State' EQUAL 'Active’)

Table 5-3 AGWGTPPMIPPeerDown

Alarm

Attributes

Supported releases

Name: AGWGTPPMIPPeerDown (1120)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWGTPPMIPPeer

Severity: variable
Implicitly cleared: true

(832)

Default probable cause: AGWGTPPMIPPeerDown

3.0.0
* 4.0.0

Description: The alarm is raised when the pathManagementState of this EPS peer is not Up.

Raising condition: ('Path Management State' EQUAL ‘Fault’)

Clearing condition: (‘Path Management State' EQUAL 'Up’)

Table 5-4 AncillaryPathLimitReached

Alarm

Attributes

Supported releases

Name: AncillaryPathLimitReached (459)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

(131)

Default probable cause: resourceLimitReached

3.0.0
® 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management ancillary path bandwidth limit is reached.

Raising condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' >=" (1000 * 'Ancillary Path Limit')))"

Clearing condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' < (1000 * ‘Ancillary Path Limit')))

Table 5-5 AuxiliaryServerStatus

Alarm

Attributes

Supported releases

Name: AuxiliaryServerStatus (311)
Type: communicationsAlarm (4)
Package: server

Raised on class: server.AuxiliaryServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

* 3.0.0
* 4.0.0

Description: The alarm is raised when a 5620 SAM main server cannot communicate with an auxiliary server. The alarm clears when

communication is restored.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: (‘Server Status' EQUAL 'Up’)
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Table 5-6 BITS2NotQualified

Alarm Attributes

Supported releases

Name: BITS2NotQualified (1941)
Type: communicationsAlarm (4)

Severity: minor
Implicitly cleared: true
Package: sonet

Raised on class: sonet.SiteSync

Default probable cause:
timingReferenceNotQualified (418)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the BITS-2 timing reference on an NE is not in the Qualified state.

Raising condition: ((‘Qualified State’ EQUAL 'Not Qualified'))

Clearing condition: ((‘Qualified State’ NOT EQUAL 'Not Qualified'))

Table 5-7 BITSNotQualified

Alarm Attributes

Supported releases

Name: BITSNotQualified (547)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
timingReferenceNotQualified (418)

3.0.0
* 4.0.0

Description: The alarm is raised when the BITS timing reference on an NE is not in the Qualified state.

Raising condition: ((‘Qualified State' EQUAL 'Not Qualified'))

Clearing condition: ((‘Qualified State’' NOT EQUAL 'Not Qualified'))

Table 5-8 BITSReferenceLossOfSignal

Alarm Attributes

Supported releases

Name: BITSReferencelLossOfSignal (1950)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause: BITSReferencelLossOfSignal
(938)

3.0.0
® 4.0.0

Description: The alarm is raised when the BITS reference on an NE is not qualified due to Loss of Signal.

Raising condition: ((‘Alarms'anyBit'LOS'))

Clearing condition: NOT ((('Alarms'anyBit'LOS')))

Table 5-9 BITSReferenceOutOfFrequency

Alarm Attributes

Supported releases

Name: BITSReferenceOutOfFrequency (1951)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
BITSReferenceOutOfFrequency (939)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the BITS Reference on an NE is not qualified due to Out of frequency.

Raising condition: (('Alarms‘anyBit'OOF’))

Clearing condition: NOT ((('Alarms'anyBit'‘OOF')))
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Table 5-10 BITSReferenceOutOfPollinRange

Alarm

Attributes

Supported releases

Name: BITSReferenceOutOfPollinRange (1952)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true
Default probable cause:

BITSReferenceOutOfPollinRange (940)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the BITS Reference on an NE is not qualified state due to Out of poll in range.

Raising condition: ((‘Alarms‘anyBit‘OOPIR’))

Clearing condition: NOT ((('Alarms'anyBit'OOPIR')))

Table 5-11 BootableConfigBackupFailed

Alarm Attributes

Supported releases

Name: BootableConfigBackupFailed (103)
Type: configurationAlarm (11)
Package: sw

Severity: major
Implicitly cleared: true
Default probable cause: fileTransferFailure (89)

Raised on class: sw.BackupRestoreManager

3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM fails to back up a set of NE configuration files.

Raising condition: (‘Backup State' EQUAL ‘Failure’)

Clearing condition: (‘Backup State' EQUAL 'Success’)

Table 5-12 BootableConfigRestoreFailed

Alarm

Attributes

Supported releases

Name: BootableConfigRestoreFailed (104)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true

Default probable cause: fileTransferFailure (89)

3.0.0
® 4.0.0

Description: The alarm is raised when the 5620 SAM fails to restore a set of NE configuration files.

Raising condition: (‘Restore State' EQUAL 'Failure’)

Clearing condition: (‘Restore State' EQUAL 'Success’)
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Table 5-13 BootParametersMisconfigured

Alarm

Attributes

Supported releases

Name: BootParametersMisconfigured (35)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical

Implicitly cleared: true

Default probable cause: persistentindexFailure (30)
Applicable probable causes:

® persistentindexFailure

® configFileBootFailure

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the SNMP Index Boot Status on an NE is not set to Persistent.

Raising condition: ((‘isGenericNode' EQUAL ‘false’) AND (‘State’ NOT EQUAL ‘Pre-provisioned’) AND (('Config File Status’' NOT EQUAL
‘Executed Successfully’) OR (‘Persistent Index Status' NOT EQUAL 'Rebuild Succeeded')))

Clearing condition: ((‘Config File Status' EQUAL 'Executed Successfully’) AND (‘Persistent Index Status' EQUAL 'Rebuild Succeeded’))

Table 5-14 ClientDelegateServerStatus

Alarm

Attributes

Supported releases

Name: ClientDelegateServerStatus (731)
Type: communicationsAlarm (4)

Package: server

Raised on class: server.ClientDelegateServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

* 3.0.0
* 4.0.0

Description: The alarm is raised when a client delegate server is unreachable.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: ('Server Status' EQUAL 'Up’)

Table 5-15 ContainingEquipmentAdministrativelyDown

Alarm

Attributes

Supported releases

Name: ContainingEquipmentAdministrativelyDown
(466)

Type: equipmentAlarm (3)
Package: equipment
Raised on class: equipment.Port

Severity: minor
Implicitly cleared: true

Default probable cause:
containingEquipmentAdministrativelyDown (330)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of

containingEquipmentAdministrativelyDown.

Raising condition: ((‘Status’ EQUAL 'Parent Admin Down') AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status' NOT EQUAL 'Parent Admin Down’) OR (‘isTerminatable’ NOT EQUAL 'true’))
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Table 5-16 ContainingEquipmentMismatch

Alarm

Attributes

Supported releases

Name: ContainingEquipmentMismatch (464)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Port

Severity: major
Implicitly cleared: true

Default probable cause:
containingEquipmentMismatch (328)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of containingEquipmentMismatch.

Raising condition: ((‘'Status' EQUAL ‘Parent Type Mismatch’) AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status’' NOT EQUAL 'Parent Type Mismatch') OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 5-17 ContainingEquipmentOperationallyDown

Alarm

Attributes

Supported releases

Name: ContainingEquipmentOperationallyDown
(465)

Type: equipmentAlarm (3)
Package: equipment
Raised on class: equipment.Port

Severity: major
Implicitly cleared: true

Default probable cause: containingEquipmentDown
(329)

3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of

containingEquipmentOperationllyDown.

Raising condition: ((‘Status' EQUAL 'Parent Oper Down') AND (‘isTerminatable' EQUAL ‘true’))

Clearing condition: (('Status' NOT EQUAL 'Parent Oper Down') OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 5-18 CorruptimageFile

Alarm

Attributes

Supported releases

Name: CorruptimageFile (171)
Type: configurationAlarm (11)
Package: mediation

Raised on class:
mediation.AbstractSoftwareFolderDescriptor

Severity: critical
Implicitly cleared: true

Default probable cause: invalidOrCorruptimageFile
(134)

3.0.0
® 4.0.0

Description: The alarm is raised when one or more files in the 5620 SAM software image specified for a device software upgrade is
invalid, corrupt or absent. The 5620 SAM validates a device software file set before it imports the file set and distributes it to an
NE. Ensure that the file set downloads properly to the NE and is not tampered with before you re-attempt the upgrade. The alarm

clears when a valid file set is on the NE and the 5620 SAM activates the software image in the file set.

Raising condition: (‘isimageValid' EQUAL 'false’)

Clearing condition: (‘isimageValid' EQUAL 'true’)
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Table 5-19 DDMAux1HighAlarm

Alarm

Attributes

Supported releases

Name: DDMAux1HighAlarm (495)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux1HighAlarm (381)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 High Alarm’)

Clearing condition: NOT ((‘'Thresholds FailedanyBit'’Aux1 High Alarm’))

Table 5-20 DDMAux1HighWarning

Alarm

Attributes

Supported releases

Name: DDMAux1HighWarning (494)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux1HighWarning (380)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux1 High Warning'))

Table 5-21 DDMAux1LowAlarm

Alarm

Attributes

Supported releases

Name: DDMAux1LowAlarm (493)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux1LowAlarm (379)

3.0.0
® 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux1 Low Alarm’))
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Table 5-22 DDMAux1LowWarning

Alarm

Attributes

Supported releases

Name: DDMAux1LowWarning (492)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux1LowWarning (378)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 Low Warning’)

Clearing condition: NOT (('Thresholds Failed'anyBit'’Aux1 Low Warning'))

Table 5-23 DDMAux2HighAlarm

Alarm

Attributes

Supported releases

Name: DDMAux2HighAlarm (499)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: aux2HighAlarm (385)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 High Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 High Alarm’))

Table 5-24 DDMAux2HighWarning

Alarm

Attributes

Supported releases

Name: DDMAux2HighWarning (498)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux2HighWarning (384)

3.0.0
® 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 High Warning'))
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Table 5-25 DDMAux2LowAlarm

Alarm

Attributes

Supported releases

Name: DDMAux2LowAlarm (497)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux2LowAlarm (383)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP reaches the minimum threshold value.

Raising condition: (Thresholds Failed'anyBit'/Aux2 Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 Low Alarm’))

Table 5-26 DDMAux2LowWarning

Alarm

Attributes

Supported releases

Name: DDMAux2LowWarning (496)
Type: communicatiothresholdAlarmnsAlarm (50)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true
Default probable cause: aux2LowWarning (382)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 Low Warning'))

Table 5-27 DDMRxOpticalPowerHighAlarm

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerHighAlarm (491)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: rxOpticalPowerHighAlarm
(377)

3.0.0
® 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power High Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Rx Optical Power High Alarm'))
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Table 5-28 DDMRxOpticalPowerHighWarning

Alarm Attributes Supported releases
Name: DDMRxOpticalPowerHighWarning (490) Severity: warning * 3.0.0

Type: thresholdAlarm (49) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause:

Raised on class: rxOpticalPowerHighWarning (376)

equipment.DigitalDiagnosticMonitoring

Description: The alarm is raised when the received optical power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (Thresholds Failed'anyBit'Rx Optical Power High Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Rx Optical Power High Warning'))

Table 5-29 DDMRxOpticalPowerLowAlarm

Alarm Attributes Supported releases
Name: DDMRxOpticalPowerLowAlarm (489) Severity: major ® 3.0.0

Type: thresholdAlarm (49) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause: rxOpticalPowerLowAlarm

Raised on class: (375)

equipment.DigitalDiagnosticMonitoring

Description: The alarm is raised when the received optical power of an SFP or XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power Low Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Rx Optical Power Low Alarm'))

Table 5-30 DDMRxOpticalPowerLowWarning

Alarm Attributes Supported releases
Name: DDMRxOpticalPowerLowWarning (488) Severity: warning * 3.0.0

Type: thresholdAlarm (49) Implicitly cleared: true ® 4.0.0

Package: equipment Default probable cause: rxOpticalPowerLowWarning

Raised on class: (374)

equipment.DigitalDiagnosticMonitoring

Description: The alarm is raised when the received optical power of an SFP or XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power Low Warning’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Rx Optical Power Low Warning'))
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Table 5-31 DDMSupplyVoltageHighAlarm

Alarm Attributes Supported releases
Name: DDMSupplyVoltageHighAlarm (479) Severity: major ® 3.0.0

Type: thresholdAlarm (49) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause: supplyVoltageHighAlarm

Raised on class: (365)

equipment.DigitalDiagnosticMonitoring

Description: The alarm is raised when the supply voltage of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage High Alarm’)

Clearing condition: NOT ((Thresholds Failed'anyBit'Supply Voltage High Alarm’))

Table 5-32 DDMSupplyVoltageHighWarning

Alarm Attributes Supported releases
Name: DDMSupplyVoltageHighWarning (478) Severity: warning ® 3.0.0

Type: thresholdAlarm (49) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause: supplyVoltageHighWarning

Raised on class: (364)

equipment.DigitalDiagnosticMonitoring

Description: The alarm is raised when the supply voltage of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage High Warning'’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Supply Voltage High Warning'))

Table 5-33 DDMSupplyVoltageLowAlarm

Alarm Attributes Supported releases
Name: DDMSupplyVoltageLowAlarm (477) Severity: major * 3.0.0

Type: thresholdAlarm (49) Implicitly cleared: true ® 4.0.0

Package: equipment Default probable cause: supplyVoltageLowAlarm

Raised on class: (363)

equipment.DigitalDiagnosticMonitoring

Description: The alarm is raised when the supply voltage of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage Low Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Supply Voltage Low Alarm’))
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Table 5-34 DDMSupplyVoltageLowWarning

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageLowWarning (476)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: supplyVoltageLowWarning
(362)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Supply Voltage Low Warning’))

Table 5-35 DDMTemperatureHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTemperatureHighAlarm (475)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: temperatureHighAlarm
(361)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBitTemperature High Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBit Temperature High Alarm’))

Table 5-36 DDMTemperatureHighWarning

Alarm

Attributes

Supported releases

Name: DDMTemperatureHighWarning (474)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: temperatureHighWarning
(360)

3.0.0
® 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit Temperature High Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature High Warning'))
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Table 5-37 DDMTemperatureLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTemperatureLowAlarm (473)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: temperatureLowAlarm
(359)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit Temperature Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature Low Alarm’))

Table 5-38 DDMTemperatureLowWarning

Alarm

Attributes

Supported releases

Name: DDMTemperatureLowWarning (472)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: temperatureLowWarning
(358)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Temperature Low Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature Low Warning'))

Table 5-39 DDMTxBiasCurrentHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentHighAlarm (483)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txBiasCurrentHighAlarm
(369)

3.0.0
® 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current High Alarm'’)

Clearing condition: NOT (('Thresholds Failed'anyBitTx Bias Current High Alarm’))
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Table 5-40 DDMTxBiasCurrentHighWarning

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentHighWarning (482)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txBiasCurrentHighWarning
(368)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Bias Current High Warning'))

Table 5-41 DDMTxBiasCurrentLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentLowAlarm (481)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txBiasCurrentLowAlarm
(367)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Bias Current Low Alarm’))

Table 5-42 DDMTxBiasCurrentLowWarning

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentLowWarning (480)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txBiasCurrentLowWarning
(366)

3.0.0
® 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current Low Warning')

Clearing condition: NOT (('Thresholds Failed'anyBit'Tx Bias Current Low Warning'))
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Table 5-43 DDMTxOutputPowerHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerHighAlarm (487)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txOutputPowerHighAlarm
(373)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power High Alarm’)

Clearing condition: NOT ((Thresholds Failed'anyBitTx Output Power High Alarm'))

Table 5-44 DDMTxOutputPowerHighWarning

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerHighWarning (486)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txOutputPowerHighWarning
(372)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Output Power High Warning'))

Table 5-45 DDMTxOutputPowerLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerLowAlarm (485)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txOutputPowerLowAlarm
(371)

3.0.0
® 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power Low Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Tx Output Power Low Alarm'))
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Table 5-46 DDMTxOutputPowerLowWarning

Alarm Attributes Supported releases
Name: DDMTxOutputPowerLowWarning (484) Severity: warning ® 3.0.0

Type: thresholdAlarm (49) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause: txOutputPowerLowWarning

Raised on class: (370)

equipment.DigitalDiagnosticMonitoring

Description: The alarm is raised when the output power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Output Power Low Warning'))

Table 5-47 downgradedCardAlarm

Alarm Attributes Supported releases
Name: downgradedCardAlarm (256) Severity: warning ® 3.0.0

Type: softwareAlarm (19) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause: downgradedCard (195)

Raised on class: equipment.Card

Description: The alarm is raised when an IOM is not upgraded or reset after a device software upgrade of both CPMs. A device resets
an IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL ‘Downgrade’)

Clearing condition: (‘'operationalState’ EQUAL 'Up’)

Table 5-48 EquipmentAdministrativelyDown

Alarm Attributes Supported releases
Name: EquipmentAdministrativelyDown (455) Severity: minor * 3.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ®* 4.0.0

Package: equipment Default probable cause:

Raised on class: equipment.Equipment equipmentAdministrativelyDown (326)

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentAdministrativelyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Admin Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL ‘Admin Down’)
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Table 5-49 EquipmentDown

Alarm

Attributes

Supported releases

Name: EquipmentDown (10)
Type: equipmentAlarm (3)
Package: equipment

Severity: major
Implicitly cleared: true
Default probable cause: inoperableEquipment (8)

¢ 3.0.0
* 4.0.0

Raised on class: equipment.Equipment

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentOperationallyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Oper Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Oper Down’)

Table 5-50 EquipmentFailure

Alarm Attributes Supported releases
Name: EquipmentFailure (145) Severity: critical * 3.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 4.0.0

Package: equipment Default probable cause: cardFailure (123)

Raised on class: equipment.ReplaceableUnit

Description: The alarm is raised when a control processor or power-supply tray reports a failure. When the object type is
ControlProcessor, a CPM may be unable to boot. When the object type is Power Supply Tray and the alarm is raised during device
discovery, a power-supply tray may be out of service. When the object type is a Power Supply Tray and the device is in the managed
state, a power-supply tray may be out of service or the AC power shelf has a fault condition. The alarm clears when the status
changes to OK.

Raising condition: (‘operationalState’ EQUAL ‘Failed’)

Clearing condition: (‘'operationalState' NOT EQUAL 'Failed’)

Table 5-51 EquipmentinTest

Alarm Attributes Supported releases
Name: EquipmentinTest (11) Severity: warning * 3.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 4.0.0

Package: equipment Default probable cause: equipmentinTest (9)

Raised on class: equipment.Equipment

Description: The alarm is raised when equipment enters a diagnostic state.

Raising condition: (‘compositeEquipmentState’ EQUAL 'In Test')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'In Test')
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Table 5-52 EquipmentMismatch

Alarm

Attributes

Supported releases

Name: EquipmentMismatch (9)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

Default probable cause: equipmentTypeMismatch
(7)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMismatch.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Type Mismatch’)

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Type Mismatch’)

Table 5-53 EquipmentRemoved

Alarm

Attributes

Supported releases

Name: EquipmentRemoved (8)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

Default probable cause:
replaceableEquipmentRemoved (6)

3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMissing.

Raising condition: ((‘compositeEquipmentState’ EQUAL ‘Removed’) AND (‘isEquipmentinserted’ EQUAL ‘true'))

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Removed’)

Table 5-54 EthernetPortConfiguredLoopback

Alarm

Attributes

Supported releases

Name: EthernetPortConfiguredLoopback (801)
Type: configurationAlarm (11)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: warning
Implicitly cleared: false

Default probable cause:
ethernetPortConfiguredLoopback (567)

3.0.0
® 4.0.0

Description: The alarm is raised when a timed loopback is in effect for an Ethernet port.

Raising condition: ((‘Type' NOT EQUAL 'None'))

Clearing condition: ((‘Type' EQUAL 'None'))
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Table 5-55 EthernetPortDuplicateLane

Alarm

Attributes

Supported releases

Name: EthernetPortDuplicateLane (3557)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: DuplicateLane (1387)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a Duplicate Lane on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Duplicate Lane') AND (‘Report Alarms'anyBit'Duplicate Lane'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Duplicate Lane’) AND (‘Report Alarms'anyBit'Duplicate Lane')))

Table 5-56 EthernetPortHighBer

Alarm

Attributes

Supported releases

Name: EthernetPortHighBer (307)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: HighBer (238)

* 3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a high bit-error rate on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate')))

Table 5-57 EthernetPortLocalFault

Alarm

Attributes

Supported releases

Name: EthernetPortLocalFault (305)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: LocalFault (236)

3.0.0
® 4.0.0

Description: The alarm is raised when a device reports a local fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Local Fault’) AND (‘Report Alarms‘anyBit'Local Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Local Fault') AND ('Report Alarms'anyBit'Local Fault')))
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Table 5-58 EthernetPortNoAmLock

Alarm

Attributes

Supported releases

Name: EthernetPortNoAmLock (3558)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: NoAmLock (1388)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a No Am Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms'anyBit'No AM Lock’))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms‘anyBit'No AM Lock’)))

Table 5-59 EthernetPortNoBlockLock

Alarm

Attributes

Supported releases

Name: EthernetPortNoBlockLock (3559)
Type: communicationsAlarm (4)
Package: ethernetequipment

Severity: major
Implicitly cleared: true
Default probable cause: NoBlockLock (1389)

* 3.0.0
* 4.0.0

Raised on class:
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a No Block Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock’))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock’)))

Table 5-60 EthernetPortNoFrameLock

Alarm

Attributes

Supported releases

Name: EthernetPortNoFramelLock (306)
Type: communicationsAlarm (4)
Package: ethernetequipment

Severity: major
Implicitly cleared: true
Default probable cause: NoFramelLock (237)

3.0.0
® 4.0.0

Raised on class:
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports No Frame Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Frame Lock') AND (‘Report Alarms'anyBit'No Frame Lock'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'No Frame Lock') AND (‘Report Alarms'anyBit'No Frame Lock’)))
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Table 5-61 EthernetPortRemoteFault

Alarm

Attributes

Supported releases

Name: EthernetPortRemoteFault (304)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: RemoteFault (235)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a remote fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Remote Fault’) AND (‘Report Alarms'anyBit'Remote Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Remote Fault’) AND (‘Report Alarms'anyBit'Remote Fault’)))

Table 5-62 EthernetPortSignalFailure

Alarm

Attributes

Supported releases

Name: EthernetPortSignalFailure (303)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: SignalFailure (234)

* 3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a signal failure on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Signal Failure') AND (‘'Report Alarms'anyBit'Signal Failure’))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'Signal Failure') AND (‘Report Alarms'anyBit'Signal Failure')))

Table 5-63 ExternalTimingReferenceNotQualified

Alarm

Attributes

Supported releases

Name: ExternalTimingReferenceNotQualified (548)

Type: communicationsAlarm (4)
Package: sonet
Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
timingReferenceNotQualified (418)

3.0.0
® 4.0.0

Description: The alarm is raised when the External timing reference on an NE is not in the Qualified state.

Raising condition: (('Qualified' EQUAL 'Not Qualified'))

Clearing condition: (('Qualified' NOT EQUAL ‘Not Qualified'))
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Table 5-64 ForwardingTableSizeLimitReached

Alarm Attributes Supported releases
Name: ForwardingTableSizeLimitReached (164) Severity: major ® 3.0.0

Type: resourceAlarm (28) Implicitly cleared: true ¢ 4.0.0

Package: 12fwd Default probable cause: resourceLimitReached

Raised on class: 12fwd.SiteFib (131)

Description: The alarm is raised when the number of MAC address entries in the FIB reaches or exceeds the VPLS site high watermark
specified by [2fwd.SiteFib.highWatermark. The alarm clears when the number of MAC address entries in the FIB drops below the
VPLS site low watermark specified by [2fwd.SiteFib.lowWatermark. The alarm can be raised against a VPLS site, L2 access interface,
or spoke SDP binding.

Raising condition: ((‘Entries’ >="'Size') OR ('Entries’ >= (('High Watermark' * 'Size') / 100.0)))"

Clearing condition: ((‘Entries’' < 'Size') AND (('High Watermark' EQUAL 'OL’) OR (‘Entries’ < (('Low Watermark' * 'Size’) / 100.0))) AND
((Low Watermark' EQUAL 'OL') OR (‘Entries’ < (('Low Watermark' * 'Size') / 100.0))))

Table 5-65 FrameSizeProblem (netw)

Alarm Attributes Supported releases
Name: FrameSizeProblem (37) Severity: critical ® 3.0.0

Type: configurationAlarm (11) Implicitly cleared: true ® 4.0.0

Package: netw Default probable cause: frameSizeProblem (33)

Raised on class:

netw.StatefullConnectablelnterface

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: (('mtuMismatch’' EQUAL 'true’) AND (‘portld’' NOT EQUAL '0L"))

Clearing condition: (('mtuMismatch’ EQUAL ‘false’) OR (‘portld’ EQUAL '0L’))

Table 5-66 GaPeerDown

Alarm Attributes Supported releases
Name: GaPeerDown (3303) Severity: major ® 3.0.0

Type: EpcAlarm (59) Implicitly cleared: true ® 4.0.0

Package: lteggsn Default probable cause: EPSPeerDown (602)

Raised on class: lteggsn.GaPeer

Description: The alarm is raised when the path management state of a Ga peer changes to a state other than Up.

Raising condition: ('Path Management State' NOT EQUAL 'Active’)

Clearing condition: ('Path Management State' EQUAL 'Active’)
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Table 5-67 IncompleteConfiguration

Alarm

Attributes

Supported releases

Name: IncompleteConfiguration (1942)
Type: operationalViolation (93)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a pre-provisioned NE has no objects configured beneath it.

Raising condition: ((‘'State’ EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ EQUAL \"\"))

Clearing condition: ((‘'State’ EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ NOT EQUAL \"\""))

Table 5-68 InterfaceDown (netw)

Alarm

Attributes

Supported releases

Name: InterfaceDown (36)
Type: InterfaceAlarm (13)
Package: netw

Raised on class:
netw.StatefullConnectablelnterface

Severity: critical
Implicitly cleared: true
Default probable cause: interfaceDown (32)

3.0.0
* 4.0.0

Description: The alarm is raised when an interface or underlying resource fails, as indicated by an interface compositeState

attribute value of failed or underlyingResourceFailed.

Raising condition: ((‘compositeState’ EQUAL ‘Inoperable’) OR (‘compositeState’ EQUAL 'Underlying Resource Inoperable’))

Clearing condition: ((‘compositeState' NOT EQUAL 'Inoperable’) AND (‘compositeState’ NOT EQUAL 'Underlying Resource Inoperable'’))

Table 5-69 InterfaceDown (vpls)

Alarm

Attributes

Supported releases

Name: InterfaceDown (36)

Type: configurationAlarm (11)

Package: vpls

Raised on class: vpls.L2ManagementInterface

Severity: major
Implicitly cleared: true
Default probable cause: interfaceDown (32)

* 4.0.0

Description: The alarm is raised when an L2 management interface has an Operational State of Down, and the associated VPLS site

has an Administrative State of Up.

Raising condition: (('administrativeState' EQUAL ‘Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘'operationalState’ EQUAL 'Up’) OR (‘administrativeState’ NOT EQUAL 'Up’))
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Table 5-70 LagDown

Alarm

Attributes

Supported releases

Name: LagDown (20)

Type: equipmentAlarm (3)
Package: lag

Raised on class: lag.Interface

Severity: critical
Implicitly cleared: true
Default probable cause: lagDown (17)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when all ports in a LAG are operationally down.

Raising condition: (('Administrative State’ EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘'operationalState’ EQUAL 'Up’) OR (‘Administrative State' NOT EQUAL 'Up'))

Table 5-71 LagPortAddFailed

Alarm

Attributes

Supported releases

Name: LagPortAddFailed (422)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: linkDown (315)

3.0.0
* 4.0.0

Description: The alarm is raised when the Lag Port Add function Fails.

Raising condition: (('state’ EQUAL ‘Link Down') AND ('LAG ID' > '0"))

Clearing condition: (('state’ NOT EQUAL 'Link Down’) OR ('LAG ID' EQUAL '0'))

Table 5-72 LicensedLimitExceeded

Alarm

Attributes

Supported releases

Name: LicensedLimitExceeded (127)
Type: licensingAlarm (23)

Package: security

Raised on class: security.ProductLicense

Severity: critical
Implicitly cleared: true

Default probable cause: licensedLimitExceeded
(106)

3.0.0
® 4.0.0

Description: The alarm is raised when the license items in the network exceeds 100 percent of the license capacity.

Raising condition: (‘Exceeded' EQUAL 'true’)

Clearing condition: (‘Exceeded NOT EQUAL 'true’)

Table 5-73 LinkDown

Alarm

Attributes

Supported releases

Name: LinkDown (12)
Type: communicationsAlarm (4)
Package: equipment

Severity: major
Implicitly cleared: true

Default probable cause: portLinkProblem (10)

* 3.0.0
* 4.0.0

Raised on class: equipment.Equipment

Description: The alarm is raised when a port has no associated physical link.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Link Down’)

Clearing condition: (('compositeEquipmentState’ NOT EQUAL ‘Link Down') AND (‘compositeEquipmentState’ NOT EQUAL '‘Oper
Down'))
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Table 5-74 LowTemperatureDetected

Alarm

Attributes

Supported releases

Name: LowTemperatureDetected (1127)
Type: environmentalAlarm (2)

Package: equipment

Raised on class: equipment.Shelf

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOvercooled (838)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: ('Low Temperature State' EQUAL 'Low’)

Clearing condition: (‘Low Temperature State' NOT EQUAL 'Low')

Table 5-75 macMoveRateExceeded (service)

Alarm

Attributes

Supported releases

Name: macMoveRateExceeded (3690)
Type: accessinterfaceAlarm (40)
Package: service

Raised on class: service.AccessInterface

Severity: minor
Implicitly cleared: true

Default probable cause: MacMoveRateExceeded
(1429)

3.0.0
* 4.0.0

Description: The alarm is raised when the SAP exceeds the Service Site's MAC Move Frequency.

Raising condition: ('State Cause'anyBit'Relearn Limit Exceeded’)

Clearing condition: NOT ((‘State Cause'anyBit'Relearn Limit Exceeded'))

Table 5-76 MepAISReceivedAlarm

Alarm

Attributes

Supported releases

Name: MepAlSReceivedAlarm (2945)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: variable
Implicitly cleared: true
Default probable cause: missingRemoteMep (388)

3.0.0
® 4.0.0

Description: The alarm is raised when a MEP Receives AlS test frames from one or more of its sub-layer MEPs.

Raising condition: (('Receiving AIS Test Frames' EQUAL ‘true’) AND (‘Facility VLAN ID' EQUAL '0'))

Clearing condition: (‘Receiving AIS Test Frames' EQUAL ‘false’)

Table 5-77 MobileConnectorDown

Alarm

Attributes

Supported releases

Name: MobileConnectorDown (1064)

Type: EpcAlarm (59)

Package: lteservice

Raised on class: lteservice.MobileServiceConnector

Severity: minor
Implicitly cleared: true
Default probable cause: EpcDown (519)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM no longer manages the EPS path instance of this mobile service site. As a result,

the service must be regenerated.

Raising condition: ('EPS Path' EQUAL \"\")

Clearing condition: (EPS Path’ NOT EQUAL \"\")
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Table 5-78 NeManagementAndTrapManagementMismatch

Alarm Attributes Supported releases
Name: Severity: warning ® 3.0.0
NeManagementAndTrapManagementMismatch Implicitly cleared: true * 400

1079 )

( ) L. Default probable cause: neManagementChange

Type: communicationsAlarm (4) (817)

Package: netw
Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE configuration is one of the following:- The Active Management IP is set
to Out Of Band, and the Primary Route Preference is set to In Band.- The Active Management IP is set to In Band, and the Primary
Route Preference is set to Out of Band.

Raising condition: ((('Active Management IP' EQUAL 'In Band') AND ((‘Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band') AND ('Secondary Route
Preference’ EQUAL 'In Band')) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (('Management IP Selection’ EQUAL 'Out Of Band
Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘Out Of Band')))

Clearing condition: ((('Active Management IP' EQUAL 'In Band') AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band')) OR ((‘Active Management IP'
EQUAL 'Out Of Band’) AND (('Management IP Selection' EQUAL 'Out Of Band Preferred’) OR (‘Management IP Selection’ EQUAL 'Out Of
Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band')))

Table 5-79 NewSsh2ServerKeyDetected

Alarm

Attributes

Supported releases

Name: NewSsh2ServerKeyDetected (285)
Type: communicationsAlarm (4)
Package: security

Raised on class: security.KnownHostKey

Severity: warning
Implicitly cleared: true

Default probable cause: ssh2ServerKeyMismatch
(217)

¢ 3.0.0
® 4.0.0

Description: The alarm is raised when a 5620 SAM main server detects a new public SSH key.

Raising condition: ('SSH2 Server Key Status' EQUAL ‘Mismatch SSH2 Host Key')

Clearing condition: ('SSH2 Server Key Status' EQUAL ‘Active SSH2 Host Key')

Table 5-80 NodeDatabaseFallbackDetected

Alarm

Attributes

Supported releases

Name: NodeDatabaseFallbackDetected (2923)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause: nodeDatabaseFallback
(1121)

¢ 3.0.0
* 4.0.0

Description: This alarm is raised when a configuration fallback has been detected on the node and comes back up with a previous
configuration. To correct this situation it might be necessary to reconfigure the node, or full resync its database with the ‘fallback’

configuration returned by the node.

Raising condition: ('State' EQUAL ‘Node Configuration Fallback’)

Clearing condition: ('State' EQUAL '‘Managed')
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Table 5-81 NodeDatabaseMisalignmentDetected

Alarm Attributes Supported releases
Name: NodeDatabaseMisalignmentDetected (2924) Severity: major ® 3.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 4.0.0

Package: netw Default probable cause: nodeDatabaseMisalighment

Raised on class: netw.NetworkElement (1122)

Description: This alarm is raised when a configuration misalighment has been detected on the node and comes back up with an
unexpected configuration (configuration change triggered by external tool, i.e.: NEM) To correct this situation it might be necessary
to reconfigure the node with the SAM's old configuration or accepting the new configuration received from the node.

Raising condition: (‘'State’ EQUAL 'Node Configuration Misalignment’)

Clearing condition: ('State' EQUAL '‘Managed')

Table 5-82 OverTemperatureDetected

Alarm Attributes Supported releases
Name: OverTemperatureDetected (388) Severity: major * 3.0.0

Type: environmentalAlarm (2) Implicitly cleared: true * 4.0.0

Package: equipment Default probable cause: equipmentOverheated (5)

Raised on class: equipment.Shelf

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Over Temperature State' EQUAL ‘Over’)

Clearing condition: (‘Over Temperature State' NOT EQUAL 'Over’)

Table 5-83 PersistentindexParametersMisconfigured

Alarm Attributes Supported releases
Name: PersistentindexParametersMisconfigured Severity: major * 3.0.0

(173) Implicitly cleared: true ® 4.0.0

Type: configurationAlarm (11)

Default probable cause:
Package: netw persistentindexConfigurationMismatch (136)

Raised on class: netw.NetworkElement

Description: The alarm is raised when persistence is set to Off in the NE BOF.

Raising condition: ((‘Persistent SNMP Indices’ EQUAL ‘False’) OR (('Persistent SNMP Indices' EQUAL ‘True') AND
(‘hasRedundantProcessorCards' EQUAL 'true’) AND (‘Redundant Synchronization Mode' EQUAL ‘None')))

Clearing condition: (('Persistent SNMP Indices’ EQUAL 'True') AND (('hasRedundantProcessorCards’ EQUAL ‘false’) OR
(('hasRedundantProcessorCards' EQUAL 'true’) AND ('Redundant Synchronization Mode' NOT EQUAL 'None'))))

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 5-27
3HE 06862 AAAA TQZZA Edition 01  Alarm Reference




5 — Alcatel-Lucent 7210 SAS D alarms

Table 5-84 PollerProblem

Alarm Attributes Supported releases
Name: PollerProblem (31) Severity: warning ® 3.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 4.0.0

Package: netw Default probable cause: resyncFailed (24)

Raised on class: netw.NetworkElement

Description: The alarm is raised when the 5620 SAM is unable to poll a network object, for example, because of intermittent or no
IP connectivity to an NE, incorrect SNMP security parameters, or disabled SNMP on the NE.

Raising condition: (‘Resync Status' EQUAL 'Full Resync Failed')

Clearing condition: (‘Resync Status' EQUAL 'Full Resync Done')

Table 5-85 PowerSupplyFailure

Alarm Attributes Supported releases
Name: PowerSupplyFailure (633) Severity: major ® 3.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause: powerSupplyFailure (117)

Raised on class: equipment.PowerSupplyTray

Description: The alarm is raised when a power-supply tray reports a failure. When the alarm is raised during device discovery, a
power-supply tray may be out of service. When the alarm is raised while the device is in the managed state, a power-supply tray
may be out of service or the AC power shelf has a fault condition. The alarm clears when the status changes to OK.

Raising condition: ((‘Power Supply 1 Status’ EQUAL 'Not Equipped’) OR (Power Supply 1 Status' EQUAL 'Failed’) OR (‘Power Supply
Status' EQUAL 'Failed'))

Clearing condition: (('Power Supply 1 Status’ EQUAL 'OK’) OR (‘Power Supply Status' EQUAL 'OK’))

Table 5-86 PowerSupplyRemoved

Alarm Attributes Supported releases
Name: PowerSupplyRemoved (542) Severity: major * 3.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ® 4.0.0

Package: equipment Default probable cause: PowerSupplyRemoved (415)

Raised on class: equipment.PowerSupplyTray

Description: The alarm is raised when a chassis power supply is removed.

Raising condition: (('Power Supply Status’ EQUAL 'Not Equipped’) OR (‘Power Supply 1 Status' EQUAL 'Not Equipped'))

Clearing condition: (('Power Supply 1 Status’ NOT EQUAL 'Not Equipped’) OR (‘Power Supply Status' NOT EQUAL 'Not Equipped’))
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Table 5-87 PppLoopbackDetected

Alarm Attributes Supported releases

Name: PppLoopbackDetected (362) Severity: major ® 3.0.0
Type: configurationAlarm (11) Implicitly cleared: true ¢ 4.0.0
Package: ppp Default probable cause: PppLoopbackDetected

Raised on class: ppp.Interface (259)

Description: The alarm is raised when the value of tmnxPppLocalMagicNumber is the same as the value of
tmnxPppRemoteMagicNumber, which indicates that the link may be looped back.

Raising condition: (('Local Magic Number' EQUAL 'Remote Magic Number') AND (‘Local Magic Number' NOT EQUAL '0L"))

Clearing condition: (('Local Magic Number' NOT EQUAL 'Remote Magic Number') OR (‘Local Magic Number' EQUAL 'OL"))

Table 5-88 PrimarylmageBootFailure

Alarm

Attributes

Supported releases

Name: PrimarylmageBootFailure (191)
Type: configurationAlarm (11)
Package: sw

Raised on class: sw.CardSoftware

Severity: warning
Implicitly cleared: true

Default probable cause:
bootOptionFileMisconfigured (150)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the primary software image specified in an NE BOF is unusable.

Raising condition: (('imageSource’ NOT EQUAL 'Primary') AND (‘imageSource’ NOT EQUAL 'Unknown'))

Clearing condition: (('imageSource' EQUAL 'Primary') OR (‘imageSource’ EQUAL ‘Unknown'))

Table 5-89 PrimaryPathLimitReached

Alarm

Attributes

Supported releases

Name: PrimaryPathLimitReached (457)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management primary path bandwidth limit is reached.

Raising condition: ((‘Primary Path Limit' > '0') AND (‘Primary Path In use' >=" (1000 * 'Primary Path Limit')))"

Clearing condition: (('Primary Path Limit' > '0’) AND (‘Primary Path In use’ < (1000 * 'Primary Path Limit')))

Table 5-90 PTPNotQualified

Alarm

Attributes

Supported releases

Name: PTPNotQualified (3611)

Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true
Default probable cause: PTPNotQualified (1400)

3.0.0
* 4.0.0

Description: The alarm is raised when PTP on an NE is not in the Qualified state.

Raising condition: ((‘Qualified State' EQUAL 'Not Qualified’))

Clearing condition: ((‘Qualified State’' NOT EQUAL 'Not Qualified'))
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Table 5-91 PTPReferencelLossOfSignal

Alarm

Attributes

Supported releases

Name: PTPReferencelLossOfSignal (3613)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause: PTPReferencelLossOfSignal
(1402)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the PTP reference on an NE is not qualified due to Loss of Signal.

Raising condition: ((‘Alarms‘anyBit'LOS’))

Clearing condition: NOT ((('Alarms'anyBit'LOS')))

Table 5-92 PTPReferenceOutOfFrequency

Alarm

Attributes

Supported releases

Name: PTPReferenceOutOfFrequency (3614)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
PTPReferenceOutOfFrequency (1403)

3.0.0
* 4.0.0

Description: The alarm is raised when the PTP Reference on an NE is not qualified due to Out of frequency.

Raising condition: ((‘Alarms'anyBit'OOF"))

Clearing condition: NOT (((‘Alarms'anyBit'O0F')))

Table 5-93 PTPReferenceOutOfPollinRange

Alarm

Attributes

Supported releases

Name: PTPReferenceOutOfPollinRange (3615)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
PTPReferenceOutOfPollinRange (1404)

3.0.0
® 4.0.0

Description: The alarm is raised when the PTP Reference on an NE is not qualified state due to Out of poll in range.

Raising condition: ((‘Alarms'anyBit'OOPIR’))

Clearing condition: NOT ((('Alarms'anyBit'OOPIR')))

Table 5-94 RadiusOperStatusDown

Alarm

Attributes

Supported releases

Name: RadiusOperStatusDown (3692)
Type: radiusOperStatusDownAlarm (105)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: radiusOperationStatusDown
(1431)

* 3.0.0
* 4.0.0

Description: The alarm is raised when all RADIUS servers have gone down.

Raising condition: ('RADIUS Operation State' EQUAL 'Down’)

Clearing condition: ('RADIUS Operation State' EQUAL 'Up’)
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Table 5-95 ReachabilityProblem

Alarm

Attributes

Supported releases

Name: ReachabilityProblem (243)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

(176)

Default probable cause: ReachabilityTestFailed

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when an Mediation poll of the SysUpTimeAlarm object on an NE fails, for example, because of
network congestion or because the NE is too busy to respond. The probable cause is an unreachable NE Mediation agent on the NE.
By default, the 5620 SAM polls a managed NE every two minutes. If a poll fails, the alarm is raised. The 5620 SAM polls the NE two
minutes after the first failure. If successive polls fail, the 5620 SAM raises the polling interval for the NE by two minutes after each
failure to a maximum of 12 min. The polling interval remains at 12 min until the 5620 SAM receives a response from the NE. The
alarm clears when the 5620 SAM receives a response from the NE, and the 5620 SAM GUI icon that represents the NE turns from red

to green.

Raising condition: (‘reachability’ EQUAL 'Down’)

Table 5-96 ReconfigFailure

Alarm

Attributes

Supported releases

Name: ReconfigFailure (1949)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true
Default probable cause: failedReconfig (937)

3.0.0
* 4.0.0

Description: This alarm is raised when the reconfig action failed.

Raising condition: ('State’ EQUAL 'Failed'’)

Clearing condition: (‘State’' NOT EQUAL 'Failed’)

Table 5-97 RedundantMepMisconfiguration

Alarm

Attributes

Supported releases

Name: RedundantMepMisconfiguration (3631)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: minor
Implicitly cleared: true

Default probable cause:
misconfiguredRedundantMep (1416)

3.0.0
* 4.0.0

Description: The alarm is raised when an Active and Redundant MEP do not have the same Id and Operational MAC Address

configured.

Raising condition: ('validRedundantMepConfig' EQUAL ‘false’)

Clearing condition: (‘'validRedundantMepConfig' EQUAL 'true’)
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Table 5-98 RedundantMepMissing

Alarm

Attributes

Supported releases

Name: RedundantMepMissing (3632)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: minor
Implicitly cleared: true

Default probable cause: missingRedundantMep
(1417)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when there is a MEP on an Active LAG or SAP that is missing a redundant counterpart.

Raising condition: (('MC-LAG Inactive' NOT EQUAL 'Not Applicable’) AND (‘Redundant MEP' EQUAL \"\"))

Clearing condition: ((MC-LAG Inactive' EQUAL 'Not Applicable’) OR (('MC-LAG Inactive' NOT EQUAL ‘Not Applicable’) AND (Redundant

MEP' NOT EQUAL \"\")))

Table 5-99 RemoteMepCCMAlarm

Alarm

Attributes

Supported releases

Name: RemoteMepCCMAlarm (502)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: major
Implicitly cleared: true
Default probable cause: missingRemoteMep (388)

* 3.0.0
* 4.0.0

Description: The alarm is raised when a MEP loses connectivity with one or more remote MEPs. The Remote MEP DB State tab on a

MEP lists the missing remote MEPs.

Raising condition: (‘High-priority Defect’' NOT EQUAL '0')

Clearing condition: (‘High-priority Defect' EQUAL '0')

Table 5-100 SaveConfigFailed

Alarm

Attributes

Supported releases

Name: SaveConfigFailed (105)

Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileAccessError (90)

3.0.0
® 4.0.0

Description: The alarm is raised when the admin save command on an NE fails.

Raising condition: (‘Config Save State' EQUAL 'Failure’)

Clearing condition: (‘Config Save State' EQUAL 'Success')
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Table 5-101 SecondaryPathLimitReached

Alarm

Attributes

Supported releases

Name: SecondaryPathLimitReached (458)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management secondary path bandwidth limit is reached.

Raising condition: (('Secondary Path Limit' > '0) AND (‘Secondary Path In use’ >=" (1000 * 'Secondary Path Limit')))"

Clearing condition: (('Secondary Path Limit' > '0") AND (‘'Secondary Path In use' < (1000 * 'Secondary Path Limit')))

Table 5-102 ServiceSiteDown

Alarm

Attributes

Supported releases

Name: ServiceSiteDown (97)
Type: serviceAlarm (16)
Package: service

Severity: critical
Implicitly cleared: true
Default probable cause: siteDown (83)

3.0.0
* 4.0.0

Raised on class: service.Site

Description: The alarm is raised when all SAPs on a site are operationally down, or when the service tunnels for the site are
operationally down.

Raising condition: ((‘Operational State' NOT EQUAL 'Up’) AND ('State Cause' NOT EQUAL 'All Spoke SDP Bindings are Standby'))

Clearing condition: ((‘Operational State' EQUAL ‘Up’) OR (‘State Cause' EQUAL 'All Spoke SDP Bindings are Standby'))

Table 5-103 SessionDown

Alarm Attributes Supported releases
Name: SessionDown (73) Severity: critical ® 3.0.0
Type: ProtocolAlarm (1) Implicitly cleared: true ® 4.0.0

Package: rsvp
Raised on class: rsvp.Session

Default probable cause: interfaceDown (32)

Description: The alarm is raised when an RSVP session is operationally down.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' EQUAL 'Up’)

Table 5-104 StatsRetrieveFailed

Alarm

Attributes

Supported releases

Name: StatsRetrieveFailed (244)
Type: configurationAlarm (11)
Package: sw

Raised on class:
sw.AccountingStatsRetrievalManager

Severity: major
Implicitly cleared: false
Default probable cause: fileTransferFailure (89)

3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM cannot transfer an accounting file from an NE.

Raising condition: ((‘Stats Retrieval State’ NOT EQUAL 'Success') AND (‘Stats Retrieval State’ NOT EQUAL 'Not Attempted'))
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Table 5-105 StpExceptionCondition

Alarm Attributes Supported releases
Name: StpExceptionCondition (297) Severity: major ® 3.0.0

Type: AccesslnterfaceAlarm (32) Implicitly cleared: true ¢ 4.0.0

Package: 12fwd Default probable cause: StpException (228)

Raised on class: (2fwd.AccessInterfaceStp

Description: The alarm is raised when a SAP detects an STP exception condition, for example, one-way communication or a
downstream loop. The alarm clears when the STP condition changes.

Raising condition: (('STP Exception Condition' NOT EQUAL 'None') AND (‘Administrative State' EQUAL 'Up’))

Clearing condition: (('STP Exception Condition' EQUAL 'None') OR (‘Administrative State’ EQUAL 'Down’))

Table 5-106 StpRootGuardViolation

Alarm Attributes Supported releases
Name: StpRootGuardViolation (503) Severity: warning ® 3.0.0

Type: AccesslnterfaceAlarm (32) Implicitly cleared: true ¢ 4.0.0

Package: 12fwd Default probable cause:

Raised on class: [2fwd.AccessInterfaceStp spanningTreeTopologyChanged (331)

Description: The alarm is raised when a SAP detects an STP root guard violation.

Raising condition: (‘Root Guard Violation' EQUAL 'true’)

Clearing condition: (‘Root Guard Violation' NOT EQUAL ‘true’)

Table 5-107 TemperatureThresholdCrossed

Alarm Attributes Supported releases
Name: TemperatureThresholdCrossed (7) Severity: major ® 3.0.0

Type: environmentalAlarm (2) Implicitly cleared: true ® 4.0.0

Package: equipment Default probable cause: equipmentOverheated (5)

Raised on class: equipment.Environment

Description: The alarm is raised when a temperature crosses a threshold.

Raising condition: (‘temperatureThresholdCrossed’ EQUAL 'true’)

Clearing condition: (‘temperatureThresholdCrossed' EQUAL ‘false’)
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Table 5-108 TmnxEqPortEtherLoopDetected

Alarm

Attributes

Supported releases

Name: TmnxEqPortEtherLoopDetected (461)
Type: portEtherLoopDetected (48)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: HighBer (238)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a device detects a physical loop on an Ethernet port.

Raising condition: (('Down When Looped Status' EQUAL ‘Loop Detected’))

Clearing condition: (('Down When Looped Status' EQUAL 'No Loop Detected'))

Table 5-109 TrapDestinationMisconfigured

Alarm

Attributes

Supported releases

Name: TrapDestinationMisconfigured (33)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause:
trapDestinationMisconfigured (26)

Applicable probable causes:
® trapDestinationMisconfigured
® duplicateTrapLogld

* 3.0.0
* 4.0.0

Description: The alarm is raised when an SNMP trap destination other than the 5620 SAM is configured on an NE.

Raising condition: (‘isTrapDestinationMisconfigured' EQUAL ‘'true’)

Clearing condition: (‘isTrapDestinationMisconfigured' EQUAL ‘false’)

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011

3HE 06862 AAAA TQZZA Edition 01

Alarm Reference

5-35




5 — Alcatel-Lucent 7210 SAS D alarms

Table 5-110 TrapReceivingFailure

Alarm Attributes Supported releases
Name: TrapReceivingFailure (1083) Severity: major ® 3.0.0

Type: communications (87) Implicitly cleared: false ¢ 4.0.0

Package: netw Default probable cause: trapsWillNotBeSent (822)

Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE is unable to send traps because the NE configuration is one of the
following:- The Management IP Selection is set to Out Of Band Only, the Primary Route Preference is set to In Band, and the
Secondary Route Preference is set to None.- The Management IP Selection is set to In Band Only, the Primary Route Preference is
set to Out Of Band, and the Secondary Route Preference is set to None.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band’) AND (‘Management IP Selection’ EQUAL 'In Band Only') AND (‘Primary
Route Preference’ EQUAL 'Out Of Band') AND (‘'Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out
Of Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Only’) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out Of Band’) AND (‘Management IP Selection’
EQUAL 'In Band Preferred’) AND ('Primary Route Preference’ EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR
((Active Management IP' EQUAL 'In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Primary Route
Preference’ EQUAL 'Out Of Band') AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Only') AND (('Primary
Route Preference’ EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL 'In Band'))) OR (('Active Management IP' EQUAL 'Out Of
Band’) AND (‘Management IP Selection’ EQUAL 'Out Of Band Only') AND (('Primary Route Preference' EQUAL 'Out Of Band’) OR
('Secondary Route Preference’ EQUAL 'Out Of Band'))) OR (('‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP
Selection' EQUAL 'In Band Preferred') AND ((‘Primary Route Preference' EQUAL 'Out Of Band') OR ('Secondary Route Preference’' EQUAL
‘Out Of Band'))) OR ((‘Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Preferred’) AND
(('Primary Route Preference' EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL
‘In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference' EQUAL 'In Band’) OR
(‘'Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP Selection’
EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference’ EQUAL 'Out Of Band') OR ('Secondary Route Preference’ EQUAL 'Out
Of Band'))))

Table 5-111 TrapRoutePreferenceRedundancyMissing

Alarm Attributes Supported releases
Name: TrapRoutePreferenceRedundancyMissing Severity: warning ® 3.0.0

(1084) Implicitly cleared: true ® 4.0.0

Type: communications (87) Default probable cause: trapsRedundancyMissing

Package: netw (823)
Raised on class: netw.NetworkElement

Description: The user-defined alarm is raised when NE management redundancy is configured without trap route preference
redundancy.

Raising condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Primary Route Preference' EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR ((‘Management IP Selection’' EQUAL
'‘Out Of Band Preferred’) AND (‘Active Management IP' EQUAL 'Out Of Band') AND (‘Primary Route Preference' EQUAL 'Out Of Band')
AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Secondary Route Preference’ NOT EQUAL ‘None')) OR (('Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Active
Management IP' EQUAL 'Out Of Band') AND ('Secondary Route Preference’ NOT EQUAL 'None')))
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Table 5-112 UnidentifiedNode

Alarm

Attributes

Supported releases

Name: UnidentifiedNode (1922)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true
Default probable cause: unidentifiedNode (922)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the node being discovered can not be properly identified.

Raising condition: (‘'State’ EQUAL 'Pending Identification’)

Clearing condition: ('State' NOT EQUAL 'Pending Identification’)

Table 5-113 UnmanageFailed

Alarm

Attributes

Supported releases

Name: UnmanageFailed (300)

Type: discoveryControlAlarm (33)

Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: warning
Implicitly cleared: true
Default probable cause: unableToDeleteNode (231)

3.0.0
* 4.0.0

Description: The alarm is raised when an attempt to unmanage an NE fails.

Raising condition: ('Site State' EQUAL 'unmanage failed')

Clearing condition: ('Site State’' NOT EQUAL ‘'unmanage failed')

Table 5-114 UpgradedBuildVersionMismatch

Alarm

Attributes

Supported releases

Name: UpgradedBuildVersionMismatch (174)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true

Default probable cause: upgradedimageNotBooted
(137)

3.0.0
® 4.0.0

Description: The alarm is raised when the software version that an NE reports after a software upgrade does not match the version

of the software used for the upgrade.

Raising condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘true’)

Clearing condition: (‘upgradedBuildVersionMismatch' EQUAL ‘false’)
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Table 5-115 upgradedCardAlarm

Alarm Attributes Supported releases
Name: upgradedCardAlarm (255) Severity: warning ® 3.0.0

Type: softwareAlarm (19) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause: upgradedCard (194)

Raised on class: equipment.Card

Description: The alarm is raised when the standby CPM is rebooted and operational after a software upgrade. A device resets an
IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL 'Upgrade’)

Clearing condition: (‘operationalState’ EQUAL 'Up’)

Table 5-116 VersionConfigRestoreFailed

Alarm Attributes Supported releases
Name: VersionConfigRestoreFailed (536) Severity: major ® 3.0.0

Type: configurationAlarm (11) Implicitly cleared: true ¢ 4.0.0

Package: sw Default probable cause: versionMismatch (405)

Raised on class: sw.BackupRestoreManager

Description: The alarm is raised when the restore procedure on an NE fails because of a mismatch between the backup file set
version and the NE software version.

Raising condition: ('lastNmsVersionRestoreState' EQUAL 'Failure’)

Clearing condition: ('lastNmsVersionRestoreState' EQUAL 'Success’)

Table 5-117 WrongCpaaSoftwareVersion

Alarm Attributes Supported releases
Name: WrongCpaaSoftwareVersion (791) Severity: critical * 3.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ®* 4.0.0

Package: netw Default probable cause: wrongCpaaSoftwareVersion

Raised on class: netw.NetworkElement (559)

Description: The alarm is raised when the 7701 CPAA software is the wrong version and requires an upgrade.

Raising condition: ((‘Software Version' EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL '7701 CPAA"))

Clearing condition: ((‘Software Version' NOT EQUAL \"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL ‘7701 CPAA'))
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Table 5-118 XplError

Alarm Attributes Supported releases
Name: XplError (573) Severity: warning ® 3.0.0

Type: hardwareAnomaly (55) Implicitly cleared: true ¢ 4.0.0

Package: equipment Default probable cause: xplError (443)

Raised on class: equipment.DaughterCard

Description: The alarm is raised when an MDA reports persistent XPL Errors.

Raising condition: (‘Number Of Notifications’ NOT EQUAL '0)

Clearing condition: (‘Number Of Notifications' EQUAL '0')
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may not be listed in this chapter. Associating alarms with specific NE
types is an ongoing Alcatel-Lucent effort. If the 5620 SAM raises an
alarm against this device type, and the alarm is not described in this
chapter, see chapter 32 for information about the alarm.

: Note — Some alarms that the 5620 SAM can raise against this device

Table 6-1 AccessinterfaceDown

Alarm Attributes Supported releases
Name: AccessinterfaceDown (249) Severity: critical * 1.0.0
Type: AccessinterfaceAlarm (32) Implicitly cleared: true * 2.0.0
Package: service Default probable cause: interfaceDown (32) * 300
Raised on class: service.AccessInterface * 4.0.0

Description: The alarm is raised when an L2 or L3 interface operational state is Down and the administrative state of the associated
site is Up. The alarm is not raised against an L2 access interface that is associated with an MC ring or MC LAG in the standby state.

Raising condition: ((‘Operational State' NOT EQUAL 'Up') AND ('State Cause' NOT EQUAL 'Standby For MC-Ring') AND (‘State Cause'
NOT EQUAL ‘Standby For MC-Lag') AND ('State Cause’ NOT EQUAL 'Standby For BGP Multi-homing'))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR ('State Cause' EQUAL 'Standby For MC-Ring') OR (‘'State Cause' EQUAL
‘Standby For MC-Lag') OR ('State Cause' EQUAL 'Standby For BGP Multi-homing'))
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Table 6-2 AGWDiameterPeerDown

Alarm

Attributes

Supported releases

Name: AGWDiameterPeerDown (844)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWDiameterPeer

Severity: variable
Implicitly cleared: true

Default probable cause: EPSPeerDown (602)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the path management state of a Diameter peer changes to a state other than Up.

Raising condition: (‘'Path Diameter Management State' NOT EQUAL 'Active’)

Clearing condition: (‘Path Diameter Management State' EQUAL 'Active’)

Table 6-3 AGWGTPPMIPPeerDown

Alarm

Attributes

Supported releases

Name: AGWGTPPMIPPeerDown (1120)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWGTPPMIPPeer

Severity: variable
Implicitly cleared: true

(832)

Default probable cause: AGWGTPPMIPPeerDown

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the pathManagementState of this EPS peer is not Up.

Raising condition: ('Path Management State' EQUAL ‘Fault’)

Clearing condition: (‘'Path Management State' EQUAL 'Up’)

Table 6-4 AncillaryPathLimitReached

Alarm

Attributes

Supported releases

Name: AncillaryPathLimitReached (459)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

(131)

Default probable cause: resourceLimitReached

* 1.0.0
¢ 2.0.0
* 3.0.0
* 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management ancillary path bandwidth limit is reached.

Raising condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' >=" (1000 * 'Ancillary Path Limit')))"

Clearing condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' < (1000 * ‘Ancillary Path Limit')))

Table 6-5 AuxiliaryServerStatus

Alarm

Attributes

Supported releases

Name: AuxiliaryServerStatus (311)
Type: communicationsAlarm (4)
Package: server

Raised on class: server.AuxiliaryServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a 5620 SAM main server cannot communicate with an auxiliary server. The alarm clears when

communication is restored.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: (‘Server Status' EQUAL 'Up’)

6-2 October 2011

Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
3HE 06862 AAAA TQZZA Edition 01




6 — Alcatel-Lucent 7210 SAS E alarms

Table 6-6 BootableConfigBackupFailed

Alarm Attributes Supported releases
Name: BootableConfigBackupFailed (103) Severity: major * 1.0.0
Type: configurationAlarm (11) Implicitly cleared: true ¢ 2.0.0
Package: sw Default probable cause: fileTransferFailure (89) * 3.00
Raised on class: sw.BackupRestoreManager * 400
Description: The alarm is raised when the 5620 SAM fails to back up a set of NE configuration files.
Raising condition: (‘Backup State' EQUAL 'Failure’)
Clearing condition: (‘Backup State' EQUAL 'Success'’)

Table 6-7 BootableConfigRestoreFailed
Alarm Attributes Supported releases
Name: BootableConfigRestoreFailed (104) Severity: major * 1.0.0
Type: configurationAlarm (11) Implicitly cleared: true ¢ 2.0.0
Package: sw Default probable cause: fileTransferFailure (89) * 3.00
Raised on class: sw.BackupRestoreManager * 400
Description: The alarm is raised when the 5620 SAM fails to restore a set of NE configuration files.
Raising condition: ('Restore State' EQUAL ‘Failure’)
Clearing condition: (‘Restore State' EQUAL 'Success')

Table 6-8 BootParametersMisconfigured
Alarm Attributes Supported releases
Name: BootParametersMisconfigured (35) Severity: critical * 1.0.0
Type: configurationAlarm (11) Implicitly cleared: true ¢ 2.0.0
Package: netw Default probable cause: persistentindexFailure (30) | ® 3.0.0
Raised on class: netw.NetworkElement Applicable probable causes: * 400

® persistentindexFailure
® configFileBootFailure

Description: The alarm is raised when the SNMP Index Boot Status on an NE is not set to Persistent.

Raising condition: ((‘isGenericNode' EQUAL ‘false’) AND (‘State' NOT EQUAL 'Pre-provisioned') AND (('Config File Status' NOT EQUAL
‘Executed Successfully’) OR (‘Persistent Index Status’' NOT EQUAL ‘Rebuild Succeeded')))

Clearing condition: ((‘Config File Status' EQUAL 'Executed Successfully') AND (‘Persistent Index Status' EQUAL 'Rebuild Succeeded'))
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Table 6-9 ClientDelegateServerStatus

Alarm

Attributes

Supported releases

Name: ClientDelegateServerStatus (731)
Type: communicationsAlarm (4)

Package: server

Raised on class: server.ClientDelegateServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a client delegate server is unreachable.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: ('Server Status' EQUAL 'Up’)

Table 6-10 ContainingEquipmentAdministrativelyDown

Alarm

Attributes

Supported releases

Name: ContainingEquipmentAdministrativelyDown
(466)

Type: equipmentAlarm (3)
Package: equipment
Raised on class: equipment.Port

Severity: minor
Implicitly cleared: true

Default probable cause:
containingEquipmentAdministrativelyDown (330)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of

containingEquipmentAdministrativelyDown.

Raising condition: ((‘Status’ EQUAL 'Parent Admin Down') AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status' NOT EQUAL 'Parent Admin Down’) OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 6-11 ContainingEquipmentMismatch

Alarm

Attributes

Supported releases

Name: ContainingEquipmentMismatch (464)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Port

Severity: major
Implicitly cleared: true

Default probable cause:
containingEquipmentMismatch (328)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of containingEquipmentMismatch.

Raising condition: ((‘Status' EQUAL 'Parent Type Mismatch') AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: ((‘'Status’ NOT EQUAL ‘Parent Type Mismatch’) OR (‘isTerminatable’ NOT EQUAL ‘'true’))
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Table 6-12 ContainingEquipmentOperationallyDown

Alarm Attributes Supported releases
Name: ContainingEquipmentOperationallyDown Severity: major * 1.0.0
(465) Implicitly cleared: true ¢ 2.0.0
Type: equipmentAlarm (3) Default probable cause: containingEquipmentDown | ® 3.0.0
Package: equipment (329) ® 4.0.0

Raised on class: equipment.Port

Description: The alarm is raised when the compositeEquipmentState attribute has a value of
containingEquipmentOperationllyDown.

Raising condition: ((‘'Status' EQUAL ‘Parent Oper Down') AND (‘isTerminatable' EQUAL ‘true’))

Clearing condition: (('Status’' NOT EQUAL 'Parent Oper Down') OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 6-13 CorruptimageFile

Alarm Attributes Supported releases
Name: CorruptimageFile (171) Severity: critical * 1.0.0
Type: configurationAlarm (11) Implicitly cleared: true * 2.0.0
Package: mediation Default probable cause: invalidOrCorruptimageFile * 3.00
Raised on class: (134) * 4.00

mediation.AbstractSoftwareFolderDescriptor

Description: The alarm is raised when one or more files in the 5620 SAM software image specified for a device software upgrade is
invalid, corrupt or absent. The 5620 SAM validates a device software file set before it imports the file set and distributes it to an
NE. Ensure that the file set downloads properly to the NE and is not tampered with before you re-attempt the upgrade. The alarm
clears when a valid file set is on the NE and the 5620 SAM activates the software image in the file set.

Raising condition: (‘isimageValid' EQUAL ‘false’)

Clearing condition: (‘isimageValid' EQUAL 'true’)

Table 6-14 DDMAux1HighAlarm

Alarm Attributes Supported releases
Name: DDMAux1HighAlarm (495) Severity: major 2.0.0
Type: thresholdAlarm (49) Implicitly cleared: true ¢ 3.0.0

® 4.0.0

Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Default probable cause: aux1HighAlarm (381)

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 High Alarm’)

Clearing condition: NOT (('Thresholds FailedanyBit'’Aux1 High Alarm’))
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Table 6-15 DDMAux1HighWarning

Alarm

Attributes

Supported releases

Name: DDMAux1HighWarning (494)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux1HighWarning (380)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP approaches the maximum threshold value.

Raising condition: (Thresholds Failed'anyBit'/Aux1 High Warning’)

Clearing condition: NOT ((Thresholds Failed'anyBit'Aux1 High Warning'))

Table 6-16 DDMAux1LowAlarm

Alarm

Attributes

Supported releases

Name: DDMAux1LowAlarm (493)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: aux1LowAlarm (379)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux1 Low Alarm’))

Table 6-17 DDMAux1LowWarning

Alarm

Attributes

Supported releases

Name: DDMAux1LowWarning (492)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux1LowWarning (378)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 Low Warning’)

Clearing condition: NOT ((‘'Thresholds FailedanyBit'Aux1 Low Warning'))

6-6

October 2011
Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5

3HE 06862 AAAA TQZZA Edition 01




6 — Alcatel-Lucent 7210 SAS E alarms

Table 6-18 DDMAux2HighAlarm

Alarm

Attributes

Supported releases

Name: DDMAux2HighAlarm (499)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: aux2HighAlarm (385)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 High Alarm’)

Clearing condition: NOT ((‘'Thresholds FailedanyBit'’Aux2 High Alarm’))

Table 6-19 DDMAux2HighWarning

Alarm

Attributes

Supported releases

Name: DDMAux2HighWarning (498)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux2HighWarning (384)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 High Warning'))

Table 6-20 DDMAux2LowAlarm

Alarm

Attributes

Supported releases

Name: DDMAux2LowAlarm (497)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux2LowAlarm (383)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 Low Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Aux2 Low Alarm’))
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Table 6-21 DDMAux2LowWarning

Alarm

Attributes

Supported releases

Name: DDMAux2LowWarning (496)
Type: communicatiothresholdAlarmnsAlarm (50)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true
Default probable cause: aux2LowWarning (382)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 Low Warning’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Aux2 Low Warning'))

Table 6-22 DDMRxOpticalPowerHighAlarm

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerHighAlarm (491)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: rxOpticalPowerHighAlarm
(377)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power High Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Rx Optical Power High Alarm’))

Table 6-23 DDMRxOpticalPowerHighWarning

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerHighWarning (490)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause:
rxOpticalPowerHighWarning (376)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power High Warning')

Clearing condition: NOT ((‘'Thresholds FailedanyBit'Rx Optical Power High Warning’))
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Table 6-24 DDMRxOpticalPowerLowAlarm

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerLowAlarm (489)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: rxOpticalPowerLowAlarm
(375)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power Low Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Rx Optical Power Low Alarm’))

Table 6-25 DDMRxOpticalPowerLowWarning

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerLowWarning (488)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: rxOpticalPowerLowWarning
(374)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power Low Warning’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Rx Optical Power Low Warning'))

Table 6-26 DDMSupplyVoltageHighAlarm

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageHighAlarm (479)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: supplyVoltageHighAlarm
(365)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage High Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Supply Voltage High Alarm’))
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Table 6-27 DDMSupplyVoltageHighWarning

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageHighWarning (478)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: supplyVoltageHighWarning
(364)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Supply Voltage High Warning’))

Table 6-28 DDMSupplyVoltageLowAlarm

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageLowAlarm (477)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: supplyVoltageLowAlarm
(363)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Supply Voltage Low Alarm’))

Table 6-29 DDMSupplyVoltageLowWarning

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageLowWarning (476)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: supplyVoltageLowWarning
(362)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Supply Voltage Low Warning'))
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Table 6-30 DDMTemperatureHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTemperatureHighAlarm (475)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: temperatureHighAlarm
(361)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBitTemperature High Alarm’)

Clearing condition: NOT ((Thresholds Failed'anyBit Temperature High Alarm’))

Table 6-31 DDMTemperatureHighWarning

Alarm

Attributes

Supported releases

Name: DDMTemperatureHighWarning (474)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: temperatureHighWarning
(360)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit Temperature High Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Temperature High Warning'))

Table 6-32 DDMTemperatureLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTemperatureLowAlarm (473)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: temperatureLowAlarm
(359)

* 2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit' Temperature Low Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBit Temperature Low Alarm'))
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Table 6-33 DDMTemperatureLowWarning

Alarm

Attributes

Supported releases

Name: DDMTemperatureLowWarning (472)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: temperatureLowWarning
(358)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit Temperature Low Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature Low Warning'))

Table 6-34 DDMTxBiasCurrentHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentHighAlarm (483)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txBiasCurrentHighAlarm
(369)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current High Alarm'’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Bias Current High Alarm’))

Table 6-35 DDMTxBiasCurrentHighWarning

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentHighWarning (482)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txBiasCurrentHighWarning
(368)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Bias Current High Warning'))

6-12 October 2011

Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
3HE 06862 AAAA TQZZA Edition 01




6 — Alcatel-Lucent 7210 SAS E alarms

Table 6-36 DDMTxBiasCurrentLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentLowAlarm (481)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txBiasCurrentLowAlarm
(367)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Tx Bias Current Low Alarm’))

Table 6-37 DDMTxBiasCurrentLowWarning

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentLowWarning (480)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txBiasCurrentLowWarning
(366)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current Low Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Bias Current Low Warning’))

Table 6-38 DDMTxOutputPowerHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerHighAlarm (487)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txOutputPowerHighAlarm
(373)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power High Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBitTx Output Power High Alarm’))
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Table 6-39 DDMTxOutputPowerHighWarning

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerHighWarning (486)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txOutputPowerHighWarning
(372)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power High Warning’)

Clearing condition: NOT (('Thresholds Failed'anyBitTx Output Power High Warning'))

Table 6-40 DDMTxOutputPowerLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerLowAlarm (485)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txOutputPowerLowAlarm
(371)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Output Power Low Alarm'))

Table 6-41 DDMTxOutputPowerLowWarning

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerLowWarning (484)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txOutputPowerLowWarning
(370)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power Low Warning')

Clearing condition: NOT (('Thresholds Failed’anyBitTx Output Power Low Warning'))
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Table 6-42 downgradedCardAlarm

Alarm Attributes Supported releases
Name: downgradedCardAlarm (256) Severity: warning * 1.0.0
Type: softwareAlarm (19) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: downgradedCard (195) * 300
Raised on class: equipment.Card * 4.0.0

Description: The alarm is raised when an IOM is not upgraded or reset after a device software upgrade of both CPMs. A device resets
an IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL ‘Downgrade’)

Clearing condition: (‘operationalState’ EQUAL 'Up’)

Table 6-43 EquipmentAdministrativelyDown

Alarm Attributes Supported releases
Name: EquipmentAdministrativelyDown (455) Severity: minor * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true ¢ 2.0.0
Package: equipment Default probable cause: * 3.00
Raised on class: equipment.Equipment equipmentAdministrativelyDown (326) ® 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentAdministrativelyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Admin Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Admin Down’)

Table 6-44 EquipmentDegraded

Alarm Attributes Supported releases
Name: EquipmentDegraded (604) Severity: minor ®* 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: singleFanFailure (450) * 3.00
Raised on class: equipment.FanTray * 4.0.0

Description: The alarm is raised when a single fan fails. The chassis attempts to continue operating within the normal temperature
range using only the remaining fans.

Raising condition: ('Device State' EQUAL 'MinorFailure')

Clearing condition: (‘Device State’' NOT EQUAL ‘MinorFailure’)
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Table 6-45 EquipmentDown

Alarm Attributes Supported releases
Name: EquipmentDown (10) Severity: major * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: inoperableEquipment (8) * 300
Raised on class: equipment.Equipment * 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentOperationallyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Oper Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Oper Down’)

Table 6-46 EquipmentFailure

Alarm Attributes Supported releases
Name: EquipmentFailure (145) Severity: critical * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: cardFailure (123) * 3.00
Raised on class: equipment.ReplaceableUnit * 4.0.0

Description: The alarm is raised when a control processor or power-supply tray reports a failure. When the object type is
ControlProcessor, a CPM may be unable to boot. When the object type is Power Supply Tray and the alarm is raised during device
discovery, a power-supply tray may be out of service. When the object type is a Power Supply Tray and the device is in the managed
state, a power-supply tray may be out of service or the AC power shelf has a fault condition. The alarm clears when the status
changes to OK.

Raising condition: (‘operationalState’ EQUAL ‘Failed’)

Clearing condition: (‘'operationalState' NOT EQUAL 'Failed’)

Table 6-47 EquipmentinTest

Alarm Attributes Supported releases
Name: EquipmentinTest (11) Severity: warning * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: equipmentinTest (9) * 300
Raised on class: equipment.Equipment * 4.0.0

Description: The alarm is raised when equipment enters a diagnostic state.

Raising condition: (‘compositeEquipmentState’ EQUAL 'In Test')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'In Test')
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Table 6-48 EquipmentMismatch

Alarm

Attributes

Supported releases

Name: EquipmentMismatch (9)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

@

Default probable cause: equipmentTypeMismatch

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMismatch.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Type Mismatch’)

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Type Mismatch’)

Table 6-49 EquipmentRemoved

Alarm

Attributes

Supported releases

Name: EquipmentRemoved (8)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true
Default probable cause:

replaceableEquipmentRemoved (6)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMissing.

Raising condition: ((‘compositeEquipmentState’ EQUAL ‘Removed’) AND (‘isEquipmentinserted’ EQUAL ‘true'))

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Removed’)

Table 6-50 EthernetPortConfiguredLoopback

Alarm

Attributes

Supported releases

Name: EthernetPortConfiguredLoopback (801)
Type: configurationAlarm (11)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: warning
Implicitly cleared: false
Default probable cause:

ethernetPortConfiguredLoopback (567)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a timed loopback is in effect for an Ethernet port.

Raising condition: ((‘Type' NOT EQUAL 'None'))

Clearing condition: ((Type' EQUAL 'None'))
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Table 6-51 EthernetPortDuplicateLane

Alarm Attributes Supported releases
Name: EthernetPortDuplicateLane (3557) Severity: major * 1.0.0

Type: communicationsAlarm (4) Implicitly cleared: true * 2.0.0

Package: ethernetequipment Default probable cause: DuplicateLane (1387) ¢ 3.00

Raised on class: * 4.0.0
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a Duplicate Lane on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Duplicate Lane') AND (‘Report Alarms'anyBit'Duplicate Lane'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Duplicate Lane’) AND (‘Report Alarms'anyBit'Duplicate Lane')))

Table 6-52 EthernetPortHighBer

Alarm Attributes Supported releases
Name: EthernetPortHighBer (307) Severity: major * 1.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 2.0.0

Package: ethernetequipment Default probable cause: HighBer (238) * 3.00

Raised on class: ¢ 4.00
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a high bit-error rate on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate')))

Table 6-53 EthernetPortLocalFault

Alarm Attributes Supported releases
Name: EthernetPortLocalFault (305) Severity: major * 1.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 2.0.0

Package: ethernetequipment Default probable cause: LocalFault (236) * 300

Raised on class: * 4.0.0
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a local fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Local Fault’) AND (‘Report Alarms‘anyBit'Local Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Local Fault') AND (‘Report Alarms'anyBit'Local Fault')))
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Table 6-54 EthernetPortNoAmLock

Alarm Attributes Supported releases
Name: EthernetPortNoAmLock (3558) Severity: major * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true ¢ 2.0.0
Package: ethernetequipment Default probable cause: NoAmLock (1388) * 3.00
Raised on class: * 4.0.0
ethernetequipment.EthernetPortSpecifics
Description: The alarm is raised when a device reports a No Am Lock on an Ethernet port.
Raising condition: ((‘Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms'anyBit'No AM Lock’))
Clearing condition: NOT (((‘Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms‘anyBit'No AM Lock’)))
Table 6-55 EthernetPortNoBlockLock
Alarm Attributes Supported releases
Name: EthernetPortNoBlockLock (3559) Severity: major * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true ¢ 2.0.0
Package: ethernetequipment Default probable cause: NoBlockLock (1389) * 3.00
Raised on class: ¢ 4.00
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a No Block Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock’))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock’)))

Table 6-56 EthernetPortNoFramelLock

Alarm Attributes Supported releases
Name: EthernetPortNoFrameLock (306) Severity: major * 1.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 2.0.0

Package: ethernetequipment Default probable cause: NoFramelLock (237) * 300

Raised on class: * 4.0.0
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports No Frame Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Frame Lock') AND (‘Report Alarms'anyBit'No Frame Lock'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'No Frame Lock') AND (‘Report Alarms'anyBit'No Frame Lock’)))
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Table 6-57 EthernetPortRemoteFault

Alarm

Attributes

Supported releases

Name: EthernetPortRemoteFault (304)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: RemoteFault (235)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a device reports a remote fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Remote Fault') AND (‘Report Alarms'anyBit'Remote Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Remote Fault’) AND (‘Report Alarms'anyBit'Remote Fault’)))

Table 6-58 EthernetPortSignalFailure

Alarm

Attributes

Supported releases

Name: EthernetPortSignalFailure (303)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: SignalFailure (234)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a device reports a signal failure on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Signal Failure') AND (‘'Report Alarms'anyBit'Signal Failure'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'Signal Failure') AND (‘Report Alarms'anyBit'Signal Failure')))

Table 6-59 FanFailure

Alarm

Attributes

Supported releases

Name: FanFailure (624)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true
Default probable cause: fanFailure (116)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the associated fan is not operationally Up.

Raising condition: (('Device State' EQUAL 'Failed’) OR ('Device State' EQUAL 'Unknown') OR ('Device State' EQUAL 'OutOfservice'))

Clearing condition: (‘Device State’ EQUAL 'OK’)
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Table 6-60 FanTrayRemoved

Alarm

Attributes

Supported releases

Name: FanTrayRemoved (569)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true
Default probable cause: FanTrayRemoved (438)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the deviceState attribute has a value of deviceNotEquipped.

Raising condition: ('Device State' EQUAL 'Not Equipped’)

Clearing condition: ('Device State' NOT EQUAL 'Not Equipped’)

Table 6-61 ForwardingTableSizeLimitReached

Alarm

Attributes

Supported releases

Name: ForwardingTableSizeLimitReached (164)
Type: resourceAlarm (28)

Package: 12fwd

Raised on class: [2fwd.SiteFib

Severity: major
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the number of MAC address entries in the FIB reaches or exceeds the VPLS site high watermark
specified by [2fwd.SiteFib.highWatermark. The alarm clears when the number of MAC address entries in the FIB drops below the
VPLS site low watermark specified by [2fwd.SiteFib.lowWatermark. The alarm can be raised against a VPLS site, L2 access interface,

or spoke SDP binding.

Raising condition: ((Entries' >="'Size") OR (‘Entries' >= (('High Watermark' * 'Size') / 100.0)))"

Clearing condition: (('Entries’ < 'Size') AND ((‘High Watermark' EQUAL 'OL’) OR (‘Entries’ < (('Low Watermark' * 'Size') / 100.0))) AND
((Low Watermark' EQUAL 'OL") OR (‘Entries' < (('Low Watermark' * 'Size') / 100.0))))

Table 6-62 FrameSizeProblem (netw)

Alarm

Attributes

Supported releases

Name: FrameSizeProblem (37)
Type: configurationAlarm (11)
Package: netw

Raised on class:
netw.StatefullConnectablelnterface

Severity: critical
Implicitly cleared: true
Default probable cause: frameSizeProblem (33)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: (('mtuMismatch' EQUAL 'true’) AND (‘portld' NOT EQUAL 'OL"))

Clearing condition: (('mtuMismatch’ EQUAL ‘false’) OR ('portld' EQUAL '0L"))
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Table 6-63 GaPeerDown

Alarm

Attributes

Supported releases

Name: GaPeerDown (3303)
Type: EpcAlarm (59)

Package: lteggsn

Raised on class: lteggsn.GaPeer

Severity: major
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the path management state of a Ga peer changes to a state other than Up.

Raising condition: (‘Path Management State’ NOT EQUAL 'Active’)

Clearing condition: (‘'Path Management State' EQUAL 'Active’)

Table 6-64 IncompleteConfiguration

Alarm

Attributes

Supported releases

Name: IncompleteConfiguration (1942)
Type: operationalViolation (93)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a pre-provisioned NE has no objects configured beneath it.

Raising condition: (('State’ EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ EQUAL \"\"))

Clearing condition: (('State’' EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ NOT EQUAL \"\"))

Table 6-65 InterfaceDown (netw)

Alarm

Attributes

Supported releases

Name: InterfaceDown (36)
Type: InterfaceAlarm (13)
Package: netw

Raised on class:
netw.StatefullConnectablelnterface

Severity: critical
Implicitly cleared: true
Default probable cause: interfaceDown (32)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an interface or underlying resource fails, as indicated by an interface compositeState
attribute value of failed or underlyingResourceFailed.

Raising condition: ((‘compositeState' EQUAL ‘'Inoperable’) OR (‘compositeState’ EQUAL ‘Underlying Resource Inoperable’))

Clearing condition: ((‘compositeState' NOT EQUAL ‘'Inoperable’) AND (‘compositeState’ NOT EQUAL 'Underlying Resource Inoperable’))
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Table 6-66 InterfaceDown (vpls)

Alarm

Attributes

Supported releases

Name: InterfaceDown (36)
Type: configurationAlarm (11)
Package: vpls

Raised on class: vpls.L2ManagementInterface

Severity: major
Implicitly cleared: true
Default probable cause: interfaceDown (32)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an L2 management interface has an Operational State of Down, and the associated VPLS site

has an Administrative State of Up.

Raising condition: ((‘'administrativeState' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘operationalState’ EQU

AL 'Up’) OR (‘administrativeState’' NOT EQUAL 'Up'))

Table 6-67 LagDown

Alarm

Attributes

Supported releases

Name: LagDown (20)

Type: equipmentAlarm (3)
Package: lag

Raised on class: lag.Interface

Severity: critical
Implicitly cleared: true
Default probable cause: lagDown (17)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when all ports in a LAG are operationally down.

Raising condition: (('‘Administrative State' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘'operationalState’ EQU

AL 'Up’) OR (‘Administrative State’ NOT EQUAL 'Up’))

Table 6-68 LagPortAddFailed

Alarm

Attributes

Supported releases

Name: LagPortAddFailed (422)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: linkDown (315)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the Lag Port Add function Fails.

Raising condition: (('state’ EQUAL 'Link Down') AND ('LAG ID' > '0"))

Clearing condition: (('state’ NOT EQUAL 'Link Down') OR ('LAG ID' EQUAL '0'))

Table 6-69 LicensedLimitExceeded

Alarm

Attributes

Supported releases

Name: LicensedLimitExceeded (127)
Type: licensingAlarm (23)

Package: security

Raised on class: security.ProductLicense

Severity: critical
Implicitly cleared: true

(106)

Default probable cause: licensedLimitExceeded

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the license items in the network exceeds 100 percent of the license capacity.

Raising condition: (‘Exceeded’ EQUAL ‘'true’)

Clearing condition: (‘Exceeded' NOT EQUAL

‘true’)
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Table 6-70 LinkDown

Alarm

Attributes

Supported releases

Name: LinkDown (12)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true
Default probable cause: portLinkProblem (10)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a port has no associated physical link.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Link Down’)

Clearing condition: (('compositeEquipmentState’ NOT EQUAL 'Link Down') AND (‘compositeEquipmentState’' NOT EQUAL 'Oper

Down’))

Table 6-71 LowTemperatureDetected

Alarm

Attributes

Supported releases

Name: LowTemperatureDetected (1127)
Type: environmentalAlarm (2)

Package: equipment

Raised on class: equipment.Shelf

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOvercooled (838)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: ('Low Temperature State' EQUAL 'Low’)

Clearing condition: (‘Low Temperature State' NOT EQUAL ‘'Low’)

Table 6-72 macMoveRateExceeded (service)

Alarm

Attributes

Supported releases

Name: macMoveRateExceeded (3690)
Type: accessinterfaceAlarm (40)
Package: service

Raised on class: service.AccessInterface

Severity: minor
Implicitly cleared: true

Default probable cause: MacMoveRateExceeded
(1429)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the SAP exceeds the Service Site's MAC Move Frequency.

Raising condition: ('State Cause'anyBit'Relearn Limit Exceeded’)

Clearing condition: NOT ((‘'State Cause'anyBit'Relearn Limit Exceeded'))

Table 6-73 MepAISReceivedAlarm

Alarm

Attributes

Supported releases

Name: MepAlSReceivedAlarm (2945)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: variable
Implicitly cleared: true
Default probable cause: missingRemoteMep (388)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a MEP Receives AlS test frames from one or more of its sub-layer MEPs.

Raising condition: (('Receiving AIS Test Frames' EQUAL 'true’) AND (‘Facility VLAN ID' EQUAL '0'))

Clearing condition: (‘Receiving AIS Test Frames' EQUAL ‘false’)
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Table 6-74 MobileConnectorDown

Alarm Attributes Supported releases
Name: MobileConnectorDown (1064) Severity: minor * 1.0.0
Type: EpcAlarm (59) Implicitly cleared: true ¢ 2.0.0
Package: lteservice Default probable cause: EpcDown (519) * 3.00
Raised on class: lteservice.MobileServiceConnector * 4.0.0

Description: The alarm is raised when the 5620 SAM no longer manages the EPS path instance of this mobile service site. As a result,
the service must be regenerated.

Raising condition: ('EPS Path' EQUAL \"\")

Clearing condition: (‘EPS Path' NOT EQUAL \"\"")

Table 6-75 NeManagementAndTrapManagementMismatch

Alarm Attributes Supported releases
Name: Severity: warning * 1.0.0
NeManagementAndTrapManagementMismatch Implicitly cleared: true e 200

1079 )

( ) . Default probable cause: neManagementChange * 3.00

Type: communicationsAlarm (4) (817) ° 4.0.0

Package: netw

Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE configuration is one of the following:- The Active Management IP is set
to Out Of Band, and the Primary Route Preference is set to In Band.- The Active Management IP is set to In Band, and the Primary
Route Preference is set to Out of Band.

Raising condition: ((('Active Management IP' EQUAL 'In Band') AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band’) AND (‘Secondary Route
Preference' EQUAL 'In Band')) OR (('Active Management IP' EQUAL 'Out Of Band') AND (('Management IP Selection' EQUAL 'Out Of Band
Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of Band Only')) AND (‘Primary Route Preference' EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL 'Out Of Band')))

Clearing condition: (((‘Active Management IP' EQUAL 'In Band’) AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band')) OR ((‘Active Management IP'
EQUAL 'Out Of Band') AND ((‘Management IP Selection’' EQUAL 'Out Of Band Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of
Band Only')) AND (‘Primary Route Preference' EQUAL 'Out Of Band')))

Table 6-76 NewSsh2ServerKeyDetected

Alarm Attributes Supported releases
Name: NewSsh2ServerKeyDetected (285) Severity: warning * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true * 2.0.0
Package: security Default probable cause: ssh2ServerKeyMismatch * 3.00
Raised on class: security.KnownHostKey @17) * 400

Description: The alarm is raised when a 5620 SAM main server detects a new public SSH key.

Raising condition: ('SSH2 Server Key Status' EQUAL ‘Mismatch SSH2 Host Key')

Clearing condition: ('SSH2 Server Key Status' EQUAL ‘Active SSH2 Host Key')
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Table 6-77 NodeDatabaseFallbackDetected

Alarm Attributes Supported releases
Name: NodeDatabaseFallbackDetected (2923) Severity: major * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true * 2.0.0
Package: netw Default probable cause: nodeDatabaseFallback * 3.00
Raised on class: netw.NetworkElement (1121) * 4.0.0

Description: This alarm is raised when a configuration fallback has been detected on the node and comes back up with a previous
configuration. To correct this situation it might be necessary to reconfigure the node, or full resync its database with the ‘fallback’
configuration returned by the node.

Raising condition: ('State’ EQUAL ‘Node Configuration Fallback')

Clearing condition: ('State' EQUAL '‘Managed')

Table 6-78 NodeDatabaseMisalighmentDetected

Alarm Attributes Supported releases
Name: NodeDatabaseMisalighmentDetected (2924) Severity: major * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true * 2.0.0
Package: netw Default probable cause: nodeDatabaseMisalignment | ¢ 3.0.0
Raised on class: netw.NetworkElement (1122) * 4.0.0

Description: This alarm is raised when a configuration misalighment has been detected on the node and comes back up with an
unexpected configuration (configuration change triggered by external tool, i.e.: NEM) To correct this situation it might be necessary
to reconfigure the node with the SAM's old configuration or accepting the new configuration received from the node.

Raising condition: ('State' EQUAL 'Node Configuration Misalignment’)

Clearing condition: (‘State' EQUAL 'Managed')

Table 6-79 OverTemperatureDetected

Alarm Attributes Supported releases
Name: OverTemperatureDetected (388) Severity: major * 1.0.0
Type: environmentalAlarm (2) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: equipmentOverheated (5) * 300
Raised on class: equipment.Shelf * 4.00

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Over Temperature State' EQUAL 'Over’)

Clearing condition: (‘Over Temperature State' NOT EQUAL ‘Over’)
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Table 6-80 PersistentindexParametersMisconfigured

Alarm Attributes Supported releases
Name: PersistentindexParametersMisconfigured Severity: major * 1.0.0

(173) Implicitly cleared: true * 2.00

Type: configurationAlarm (11) Default probable cause: * 30.0

Package: netw persistentindexConfigurationMismatch (136) ® 4.0.0

Raised on class: netw.NetworkElement

Description: The alarm is raised when persistence is set to Off in the NE BOF.

Raising condition: ((‘Persistent SNMP Indices’ EQUAL 'False’) OR (('Persistent SNMP Indices' EQUAL ‘True') AND
(‘hasRedundantProcessorCards’ EQUAL ‘true’) AND (‘Redundant Synchronization Mode' EQUAL ‘None')))

Clearing condition: (('Persistent SNMP Indices' EQUAL ‘True') AND ((‘hasRedundantProcessorCards' EQUAL ‘false’) OR
(('hasRedundantProcessorCards' EQUAL ‘true’) AND (‘Redundant Synchronization Mode' NOT EQUAL 'None'))))

Table 6-81 PollerProblem

Alarm Attributes Supported releases
Name: PollerProblem (31) Severity: warning * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true ® 2.0.0
Package: netw Default probable cause: resyncFailed (24) * 300
Raised on class: netw.NetworkElement * 4.0.0

Description: The alarm is raised when the 5620 SAM is unable to poll a network object, for example, because of intermittent or no
IP connectivity to an NE, incorrect SNMP security parameters, or disabled SNMP on the NE.

Raising condition: (‘Resync Status' EQUAL ‘Full Resync Failed')

Clearing condition: (‘Resync Status' EQUAL 'Full Resync Done')

Table 6-82 PowerSupplyFailure

Alarm Attributes Supported releases
Name: PowerSupplyFailure (633) Severity: major * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: powerSupplyFailure (117) * 300
Raised on class: equipment.PowerSupplyTray * 400

Description: The alarm is raised when a power-supply tray reports a failure. When the alarm is raised during device discovery, a
power-supply tray may be out of service. When the alarm is raised while the device is in the managed state, a power-supply tray
may be out of service or the AC power shelf has a fault condition. The alarm clears when the status changes to OK.

Raising condition: ((‘Power Supply 1 Status' EQUAL 'Not Equipped’) OR (Power Supply 1 Status' EQUAL 'Failed’) OR (‘Power Supply
Status' EQUAL 'Failed'))

Clearing condition: (('Power Supply 1 Status' EQUAL 'OK’) OR (‘Power Supply Status' EQUAL 'OK’))
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Table 6-83 PowerSupplyRemoved

Alarm Attributes Supported releases
Name: PowerSupplyRemoved (542) Severity: major * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: PowerSupplyRemoved (415) | ® 3.0.0
Raised on class: equipment.PowerSupplyTray * 400

Description: The alarm is raised when a chassis power supply is removed.

Raising condition: (('Power Supply Status’ EQUAL 'Not Equipped’) OR (‘Power Supply 1 Status' EQUAL 'Not Equipped’))

Clearing condition: (('Power Supply 1 Status’' NOT EQUAL ‘Not Equipped’) OR ('Power Supply Status' NOT EQUAL 'Not Equipped’))

Table 6-84 PppLoopbackDetected

Alarm Attributes Supported releases
Name: PppLoopbackDetected (362) Severity: major * 1.0.0
Type: configurationAlarm (11) Implicitly cleared: true * 2.0.0
Package: ppp Default probable cause: PppLoopbackDetected * 3.00
Raised on class: ppp.Interface (259) * 4.00

Description: The alarm is raised when the value of tmnxPppLocalMagicNumber is the same as the value of
tmnxPppRemoteMagicNumber, which indicates that the link may be looped back.

Raising condition: (('Local Magic Number' EQUAL 'Remote Magic Number') AND (‘'Local Magic Number' NOT EQUAL '0L"))

Clearing condition: (('Local Magic Number' NOT EQUAL 'Remote Magic Number') OR (‘Local Magic Number' EQUAL '0L"))

Table 6-85 PrimarylmageBootFailure

Alarm Attributes Supported releases
Name: PrimarylmageBootFailure (191) Severity: warning ®* 1.0.0
Type: configurationAlarm (11) Implicitly cleared: true ® 2.0.0
Package: sw Default probable cause: * 3.00
Raised on class: sw.CardSoftware bootOptionFileMisconfigured (150) ® 4.0.0

Description: The alarm is raised when the primary software image specified in an NE BOF is unusable.

Raising condition: ((‘imageSource’ NOT EQUAL 'Primary’) AND (‘imageSource' NOT EQUAL 'Unknown'))

Clearing condition: (('imageSource' EQUAL 'Primary') OR (‘imageSource’ EQUAL 'Unknown'))

Table 6-86 PrimaryPathLimitReached

Alarm Attributes Supported releases
Name: PrimaryPathLimitReached (457) Severity: warning * 1.0.0
Type: resourceAlarm (28) Implicitly cleared: true ® 2.0.0
Package: equipment Default probable cause: resourceLimitReached ¢ 3.00
Raised on class: equipment.DaughterCard (131) * 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management primary path bandwidth limit is reached.

Raising condition: (('Primary Path Limit' > '0’) AND (‘Primary Path In use’ >=" (1000 * 'Primary Path Limit’)))"

Clearing condition: (('Primary Path Limit' > '0) AND (‘Primary Path In use' < (1000 * 'Primary Path Limit')))
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Table 6-87 RadiusOperStatusDown

Alarm

Attributes

Supported releases

Name: RadiusOperStatusDown (3692)
Type: radiusOperStatusDownAlarm (105)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: radiusOperationStatusDown
(1431)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when all RADIUS servers have gone down.

Raising condition: ('RADIUS Operation State' EQUAL 'Down’)

Clearing condition: ('RADIUS Operation State' EQUAL 'Up’)

Table 6-88 ReachabilityProblem

Alarm Attributes

Supported releases

Name: ReachabilityProblem (243)
Type: communicationsAlarm (4)
Package: netw

Severity: major

Implicitly cleared: true

Default probable cause: ReachabilityTestFailed
Raised on class: netw.NetworkElement (176)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an Mediation poll of the SysUpTimeAlarm object on an NE fails, for example, because of
network congestion or because the NE is too busy to respond. The probable cause is an unreachable NE Mediation agent on the NE.
By default, the 5620 SAM polls a managed NE every two minutes. If a poll fails, the alarm is raised. The 5620 SAM polls the NE two
minutes after the first failure. If successive polls fail, the 5620 SAM raises the polling interval for the NE by two minutes after each
failure to a maximum of 12 min. The polling interval remains at 12 min until the 5620 SAM receives a response from the NE. The
alarm clears when the 5620 SAM receives a response from the NE, and the 5620 SAM GUI icon that represents the NE turns from red

to green.

Raising condition: (‘reachability’ EQUAL ‘Down’)

Table 6-89 ReconfigFailure

Alarm Attributes

Supported releases

Name: ReconfigFailure (1949)
Type: communicationsAlarm (4)
Package: netw

Severity: critical

Implicitly cleared: true

Default probable cause: failedReconfig (937)
Raised on class: netw.NetworkElement

1.0.0
2.0.0
3.0.0
4.0.0

Description: This alarm is raised when the reconfig action failed.

Raising condition: ('State' EQUAL 'Failed’)

Clearing condition: (‘State' NOT EQUAL 'Failed')
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Table 6-90 RedundantMepMisconfiguration

Alarm Attributes Supported releases
Name: RedundantMepMisconfiguration (3631) Severity: minor * 1.0.0
Type: oamAlarm (18) Implicitly cleared: true ¢ 2.0.0
Package: ethernetoam Default probable cause: * 3.00
Raised on class: ethernetoam.Mep misconfiguredRedundantMep (1416) ® 4.0.0

Description: The alarm is raised when an Active and Redundant MEP do not have the same Id and Operational MAC Address
configured.

Raising condition: (‘validRedundantMepConfig' EQUAL ‘false’)

Clearing condition: (‘validRedundantMepConfig' EQUAL 'true’)

Table 6-91 RedundantMepMissing

Alarm Attributes Supported releases
Name: RedundantMepMissing (3632) Severity: minor * 1.0.0
Type: oamAlarm (18) Implicitly cleared: true ¢ 2.0.0
Package: ethernetoam Default probable cause: missingRedundantMep * 300
Raised on class: ethernetoam.Mep (1417) * 4.0.0

Description: The alarm is raised when there is a MEP on an Active LAG or SAP that is missing a redundant counterpart.

Raising condition: (('MC-LAG Inactive' NOT EQUAL 'Not Applicable’) AND (‘Redundant MEP' EQUAL \"\"))

Clearing condition: (('MC-LAG Inactive' EQUAL ‘Not Applicable’) OR (('MC-LAG Inactive’ NOT EQUAL 'Not Applicable’) AND (‘Redundant
MEP' NOT EQUAL \"\")))

Table 6-92 RemoteMepCCMAlarm

Alarm Attributes Supported releases
Name: RemoteMepCCMAlarm (502) Severity: major * 1.0.0
Type: oamAlarm (18) Implicitly cleared: true ® 2.0.0
Package: ethernetoam Default probable cause: missingRemoteMep (388) * 300
Raised on class: ethernetoam.Mep * 4.0.0

Description: The alarm is raised when a MEP loses connectivity with one or more remote MEPs. The Remote MEP DB State tab on a
MEP lists the missing remote MEPs.

Raising condition: (‘High-priority Defect’' NOT EQUAL '0')

Clearing condition: (‘High-priority Defect’ EQUAL '0')
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Table 6-93 SaveConfigFailed

Alarm

Attributes

Supported releases

Name: SaveConfigFailed (105)

Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileAccessError (90)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the admin save command on an NE fails.

Raising condition: (‘Config Save State' EQUAL 'Failure’)

Clearing condition: (‘Config Save State' EQUAL 'Success’)

Table 6-94 SecondaryPathLimitReached

Alarm

Attributes

Supported releases

Name: SecondaryPathLimitReached (458)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management secondary path bandwidth limit is reached.

Raising condition: ((‘Secondary Path Limit' > '0') AND (‘'Secondary Path In use' >=" (1000 * 'Secondary Path Limit')))"

Clearing condition: (('Secondary Path Limit' > '0') AND (‘Secondary Path In use' < (1000 * 'Secondary Path Limit')))

Table 6-95 ServiceSiteDown

Alarm

Attributes

Supported releases

Name: ServiceSiteDown (97)
Type: serviceAlarm (16)
Package: service

Raised on class: service.Site

Severity: critical
Implicitly cleared: true
Default probable cause: siteDown (83)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when all SAPs on a site are operationally down, or when the service tunnels for the site are

operationally down.

Raising condition: ((‘Operational State' NOT EQUAL 'Up’) AND (‘State Cause' NOT EQUAL 'All Spoke SDP Bindings are Standby'))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR ('State Cause' EQUAL 'All Spoke SDP Bindings are Standby'))

Table 6-96 SessionDown

Alarm

Attributes

Supported releases

Name: SessionDown (73)
Type: ProtocolAlarm (1)
Package: rsvp

Raised on class: rsvp.Session

Severity: critical
Implicitly cleared: true
Default probable cause: interfaceDown (32)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an RSVP session is operationally down.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' EQUAL 'Up’)
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Table 6-97 StatsRetrieveFailed

Alarm Attributes Supported releases
Name: StatsRetrieveFailed (244) Severity: major * 1.0.0
Type: configurationAlarm (11) Implicitly cleared: false ¢ 2.0.0
Package: sw Default probable cause: fileTransferFailure (89) * 3.00
® 4.0.0

Raised on class:
sw.AccountingStatsRetrievalManager

Description: The alarm is raised when the 5620 SAM cannot transfer an accounting file from an NE.

Raising condition: (('Stats Retrieval State’' NOT EQUAL 'Success’) AND ('Stats Retrieval State' NOT EQUAL 'Not Attempted’))

Table 6-98 StpExceptionCondition

Alarm Attributes Supported releases
Name: StpExceptionCondition (297) Severity: major * 1.0.0
Type: AccessInterfaceAlarm (32) Implicitly cleared: true * 2.0.0
Package: (2fwd Default probable cause: StpException (228) * 300
Raised on class: [2fwd.AccessInterfaceStp * 400

Description: The alarm is raised when a SAP detects an STP exception condition, for example, one-way communication or a

downstream loop. The alarm clears when the STP condition changes.

Raising condition: (('STP Exception Condition' NOT EQUAL 'None') AND (‘Administrative State' EQUAL 'Up’))

Clearing condition: (('STP Exception Condition' EQUAL 'None') OR (‘Administrative State' EQUAL 'Down’))

Table 6-99 StpRootGuardViolation

Alarm Attributes Supported releases
Name: StpRootGuardViolation (503) Severity: warning * 1.0.0
Type: AccessInterfaceAlarm (32) Implicitly cleared: true ® 2.0.0
Package: (2fwd Default probable cause: * 3.0.0
Raised on class: [2fwd.AccessInterfaceStp spanningTreeTopologyChanged (331) * 400

Description: The alarm is raised when a SAP detects an STP root guard violation.

Raising condition: (‘Root Guard Violation' EQUAL ‘true’)

Clearing condition: (‘Root Guard Violation' NOT EQUAL 'true’)

Table 6-100 TemperatureThresholdCrossed

Alarm Attributes Supported releases
Name: TemperatureThresholdCrossed (7) Severity: major * 1.0.0
Type: environmentalAlarm (2) Implicitly cleared: true ¢ 2.0.0
Package: equipment Default probable cause: equipmentOverheated (5) * 300
Raised on class: equipment.Environment * 400
Description: The alarm is raised when a temperature crosses a threshold.
Raising condition: (‘temperatureThresholdCrossed' EQUAL 'true’)
Clearing condition: (‘temperatureThresholdCrossed' EQUAL ‘false’)
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Table 6-101 TmnxEqPortEtherLoopDetected

Alarm

Attributes

Supported releases

Name: TmnxEqPortEtherLoopDetected (461)
Type: portEtherLoopDetected (48)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: HighBer (238)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a device detects a physical loop on an Ethernet port.

Raising condition: (('Down When Looped Status' EQUAL ‘Loop Detected’))

Clearing condition: (('Down When Looped Status' EQUAL 'No Loop Detected'))

Table 6-102 TrapDestinationMisconfigured

Alarm

Attributes

Supported releases

Name: TrapDestinationMisconfigured (33)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause:
trapDestinationMisconfigured (26)

Applicable probable causes:
® trapDestinationMisconfigured
® duplicateTrapLogld

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an SNMP trap destination other than the 5620 SAM is configured on an NE.

Raising condition: (‘isTrapDestinationMisconfigured' EQUAL ‘'true’)

Clearing condition: (‘isTrapDestinationMisconfigured' EQUAL ‘false’)
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Table 6-103 TrapReceivingFailure

Alarm Attributes Supported releases
Name: TrapReceivingFailure (1083) Severity: major * 1.0.0
Type: communications (87) Implicitly cleared: false * 2.0.0
Package: netw Default probable cause: trapsWillNotBeSent (822) * 300
Raised on class: netw.NetworkElement * 4.0.0

Description: This user-defined alarm is raised when the NE is unable to send traps because the NE configuration is one of the
following:- The Management IP Selection is set to Out Of Band Only, the Primary Route Preference is set to In Band, and the
Secondary Route Preference is set to None.- The Management IP Selection is set to In Band Only, the Primary Route Preference is
set to Out Of Band, and the Secondary Route Preference is set to None.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band’) AND (‘Management IP Selection’ EQUAL 'In Band Only') AND (‘Primary
Route Preference’ EQUAL 'Out Of Band') AND (‘'Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP* EQUAL 'Out
Of Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Only’) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out Of Band’) AND (‘Management IP Selection’
EQUAL 'In Band Preferred’) AND ('Primary Route Preference’ EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR
((Active Management IP' EQUAL 'In Band’) AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Primary Route
Preference’ EQUAL 'Out Of Band') AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Only') AND (('Primary
Route Preference’ EQUAL 'In Band') OR (‘Secondary Route Preference’' EQUAL ‘'In Band'))) OR (('Active Management IP' EQUAL 'Out Of
Band’) AND (‘Management IP Selection’ EQUAL 'Out Of Band Only') AND (('Primary Route Preference' EQUAL 'Out Of Band’) OR
('Secondary Route Preference’ EQUAL 'Out Of Band'))) OR (('‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP
Selection' EQUAL 'In Band Preferred') AND ((‘Primary Route Preference' EQUAL 'Out Of Band') OR ('Secondary Route Preference' EQUAL
‘Out Of Band'))) OR (('‘Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Preferred’) AND
(('Primary Route Preference' EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL
‘In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND ((‘Primary Route Preference' EQUAL 'In Band’) OR
('Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP Selection’
EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference’ EQUAL 'Out Of Band') OR (‘Secondary Route Preference’ EQUAL 'Out
Of Band'))))

Table 6-104 TrapRoutePreferenceRedundancyMissing

Alarm Attributes Supported releases
Name: TrapRoutePreferenceRedundancyMissing Severity: warning * 1.0.0

(1084) Implicitly cleared: true ¢ 2.0.0

Type: communications (87) Default probable cause: trapsRedundancyMissing * 3.00

Package: netw (823) ® 4.0.0

Raised on class: netw.NetworkElement

Description: The user-defined alarm is raised when NE management redundancy is configured without trap route preference
redundancy.

Raising condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Primary Route Preference' EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR ((‘Management IP Selection’' EQUAL
'‘Out Of Band Preferred’) AND (‘Active Management IP' EQUAL 'Out Of Band') AND (‘Primary Route Preference' EQUAL 'Out Of Band')
AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Secondary Route Preference’ NOT EQUAL ‘None')) OR (('Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Active
Management IP' EQUAL 'Out Of Band') AND ('Secondary Route Preference’ NOT EQUAL 'None')))
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Table 6-105 UnidentifiedNode

Alarm

Attributes

Supported releases

Name: UnidentifiedNode (1922)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true
Default probable cause: unidentifiedNode (922)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the node being discovered can not be properly identified.

Raising condition: ('State’ EQUAL 'Pending Identification’)

Clearing condition: (‘State’' NOT EQUAL 'Pending Identification’)

Table 6-106 UnmanageFailed

Alarm

Attributes

Supported releases

Name: UnmanageFailed (300)

Type: discoveryControlAlarm (33)

Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: warning
Implicitly cleared: true

Default probable cause: unableToDeleteNode (231)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an attempt to unmanage an NE fails.

Raising condition: ('Site State' EQUAL 'unmanage failed')

Clearing condition: ('Site State’ NOT EQUAL ‘'unmanage failed')

Table 6-107 UpgradedBuildVersionMismatch

Alarm

Attributes

Supported releases

Name: UpgradedBuildVersionMismatch (174)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true

(137)

Default probable cause: upgradedimageNotBooted

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the software version that an NE reports after a software upgrade does not match the version

of the software used for the upgrade.

Raising condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘true’)

Clearing condition: (‘upgradedBuildVersionMismatch' EQUAL ‘false’)
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Table 6-108 upgradedCardAlarm

Alarm

Attributes

Supported releases

Name: upgradedCardAlarm (255)
Type: softwareAlarm (19)
Package: equipment

Raised on class: equipment.Card

Severity: warning
Implicitly cleared: true
Default probable cause: upgradedCard (194)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the standby CPM is rebooted and operational after a software upgrade. A device resets an
IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL 'Upgrade’)

Clearing condition: (‘operationalState’ EQUAL 'Up’)

Table 6-109 VersionConfigRestoreFailed

Alarm

Attributes

Supported releases

Name: VersionConfigRestoreFailed (536)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: versionMismatch (405)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the restore procedure on an NE fails because of a mismatch between the backup file set

version and the NE software version.

Raising condition: ('lastNmsVersionRestoreState' EQUAL 'Failure’)

Clearing condition: ('lastNmsVersionRestoreState' EQUAL 'Success’)

Table 6-110 WrongCpaaSoftwareVersion

Alarm

Attributes

Supported releases

Name: WrongCpaaSoftwareVersion (791)
Type: equipmentAlarm (3)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: wrongCpaaSoftwareVersion
(559)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the 7701 CPAA software is the wrong version and requires an upgrade.

Raising condition: (('Software Version' EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL '7701 CPAA"))

Clearing condition: ((‘'Software Version' NOT EQUAL \"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL ‘7701 CPAA’))
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Table 6-111 XplError

Alarm Attributes Supported releases
Name: XplError (573) Severity: warning * 1.0.0
Type: hardwareAnomaly (55) Implicitly cleared: true ¢ 2.0.0
Package: equipment Default probable cause: xplError (443) * 3.00
Raised on class: equipment.DaughterCard * 400
Description: The alarm is raised when an MDA reports persistent XPL Errors.
Raising condition: (‘Number Of Notifications’ NOT EQUAL '0)
Clearing condition: (‘Number Of Notifications' EQUAL '0')
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may not be listed in this chapter. Associating alarms with specific NE
types is an ongoing Alcatel-Lucent effort. If the 5620 SAM raises an
alarm against this device type, and the alarm is not described in this
chapter, see chapter 32 for information about the alarm.

: Note — Some alarms that the 5620 SAM can raise against this device

Table 7-1 AccessinterfaceDown

Alarm Attributes Supported releases
Name: AccessinterfaceDown (249) Severity: critical * 1.0.0
Type: AccessinterfaceAlarm (32) Implicitly cleared: true * 2.0.0
Package: service Default probable cause: interfaceDown (32) * 300
Raised on class: service.AccessInterface * 4.0.0

Description: The alarm is raised when an L2 or L3 interface operational state is Down and the administrative state of the associated
site is Up. The alarm is not raised against an L2 access interface that is associated with an MC ring or MC LAG in the standby state.

Raising condition: ((‘Operational State' NOT EQUAL 'Up') AND ('State Cause' NOT EQUAL 'Standby For MC-Ring') AND (‘State Cause'
NOT EQUAL ‘Standby For MC-Lag') AND ('State Cause’ NOT EQUAL 'Standby For BGP Multi-homing'))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR ('State Cause' EQUAL 'Standby For MC-Ring') OR (‘'State Cause' EQUAL
‘Standby For MC-Lag') OR ('State Cause' EQUAL 'Standby For BGP Multi-homing'))
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Table 7-2 AGWDiameterPeerDown

Alarm

Attributes

Supported releases

Name: AGWDiameterPeerDown (844)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWDiameterPeer

Severity: variable
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the path management state of a Diameter peer changes to a state other than Up.

Raising condition: (‘'Path Diameter Management State' NOT EQUAL 'Active’)

Clearing condition: (‘Path Diameter Management State' EQUAL 'Active’)

Table 7-3 AGWGTPPMIPPeerDown

Alarm

Attributes

Supported releases

Name: AGWGTPPMIPPeerDown (1120)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWGTPPMIPPeer

Severity: variable
Implicitly cleared: true

Default probable cause: AGWGTPPMIPPeerDown
(832)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the pathManagementState of this EPS peer is not Up.

Raising condition: ('Path Management State' EQUAL ‘Fault’)

Clearing condition: (‘'Path Management State' EQUAL 'Up’)

Table 7-4 AncillaryPathLimitReached

Alarm

Attributes

Supported releases

Name: AncillaryPathLimitReached (459)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

* 1.0.0
¢ 2.0.0
* 3.0.0
* 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management ancillary path bandwidth limit is reached.

Raising condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' >=" (1000 * 'Ancillary Path Limit')))"

Clearing condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' < (1000 * ‘Ancillary Path Limit')))

Table 7-5 AreaTypeMismatch

Alarm

Attributes

Supported releases

Name: AreaTypeMismatch (38)
Type: configurationAlarm (11)
Package: ospf

Raised on class: ospf.Area

Severity: warning
Implicitly cleared: true

Default probable cause: areaTypeMisconfigured (34)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an OSPF area on one NE is configured as an NSSA and the same OSPF area on another NE is

configured as a stub area.

Raising condition: (‘Type Mismatch' EQUAL 'true’)

Clearing condition: (‘Type Mismatch' EQUAL ‘false’)
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Table 7-6 AsymmetricalConfig (multichassis)

Alarm Attributes Supported releases
Name: AsymmetricalConfig (295) Severity: major ® 4.0.0

Type: configurationAlarm (11) Implicitly cleared: true

Package: multichassis Default probable cause: asymmetricalConfig (226)

Raised on classes:

® multichassis.MultiChassisPeer

® multichassis.MultiChassisLagMember
® multichassis.MultiChassisLag

Description: The alarm is raised when there is a peer configuration mismatch that prevents MC operation.

Raising condition: (‘Asymmetrical Configuration Detected EQUAL 'true’)

Clearing condition: (‘Asymmetrical Configuration Detected' EQUAL ‘false’)

Table 7-7 AuxiliaryServerStatus

Alarm Attributes Supported releases
Name: AuxiliaryServerStatus (311) Severity: critical * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true * 2.0.0
Package: server Default probable cause: systemFailed (144) * 300
Raised on class: server.AuxiliaryServer * 400

Description: The alarm is raised when a 5620 SAM main server cannot communicate with an auxiliary server. The alarm clears when
communication is restored.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: ('Server Status' EQUAL 'Up’)

Table 7-8 BITS2NotQualified

Alarm Attributes Supported releases
Name: BITS2NotQualified (1941) Severity: minor ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true * 3.0.0

Package: sonet Default probable cause: ® 4.0.0

Raised on class: sonet.SiteSync timingReferenceNotQualified (418)

Description: The alarm is raised when the BITS-2 timing reference on an NE is not in the Qualified state.

Raising condition: ((‘Qualified State' EQUAL 'Not Qualified’))

Clearing condition: ((‘Qualified State’' NOT EQUAL 'Not Qualified'))
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Table 7-9 BITSNotQualified

Alarm

Attributes

Supported releases

Name: BITSNotQualified (547)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
timingReferenceNotQualified (418)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the BITS timing reference on an NE is not in the Qualified state.

Raising condition: ((‘Qualified State’ EQUAL 'Not Qualified'))

Clearing condition: ((‘Qualified State’ NOT EQUAL 'Not Qualified'))

Table 7-10 BITSReferenceLossOfSignal

Alarm

Attributes

Supported releases

Name: BITSReferenceLossOfSignal (1950)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause: BITSReferenceLossOfSignal
(938)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the BITS reference on an NE is not qualified due to Loss of Signal.

Raising condition: ((‘Alarms'anyBit'LOS'))

Clearing condition: NOT ((('Alarms'anyBit'LOS')))

Table 7-11 BITSReferenceOutOfFrequency

Alarm

Attributes

Supported releases

Name: BITSReferenceOutOfFrequency (1951)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
BITSReferenceOutOfFrequency (939)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the BITS Reference on an NE is not qualified due to Out of frequency.

Raising condition: ((‘Alarms'anyBit'OOF'))

Clearing condition: NOT ((('Alarms'anyBit'OOF')))

Table 7-12 BITSReferenceOutOfPollinRange

Alarm

Attributes

Supported releases

Name: BITSReferenceOutOfPollinRange (1952)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
BITSReferenceOutOfPolllnRange (940)

¢ 2.0.0
¢® 3.0.0
®* 4.0.0

Description: The alarm is raised when the BITS Reference on an NE is not qualified state due to Out of poll in range.

Raising condition: ((‘Alarms‘anyBit‘OOPIR’))

Clearing condition: NOT (((‘Alarms'anyBit'‘OOPIR’)))
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Table 7-13 BootableConfigBackupFailed

Alarm

Attributes

Supported releases

Name: BootableConfigBackupFailed (103)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileTransferFailure (89)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the 5620 SAM fails to back up a set of NE configuration files.

Raising condition: (‘Backup State' EQUAL 'Failure’)

Clearing condition: (‘Backup State' EQUAL 'Success'’)

Table 7-14 BootableConfigRestoreFailed

Alarm

Attributes

Supported releases

Name: BootableConfigRestoreFailed (104)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileTransferFailure (89)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the 5620 SAM fails to restore a set of NE configuration files.

Raising condition: ('Restore State' EQUAL ‘Failure’)

Clearing condition: (‘Restore State' EQUAL 'Success')

Table 7-15 BootParametersMisconfigured

Alarm

Attributes

Supported releases

Name: BootParametersMisconfigured (35)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical

Implicitly cleared: true

Default probable cause: persistentindexFailure (30)
Applicable probable causes:

® persistentindexFailure

® configFileBootFailure

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the SNMP Index Boot Status on an NE is not set to Persistent.

Raising condition: ((‘isGenericNode' EQUAL ‘false’) AND (‘State' NOT EQUAL 'Pre-provisioned') AND (('Config File Status' NOT EQUAL
‘Executed Successfully’) OR (‘Persistent Index Status’' NOT EQUAL ‘Rebuild Succeeded')))

Clearing condition: ((‘Config File Status' EQUAL 'Executed Successfully') AND (‘Persistent Index Status' EQUAL 'Rebuild Succeeded'))
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Table 7-16 CesBfrOverrun

Alarm

Attributes

Supported releases

Name: CesBfrOverrun (448)

Type: communicationsAlarm (4)

Package: vll

Raised on class: vll.VllCesInterfaceSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: bufferOverrun (322)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM detects a jitter buffer overrun.

Raising condition: (('Report Alarm Status'anyBit'Buffer Overrun’) AND (‘Report Alarm'anyBit'Buffer Overrun’))

Clearing condition: NOT ((('Report Alarm Status'anyBit'Buffer Overrun’) AND (‘Report Alarm'anyBit'Buffer Overrun')))

Table 7-17 CesBfrUnderrun

Alarm

Attributes

Supported releases

Name: CesBfrUnderrun (449)

Type: communicationsAlarm (4)

Package: vll

Raised on class: vll.VllCesInterfaceSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: bufferOverrun (322)

3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM detects a jitter buffer underrun.

Raising condition: ((‘Report Alarm Status'anyBit'Buffer Underrun’) AND (‘Report Alarm'anyBit'Buffer Underrun’))

Clearing condition: NOT ((('Report Alarm Status'anyBit'Buffer Underrun’) AND (‘Report Alarm'anyBit'Buffer Underrun')))

Table 7-18 CesMalformedPkts

Alarm

Attributes

Supported releases

Name: CesMalformedPkts (446)

Type: communicationsAlarm (4)

Package: vll

Raised on class: vll.VllCesInterfaceSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: malformedPackets (320)

3.0.0
® 4.0.0

Description: The alarm is raised when the 5620 SAM detects one or more malformed packets.

Raising condition: (('Report Alarm Status'anyBit'‘Malformed Packets’) AND (‘Report Alarm'anyBit'Malformed Packets'))

Clearing condition: NOT ((('Report Alarm Status'anyBit'‘Malformed Packets’) AND (‘Report Alarm'anyBit'Malformed Packets')))

Table 7-19 CesPktLoss

Alarm

Attributes

Supported releases

Name: CesPktLoss (447)

Type: communicationsAlarm (4)

Package: vll

Raised on class: vll.VllCesInterfaceSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: lossOfPacket (321)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM detects a packet loss.

Raising condition: (('Report Alarm Status'anyBit'Packet Loss’) AND (‘Report Alarm'anyBit'Packet Loss'))

Clearing condition: NOT ((('Report Alarm Status'anyBit'Packet Loss') AND (‘Report Alarm'anyBit'Packet Loss')))
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Table 7-20 CesRmtPktLoss

Alarm

Attributes

Supported releases

Name: CesRmtPktLoss (450)

Type: communicationsAlarm (4)

Package: vll

Raised on class: vll.VllCesInterfaceSpecifics

Severity: minor
Implicitly cleared: true
Default probable cause: farEndLossOfPacket (323)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM detects a remote packet loss.

Raising condition: (('Report Alarm Status'anyBit'/Remote Packet Loss’) AND (‘Report Alarm'anyBit'Remote Packet Loss'))

Clearing condition: NOT ((('Report Alarm Status'anyBit'Remote Packet Loss’) AND (‘Report Alarm'anyBit'Remote Packet Loss')))

Table 7-21 CesRmtRdi

Alarm

Attributes

Supported releases

Name: CesRmtRdi (452)

Type: configurationAlarm (11)

Package: vll

Raised on class: vll.VllCesInterfaceSpecifics

Severity: minor
Implicitly cleared: false
Default probable cause: farEndRdi (325)

3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM detects a remote RDI.

Raising condition: (('Report Alarm Status'anyBit'Remote RDI') AND (‘Report Alarm'anyBit'/Remote RDI'))

Clearing condition: NOT ((('Report Alarm Status'anyBit'Remote RDI') AND (‘Report Alarm'anyBit'Remote RDI')))

Table 7-22 CesRmtTdmFault

Alarm

Attributes

Supported releases

Name: CesRmtTdmFault (451)

Type: configurationAlarm (11)

Package: vll

Raised on class: vll.VllCesInterfaceSpecifics

Severity: minor
Implicitly cleared: false
Default probable cause: tdmFarEndFault (324)

3.0.0
® 4.0.0

Description: The alarm is raised when the 5620 SAM detects a remote TDM fault.

Raising condition: (('Report Alarm Status'anyBit'Remote TDM Fault') AND (‘Report Alarm'anyBit'Remote TDM Fault'))

Clearing condition: NOT ((('Report Alarm Status'anyBit'Remote TDM Fault’) AND (‘Report Alarm'anyBit'Remote TDM Fault')))

Table 7-23 CesStrayPkts

Alarm

Attributes

Supported releases

Name: CesStrayPkts (445)

Type: communicationsAlarm (4)

Package: vll

Raised on class: vll.VllCesInterfaceSpecifics

Severity: minor
Implicitly cleared: true
Default probable cause: strayPackets (319)

* 3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM detects received stray packets.

Raising condition: (('Report Alarm Status'anyBit'Stray Packets’) AND (‘Report Alarm'anyBit'Stray Packets'))

Clearing condition: NOT ((('Report Alarm Status'anyBit'Stray Packets’) AND (‘Report Alarm'anyBit'Stray Packets')))
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Table 7-24 CircuitStpExceptionCondition

Alarm

Attributes

Supported releases

Name: CircuitStpExceptionCondition (648)
Type: SdpBindingAlarm (30)

Package: 12fwd

Raised on class: 12fwd.CircuitStp

Severity: major
Implicitly cleared: true
Default probable cause: StpException (228)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an NE detects an STP exception condition on a SAP, for example, one-way communication
or a downstream loop. The alarm clears when the STP status changes.

Raising condition: (('STP Exception Condition' NOT EQUAL 'None') AND (‘Administrative State' EQUAL 'Up’))

Clearing condition: (('STP Exception Condition' EQUAL 'None') OR (‘Administrative State’ EQUAL 'Down’))

Table 7-25 ClientDelegateServerStatus

Alarm

Attributes

Supported releases

Name: ClientDelegateServerStatus (731)
Type: communicationsAlarm (4)

Package: server

Raised on class: server.ClientDelegateServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a client delegate server is unreachable.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: ('Server Status' EQUAL 'Up’)

Table 7-26 ContainingEquipmentAdministrativelyDown

Alarm

Attributes

Supported releases

Name: ContainingEquipmentAdministrativelyDown
(466)

Type: equipmentAlarm (3)
Package: equipment
Raised on class: equipment.Port

Severity: minor
Implicitly cleared: true

Default probable cause:
containingEquipmentAdministrativelyDown (330)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of

containingEquipmentAdministrativelyDown.

Raising condition: ((‘Status’ EQUAL 'Parent Admin Down') AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status’' NOT EQUAL 'Parent Admin Down’) OR (‘isTerminatable’ NOT EQUAL ‘'true’))
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Table 7-27 ContainingEquipmentMismatch

Alarm

Attributes

Supported releases

Name: ContainingEquipmentMismatch (464)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Port

Severity: major
Implicitly cleared: true

Default probable cause:
containingEquipmentMismatch (328)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of containingEquipmentMismatch.

Raising condition: ((‘'Status' EQUAL ‘Parent Type Mismatch’) AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status’' NOT EQUAL 'Parent Type Mismatch') OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 7-28 ContainingEquipmentOperationallyDown

Alarm

Attributes

Supported releases

Name: ContainingEquipmentOperationallyDown
(465)

Type: equipmentAlarm (3)
Package: equipment
Raised on class: equipment.Port

Severity: major
Implicitly cleared: true

Default probable cause: containingEquipmentDown
(329)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of

containingEquipmentOperationllyDown.

Raising condition: ((‘Status' EQUAL 'Parent Oper Down') AND (‘isTerminatable' EQUAL ‘true’))

Clearing condition: (('Status' NOT EQUAL 'Parent Oper Down') OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 7-29 CorruptimageFile

Alarm

Attributes

Supported releases

Name: CorruptimageFile (171)
Type: configurationAlarm (11)
Package: mediation

Raised on class:
mediation.AbstractSoftwareFolderDescriptor

Severity: critical
Implicitly cleared: true

Default probable cause: invalidOrCorruptimageFile
(134)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when one or more files in the 5620 SAM software image specified for a device software upgrade is
invalid, corrupt or absent. The 5620 SAM validates a device software file set before it imports the file set and distributes it to an

NE. Ensure that the file set downloads properly to the NE and is not tampered with before you re-attempt the upgrade. The alarm
clears when a valid file set is on the NE and the 5620 SAM activates the software image in the file set.

Raising condition: (‘isimageValid' EQUAL 'false’)

Clearing condition: (‘isimageValid' EQUAL 'true’)
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Table 7-30 DDMAux1HighAlarm

Alarm

Attributes

Supported releases

Name: DDMAux1HighAlarm (495)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux1HighAlarm (381)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 High Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'’Aux1 High Alarm’))

Table 7-31 DDMAux1HighWarning

Alarm

Attributes

Supported releases

Name: DDMAux1HighWarning (494)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux1HighWarning (380)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux1 High Warning'))

Table 7-32 DDMAux1LowAlarm

Alarm

Attributes

Supported releases

Name: DDMAux1LowAlarm (493)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux1LowAlarm (379)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux1 Low Alarm’))
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Table 7-33 DDMAux1LowWarning

Alarm

Attributes

Supported releases

Name: DDMAux1LowWarning (492)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux1LowWarning (378)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 Low Warning’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Aux1 Low Warning'))

Table 7-34 DDMAux2HighAlarm

Alarm

Attributes

Supported releases

Name: DDMAux2HighAlarm (499)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: aux2HighAlarm (385)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 High Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 High Alarm’))

Table 7-35 DDMAux2HighWarning

Alarm

Attributes

Supported releases

Name: DDMAux2HighWarning (498)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux2HighWarning (384)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 High Warning'))
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Table 7-36 DDMAux2LowAlarm

Alarm

Attributes

Supported releases

Name: DDMAux2LowAlarm (497)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux2LowAlarm (383)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'/Aux2 Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 Low Alarm’))

Table 7-37 DDMAux2LowWarning

Alarm

Attributes

Supported releases

Name: DDMAux2LowWarning (496)
Type: communicatiothresholdAlarmnsAlarm (50)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true
Default probable cause: aux2LowWarning (382)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 Low Warning'))

Table 7-38 DDMRxOpticalPowerHighAlarm

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerHighAlarm (491)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: rxOpticalPowerHighAlarm
(377)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power High Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Rx Optical Power High Alarm'))
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Table 7-39 DDMRxOpticalPowerHighWarning

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerHighWarning (490)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause:
rxOpticalPowerHighWarning (376)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (Thresholds Failed'anyBit'Rx Optical Power High Warning’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Rx Optical Power High Warning'))

Table 7-40 DDMRxOpticalPowerLowAlarm

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerLowAlarm (489)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: rxOpticalPowerLowAlarm
(375)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power Low Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Rx Optical Power Low Alarm'))

Table 7-41 DDMRxOpticalPowerLowWarning

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerLowWarning (488)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: rxOpticalPowerLowWarning
(374)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Rx Optical Power Low Warning'))
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Table 7-42 DDMSupplyVoltageHighAlarm

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageHighAlarm (479)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: supplyVoltageHighAlarm
(365)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage High Alarm’)

Clearing condition: NOT ((Thresholds Failed'anyBit'Supply Voltage High Alarm’))

Table 7-43 DDMSupplyVoltageHighWarning

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageHighWarning (478)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: supplyVoltageHighWarning
(364)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Supply Voltage High Warning'))

Table 7-44 DDMSupplyVoltageLowAlarm

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageLowAlarm (477)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: supplyVoltageLowAlarm
(363)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage Low Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Supply Voltage Low Alarm’))
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Table 7-45 DDMSupplyVoltageLowWarning

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageLowWarning (476)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: supplyVoltageLowWarning
(362)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage Low Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Supply Voltage Low Warning'))

Table 7-46 DDMTemperatureHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTemperatureHighAlarm (475)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: temperatureHighAlarm
(361)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Temperature High Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBit Temperature High Alarm’))

Table 7-47 DDMTemperatureHighWarning

Alarm

Attributes

Supported releases

Name: DDMTemperatureHighWarning (474)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: temperatureHighWarning
(360)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit Temperature High Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature High Warning'))
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Table 7-48 DDMTemperatureLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTemperatureLowAlarm (473)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: temperatureLowAlarm
(359)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit' Temperature Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature Low Alarm’))

Table 7-49 DDMTemperatureLowWarning

Alarm

Attributes

Supported releases

Name: DDMTemperatureLowWarning (472)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: temperatureLowWarning
(358)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Temperature Low Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature Low Warning'))

Table 7-50 DDMTxBiasCurrentHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentHighAlarm (483)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txBiasCurrentHighAlarm
(369)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current High Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBitTx Bias Current High Alarm’))
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Table 7-51 DDMTxBiasCurrentHighWarning

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentHighWarning (482)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txBiasCurrentHighWarning
(368)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Bias Current High Warning'))

Table 7-52 DDMTxBiasCurrentLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentLowAlarm (481)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txBiasCurrentLowAlarm
(367)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Bias Current Low Alarm'))

Table 7-53 DDMTxBiasCurrentLowWarning

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentLowWarning (480)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txBiasCurrentLowWarning
(366)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current Low Warning')

Clearing condition: NOT (('Thresholds Failed'anyBit'Tx Bias Current Low Warning'))
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Table 7-54 DDMTxOutputPowerHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerHighAlarm (487)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txOutputPowerHighAlarm
(373)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power High Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBitTx Output Power High Alarm'))

Table 7-55 DDMTxOutputPowerHighWarning

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerHighWarning (486)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txOutputPowerHighWarning
(372)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power High Warning'’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Output Power High Warning'))

Table 7-56 DDMTxOutputPowerLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerLowAlarm (485)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txOutputPowerLowAlarm
(371)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power Low Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Tx Output Power Low Alarm’))
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Table 7-57 DDMTxOutputPowerLowWarning

Alarm Attributes Supported releases
Name: DDMTxOutputPowerLowWarning (484) Severity: warning ® 2.0.0

Type: thresholdAlarm (49) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: txOutputPowerLowWarning | ® 4.0.0

Raised on class: (370)

equipment.DigitalDiagnosticMonitoring

Description: The alarm is raised when the output power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (Thresholds Failed'anyBit'Tx Output Power Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Output Power Low Warning'))

Table 7-58 downgradedCardAlarm

Alarm Attributes Supported releases
Name: downgradedCardAlarm (256) Severity: warning * 1.0.0
Type: softwareAlarm (19) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: downgradedCard (195) * 300
Raised on class: equipment.Card * 4.0.0

Description: The alarm is raised when an IOM is not upgraded or reset after a device software upgrade of both CPMs. A device resets
an IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL ‘Downgrade’)

Clearing condition: (‘'operationalState’ EQUAL 'Up’)

Table 7-59 DS1E1AlarmindicationSignal

Alarm Attributes Supported releases
Name: DS1E1AlarmIndicationSignal (112) Severity: major * 3.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ®* 4.0.0

Package: tdmequipment Default probable cause: alarmindicationSignal (96)

Raised on class:

tdmequipment.DS1E1ChannelSpecifics

Description: The alarm is raised when an NE reports that a specific DS1 or E1 channel has an AIS alarm condition.

Raising condition: ((‘Outstanding Alarms'anyBit'Alarm Indication Signal’) AND (‘Report Alarms'anyBit'Alarm Indication Signal'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'Alarm Indication Signal') AND (‘'Report Alarms'anyBit'Alarm Indication Signal’)))
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Table 7-60 DS1E1Looped

Alarm

Attributes

Supported releases

Name: DS1E1Looped (126)
Type: communicationsAlarm (4)
Package: tdmequipment

Raised on class:
tdmequipment.DS1E1ChannelSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: farEndLoopback (102)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when an NE reports that a specific DS1 or E1 channel has a remote loopback alarm condition.

Raising condition: (('Outstanding Alarms'anyBit'Far end wants the near end to loopback’) AND (‘Report Alarms'anyBit'Far end wants

the near end to loopback'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'Far end wants the near end to loopback’) AND (‘Report Alarms'anyBit'Far end

wants the near end to loopback’)))

Table 7-61 DS1E1LossOfSignal

Alarm

Attributes

Supported releases

Name: DS1E1LossOfSignal (124)
Type: communicationsAlarm (4)
Package: tdmequipment

Raised on class:
tdmequipment.DS1E1ChannelSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: lossOfSignal (99)

* 3.0.0
® 4.0.0

Description: The alarm is raised when an NE reports that a specific DS1 or E1 channel has an LOS alarm condition.

Raising condition: ((‘Outstanding Alarms'anyBit'Loss of Signal’) AND (‘Report Alarms'anyBit'Loss of Signal'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'Loss of Signal') AND (‘Report Alarms'anyBit'Loss of Signal')))

Table 7-62 DS1E10utOfFrame

Alarm

Attributes

Supported releases

Name: DS1E10utOfFrame (125)
Type: communicationsAlarm (4)
Package: tdmequipment

Raised on class:
tdmequipment.DS1E1ChannelSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: outOfFrame (100)

3.0.0
® 4.0.0

Description: The alarm is raised when an NE reports that a specific DS1 or E1 channel has an OOF alarm condition.

Raising condition: ((‘Outstanding Alarms'anyBit'Out Of Frame') AND (‘Report Alarms'anyBit'Out Of Frame'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Out Of Frame') AND (‘Report Alarms'anyBit'Out Of Frame')))
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Table 7-63 DS1E1ResourceAvailabilitylndicator

Alarm

Attributes

Supported releases

Name: DS1E1ResourceAvailabilityIndicator (114)
Type: communicationsAlarm (4)
Package: tdmequipment

Raised on class:
tdmequipment.DS1E1ChannelSpecifics

Severity: major
Implicitly cleared: true

Default probable cause:
resourceAvailabilitylndicator (98)

¢ 3.0.0
* 4.0.0

Description: The alarm is raised when an NE reports that a specific DS1 or E1 channel has an RAIl alarm condition.

Raising condition: ((‘Outstanding Alarms'anyBit'Resource Availability Indicator’) AND (‘Report Alarms'anyBit'Resource Availability

Indicator'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Resource Availability Indicator’) AND (‘Report Alarms'anyBit'Resource

Availability Indicator’)))

Table 7-64 DS1E1SignalDegradation

Alarm

Attributes

Supported releases

Name: DS1E1SignalDegradation (500)
Type: communicationsAlarm (4)
Package: tdmequipment

Raised on class:
tdmequipment.DS1E1ChannelSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: signalDegradation (386)

* 3.0.0
® 4.0.0

Description: The alarm is raised when an NE reports that a specific DS1 or E1 channel has an SD alarm condition.

Raising condition: ((‘Outstanding Alarms'anyBit'Signal Degradation’) AND (‘Report Alarms‘anyBit'Signal Degradation’))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'Signal Degradation’) AND (‘Report Alarms'anyBit'Signal Degradation’)))

Table 7-65 DS1E1SignalFailure

Alarm

Attributes

Supported releases

Name: DS1E1SignalFailure (501)
Type: communicationsAlarm (4)
Package: tdmequipment

Raised on class:
tdmequipment.DS1E1ChannelSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: signalFailure (387)

3.0.0
® 4.0.0

Description: The alarm is raised when an NE reports that a specific DS1 or E1 channel has an SF alarm condition.

Raising condition: ((‘Outstanding Alarms'anyBit'Signal Failure') AND (‘'Report Alarms'anyBit'Signal Failure'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Signal Failure’) AND (‘Report Alarms'anyBit'Signal Failure’)))
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Table 7-66 EquipmentAdministrativelyDown

Alarm Attributes Supported releases
Name: EquipmentAdministrativelyDown (455) Severity: minor * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true ¢ 2.0.0
Package: equipment Default probable cause: * 3.00
Raised on class: equipment.Equipment equipmentAdministrativelyDown (326) ® 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentAdministrativelyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Admin Down’)

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Admin Down’)

Table 7-67 EquipmentDegraded

Alarm Attributes Supported releases
Name: EquipmentDegraded (604) Severity: minor * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: singleFanFailure (450) * 3.00
Raised on class: equipment.FanTray * 4.0.0

Description: The alarm is raised when a single fan fails. The chassis attempts to continue operating within the normal temperature
range using only the remaining fans.

Raising condition: ('Device State' EQUAL 'MinorFailure')

Clearing condition: ('Device State' NOT EQUAL 'MinorFailure’)

Table 7-68 EquipmentDown

Alarm Attributes Supported releases
Name: EquipmentDown (10) Severity: major ®* 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: inoperableEquipment (8) * 300
Raised on class: equipment.Equipment * 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentOperationallyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL '‘Oper Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Oper Down’)
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Table 7-69 EquipmentFailure

Alarm

Attributes

Supported releases

Name: EquipmentFailure (145)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.ReplaceableUnit

Severity: critical
Implicitly cleared: true

Default probable cause: cardFailure (123)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a control processor or power-supply tray reports a failure. When the object type is
ControlProcessor, a CPM may be unable to boot. When the object type is Power Supply Tray and the alarm is raised during device
discovery, a power-supply tray may be out of service. When the object type is a Power Supply Tray and the device is in the managed
state, a power-supply tray may be out of service or the AC power shelf has a fault condition. The alarm clears when the status

changes to OK.

Raising condition: (‘operationalState’ EQUAL 'Failed’)

Clearing condition: (‘operationalState’ NOT EQUAL 'Failed’)

Table 7-70 EquipmentinTest

Alarm

Attributes

Supported releases

Name: EquipmentinTest (11)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: warning
Implicitly cleared: true

Default probable cause: equipmentinTest (9)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when equipment enters a diagnostic state.

Raising condition: (‘compositeEquipmentState’ EQUAL 'In Test')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'In Test')

Table 7-71 EquipmentMismatch

Alarm

Attributes

Supported releases

Name: EquipmentMismatch (9)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

@)

Default probable cause: equipmentTypeMismatch

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMismatch.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Type Mismatch’)

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL ‘Type Mismatch')
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Table 7-72 EquipmentRemoved

Alarm

Attributes

Supported releases

Name: EquipmentRemoved (8)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

Default probable cause:
replaceableEquipmentRemoved (6)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMissing.

Raising condition: ((‘compositeEquipmentState’ EQUAL 'Removed’) AND (‘isEquipmentinserted’ EQUAL 'true’))

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Removed’)

Table 7-73 EthernetPortConfiguredLoopback

Alarm

Attributes

Supported releases

Name: EthernetPortConfiguredLoopback (801)
Type: configurationAlarm (11)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: warning
Implicitly cleared: false

Default probable cause:
ethernetPortConfiguredLoopback (567)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a timed loopback is in effect for an Ethernet port.

Raising condition: (('Type' NOT EQUAL 'None'))

Clearing condition: ((‘Type' EQUAL 'None'))

Table 7-74 EthernetPortDuplicateLane

Alarm

Attributes

Supported releases

Name: EthernetPortDuplicateLane (3557)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: DuplicateLane (1387)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a device reports a Duplicate Lane on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Duplicate Lane') AND (‘Report Alarms'anyBit'Duplicate Lane'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Duplicate Lane’) AND (‘Report Alarms'anyBit'Duplicate Lane')))

7-24 October 2011

Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
3HE 06862 AAAA TQZZA Edition 01




7 — Alcatel-Lucent 7210 SAS M alarms

Table 7-75 EthernetPortHighBer

Alarm

Attributes

Supported releases

Name: EthernetPortHighBer (307)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true

Default probable cause: HighBer (238)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a device reports a high bit-error rate on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate')))

Table 7-76 EthernetPortLocalFault

Alarm

Attributes

Supported releases

Name: EthernetPortLocalFault (305)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true

Default probable cause: LocalFault (236)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a device reports a local fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Local Fault’) AND (‘Report Alarms‘anyBit'Local Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Local Fault’) AND (‘Report Alarms'anyBit'Local Fault’)))

Table 7-77 EthernetPortNoAmLoc|

k

Alarm

Attributes

Supported releases

Name: EthernetPortNoAmLock (3558)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true

Default probable cause: NoAmLock (1388)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a device reports a No Am Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms'anyBit'No AM Lock’))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms'anyBit'No AM Lock')))
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Table 7-78 EthernetPortNoBlockLock

Alarm Attributes Supported releases
Name: EthernetPortNoBlockLock (3559) Severity: major * 1.0.0

Type: communicationsAlarm (4) Implicitly cleared: true * 2.0.0

Package: ethernetequipment Default probable cause: NoBlockLock (1389) ¢ 3.00

Raised on class: * 4.0.0
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a No Block Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock’))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock')))

Table 7-79 EthernetPortNoFrameLock

Alarm Attributes Supported releases
Name: EthernetPortNoFrameLock (306) Severity: major * 1.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 2.0.0

Package: ethernetequipment Default probable cause: NoFramelLock (237) * 3.00

Raised on class: ¢ 4.00
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports No Frame Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Frame Lock') AND (‘Report Alarms'anyBit'No Frame Lock'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'No Frame Lock’) AND (‘Report Alarms'anyBit'No Frame Lock')))

Table 7-80 EthernetPortRemoteFault

Alarm Attributes Supported releases
Name: EthernetPortRemoteFault (304) Severity: major * 1.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 2.0.0

Package: ethernetequipment Default probable cause: RemoteFault (235) * 300

Raised on class: * 4.0.0
ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a remote fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'/Remote Fault') AND (‘Report Alarms'anyBit'Remote Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Remote Fault’) AND (‘Report Alarms'anyBit'Remote Fault’)))
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Table 7-81 EthernetPortSignalFailure

Alarm

Attributes

Supported releases

Name: EthernetPortSignalFailure (303)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: SignalFailure (234)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a device reports a signal failure on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Signal Failure') AND ('Report Alarms'anyBit'Signal Failure’))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Signal Failure’) AND (‘Report Alarms'anyBit'Signal Failure')))

Table 7-82 ExternalTimingReferenceNotQualified

Alarm

Attributes

Supported releases

Name: ExternalTimingReferenceNotQualified (548)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
timingReferenceNotQualified (418)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the External timing reference on an NE is not in the Qualified state.

Raising condition: (('Qualified' EQUAL 'Not Qualified'))

Clearing condition: (('‘Qualified’ NOT EQUAL 'Not Qualified'))

Table 7-83 FanFailure

Alarm

Attributes

Supported releases

Name: FanFailure (624)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true
Default probable cause: fanFailure (116)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the associated fan is not operationally Up.

Raising condition: ((‘Device State' EQUAL 'Failed’) OR (‘Device State' EQUAL ‘Unknown’) OR (‘Device State' EQUAL 'OutOfservice'))

Clearing condition: ('Device State' EQUAL 'OK')

Table 7-84 FanTrayRemoved

Alarm

Attributes

Supported releases

Name: FanTrayRemoved (569)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true
Default probable cause: FanTrayRemoved (438)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the deviceState attribute has a value of deviceNotEquipped.

Raising condition: ('Device State' EQUAL 'Not Equipped’)

Clearing condition: ('Device State' NOT EQUAL 'Not Equipped’)
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Table 7-85 ForwardingTableSizeLimitReached

Alarm

Attributes

Supported releases

Name: ForwardingTableSizeLimitReached (164)
Type: resourceAlarm (28)

Package: 12fwd

Raised on class: |2fwd.SiteFib

Severity: major
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the number of MAC address entries in the FIB reaches or exceeds the VPLS site high watermark
specified by [2fwd.SiteFib.highWatermark. The alarm clears when the number of MAC address entries in the FIB drops below the
VPLS site low watermark specified by [2fwd.SiteFib.lowWatermark. The alarm can be raised against a VPLS site, L2 access interface,

or spoke SDP binding.

Raising condition: ((‘Entries’ >="'Size') OR ('Entries’ >= (('High Watermark' * 'Size) / 100.0)))"

Clearing condition: ((‘Entries' < 'Size') AND (('High Watermark' EQUAL 'OL’) OR (‘Entries’ < (('Low Watermark' * 'Size’) / 100.0))) AND
((Low Watermark' EQUAL 'OL") OR (‘Entries’ < (('Low Watermark' * 'Size') / 100.0))))

Table 7-86 FrameSizeProblem (netw)

Alarm

Attributes

Supported releases

Name: FrameSizeProblem (37)
Type: configurationAlarm (11)
Package: netw

Raised on class:
netw.StatefullConnectablelnterface

Severity: critical
Implicitly cleared: true
Default probable cause: frameSizeProblem (33)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: (('mtuMismatch’' EQUAL 'true’) AND (‘portld’' NOT EQUAL '0L"))

Clearing condition: (('mtuMismatch’ EQUAL ‘false’) OR (‘portld’ EQUAL '0L’))

Table 7-87 FrameSizeProblem (svt)

Alarm

Attributes

Supported releases

Name: FrameSizeProblem (37)
Type: configurationAlarm (11)
Package: svt

Raised on class: svt.SdpBinding

Severity: critical
Implicitly cleared: true
Default probable cause: frameSizeProblem (33)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: ((‘Operational State' EQUAL 'MTU Mismatch’) OR (‘Operational State' EQUAL ‘Tunnel MTU Too Small’))

Clearing condition: ((‘Operational State' NOT EQUAL ‘'MTU Mismatch') AND (‘Operational State’' NOT EQUAL ‘Tunnel MTU Too Small’))
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Table 7-88 GaPeerDown

Alarm

Attributes

Supported releases

Name: GaPeerDown (3303)
Type: EpcAlarm (59)

Package: lteggsn

Raised on class: lteggsn.GaPeer

Severity: major
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the path management state of a Ga peer changes to a state other than Up.

Raising condition: (‘Path Management State’ NOT EQUAL 'Active’)

Clearing condition: (‘'Path Management State' EQUAL 'Active’)

Table 7-89 IncompleteConfig (multichassis)

Alarm

Attributes

Supported releases

Name: IncompleteConfig (294)

Type: configurationAlarm (11)

Package: multichassis

Raised on classes:

® multichassis.MultiChassisSync

® multichassis.MultiChassisLagMember

Severity: major
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

* 4.0.0

Description: The alarm is raised when a peer configuration cannot be found on the peer NE.

Raising condition: (‘mclLagPointer' EQUAL "\"\"")

Clearing condition: (‘mcLagPointer' NOT EQUAL \"\"")

Table 7-90 IncompleteConfiguration

Alarm

Attributes

Supported releases

Name: IncompleteConfiguration (1942)
Type: operationalViolation (93)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a pre-provisioned NE has no objects configured beneath it.

Raising condition: (('State’ EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ EQUAL \"\"))

Clearing condition: (('State' EQUAL ‘Pre-provisioned’) AND (‘eNodeB Equipment’ NOT EQUAL \"\"))
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Table 7-91 IncorrectPeerConfig

Alarm Attributes Supported releases
Name: IncorrectPeerConfig (779) Severity: major ® 4.0.0

Type: configurationAlarm (11) Implicitly cleared: true

Package: multichassis Default probable cause: IncorrectPeerConfig (554)

Raised on class: multichassis.Peer

Description: The alarm is raised when an MC peer does not exist, or when an MC peer exists but the peer address is not the address
of a network interface on the peer.

Raising condition: (‘Neighbor Match' EQUAL ‘false’)

Clearing condition: (‘Neighbor Match' EQUAL 'true’)

Table 7-92 IncorrectPeerSynchronizationPortConfig

Alarm Attributes Supported releases
Name: IncorrectPeerSynchronizationPortConfig Severity: major ® 4.0.0
(780)

Implicitly cleared: true
Type: configurationAlarm (11) Default probable cause:
Package: multichassis IncorrectPeerSynchronizationPortConfig (555)

Raised on class:
multichassis.PeerSynchronizationPort

Description: The alarm is raised when the peer port does not exist, or when the peer port exists but the synchronization tags of
the peers do not match.

Raising condition: (‘peerMatchFound' EQUAL ‘false’)

Clearing condition: (‘peerMatchFound' EQUAL ‘'true’)

Table 7-93 IncorrectPeerSynchronizationPortEncapRangeConfig

Alarm Attributes Supported releases
Name: Severity: major ® 4.0.0
IncorrectPeerSynchronizationPortEncapRangeConfi

Implicitly cleared: true

g (781)

. - - Default probable cause:
Type: configurationAlarm (11) IncorrectPeerSynchronizationPortEncapRangeConfi
Package: multichassis g (556)

Raised on class:
multichassis.PeerSynchronizationPortEncapRange

Description: The alarm is raised when the VLAN ranges on the Multi-Chassis synchronization peers do not match.

Raising condition: (‘Neighbor Match' EQUAL ‘false’)

Clearing condition: (‘Neighbor Match' EQUAL ‘'true’)
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Table 7-94 InterfaceDown (netw)

Alarm Attributes Supported releases
Name: InterfaceDown (36) Severity: critical * 1.0.0
Type: InterfaceAlarm (13) Implicitly cleared: true ¢ 2.0.0
Package: netw Default probable cause: interfaceDown (32) * 3.00
; . ® 4.0.0
Raised on class:
netw.StatefullConnectablelnterface

Description: The alarm is raised when an interface or underlying resource fails, as indicated by an interface compositeState
attribute value of failed or underlyingResourceFailed.

Raising condition: ((‘compositeState' EQUAL ‘Inoperable’) OR (‘compositeState’ EQUAL ‘Underlying Resource Inoperable’))

Clearing condition: ((‘compositeState’ NOT EQUAL 'Inoperable’) AND (‘compositeState' NOT EQUAL 'Underlying Resource Inoperable'))

Table 7-95 InterfaceDown (vpls)

Alarm Attributes Supported releases
Name: InterfaceDown (36) Severity: major ® 4.0.0

Type: configurationAlarm (11) Implicitly cleared: true

Package: vpls Default probable cause: interfaceDown (32)

Raised on class: vpls.L2ManagementInterface

Description: The alarm is raised when an L2 management interface has an Operational State of Down, and the associated VPLS site
has an Administrative State of Up.

Raising condition: (('administrativeState' EQUAL 'Up’) AND (‘'operationalState' NOT EQUAL 'Up’))

Clearing condition: ((‘'operationalState’ EQUAL ‘'Up’) OR (‘administrativeState’ NOT EQUAL 'Up’))

Table 7-96 InterfaceNeighborDown

Alarm Attributes Supported releases
Name: InterfaceNeighborDown (661) Severity: warning ®* 1.0.0

Type: NeighborDown (20) Implicitly cleared: true

Package: ospf Default probable cause: NeighborDown (103)

Raised on class: ospf.Interface

Description: The alarm is raised when an interface neighbor is operationally down.

Raising condition: (('Neighbor Count' EQUAL 'OL) AND (‘interfaceClass' NOT EQUAL 'System’) AND (‘Passive’ NOT EQUAL ‘'true’))

Clearing condition: (('Neighbor Count' NOT EQUAL '0L') OR ('Passive’ EQUAL 'true'))
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Table 7-97 IsisAdjacencyDown

Alarm

Attributes

Supported releases

Name: IsisAdjacencyDown (153)
Type: adjacencyAlarm (31)
Package: isis

Raised on class: isis.Interface

Severity: minor
Implicitly cleared: true

Default probable cause: IsisinterfaceDown (232)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an IS-IS interface has no adjacencies, for example, because the IS-IS protocol on the remote

site is down.

Raising condition: ((‘Adjacency Count’ EQUAL 'OL') AND (‘interfaceClass’ NOT EQUAL 'System’) AND (‘Passive’ NOT EQUAL 'True’))

Clearing condition: (('Adjacency Count' > 'OL') OR (‘Passive’ EQUAL ‘True'))

Table 7-98 IsisDown

Alarm

Attributes

Supported releases

Name: IsisDown (19)
Type: ProtocolAlarm (1)
Package: isis

Raised on class: isis.Site

Severity: critical
Implicitly cleared: true

Default probable cause: protocolDown (1)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an IS-IS site has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Administrative State' EQUAL 'Up') AND (‘Operational State' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL ‘Up') OR (‘Administrative State' NOT EQUAL 'Up’))

Table 7-99 IsisinterfaceDown

Alarm

Attributes

Supported releases

Name: IsisInterfaceDown (301)
Type: ProtocolAlarm (1)
Package: isis

Raised on class: isis.Interface

Severity: warning
Implicitly cleared: true

Default probable cause: protocolDown (1)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an IS-IS interface has an Operational State other than Up.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' NOT EQUAL 'Down’)
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Table 7-100 KeepAliveProblem

Alarm Attributes Supported releases
Name: KeepAliveProblem (100) Severity: warning * 1.0.0
Type: oamAlarm (18) Implicitly cleared: true ¢ 2.0.0
Package: svt Default probable cause: keepAliveFailed (86) * 300
Raised on class: svt.Tunnel * 4.0.0

Description: The alarm is raised when the 5620 SAM detects a keep-alive protocol status of senderldinvalid or responderldError.

Raising condition: (('Keep-Alive State' NOT EQUAL 'Disabled’) AND ('Keep-Alive State' NOT EQUAL 'Alive’) AND (‘Keep-Alive State' NOT
EQUAL 'Unknown’))

Clearing condition: (('Keep-Alive State' EQUAL 'Disabled’) OR ('Keep-Alive State' EQUAL 'Alive’) OR (‘Keep-Alive State’ EQUAL
‘Unknown’))

Table 7-101 LabelProblem

Alarm Attributes Supported releases
Name: LabelProblem (98) Severity: critical * 1.0.0
Type: CircuitAlarm (17) Implicitly cleared: true * 2.0.0
Package: svt Default probable cause: labelProblem (84) * 3.00
Raised on class: svt.SdpBinding * 4.0.0

Description: The alarm is raised when an ingress or an egress label is missing.

Raising condition: ((‘Operational State' EQUAL 'No Egress Label’) OR (‘Operational State' EQUAL ‘No Ingress Label’) OR (‘Operational
State' EQUAL 'No Labels'))

Clearing condition: ((‘Operational State' NOT EQUAL 'No Egress Label’) AND (‘Operational State' NOT EQUAL ‘No Ingress Label') AND
(‘Operational State' NOT EQUAL 'No Labels'))

Table 7-102 LagDown

Alarm Attributes Supported releases
Name: LagDown (20) Severity: critical * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true * 2.0.0
Package: lag Default probable cause: lagDown (17) * 3.00
Raised on class: lag.Interface * 4.00

Description: The alarm is raised when all ports in a LAG are operationally down.

Raising condition: (('‘Administrative State' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘operationalState’ EQUAL 'Up’) OR (‘Administrative State’ NOT EQUAL 'Up’))
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Table 7-103 LagPortAddFailed

Alarm Attributes Supported releases
Name: LagPortAddFailed (422) Severity: warning * 1.0.0
Type: equipmentAlarm (3) Implicitly cleared: true ¢ 2.0.0
Package: equipment Default probable cause: linkDown (315) * 3.00
® 4.0.0

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the Lag Port Add function Fails.

Raising condition: ((‘state’ EQUAL ‘Link Down’) AND ('LAG ID' > '0'))

Clearing condition: ((state' NOT EQUAL 'Link Down’) OR (LAG ID' EQUAL '0'))

Table 7-104 LdpDown

Alarm Attributes Supported releases
Name: LdpDown (22) Severity: critical * 1.0.0
Type: ProtocolAlarm (1) Implicitly cleared: true ® 2.0.0
Package: ldp Default probable cause: protocolDown (1) * 3.00
® 4.0.0

Raised on class: ldp.Site

Description: The alarm is raised when an LDP site has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Administrative State' EQUAL ‘'Up’) AND (‘Operational State’ NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR (‘Administrative State' NOT EQUAL 'Up’))

Table 7-105 LdpSessionNonexistent

Alarm Attributes Supported releases
Name: LdpSessionNonexistent (2954) Severity: critical * 1.0.0
Type: LdpSessionAlarm (101) Implicitly cleared: true ¢ 2.0.0
Package: ldp Default probable cause: LdpSessionDown (1149) * 300
® 4.0.0

Raised on class: ldp.Session

Description: The alarm is raised when an LDP session is nonexistent.

Raising condition: (‘'Session State' EQUAL 'Non-existent')

Clearing condition: ('Session State’ EQUAL 'Operational’)

Table 7-106 LdpTargetedPeerDown

Alarm Attributes Supported releases
Name: LdpTargetedPeerDown (23) Severity: critical * 1.0.0
Type: ProtocolAlarm (1) Implicitly cleared: true ¢ 2.0.0
Package: ldp Default probable cause: protocolDown (1) * 3.00
® 4.0.0

Raised on class: ldp.TargetedPeer

Description: The alarm is raised when an LDP targeted peer is operationally down.

Raising condition: ((‘administrativeState' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL ‘Up’))

Clearing condition: ((‘'operationalState’ EQUAL 'Up’) OR (‘administrativeState’ NOT EQUAL 'Up’))
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Table 7-107 LicensedLimitExceeded

Alarm Attributes Supported releases
Name: LicensedLimitExceeded (127) Severity: critical * 1.0.0
Type: licensingAlarm (23) Implicitly cleared: true ¢ 2.0.0
Package: security Default probable cause: licensedLimitExceeded * 3.00
Raised on class: security.ProductLicense (106) * 4.0.0

Description: The alarm is raised when the license items in the network exceeds 100 percent of the license capacity.

Raising condition: (‘Exceeded' EQUAL ‘true’)

Clearing condition: (‘Exceeded' NOT EQUAL ‘'true’)

Table 7-108 LinkDown

Alarm Attributes Supported releases
Name: LinkDown (12) Severity: major * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: portLinkProblem (10) * 3.00
Raised on class: equipment.Equipment * 4.0.0

Description: The alarm is raised when a port has no associated physical link.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Link Down’)

Clearing condition: ((‘compositeEquipmentState’ NOT EQUAL 'Link Down') AND (‘compositeEquipmentState’ NOT EQUAL ‘Oper
Down’))

Table 7-109 LowTemperatureDetected

Alarm Attributes Supported releases
Name: LowTemperatureDetected (1127) Severity: major ®* 1.0.0
Type: environmentalAlarm (2) Implicitly cleared: true * 2.0.0
Package: equipment Default probable cause: equipmentOvercooled (838) | ® 3.0.0
Raised on class: equipment.Shelf * 4.0.0

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Low Temperature State' EQUAL 'Low’)

Clearing condition: (‘Low Temperature State' NOT EQUAL ‘'Low')

Table 7-110 LspDown

Alarm Attributes Supported releases
Name: LspDown (25) Severity: critical * 1.0.0
Type: pathAlarm (12) Implicitly cleared: true ® 2.0.0
Package: mpls Default probable cause: IspDown (19) * 300
Raised on class: mpls.Lsp * 4.00

Description: The alarm is raised when the Operational State of an LSP is Down, but the Administrative State is Up.

Raising condition: ((‘'administrativeState' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘operationalState’ EQUAL 'Up’) OR (‘administrativeState' NOT EQUAL 'Up’))
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Table 7-111 LspPathBypassTunnelActive

Alarm

Attributes

Supported releases

Name: LspPathBypassTunnelActive (264)
Type: pathAlarm (12)

Package: mpls

Raised on class: mpls.LspPath

Severity: warning
Implicitly cleared: true

Default probable cause:
LspPathReroutedToBypassTunnel (197)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an LSP primary path is rerouted to the bypass tunnel. The alarm clears when the primary
path returns to the original tunnel and the actual hop returns to the primary path.

Raising condition: (‘Bypass Tunnel Active' EQUAL 'true’)

Clearing condition: (‘Bypass Tunnel Active' EQUAL ‘false’)

Table 7-112 LspPathDown

Alarm

Attributes

Supported releases

Name: LspPathDown (26)
Type: pathAlarm (12)
Package: mpls

Raised on class: mpls.LspPath

Severity: major
Implicitly cleared: true
Default probable cause: lspPathDown (20)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an LSP path is operationally down.

Raising condition: (('‘Administrative' EQUAL 'Up') AND (‘Operational' NOT EQUAL ‘'Up') AND (‘Type' EQUAL 'Standby'))

Clearing condition: ((‘Operational’' EQUAL 'Up’) OR (‘Administrative’ NOT EQUAL 'Up’) OR (‘Type' EQUAL 'Secondary'))

Table 7-113 macMoveRateExceeded (service)

Alarm

Attributes

Supported releases

Name: macMoveRateExceeded (3690)
Type: accessinterfaceAlarm (40)
Package: service

Raised on class: service.AccessInterface

Severity: minor
Implicitly cleared: true

Default probable cause: MacMoveRateExceeded
(1429)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the SAP exceeds the Service Site's MAC Move Frequency.

Raising condition: ('State Cause'anyBit'Relearn Limit Exceeded’)

Clearing condition: NOT ((‘'State Cause'anyBit'Relearn Limit Exceeded'))

Table 7-114 macMoveRateExceeded (svt)

Alarm

Attributes

Supported releases

Name: macMoveRateExceeded (3690)
Type: SpokeSdpBindingAlarm (104)
Package: svt

Raised on class: svt.SpokeSdpBinding

Severity: minor
Implicitly cleared: true

Default probable cause: MacMoveRateExceeded
(1429)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the SDP exceeds the Service Site's MAC Move Frequency.

Raising condition: (‘operationalFlags'anyBit'Relearn Limit Exceeded’)

Clearing condition: NOT (('operationalFlags'anyBit'Relearn Limit Exceeded'))
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Table 7-115 MCLagDown (lag)

Alarm

Attributes

Supported releases

Name: MCLagDown (394)

Type: equipmentAlarm (3)

Package: lag

Raised on class: lag.MultiChassisLagSpecifics

Severity: critical
Implicitly cleared: true

Default probable cause: mcLagDown (295)

* 4.0.0

Description: The alarm is raised when all ports in an MC LAG are operationally down.

Raising condition: ((‘administrativeState' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL ‘Up’))

Clearing condition: ((‘'operationalState’ EQUAL 'Up’) OR (‘administrativeState’ NOT EQUAL 'Up’))

Table 7-116 MCLagDown (multichassis)

Alarm

Attributes

Supported releases

Name: MCLagDown (394)
Type: equipmentAlarm (3)
Package: multichassis

Raised on class:
multichassis.MultiChassisLagPeerSpecifics

Severity: critical
Implicitly cleared: true

Default probable cause: mcLagDown (295)

* 4.0.0

Description: The alarm is raised when all ports in an MC LAG are operationally Down.

Raising condition: ((‘Administrative State' EQUAL 'Up') AND (‘Operational State' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR (‘Administrative State' NOT EQUAL 'Up’))

Table 7-117 MepAISReceivedAlarm

Alarm

Attributes

Supported releases

Name: MepAlSReceivedAlarm (2945)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: variable
Implicitly cleared: true

Default probable cause: missingRemoteMep (388)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a MEP Receives AIS test frames from one or more of its sub-layer MEPs.

Raising condition: ((‘Receiving AIS Test Frames' EQUAL 'true') AND (‘Facility VLAN ID' EQUAL '0'))

Clearing condition: (‘Receiving AlS Test Frames' EQUAL ‘false’)
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Table 7-118 MobileConnectorDown

Alarm

Attributes

Supported releases

Name: MobileConnectorDown (1064)

Type: EpcAlarm (59)

Package: lteservice

Raised on class: lteservice.MobileServiceConnector

Severity: minor
Implicitly cleared: true
Default probable cause: EpcDown (519)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the 5620 SAM no longer manages the EPS path instance of this mobile service site. As a result,

the service must be regenerated.

Raising condition: ('EPS Path' EQUAL \"\")

Clearing condition: (‘EPS Path' NOT EQUAL \"\"")

Table 7-119 MplsDown

Alarm

Attributes

Supported releases

Name: MplsDown (27)
Type: ProtocolAlarm (1)
Package: mpls

Raised on class: mpls.Site

Severity: critical
Implicitly cleared: true
Default probable cause: protocolDown (1)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an MPLS site has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Administrative State' EQUAL 'Up') AND (‘Operational State' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL ‘Up') OR (‘Administrative State' NOT EQUAL 'Up’))

Table 7-120 MplsPathUpdateFailed

Alarm

Attributes

Supported releases

Name: MplsPathUpdateFailed (1066)
Type: pathAlarm (12)

Package: mpls

Raised on class: mpls.LspPath

Severity: major

Implicitly cleared: true

Default probable cause: mbbRetryExceeded (804)
Applicable probable causes:

® mbbRetryExceeded

lspPathGoingDown

startingHighPriMbb

restartingMbb

highPriMbbInProg

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an MPLS path update fails because of an MBB problem. The alarm clears when the MBB status

changes to Successful.

Raising condition: (('mbbStatus’ NOT EQUAL 'None') AND (‘mbbStatus’ NOT EQUAL 'Successful’))

Clearing condition: ('Last Performed State' EQUAL 'Success’)
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Table 7-121 NeighborDown

Alarm Attributes Supported releases
Name: NeighborDown (121) Severity: major * 1.0.0
Type: NeighborDown (20) Implicitly cleared: true ¢ 2.0.0
Package: ospf Default probable cause: NeighborDown (103) * 300
Raised on class: ospf.AbstractNeighbor * 4.0.0

Description: The alarm is raised when an OSPF interface neighbor is operationally Down.

Raising condition: (‘Operational State' NOT EQUAL ‘full’)

Clearing condition: (‘Operational State' EQUAL ‘full’)

Table 7-122 NeManagementAndTrapManagementMismatch

Alarm Attributes Supported releases
Name: Severity: warning * 1.0.0
NeManagementAndTrapManagementMismatch Implicitly cleared: true e 200

1079

( ) L Default probable cause: neManagementChange * 3.00

Type: communicationsAlarm (4) (817) e 4.0.0

Package: netw

Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE configuration is one of the following:- The Active Management IP is set
to Out Of Band, and the Primary Route Preference is set to In Band.- The Active Management IP is set to In Band, and the Primary
Route Preference is set to Out of Band.

Raising condition: ((('Active Management IP' EQUAL 'In Band') AND ((‘Management IP Selection’' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band') AND (‘Secondary Route
Preference’' EQUAL 'In Band')) OR (('Active Management IP' EQUAL 'Out Of Band') AND ((‘'Management IP Selection' EQUAL 'Out Of Band
Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of Band Only')) AND (‘Primary Route Preference' EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL 'Out Of Band')))

Clearing condition: ((('Active Management IP' EQUAL 'In Band’) AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band')) OR (('Active Management [P’
EQUAL 'Out Of Band') AND ((‘Management IP Selection' EQUAL 'Out Of Band Preferred’) OR (‘Management IP Selection’' EQUAL 'Out Of
Band Only')) AND ('Primary Route Preference’ EQUAL 'Out Of Band')))

Table 7-123 NewSsh2ServerKeyDetected

Alarm Attributes Supported releases
Name: NewSsh2ServerKeyDetected (285) Severity: warning ®* 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true ® 2.0.0
Package: security Default probable cause: ssh2ServerKeyMismatch * 3.00
(217) * 4.0.0

Raised on class: security.KnownHostKey

Description: The alarm is raised when a 5620 SAM main server detects a new public SSH key.

Raising condition: ('SSH2 Server Key Status' EQUAL ‘Mismatch SSH2 Host Key')

Clearing condition: ('SSH2 Server Key Status' EQUAL 'Active SSH2 Host Key')
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Table 7-124 NodeDatabaseFallbackDetected

Alarm

Attributes

Supported releases

Name: NodeDatabaseFallbackDetected (2923)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause: nodeDatabaseFallback
(1121)

1.0.0
2.0.0
3.0.0
4.0.0

Description: This alarm is raised when a configuration fallback has been detected on the node and comes back up with a previous
configuration. To correct this situation it might be necessary to reconfigure the node, or full resync its database with the ‘fallback’

configuration returned by the node.

Raising condition: ('State’ EQUAL ‘Node Configuration Fallback')

Clearing condition: ('State' EQUAL '‘Managed')

Table 7-125 NodeDatabaseMisalignmentDetected

Alarm

Attributes

Supported releases

Name: NodeDatabaseMisalighmentDetected (2924)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause: nodeDatabaseMisalignment
(1122)

1.0.0
2.0.0
3.0.0
4.0.0

Description: This alarm is raised when a configuration misalighment has been detected on the node and comes back up with an
unexpected configuration (configuration change triggered by external tool, i.e.: NEM) To correct this situation it might be necessary
to reconfigure the node with the SAM's old configuration or accepting the new configuration received from the node.

Raising condition: ('State' EQUAL 'Node Configuration Misalignment’)

Clearing condition: (‘State' EQUAL 'Managed')

Table 7-126 OspfinterfaceDown

Alarm

Attributes

Supported releases

Name: OspfinterfaceDown (141)
Type: OspflnterfaceDown (24)
Package: ospf

Raised on class: ospf.Interface

Severity: warning
Implicitly cleared: true
Default probable cause: OspfinterfaceDown (112)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an OSPF interface is operationally down.

Raising condition: (‘operationalState' EQUAL 'Down’)

Clearing condition: (‘operationalState’ NOT EQUAL ‘Down’)
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Table 7-127 OverTemperatureDetected

Alarm

Attributes

Supported releases

Name: OverTemperatureDetected (388)
Type: environmentalAlarm (2)
Package: equipment

Raised on class: equipment.Shelf

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOverheated (5)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Over Temperature State' EQUAL 'Over’)

Clearing condition: (‘Over Temperature State' NOT EQUAL 'Over’)

Table 7-128 PeerLacingressEgressFault

Alarm

Attributes

Supported releases

Name: PeerLaclngressEgressFault (2929)
Type: PeerLacAlarm (98)

Package: svt

Raised on class: svt.SpokeSdpBinding

Severity: minor
Implicitly cleared: true

Default probable cause: peerPWStatusBitsChanged
(1123)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the Peer Status is Peer LAC Rx Fault and Peer LAC Tx Fault

Raising condition: ((‘Peer State Cause'anyBit'Peer LAC Tx Fault’) AND (‘Peer State Cause'anyBit'Peer LAC Rx Fault'))

Clearing condition: NOT ((('Peer State Cause'anyBit'Peer LAC Tx Fault') AND (‘Peer State Cause'anyBit'Peer LAC Rx Fault’)))

Table 7-129 PersistentindexParametersMisconfigured

Alarm

Attributes

Supported releases

Name: PersistentindexParametersMisconfigured
(173)

Type: configurationAlarm (11)
Package: netw
Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause:
persistentindexConfigurationMismatch (136)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when persistence is set to Off in the NE BOF.

Raising condition: ((‘Persistent SNMP Indices’ EQUAL ‘False’) OR (('Persistent SNMP Indices' EQUAL ‘True') AND

(‘hasRedundantProcessorCards' EQUAL 'true’) AND (‘Redundant Synchronization Mode' EQUAL ‘None')))

Clearing condition: (('Persistent SNMP Indices’ EQUAL 'True') AND (('hasRedundantProcessorCards’ EQUAL ‘false’) OR

(('hasRedundantProcessorCards' EQUAL 'true’) AND ('Redundant Synchronization Mode' NOT EQUAL 'None'))))
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Table 7-130 PollerProblem

Alarm

Attributes

Supported releases

Name: PollerProblem (31)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true
Default probable cause: resyncFailed (24)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the 5620 SAM is unable to poll a network object, for example, because of intermittent or no
IP connectivity to an NE, incorrect SNMP security parameters, or disabled SNMP on the NE.

Raising condition: (‘Resync Status' EQUAL 'Full Resync Failed')

Clearing condition: (‘Resync Status' EQUAL 'Full Resync Done')

Table 7-131 PowerSupplyFailure

Alarm

Attributes

Supported releases

Name: PowerSupplyFailure (633)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PowerSupplyTray

Severity: major
Implicitly cleared: true
Default probable cause: powerSupplyFailure (117)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a power-supply tray reports a failure. When the alarm is raised during device discovery, a
power-supply tray may be out of service. When the alarm is raised while the device is in the managed state, a power-supply tray
may be out of service or the AC power shelf has a fault condition. The alarm clears when the status changes to OK.

Raising condition: ((‘Power Supply 1 Status' EQUAL 'Not Equipped’) OR (Power Supply 1 Status' EQUAL 'Failed’) OR (‘Power Supply

Status' EQUAL 'Failed'))

Clearing condition: (('Power Supply 1 Status’ EQUAL 'OK’) OR (‘Power Supply Status' EQUAL 'OK’))

Table 7-132 PowerSupplyRemoved

Alarm

Attributes

Supported releases

Name: PowerSupplyRemoved (542)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PowerSupplyTray

Severity: major
Implicitly cleared: true
Default probable cause: PowerSupplyRemoved (415)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a chassis power supply is removed.

Raising condition: (('Power Supply Status’ EQUAL 'Not Equipped’) OR (‘Power Supply 1 Status' EQUAL 'Not Equipped'))

Clearing condition: (('Power Supply 1 Status’ NOT EQUAL 'Not Equipped’) OR (‘Power Supply Status' NOT EQUAL 'Not Equipped’))
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Table 7-133 PrimarylmageBootFailure

Alarm

Attributes

Supported releases

Name: PrimarylmageBootFailure (191)
Type: configurationAlarm (11)
Package: sw

Raised on class: sw.CardSoftware

Severity: warning
Implicitly cleared: true

Default probable cause:
bootOptionFileMisconfigured (150)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the primary software image specified in an NE BOF is unusable.

Raising condition: ((‘imageSource’ NOT EQUAL ‘Primary') AND (‘imageSource’ NOT EQUAL ‘Unknown’))

Clearing condition: (('imageSource' EQUAL 'Primary') OR (‘imageSource’ EQUAL 'Unknown'))

Table 7-134 PrimaryPathLimitReached

Alarm

Attributes

Supported releases

Name: PrimaryPathLimitReached (457)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management primary path bandwidth limit is reached.

Raising condition: ((‘Primary Path Limit' > '0') AND (‘Primary Path In use' >=" (1000 * 'Primary Path Limit')))"

Clearing condition: (('Primary Path Limit' > '0) AND (‘Primary Path In use' < (1000 * 'Primary Path Limit’)))

Table 7-135 PTPNotQualified

Alarm

Attributes

Supported releases

Name: PTPNotQualified (3611)

Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true
Default probable cause: PTPNotQualified (1400)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when PTP on an NE is not in the Qualified state.

Raising condition: ((‘Qualified State' EQUAL 'Not Qualified'))

Clearing condition: ((‘Qualified State’' NOT EQUAL 'Not Qualified'))

Table 7-136 PTPReferencelLossOfSignal

Alarm

Attributes

Supported releases

Name: PTPReferencelLossOfSignal (3613)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause: PTPReferencelLossOfSignal
(1402)

¢ 2.0.0
¢® 3.0.0
®* 4.0.0

Description: The alarm is raised when the PTP reference on an NE is not qualified due to Loss of Signal.

Raising condition: ((‘Alarms‘anyBit'LOS’))

Clearing condition: NOT (((‘Alarms'anyBit'LOS')))
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Table 7-137 PTPReferenceOutOfFrequency

Alarm

Attributes

Supported releases

Name: PTPReferenceOutOfFrequency (3614)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
PTPReferenceOutOfFrequency (1403)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the PTP Reference on an NE is not qualified due to Out of frequency.

Raising condition: (('Alarms‘anyBit'OOF’))

Clearing condition: NOT ((('Alarms'anyBit'‘OOF')))

Table 7-138 PTPReferenceOutOfPollinRange

Alarm

Attributes

Supported releases

Name: PTPReferenceOutOfPollinRange (3615)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
PTPReferenceOutOfPollinRange (1404)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the PTP Reference on an NE is not qualified state due to Out of poll in range.

Raising condition: ((‘Alarms'anyBit‘'OOPIR"))

Clearing condition: NOT (((‘Alarms'anyBit'‘OOPIR’)))

Table 7-139 RadiusOperStatusDown

Alarm

Attributes

Supported releases

Name: RadiusOperStatusDown (3692)
Type: radiusOperStatusDownAlarm (105)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: radiusOperationStatusDown
(1431)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when all RADIUS servers have gone down.

Raising condition: ('RADIUS Operation State' EQUAL 'Down’)

Clearing condition: ('RADIUS Operation State' EQUAL 'Up’)

7-44

October 2011

Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5
3HE 06862 AAAA TQZZA Edition 01




7 — Alcatel-Lucent 7210 SAS M alarms

Table 7-140 ReachabilityProblem

Alarm Attributes Supported releases
Name: ReachabilityProblem (243) Severity: major * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true * 2.0.0
Package: netw Default probable cause: ReachabilityTestFailed * 300
Raised on class: netw.NetworkElement (176) * 4.0.0

Description: The alarm is raised when an Mediation poll of the SysUpTimeAlarm object on an NE fails, for example, because of
network congestion or because the NE is too busy to respond. The probable cause is an unreachable NE Mediation agent on the NE.
By default, the 5620 SAM polls a managed NE every two minutes. If a poll fails, the alarm is raised. The 5620 SAM polls the NE two
minutes after the first failure. If successive polls fail, the 5620 SAM raises the polling interval for the NE by two minutes after each
failure to a maximum of 12 min. The polling interval remains at 12 min until the 5620 SAM receives a response from the NE. The
alarm clears when the 5620 SAM receives a response from the NE, and the 5620 SAM GUI icon that represents the NE turns from red
to green.

Raising condition: (‘reachability’ EQUAL 'Down’)

Table 7-141 ReconfigFailure

Alarm Attributes Supported releases
Name: ReconfigFailure (1949) Severity: critical * 1.0.0
Type: communicationsAlarm (4) Implicitly cleared: true * 2.0.0
Package: netw Default probable cause: failedReconfig (937) * 300
Raised on class: netw.NetworkElement * 4.0.0

Description: This alarm is raised when the reconfig action failed.

Raising condition: ('State’ EQUAL 'Failed'’)

Clearing condition: (‘State’' NOT EQUAL 'Failed’)

Table 7-142 RedundantMepMisconfiguration

Alarm Attributes Supported releases
Name: RedundantMepMisconfiguration (3631) Severity: minor * 1.0.0
Type: oamAlarm (18) Implicitly cleared: true ® 2.0.0
Package: ethernetoam Default probable cause: * 3.00
Raised on class: ethernetoam.Mep misconfiguredRedundantMep (1416) ® 4.0.0

Description: The alarm is raised when an Active and Redundant MEP do not have the same Id and Operational MAC Address

configured.

Raising condition: ('validRedundantMepConfig' EQUAL ‘false’)

Clearing condition: (‘'validRedundantMepConfig' EQUAL 'true’)
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Table 7-143 RedundantMepMissing

Alarm

Attributes

Supported releases

Name: RedundantMepMissing (3632)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: minor
Implicitly cleared: true

Default probable cause: missingRedundantMep
(1417)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when there is a MEP on an Active LAG or SAP that is missing a redundant counterpart.

Raising condition: (('MC-LAG Inactive’ NOT EQUAL 'Not Applicable’) AND (‘Redundant MEP' EQUAL \"\"))

Clearing condition: (('MC-LAG Inactive' EQUAL 'Not Applicable’) OR (('MC-LAG Inactive’ NOT EQUAL 'Not Applicable’) AND (‘Redundant

MEP' NOT EQUAL \"\")))

Table 7-144 RemoteMepCCMAlarm

Alarm

Attributes

Supported releases

Name: RemoteMepCCMAlarm (502)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: major
Implicitly cleared: true
Default probable cause: missingRemoteMep (388)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a MEP loses connectivity with one or more remote MEPs. The Remote MEP DB State tab on a

MEP lists the missing remote MEPs.

Raising condition: (‘High-priority Defect’' NOT EQUAL '0')

Clearing condition: (‘High-priority Defect' EQUAL '0')

Table 7-145 RsvpDown

Alarm

Attributes

Supported releases

Name: RsvpDown (74)
Type: ProtocolAlarm (1)
Package: rsvp

Raised on class: rsvp.Site

Severity: critical
Implicitly cleared: true
Default probable cause: protocolDown (1)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an RSVP site has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Administrative State' EQUAL 'Up') AND (‘Operational State' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR (‘Administrative State’ NOT EQUAL ‘Up’))
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Table 7-146 SaveConfigFailed

Alarm

Attributes

Supported releases

Name: SaveConfigFailed (105)

Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileAccessError (90)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the admin save command on an NE fails.

Raising condition: (‘Config Save State' EQUAL 'Failure’)

Clearing condition: (‘Config Save State' EQUAL 'Success’)

Table 7-147 SdpBindingDown

Alarm

Attributes

Supported releases

Name: SdpBindingDown (221)
Type: SdpBindingAlarm (30)
Package: svt

Raised on class: svt.SdpBinding

Severity: critical
Implicitly cleared: true
Default probable cause: SdpBindingNotReady (166)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an SDP binding has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Operational State' NOT EQUAL 'Up’) AND (‘State Cause' NOT EQUAL 'Standby For BGP Multi-Homing'))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR ('State Cause' EQUAL 'Standby For BGP Multi-Homing'))

Table 7-148 SdpBindingTunnelDown

Alarm

Attributes

Supported releases

Name: SdpBindingTunnelDown (222)
Type: CircuitAlarm (17)

Package: svt

Raised on class: svt.SdpBinding

Severity: critical
Implicitly cleared: true
Default probable cause: SdpTunnelNotReady (167)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an SDP binding tunnel has an Operational State other than Up, and the Administrative State

is Up.

Raising condition: ((‘Operational State' EQUAL Tunnel Not Ready') OR (‘Operational State' EQUAL ‘Tunnel Down'))

Clearing condition: ((‘Operational State’' NOT EQUAL 'Tunnel Not Ready') AND (‘Operational State’ NOT EQUAL Tunnel Down’))

Table 7-149 SdpEgresslfsNetDomainIinConsistent

Alarm

Attributes

Supported releases

Name: SdpEgresslfsNetDomainIinConsistent (3616)
Type: resourceAlarm (28)

Package: svt

Raised on class: svt.Tunnel

Severity: warning
Implicitly cleared: true

Default probable cause:
sdpEgressIfsNetDomaininConsistent (1405)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the sdp egress interfaces consistency state changes to inconsistent.

Raising condition: (‘Egress Interfaces Consistency State' EQUAL '3')

Clearing condition: (‘Egress Interfaces Consistency State' EQUAL 2)
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Table 7-150 SecondaryPathLimitReached

Alarm Attributes Supported releases
Name: SecondaryPathLimitReached (458) Severity: warning * 1.0.0
Type: resourceAlarm (28) Implicitly cleared: true ¢ 2.0.0
Package: equipment Default probable cause: resourceLimitReached * 3.00
Raised on class: equipment.DaughterCard (131) * 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management secondary path bandwidth limit is reached.

Raising condition: (('Secondary Path Limit' > '0") AND (‘Secondary Path In use’ >=" (1000 * 'Secondary Path Limit')))"

Clearing condition: (('Secondary Path Limit' > '0') AND (‘'Secondary Path In use' < (1000 * 'Secondary Path Limit')))

Table 7-151 ServiceSiteDown

Alarm Attributes Supported releases
Name: ServiceSiteDown (97) Severity: critical * 1.0.0
Type: serviceAlarm (16) Implicitly cleared: true * 2.0.0
Package: service Default probable cause: siteDown (83) * 3.00
Raised on class: service.Site * 4.00

Description: The alarm is raised when all SAPs on a site are operationally down, or when the service tunnels for the site are
operationally down.

Raising condition: ((‘Operational State' NOT EQUAL 'Up’) AND ('State Cause' NOT EQUAL 'All Spoke SDP Bindings are Standby'))

Clearing condition: ((‘Operational State' EQUAL ‘Up’) OR (‘State Cause' EQUAL 'All Spoke SDP Bindings are Standby'))

Table 7-152 SessionDown

Alarm Attributes Supported releases
Name: SessionDown (73) Severity: critical ®* 1.0.0
Type: ProtocolAlarm (1) Implicitly cleared: true ® 2.0.0
Package: rsvp Default probable cause: interfaceDown (32) * 3.00
; . ; ® 4.0.0
Raised on class: rsvp.Session

Description: The alarm is raised when an RSVP session is operationally down.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' EQUAL 'Up’)

Table 7-153 StatsRetrieveFailed

Alarm Attributes Supported releases
Name: StatsRetrieveFailed (244) Severity: major * 1.0.0

Type: configurationAlarm (11) Implicitly cleared: false * 2.0.0

Package: sw Default probable cause: fileTransferFailure (89) * 3.00

Raised on class: * 4.00
sw.AccountingStatsRetrievalManager

Description: The alarm is raised when the 5620 SAM cannot transfer an accounting file from an NE.

Raising condition: ((‘Stats Retrieval State’ NOT EQUAL 'Success') AND (‘Stats Retrieval State’ NOT EQUAL 'Not Attempted'))
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Table 7-154 StpExceptionCondition

Alarm

Attributes

Supported releases

Name: StpExceptionCondition (297)
Type: AccessInterfaceAlarm (32)
Package: 12fwd

Raised on class: (2fwd.AccessInterfaceStp

Severity: major
Implicitly cleared: true
Default probable cause: StpException (228)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a SAP detects an STP exception condition, for example, one-way communication or a
downstream loop. The alarm clears when the STP condition changes.

Raising condition: (('STP Exception Condition' NOT EQUAL 'None') AND (‘Administrative State' EQUAL 'Up’))

Clearing condition: (('STP Exception Condition' EQUAL 'None') OR (‘Administrative State’ EQUAL 'Down’))

Table 7-155 StpRootGuardViolation

Alarm

Attributes

Supported releases

Name: StpRootGuardViolation (503)
Type: AccessinterfaceAlarm (32)
Package: 12fwd

Raised on class: 12fwd.AccessInterfaceStp

Severity: warning
Implicitly cleared: true

Default probable cause:
spanningTreeTopologyChanged (331)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a SAP detects an STP root guard violation.

Raising condition: (‘Root Guard Violation' EQUAL 'true’)

Clearing condition: (‘Root Guard Violation' NOT EQUAL ‘true’)

Table 7-156 TemperatureThresholdCrossed

Alarm

Attributes

Supported releases

Name: TemperatureThresholdCrossed (7)
Type: environmentalAlarm (2)

Package: equipment

Raised on class: equipment.Environment

Severity: major
Implicitly cleared: true

Default probable cause: equipmentOverheated (5)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a temperature crosses a threshold.

Raising condition: (‘temperatureThresholdCrossed EQUAL 'true’)

Clearing condition: (‘temperatureThresholdCrossed' EQUAL ‘false’)
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Table 7-157 TmnxEqPortEtherLoopDetected

Alarm Attributes Supported releases
Name: TmnxEqPortEtherLoopDetected (461) Severity: major * 1.0.0
Type: portEtherLoopDetected (48) Implicitly cleared: true ¢ 2.0.0
Package: ethernetequipment Default probable cause: HighBer (238) * 3.00
Raised on class: * 4.0.0
ethernetequipment.EthernetPortSpecifics
Description: The alarm is raised when a device detects a physical loop on an Ethernet port.
Raising condition: (('Down When Looped Status' EQUAL ‘Loop Detected’))
Clearing condition: (('Down When Looped Status' EQUAL 'No Loop Detected'))
Table 7-158 TrapDestinationMisconfigured
Alarm Attributes Supported releases
Name: TrapDestinationMisconfigured (33) Severity: major * 1.0.0
Type: configurationAlarm (11) Implicitly cleared: true ¢ 2.0.0
Package: netw Default probable cause: * 3.00
Raised on class: netw.NetworkElement trapDestinationMisconfigured (26) ¢ 4.00
Applicable probable causes:
® trapDestinationMisconfigured
® duplicateTrapLogld

Description: The alarm is raised when an SNMP trap destination other than the 5620 SAM is configured on an NE.

Raising condition: (‘isTrapDestinationMisconfigured' EQUAL ‘'true’)

Clearing condition: (‘isTrapDestinationMisconfigured' EQUAL ‘false’)
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Table 7-159 TrapReceivingFailure

Alarm Attributes Supported releases
Name: TrapReceivingFailure (1083) Severity: major * 1.0.0
Type: communications (87) Implicitly cleared: false * 2.0.0
Package: netw Default probable cause: trapsWillNotBeSent (822) * 300
Raised on class: netw.NetworkElement * 4.0.0

Description: This user-defined alarm is raised when the NE is unable to send traps because the NE configuration is one of the
following:- The Management IP Selection is set to Out Of Band Only, the Primary Route Preference is set to In Band, and the
Secondary Route Preference is set to None.- The Management IP Selection is set to In Band Only, the Primary Route Preference is
set to Out Of Band, and the Secondary Route Preference is set to None.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band’) AND (‘Management IP Selection’ EQUAL 'In Band Only') AND (‘Primary
Route Preference’ EQUAL 'Out Of Band') AND (‘'Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP* EQUAL 'Out
Of Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Only’) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out Of Band’) AND (‘Management IP Selection’
EQUAL 'In Band Preferred’) AND ('Primary Route Preference’ EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR
((Active Management IP' EQUAL 'In Band’) AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Primary Route
Preference’ EQUAL 'Out Of Band') AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Only') AND (('Primary
Route Preference’ EQUAL 'In Band') OR (‘Secondary Route Preference’' EQUAL ‘'In Band'))) OR (('Active Management IP' EQUAL 'Out Of
Band’) AND (‘Management IP Selection’ EQUAL 'Out Of Band Only') AND (('Primary Route Preference' EQUAL 'Out Of Band’) OR
('Secondary Route Preference’ EQUAL 'Out Of Band'))) OR (('‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP
Selection' EQUAL 'In Band Preferred') AND ((‘Primary Route Preference' EQUAL 'Out Of Band') OR ('Secondary Route Preference' EQUAL
‘Out Of Band'))) OR (('‘Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Preferred’) AND
(('Primary Route Preference' EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL
‘In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND ((‘Primary Route Preference' EQUAL 'In Band’) OR
('Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP Selection’
EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference’ EQUAL 'Out Of Band') OR (‘Secondary Route Preference’ EQUAL 'Out
Of Band'))))

Table 7-160 TrapRoutePreferenceRedundancyMissing

Alarm Attributes Supported releases
Name: TrapRoutePreferenceRedundancyMissing Severity: warning * 1.0.0

(1084) Implicitly cleared: true ¢ 2.0.0

Type: communications (87) Default probable cause: trapsRedundancyMissing * 3.00

Package: netw (823) ® 4.0.0

Raised on class: netw.NetworkElement

Description: The user-defined alarm is raised when NE management redundancy is configured without trap route preference
redundancy.

Raising condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Primary Route Preference' EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR ((‘Management IP Selection’' EQUAL
'‘Out Of Band Preferred’) AND (‘Active Management IP' EQUAL 'Out Of Band') AND (‘Primary Route Preference' EQUAL 'Out Of Band')
AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Secondary Route Preference’ NOT EQUAL ‘None')) OR (('Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Active
Management IP' EQUAL 'Out Of Band') AND ('Secondary Route Preference’ NOT EQUAL 'None')))
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Table 7-161 TunnelAdministrativelyDown (mpls)

Alarm

Attributes

Supported releases

Name: TunnelAdministrativelyDown (523)
Type: pathAlarm (12)

Package: mpls

Raised on class: mpls.Tunnel

Severity: minor
Implicitly cleared: true

Default probable cause:
tunnelAdministrativelyDown (333)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the 5620 SAM detects that an MPLS path is administratively down.

Raising condition: (‘Administrative’ NOT EQUAL 'Up’)

Clearing condition: (‘Administrative’ EQUAL 'Up’)

Table 7-162 TunnelAdministrativelyDown (svt)

Alarm

Attributes

Supported releases

Name: TunnelAdministrativelyDown (523)
Type: pathAlarm (12)

Package: svt

Raised on class: svt.Tunnel

Severity: minor
Implicitly cleared: true

Default probable cause:
tunnelAdministrativelyDown (333)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the 5620 SAM detects that a service tunnel is administratively down.

Raising condition: (‘Administrative’ NOT EQUAL 'Up’)

Clearing condition: (‘Administrative’ EQUAL 'Up')

Table 7-163 TunnelDown (mpls)

Alarm

Attributes

Supported releases

Name: TunnelDown (30)
Type: pathAlarm (12)
Package: mpls

Raised on class: mpls.Tunnel

Severity: warning
Implicitly cleared: true
Default probable cause: tunnelDown (23)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an MPLS path has an Operational State other than Up, and the Administrative State is Up.

Raising condition: (('‘Administrative' EQUAL 'Up’) AND (‘Operational' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational’' EQUAL ‘Up’) OR (‘Administrative’ NOT EQUAL 'Up’))

Table 7-164 TunnelDown (svt)

Alarm

Attributes

Supported releases

Name: TunnelDown (30)
Type: pathAlarm (12)
Package: svt

Raised on class: svt.Tunnel

Severity: critical
Implicitly cleared: true
Default probable cause: tunnelDown (23)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the 5620 SAM detects that a service tunnel is operationally down.

Raising condition: (('Administrative’ EQUAL 'Up’) AND (‘Operational' NOT EQUAL ‘Up’))

Clearing condition: ((‘Operational' EQUAL ‘Up’) OR (‘Administrative’ NOT EQUAL 'Up'))
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Table 7-165 UnidentifiedNode

Alarm

Attributes

Supported releases

Name: UnidentifiedNode (1922)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true
Default probable cause: unidentifiedNode (922)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the node being discovered can not be properly identified.

Raising condition: ('State’ EQUAL 'Pending Identification’)

Clearing condition: (‘State’' NOT EQUAL 'Pending Identification’)

Table 7-166 UnmanageFailed

Alarm

Attributes

Supported releases

Name: UnmanageFailed (300)

Type: discoveryControlAlarm (33)

Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: warning
Implicitly cleared: true

Default probable cause: unableToDeleteNode (231)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an attempt to unmanage an NE fails.

Raising condition: ('Site State' EQUAL 'unmanage failed')

Clearing condition: ('Site State’ NOT EQUAL ‘'unmanage failed')

Table 7-167 UpgradedBuildVersionMismatch

Alarm

Attributes

Supported releases

Name: UpgradedBuildVersionMismatch (174)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true

(137)

Default probable cause: upgradedimageNotBooted

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the software version that an NE reports after a software upgrade does not match the version

of the software used for the upgrade.

Raising condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘true’)

Clearing condition: (‘upgradedBuildVersionMismatch' EQUAL ‘false’)
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Table 7-168 upgradedCardAlarm

Alarm

Attributes

Supported releases

Name: upgradedCardAlarm (255)
Type: softwareAlarm (19)
Package: equipment

Raised on class: equipment.Card

Severity: warning
Implicitly cleared: true
Default probable cause: upgradedCard (194)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the standby CPM is rebooted and operational after a software upgrade. A device resets an
IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL 'Upgrade’)

Clearing condition: (‘operationalState’ EQUAL 'Up’)

Table 7-169 VersionConfigRestoreFailed

Alarm

Attributes

Supported releases

Name: VersionConfigRestoreFailed (536)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: versionMismatch (405)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the restore procedure on an NE fails because of a mismatch between the backup file set

version and the NE software version.

Raising condition: ('lastNmsVersionRestoreState' EQUAL 'Failure’)

Clearing condition: ('lastNmsVersionRestoreState' EQUAL 'Success’)

Table 7-170 VirtualLinkDown

Alarm

Attributes

Supported releases

Name: VirtualLinkDown (122)
Type: VirtualLinkAlarm (21)
Package: ospf

Raised on class: ospf.VirtualLink

Severity: warning
Implicitly cleared: true
Default probable cause: VirtualLinkDown (104)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a virtual link is Down.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' NOT EQUAL ‘Down’)
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Table 7-171 VirtualNeighborDown

Alarm

Attributes

Supported releases

Name: VirtualNeighborDown (123)
Type: VirtualNeighborDown (22)
Package: ospf

Raised on classes:

® ospf.ShamLink

® ospf.VirtualLink

Severity: warning
Implicitly cleared: true
Default probable cause: VirtualNeighborDown (105)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when a neighbor virtual link is operationally down.

Raising condition: (‘neighborCount’ EQUAL 'OL")

Clearing condition: (‘neighborCount’' NOT EQUAL 'OL")

Table 7-172 WrongCpaaSoftwareVersion

Alarm

Attributes

Supported releases

Name: WrongCpaaSoftwareVersion (791)
Type: equipmentAlarm (3)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: wrongCpaaSoftwareVersion
(559)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the 7701 CPAA software is the wrong version and requires an upgrade.

Raising condition: (('Software Version' EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL '7701 CPAA"))

Clearing condition: (('Software Version' NOT EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL ‘7701 CPAA"))

Table 7-173 XplError

Alarm

Attributes

Supported releases

Name: XplError (573)

Type: hardwareAnomaly (55)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true
Default probable cause: xplError (443)

1.0.0
2.0.0
3.0.0
4.0.0

Description: The alarm is raised when an MDA reports persistent XPL Errors.

Raising condition: (‘Number Of Notifications’ NOT EQUAL '0)

Clearing condition: (‘Number Of Notifications' EQUAL '0)
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may not be listed in this chapter. Associating alarms with specific NE
types is an ongoing Alcatel-Lucent effort. If the 5620 SAM raises an
alarm against this device type, and the alarm is not described in this
chapter, see chapter 32 for information about the alarm.

: Note — Some alarms that the 5620 SAM can raise against this device

Table 8-1 AccessinterfaceDown

Alarm Attributes Supported releases
Name: AccessinterfaceDown (249) Severity: critical ® 2.0.0

Type: AccesslnterfaceAlarm (32) Implicitly cleared: true ¢ 3.0.0

Package: service Default probable cause: interfaceDown (32) * 4.00

Raised on class: service.AccessInterface

Description: The alarm is raised when an L2 or L3 interface operational state is Down and the administrative state of the associated
site is Up. The alarm is not raised against an L2 access interface that is associated with an MC ring or MC LAG in the standby state.

Raising condition: ((‘Operational State' NOT EQUAL 'Up') AND ('State Cause' NOT EQUAL 'Standby For MC-Ring') AND (‘State Cause'
NOT EQUAL ‘Standby For MC-Lag') AND (‘State Cause’ NOT EQUAL 'Standby For BGP Multi-homing'))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR ('State Cause' EQUAL 'Standby For MC-Ring') OR (‘'State Cause' EQUAL
‘Standby For MC-Lag') OR ('State Cause' EQUAL 'Standby For BGP Multi-homing'))
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Table 8-2 AGWDiameterPeerDown

Alarm

Attributes

Supported releases

Name: AGWDiameterPeerDown (844)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWDiameterPeer

Severity: variable
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the path management state of a Diameter peer changes to a state other than Up.

Raising condition: (‘'Path Diameter Management State' NOT EQUAL 'Active’)

Clearing condition: (‘Path Diameter Management State' EQUAL 'Active’)

Table 8-3 AGWGTPPMIPPeerDown

Alarm

Attributes

Supported releases

Name: AGWGTPPMIPPeerDown (1120)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWGTPPMIPPeer

Severity: variable
Implicitly cleared: true

Default probable cause: AGWGTPPMIPPeerDown
(832)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the pathManagementState of this EPS peer is not Up.

Raising condition: ('Path Management State' EQUAL ‘Fault’)

Clearing condition: (‘'Path Management State' EQUAL 'Up’)

Table 8-4 AncillaryPathLimitReached

Alarm

Attributes

Supported releases

Name: AncillaryPathLimitReached (459)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management ancillary path bandwidth limit is reached.

Raising condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' >=" (1000 * 'Ancillary Path Limit')))"

Clearing condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' < (1000 * ‘Ancillary Path Limit')))

Table 8-5 AreaTypeMismatch

Alarm

Attributes

Supported releases

Name: AreaTypeMismatch (38)
Type: configurationAlarm (11)
Package: ospf

Raised on class: ospf.Area

Severity: warning
Implicitly cleared: true
Default probable cause: areaTypeMisconfigured (34)

¢ 2.0.0
¢® 3.0.0
®* 4.0.0

Description: The alarm is raised when an OSPF area on one NE is configured as an NSSA and the same OSPF area on another NE is

configured as a stub area.

Raising condition: (‘Type Mismatch' EQUAL 'true’)

Clearing condition: (‘Type Mismatch' EQUAL ‘false’)
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Table 8-6 AsymmetricalConfig (multichassis)

Alarm

Attributes

Supported releases

Name: AsymmetricalConfig (295)

Type: configurationAlarm (11)

Package: multichassis

Raised on classes:

® multichassis.MultiChassisPeer

® multichassis.MultiChassisLagMember
® multichassis.MultiChassisLag

Severity: major
Implicitly cleared: true

Default probable cause: asymmetricalConfig (226)

* 4.0.0

Description: The alarm is raised when there is a peer configuration mismatch that prevents MC operation.

Raising condition: (‘Asymmetrical Configuration Detected EQUAL 'true’)

Clearing condition: (‘Asymmetrical Configuration Detected' EQUAL ‘false’)

Table 8-7 AuxiliaryServerStatus

Alarm

Attributes

Supported releases

Name: AuxiliaryServerStatus (311)
Type: communicationsAlarm (4)
Package: server

Raised on class: server.AuxiliaryServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

2.0.0
* 3.0.0
® 4.0.0

Description: The alarm is raised when a 5620 SAM main server cannot communicate with an auxiliary server. The alarm clears when

communication is restored.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: ('Server Status' EQUAL 'Up’)

Table 8-8 BITS2NotQualified

Alarm

Attributes

Supported releases

Name: BITS2NotQualified (1941)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
timingReferenceNotQualified (418)

2.0.0
3.0.0
® 4.0.0

Description: The alarm is raised when the BITS-2 timing reference on an NE is not in the Qualified state.

Raising condition: ((‘Qualified State' EQUAL 'Not Qualified’))

Clearing condition: ((‘Qualified State’' NOT EQUAL 'Not Qualified'))
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Table 8-9 BITSNotQualified

Alarm

Attributes

Supported releases

Name: BITSNotQualified (547)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
timingReferenceNotQualified (418)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the BITS timing reference on an NE is not in the Qualified state.

Raising condition: ((‘Qualified State’ EQUAL 'Not Qualified'))

Clearing condition: ((‘Qualified State’ NOT EQUAL 'Not Qualified'))

Table 8-10 BITSReferenceLossOfSignal

Alarm

Attributes

Supported releases

Name: BITSReferenceLossOfSignal (1950)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause: BITSReferenceLossOfSignal
(938)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the BITS reference on an NE is not qualified due to Loss of Signal.

Raising condition: ((‘Alarms'anyBit'LOS'))

Clearing condition: NOT ((('Alarms'anyBit'LOS')))

Table 8-11 BITSReferenceOutOfFrequency

Alarm

Attributes

Supported releases

Name: BITSReferenceOutOfFrequency (1951)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
BITSReferenceOutOfFrequency (939)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the BITS Reference on an NE is not qualified due to Out of frequency.

Raising condition: ((‘Alarms'anyBit'OOF'))

Clearing condition: NOT ((('Alarms'anyBit'OOF')))

Table 8-12 BITSReferenceOutOfPollinRange

Alarm

Attributes

Supported releases

Name: BITSReferenceOutOfPollinRange (1952)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
BITSReferenceOutOfPolllnRange (940)

¢ 2.0.0
¢® 3.0.0
®* 4.0.0

Description: The alarm is raised when the BITS Reference on an NE is not qualified state due to Out of poll in range.

Raising condition: ((‘Alarms‘anyBit‘OOPIR’))

Clearing condition: NOT (((‘Alarms'anyBit'‘OOPIR’)))
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Table 8-13 BootableConfigBackupFailed

Alarm Attributes Supported releases
Name: BootableConfigBackupFailed (103) Severity: major ® 2.0.0
Type: configurationAlarm (11) Implicitly cleared: true ¢ 3.0.0

® 4.0.0

Package: sw
Raised on class: sw.BackupRestoreManager

Default probable cause: fileTransferFailure (89)

Description: The alarm is raised when the 5620 SAM fails to back up a set of NE configuration files.

Raising condition: (‘Backup State' EQUAL 'Failure’)

Clearing condition: (‘Backup State' EQUAL 'Success'’)

Table 8-14 BootableConfigRestoreFailed

Alarm Attributes Supported releases
Name: BootableConfigRestoreFailed (104) Severity: major 2.0.0
Type: configurationAlarm (11) Implicitly cleared: true 3.0.0

® 4.0.0

Package: sw
Raised on class: sw.BackupRestoreManager

Default probable cause: fileTransferFailure (89)

Description: The alarm is raised when the 5620 SAM fails to restore a set of NE configuration files.

Raising condition: ('Restore State' EQUAL ‘Failure’)

Clearing condition: (‘Restore State' EQUAL 'Success')

Table 8-15 BootParametersMisconfigured

Alarm Attributes Supported releases
Name: BootParametersMisconfigured (35) Severity: critical 2.0.0
Type: configurationAlarm (11) Implicitly cleared: true ¢ 3.0.0

®* 4.0.0

Package: netw
Raised on class: netw.NetworkElement

Default probable cause: persistentindexFailure (30)
Applicable probable causes:

® persistentindexFailure

® configFileBootFailure

Description: The alarm is raised when the SNMP Index Boot Status on an NE is not set to Persistent.

Raising condition: ((‘isGenericNode' EQUAL ‘false’) AND (‘State' NOT EQUAL 'Pre-provisioned') AND (('Config File Status' NOT EQUAL
‘Executed Successfully’) OR (‘Persistent Index Status’' NOT EQUAL ‘Rebuild Succeeded')))

Clearing condition: ((‘Config File Status' EQUAL 'Executed Successfully') AND (‘Persistent Index Status' EQUAL 'Rebuild Succeeded'))
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Table 8-16 CircuitStpExceptionCondition

Alarm

Attributes

Supported releases

Name: CircuitStpExceptionCondition (648)
Type: SdpBindingAlarm (30)

Package: 12fwd

Raised on class: 12fwd.CircuitStp

Severity: major
Implicitly cleared: true
Default probable cause: StpException (228)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an NE detects an STP exception condition on a SAP, for example, one-way communication
or a downstream loop. The alarm clears when the STP status changes.

Raising condition: (('STP Exception Condition' NOT EQUAL 'None') AND (‘Administrative State' EQUAL 'Up’))

Clearing condition: (('STP Exception Condition' EQUAL 'None') OR (‘Administrative State’ EQUAL 'Down’))

Table 8-17 ClientDelegateServerStatus

Alarm

Attributes

Supported releases

Name: ClientDelegateServerStatus (731)
Type: communicationsAlarm (4)

Package: server

Raised on class: server.ClientDelegateServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a client delegate server is unreachable.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: ('Server Status' EQUAL 'Up’)

Table 8-18 ContainingEquipmentAdministrativelyDown

Alarm

Attributes

Supported releases

Name: ContainingEquipmentAdministrativelyDown
(466)

Type: equipmentAlarm (3)
Package: equipment
Raised on class: equipment.Port

Severity: minor
Implicitly cleared: true

Default probable cause:
containingEquipmentAdministrativelyDown (330)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of

containingEquipmentAdministrativelyDown.

Raising condition: ((‘Status’ EQUAL 'Parent Admin Down') AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status’ NOT EQUAL 'Parent Admin Down’) OR (‘isTerminatable’ NOT EQUAL ‘'true’))
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Table 8-19 ContainingEquipmentMismatch

Alarm

Attributes

Supported releases

Name: ContainingEquipmentMismatch (464)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Port

Severity: major
Implicitly cleared: true

Default probable cause:
containingEquipmentMismatch (328)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of containingEquipmentMismatch.

Raising condition: ((‘'Status' EQUAL ‘Parent Type Mismatch’) AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status’ NOT EQUAL 'Parent Type Mismatch’) OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 8-20 ContainingEquipmentOperationallyDown

Alarm

Attributes

Supported releases

Name: ContainingEquipmentOperationallyDown
(465)

Type: equipmentAlarm (3)
Package: equipment
Raised on class: equipment.Port

Severity: major
Implicitly cleared: true

Default probable cause: containingEquipmentDown
(329)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of

containingEquipmentOperationllyDown.

Raising condition: ((‘Status' EQUAL 'Parent Oper Down') AND (‘isTerminatable' EQUAL ‘true’))

Clearing condition: (('Status' NOT EQUAL 'Parent Oper Down') OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 8-21 CorruptimageFile

Alarm

Attributes

Supported releases

Name: CorruptimageFile (171)
Type: configurationAlarm (11)
Package: mediation

Raised on class:
mediation.AbstractSoftwareFolderDescriptor

Severity: critical
Implicitly cleared: true

Default probable cause: invalidOrCorruptimageFile
(134)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when one or more files in the 5620 SAM software image specified for a device software upgrade is
invalid, corrupt or absent. The 5620 SAM validates a device software file set before it imports the file set and distributes it to an
NE. Ensure that the file set downloads properly to the NE and is not tampered with before you re-attempt the upgrade. The alarm

clears when a valid file set is on the NE and the 5620 SAM activates the software image in the file set.

Raising condition: (‘isimageValid' EQUAL 'false’)

Clearing condition: (‘isimageValid' EQUAL 'true’)
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Table 8-22 DDMAux1HighAlarm

Alarm

Attributes

Supported releases

Name: DDMAux1HighAlarm (495)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux1HighAlarm (381)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 High Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'’Aux1 High Alarm’))

Table 8-23 DDMAux1HighWarning

Alarm

Attributes

Supported releases

Name: DDMAux1HighWarning (494)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux1HighWarning (380)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux1 High Warning'))

Table 8-24 DDMAux1LowAlarm

Alarm

Attributes

Supported releases

Name: DDMAux1LowAlarm (493)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux1LowAlarm (379)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux1 Low Alarm’))
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Table 8-25 DDMAux1LowWarning

Alarm

Attributes

Supported releases

Name: DDMAux1LowWarning (492)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux1LowWarning (378)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 1 of the XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux1 Low Warning’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Aux1 Low Warning'))

Table 8-26 DDMAux2HighAlarm

Alarm

Attributes

Supported releases

Name: DDMAux2HighAlarm (499)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: aux2HighAlarm (385)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 High Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 High Alarm’))

Table 8-27 DDMAux2HighWarning

Alarm

Attributes

Supported releases

Name: DDMAux2HighWarning (498)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: aux2HighWarning (384)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 High Warning'))
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Table 8-28 DDMAux2LowAlarm

Alarm

Attributes

Supported releases

Name: DDMAux2LowAlarm (497)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true
Default probable cause: aux2LowAlarm (383)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'/Aux2 Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 Low Alarm’))

Table 8-29 DDMAux2LowWarning

Alarm

Attributes

Supported releases

Name: DDMAux2LowWarning (496)
Type: communicatiothresholdAlarmnsAlarm (50)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true
Default probable cause: aux2LowWarning (382)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the manufacturer-specific Auxiliary 2 of the XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Aux2 Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Aux2 Low Warning'))

Table 8-30 DDMRxOpticalPowerHighAlarm

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerHighAlarm (491)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: rxOpticalPowerHighAlarm
(377)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power High Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Rx Optical Power High Alarm'))
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Table 8-31 DDMRxOpticalPowerHighWarning

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerHighWarning (490)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause:
rxOpticalPowerHighWarning (376)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (Thresholds Failed'anyBit'Rx Optical Power High Warning’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Rx Optical Power High Warning'))

Table 8-32 DDMRxOpticalPowerLowAlarm

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerLowAlarm (489)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: rxOpticalPowerLowAlarm
(375)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP reaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power Low Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Rx Optical Power Low Alarm'))

Table 8-33 DDMRxOpticalPowerLowWarning

Alarm

Attributes

Supported releases

Name: DDMRxOpticalPowerLowWarning (488)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: rxOpticalPowerLowWarning
(374)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the received optical power of an SFP or XFP approaches the minimum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Rx Optical Power Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Rx Optical Power Low Warning'))
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Table 8-34 DDMSupplyVoltageHighAlarm

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageHighAlarm (479)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: supplyVoltageHighAlarm
(365)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage High Alarm’)

Clearing condition: NOT ((Thresholds Failed'anyBit'Supply Voltage High Alarm’))

Table 8-35 DDMSupplyVoltageHighWarning

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageHighWarning (478)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: supplyVoltageHighWarning
(364)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Supply Voltage High Warning'))

Table 8-36 DDMSupplyVoltageLowAlarm

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageLowAlarm (477)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: supplyVoltageLowAlarm
(363)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage Low Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBit'Supply Voltage Low Alarm’))
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Table 8-37 DDMSupplyVoltageLowWarning

Alarm

Attributes

Supported releases

Name: DDMSupplyVoltageLowWarning (476)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: supplyVoltageLowWarning
(362)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the supply voltage of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Supply Voltage Low Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit'Supply Voltage Low Warning'))

Table 8-38 DDMTemperatureHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTemperatureHighAlarm (475)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: temperatureHighAlarm
(361)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Temperature High Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBit Temperature High Alarm’))

Table 8-39 DDMTemperatureHighWarning

Alarm

Attributes

Supported releases

Name: DDMTemperatureHighWarning (474)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: temperatureHighWarning
(360)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit Temperature High Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature High Warning'))
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Table 8-40 DDMTemperatureLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTemperatureLowAlarm (473)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: temperatureLowAlarm
(359)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit' Temperature Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature Low Alarm’))

Table 8-41 DDMTemperatureLowWarning

Alarm

Attributes

Supported releases

Name: DDMTemperatureLowWarning (472)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: temperatureLowWarning
(358)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the temperature of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Temperature Low Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBit Temperature Low Warning'))

Table 8-42 DDMTxBiasCurrentHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentHighAlarm (483)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txBiasCurrentHighAlarm
(369)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current High Alarm’)

Clearing condition: NOT (('Thresholds Failed'anyBitTx Bias Current High Alarm’))
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Table 8-43 DDMTxBiasCurrentHighWarning

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentHighWarning (482)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txBiasCurrentHighWarning
(368)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current High Warning')

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Bias Current High Warning'))

Table 8-44 DDMTxBiasCurrentLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentLowAlarm (481)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txBiasCurrentLowAlarm
(367)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current Low Alarm’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Bias Current Low Alarm'))

Table 8-45 DDMTxBiasCurrentLowWarning

Alarm

Attributes

Supported releases

Name: DDMTxBiasCurrentLowWarning (480)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txBiasCurrentLowWarning
(366)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the transmit bias current of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Bias Current Low Warning')

Clearing condition: NOT (('Thresholds Failed'anyBit'Tx Bias Current Low Warning'))
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Table 8-46 DDMTxOutputPowerHighAlarm

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerHighAlarm (487)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txOutputPowerHighAlarm
(373)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power High Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBitTx Output Power High Alarm'))

Table 8-47 DDMTxOutputPowerHighWarning

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerHighWarning (486)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: warning
Implicitly cleared: true

Default probable cause: txOutputPowerHighWarning
(372)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power High Warning'’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Output Power High Warning'))

Table 8-48 DDMTxOutputPowerLowAlarm

Alarm

Attributes

Supported releases

Name: DDMTxOutputPowerLowAlarm (485)
Type: thresholdAlarm (49)
Package: equipment

Raised on class:
equipment.DigitalDiagnosticMonitoring

Severity: major
Implicitly cleared: true

Default probable cause: txOutputPowerLowAlarm
(371)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the output power of an SFP or XFP reaches the maximum threshold value.

Raising condition: (‘Thresholds Failed'anyBit'Tx Output Power Low Alarm’)

Clearing condition: NOT ((‘Thresholds Failed'anyBit'Tx Output Power Low Alarm’))
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Table 8-49 DDMTxOutputPowerLowWarning

Alarm Attributes Supported releases
Name: DDMTxOutputPowerLowWarning (484) Severity: warning ® 2.0.0

Type: thresholdAlarm (49) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: txOutputPowerLowWarning | ® 4.0.0

Raised on class: (370)

equipment.DigitalDiagnosticMonitoring

Description: The alarm is raised when the output power of an SFP or XFP approaches the maximum threshold value.

Raising condition: (Thresholds Failed'anyBit'Tx Output Power Low Warning’)

Clearing condition: NOT ((‘'Thresholds Failed'anyBitTx Output Power Low Warning'))

Table 8-50 downgradedCardAlarm

Alarm Attributes Supported releases
Name: downgradedCardAlarm (256) Severity: warning ® 2.0.0

Type: softwareAlarm (19) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: downgradedCard (195) * 4.00

Raised on class: equipment.Card

Description: The alarm is raised when an IOM is not upgraded or reset after a device software upgrade of both CPMs. A device resets
an IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL ‘Downgrade’)

Clearing condition: (‘'operationalState’ EQUAL 'Up’)

Table 8-51 EquipmentAdministrativelyDown

Alarm Attributes Supported releases
Name: EquipmentAdministrativelyDown (455) Severity: minor * 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true * 3.0.0

Package: equipment Default probable cause: ® 4.0.0

Raised on class: equipment.Equipment equipmentAdministrativelyDown (326)

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentAdministrativelyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Admin Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL ‘Admin Down’)
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Table 8-52 EquipmentDegraded

Alarm Attributes Supported releases
Name: EquipmentDegraded (604) Severity: minor ® 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: singleFanFailure (450) * 4.00

Raised on class: equipment.FanTray

Description: The alarm is raised when a single fan fails. The chassis attempts to continue operating within the normal temperature
range using only the remaining fans.

Raising condition: (‘Device State’ EQUAL ‘MinorFailure’)

Clearing condition: (‘Device State’' NOT EQUAL ‘MinorFailure’)

Table 8-53 EquipmentDown

Alarm Attributes Supported releases
Name: EquipmentDown (10) Severity: major ® 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: inoperableEquipment (8) * 4.00

Raised on class: equipment.Equipment

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentOperationallyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Oper Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL ‘Oper Down’)

Table 8-54 EquipmentFailure

Alarm Attributes Supported releases
Name: EquipmentFailure (145) Severity: critical ® 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: cardFailure (123) * 4.00

Raised on class: equipment.ReplaceableUnit

Description: The alarm is raised when a control processor or power-supply tray reports a failure. When the object type is
ControlProcessor, a CPM may be unable to boot. When the object type is Power Supply Tray and the alarm is raised during device
discovery, a power-supply tray may be out of service. When the object type is a Power Supply Tray and the device is in the managed
state, a power-supply tray may be out of service or the AC power shelf has a fault condition. The alarm clears when the status
changes to OK.

Raising condition: (‘operationalState’' EQUAL 'Failed’)

Clearing condition: (‘operationalState’ NOT EQUAL ‘Failed’)
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Table 8-55 EquipmentinTest

Alarm

Attributes

Supported releases

Name: EquipmentinTest (11)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: warning
Implicitly cleared: true
Default probable cause: equipmentinTest (9)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when equipment enters a diagnostic state.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘In Test')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'In Test')

Table 8-56 EquipmentMismatch

Alarm

Attributes

Supported releases

Name: EquipmentMismatch (9)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true
Default probable cause: equipmentTypeMismatch

@)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMismatch.

Raising condition: (‘compositeEquipmentState’ EQUAL Type Mismatch')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Type Mismatch')

Table 8-57 EquipmentRemoved

Alarm

Attributes

Supported releases

Name: EquipmentRemoved (8)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

Default probable cause:
replaceableEquipmentRemoved (6)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMissing.

Raising condition: ((‘compositeEquipmentState’ EQUAL 'Removed') AND (‘isEquipmentinserted’ EQUAL 'true’))

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Removed’)

Table 8-58 EthernetPortConfiguredLoopback

Alarm

Attributes

Supported releases

Name: EthernetPortConfiguredLoopback (801)
Type: configurationAlarm (11)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: warning
Implicitly cleared: false

Default probable cause:
ethernetPortConfiguredLoopback (567)

¢ 2.0.0
¢® 3.0.0
®* 4.0.0

Description: The alarm is raised when a timed loopback is in effect for an Ethernet port.

Raising condition: ((‘Type' NOT EQUAL 'None'))

Clearing condition: (('Type' EQUAL 'None'))
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Table 8-59 EthernetPortDuplicateLane

Alarm

Attributes

Supported releases

Name: EthernetPortDuplicateLane (3557)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: DuplicateLane (1387)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a Duplicate Lane on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Duplicate Lane') AND (‘Report Alarms'anyBit'Duplicate Lane'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Duplicate Lane’) AND (‘Report Alarms'anyBit'Duplicate Lane')))

Table 8-60 EthernetPortHighBer

Alarm

Attributes

Supported releases

Name: EthernetPortHighBer (307)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: HighBer (238)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a high bit-error rate on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate')))

Table 8-61 EthernetPortLocalFault

Alarm

Attributes

Supported releases

Name: EthernetPortLocalFault (305)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: LocalFault (236)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when a device reports a local fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Local Fault’) AND (‘Report Alarms'anyBit'Local Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Local Fault') AND ('Report Alarms'anyBit'Local Fault')))
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Table 8-62 EthernetPortNoAmLock

Alarm

Attributes

Supported releases

Name: EthernetPortNoAmLock (3558)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: NoAmLock (1388)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a No Am Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms'anyBit'No AM Lock’))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms‘anyBit'No AM Lock')))

Table 8-63 EthernetPortNoBlockLock

Alarm Attributes Supported releases
Name: EthernetPortNoBlockLock (3559) Severity: major ® 2.0.0
Type: communicationsAlarm (4) Implicitly cleared: true ¢ 3.0.0

® 4.0.0

Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Default probable cause: NoBlockLock (1389)

Description: The alarm is raised when a device reports a No Block Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock’))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock')))

Table 8-64 EthernetPortNoFrameLock

Alarm Attributes Supported releases
Name: EthernetPortNoFrameLock (306) Severity: major 2.0.0
Type: communicationsAlarm (4) Implicitly cleared: true ¢ 3.0.0

® 4.0.0

Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Default probable cause: NoFramelLock (237)

Description: The alarm is raised when a device reports No Frame Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Frame Lock') AND (‘Report Alarms'anyBit'No Frame Lock'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'No Frame Lock') AND (‘Report Alarms'anyBit'No Frame Lock’)))
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Table 8-65 EthernetPortRemoteFault

Alarm

Attributes

Supported releases

Name: EthernetPortRemoteFault (304)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true

Default probable cause: RemoteFault (235)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a remote fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Remote Fault') AND (‘Report Alarms'anyBit'Remote Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Remote Fault’) AND (‘Report Alarms'anyBit'Remote Fault’)))

Table 8-66 EthernetPortSignalFailure

Alarm

Attributes

Supported releases

Name: EthernetPortSignalFailure (303)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true

Default probable cause: SignalFailure (234)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a device reports a signal failure on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Signal Failure') AND (‘'Report Alarms'anyBit'Signal Failure'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'Signal Failure’) AND (‘Report Alarms'anyBit'Signal Failure')))

Table 8-67 ExternalTimingReferenceNotQualified

Alarm

Attributes

Supported releases

Name: ExternalTimingReferenceNotQualified (548)

Type: communicationsAlarm (4)
Package: sonet
Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true
Default probable cause:

timingReferenceNotQualified (418)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the External timing reference on an NE is not in the Qualified state.

Raising condition: (('Qualified' EQUAL 'Not Qualified'))

Clearing condition: (('Qualified' NOT EQUAL ‘Not Qualified'))
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Table 8-68 FanFailure

Alarm Attributes Supported releases
Name: FanFailure (624) Severity: critical ® 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: fanFailure (116) * 4.00

Raised on class: equipment.FanTray

Description: The alarm is raised when the associated fan is not operationally Up.

Raising condition: (('Device State' EQUAL 'Failed’) OR (‘Device State' EQUAL ‘Unknown'’) OR (‘Device State' EQUAL 'OutOfservice'))

Clearing condition: (‘Device State' EQUAL 'OK')

Table 8-69 FanTrayRemoved

Alarm Attributes Supported releases
Name: FanTrayRemoved (569) Severity: critical ® 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: FanTrayRemoved (438) * 4.0.0

Raised on class: equipment.FanTray

Description: The alarm is raised when the deviceState attribute has a value of deviceNotEquipped.

Raising condition: (‘Device State' EQUAL 'Not Equipped’)

Clearing condition: ('Device State' NOT EQUAL 'Not Equipped’)

Table 8-70 ForwardingTableSizeLimitReached

Alarm Attributes Supported releases
Name: ForwardingTableSizeLimitReached (164) Severity: major * 2.0.0

Type: resourceAlarm (28) Implicitly cleared: true ¢ 3.0.0

Package: 12fwd Default probable cause: resourceLimitReached * 4.0.0

Raised on class: [2fwd.SiteFib (131

Description: The alarm is raised when the number of MAC address entries in the FIB reaches or exceeds the VPLS site high watermark
specified by (2fwd.SiteFib.highWatermark. The alarm clears when the number of MAC address entries in the FIB drops below the
VPLS site low watermark specified by [2fwd.SiteFib.lowWatermark. The alarm can be raised against a VPLS site, L2 access interface,
or spoke SDP binding.

Raising condition: ((‘Entries’ >="'Size') OR ('Entries’' >= (('High Watermark' * 'Size') / 100.0)))"

Clearing condition: (('Entries’ < 'Size’) AND (('High Watermark' EQUAL 'OL) OR (‘Entries’ < (('Low Watermark' * 'Size') / 100.0))) AND
((Low Watermark' EQUAL 'OL') OR (‘Entries’ < (('Low Watermark' * 'Size') / 100.0))))

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 8-23
3HE 06862 AAAA TQZZA Edition 01  Alarm Reference




8 — Alcatel-Lucent 7210 SAS X alarms

Table 8-71 FrameSizeProblem (netw)

Alarm

Attributes

Supported releases

Name: FrameSizeProblem (37)
Type: configurationAlarm (11)
Package: netw

Raised on class:
netw.StatefullConnectablelnterface

Severity: critical
Implicitly cleared: true

Default probable cause: frameSizeProblem (33)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: (('mtuMismatch’ EQUAL 'true’) AND (‘portld' NOT EQUAL '0L"))

Clearing condition: (('mtuMismatch’ EQUAL ‘false’) OR (‘portld' EQUAL '0L"))

Table 8-72 FrameSizeProblem (svt)

Alarm

Attributes

Supported releases

Name: FrameSizeProblem (37)
Type: configurationAlarm (11)
Package: svt

Raised on class: svt.SdpBinding

Severity: critical
Implicitly cleared: true

Default probable cause: frameSizeProblem (33)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: ((‘Operational State' EQUAL 'MTU Mismatch’) OR (‘Operational State' EQUAL Tunnel MTU Too Small’))

Clearing condition: ((‘Operational State' NOT EQUAL ‘'MTU Mismatch') AND (‘Operational State' NOT EQUAL 'Tunnel MTU Too Small'))

Table 8-73 GaPeerDown

Alarm

Attributes

Supported releases

Name: GaPeerDown (3303)
Type: EpcAlarm (59)

Package: lteggsn

Raised on class: lteggsn.GaPeer

Severity: major
Implicitly cleared: true

Default probable cause: EPSPeerDown (602)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the path management state of a Ga peer changes to a state other than Up.

Raising condition: ('Path Management State' NOT EQUAL 'Active’)

Clearing condition: (‘'Path Management State' EQUAL 'Active’)
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Table 8-74 IncompleteConfig (multichassis)

Alarm Attributes Supported releases

Name: IncompleteConfig (294)

Type: configurationAlarm (11)

Package: multichassis

Raised on classes:

® multichassis.MultiChassisSync

® multichassis.MultiChassisLagMember

Severity: major ® 4.0.0
Implicitly cleared: true

Default probable cause: incompleteConfig (225)

Description: The alarm is raised when a peer configuration cannot be found on the peer NE.

Raising condition: (‘mcLagPointer' EQUAL \"\")

Clearing condition: (‘mcLagPointer' NOT EQUAL \"\"")

Table 8-75 IncompleteConfiguration

Alarm Attributes Supported releases
Name: IncompleteConfiguration (1942) Severity: warning 2.0.0
Type: operationalViolation (93) Implicitly cleared: true 3.0.0

* 4.0.0

Package: netw

Default probable cause: incompleteConfig (225)

Raised on class: netw.NetworkElement

Description: The alarm is raised when a pre-provisioned NE has no objects configured beneath it.

Raising condition: (('State’ EQUAL 'Pre-provisioned') AND (‘eNodeB Equipment’ EQUAL \"\"))

Clearing condition: (('State’' EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ NOT EQUAL \"\""))

Table 8-76 IncorrectPeerConfig

Alarm Attributes Supported releases

Name: IncorrectPeerConfig (779) 4.0.0
Type: configurationAlarm (11)

Package: multichassis

Severity: major b
Implicitly cleared: true

Default probable cause: IncorrectPeerConfig (554)
Raised on class: multichassis.Peer

Description: The alarm is raised when an MC peer does not exist, or when an MC peer exists but the peer address is not the address
of a network interface on the peer.

Raising condition: (‘Neighbor Match' EQUAL ‘false’)

Clearing condition: (‘Neighbor Match' EQUAL 'true’)
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Table 8-77 IncorrectPeerSynchronizationPortConfig

Alarm Attributes Supported releases
Name: IncorrectPeerSynchronizationPortConfig Severity: major ® 4.0.0

(780) Implicitly cleared: true

Type: configurationAlarm (11) Default probable cause:

Package: multichassis IncorrectPeerSynchronizationPortConfig (555)

Raised on class:
multichassis.PeerSynchronizationPort

Description: The alarm is raised when the peer port does not exist, or when the peer port exists but the synchronization tags of
the peers do not match.

Raising condition: (‘peerMatchFound' EQUAL ‘false’)

Clearing condition: (‘peerMatchFound’ EQUAL ‘'true’)

Table 8-78 IncorrectPeerSynchronizationPortEncapRangeConfig

Alarm Attributes Supported releases
Name: Severity: major ® 4.0.0
IncorrectPeerSynchronizationPortEncapRangeConfi Implicitly cleared: true

781 )
g . ) . . Default probable cause:
Type: configurationAlarm (11) IncorrectPeerSynchronizationPortEncapRangeConfi
Package: multichassis g (556)

Raised on class:
multichassis.PeerSynchronizationPortEncapRange

Description: The alarm is raised when the VLAN ranges on the Multi-Chassis synchronization peers do not match.

Raising condition: (‘Neighbor Match' EQUAL ‘false’)

Clearing condition: (‘Neighbor Match' EQUAL 'true’)

Table 8-79 InterfaceDown (netw)

Alarm Attributes Supported releases
Name: InterfaceDown (36) Severity: critical ® 2.0.0

Type: InterfaceAlarm (13) Implicitly cleared: true ¢ 3.0.0

Package: netw Default probable cause: interfaceDown (32) * 4.0.0

Raised on class:

netw.StatefullConnectablelnterface

Description: The alarm is raised when an interface or underlying resource fails, as indicated by an interface compositeState
attribute value of failed or underlyingResourceFailed.

Raising condition: ((‘compositeState' EQUAL ‘'Inoperable’) OR (‘compositeState’ EQUAL ‘Underlying Resource Inoperable’))

Clearing condition: ((‘compositeState’ NOT EQUAL ‘'Inoperable’) AND (‘compositeState’ NOT EQUAL 'Underlying Resource Inoperable’))
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Table 8-80 IsisAdjacencyDown

Alarm

Attributes

Supported releases

Name: IsisAdjacencyDown (153)
Type: adjacencyAlarm (31)
Package: isis

Raised on class: isis.Interface

Severity: minor
Implicitly cleared: true
Default probable cause: IsisinterfaceDown (232)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an IS-IS interface has no adjacencies, for example, because the IS-IS protocol on the remote

site is down.

Raising condition: ((‘Adjacency Count' EQUAL 'OL') AND (‘interfaceClass' NOT EQUAL 'System’) AND (‘Passive’ NOT EQUAL 'True’))

Clearing condition: (('Adjacency Count' > '0OL') OR (‘Passive’ EQUAL ‘True'))

Table 8-81 IsisDown

Alarm

Attributes

Supported releases

Name: IsisDown (19)
Type: ProtocolAlarm (1)
Package: isis

Raised on class: isis.Site

Severity: critical
Implicitly cleared: true
Default probable cause: protocolDown (1)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when an IS-IS site has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Administrative State' EQUAL 'Up') AND (‘Operational State' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL ‘Up’) OR (‘Administrative State' NOT EQUAL 'Up’))

Table 8-82 IsisinterfaceDown

Alarm

Attributes

Supported releases

Name: IsisInterfaceDown (301)
Type: ProtocolAlarm (1)
Package: isis

Raised on class: isis.Interface

Severity: warning
Implicitly cleared: true
Default probable cause: protocolDown (1)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an IS-IS interface has an Operational State other than Up.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' NOT EQUAL 'Down’)
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Table 8-83 KeepAliveProblem

Alarm Attributes Supported releases
Name: KeepAliveProblem (100) Severity: warning ® 2.0.0

Type: oamAlarm (18) Implicitly cleared: true ¢ 3.0.0

Package: svt Default probable cause: keepAliveFailed (86) * 4.00

Raised on class: svt.Tunnel

Description: The alarm is raised when the 5620 SAM detects a keep-alive protocol status of senderldinvalid or responderldError.

Raising condition: (('Keep-Alive State' NOT EQUAL 'Disabled’) AND ('Keep-Alive State' NOT EQUAL ‘Alive’) AND (‘Keep-Alive State' NOT
EQUAL 'Unknown’))

Clearing condition: (('Keep-Alive State’ EQUAL 'Disabled’) OR ('Keep-Alive State' EQUAL 'Alive’) OR ('Keep-Alive State’ EQUAL
‘Unknown’))

Table 8-84 LabelProblem

Alarm Attributes Supported releases
Name: LabelProblem (98) Severity: critical ® 2.0.0

Type: CircuitAlarm (17) Implicitly cleared: true ¢ 3.0.0

Package: svt Default probable cause: labelProblem (84) * 4.0.0

Raised on class: svt.SdpBinding

Description: The alarm is raised when an ingress or an egress label is missing.

Raising condition: ((‘Operational State' EQUAL 'No Egress Label’) OR (‘Operational State' EQUAL ‘No Ingress Label’) OR (‘Operational
State' EQUAL 'No Labels'))

Clearing condition: ((‘Operational State' NOT EQUAL 'No Egress Label’) AND (‘Operational State' NOT EQUAL ‘No Ingress Label') AND
(‘Operational State' NOT EQUAL 'No Labels'))

Table 8-85 LagDown

Alarm Attributes Supported releases
Name: LagDown (20) Severity: critical * 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ¢ 3.0.0

Package: lag Default probable cause: lagDown (17) * 4.0.0

Raised on class: lag.Interface

Description: The alarm is raised when all ports in a LAG are operationally down.

Raising condition: (('‘Administrative State' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘operationalState’ EQUAL 'Up’) OR (‘Administrative State’ NOT EQUAL 'Up’))
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Table 8-86 LagPortAddFailed

Alarm

Attributes

Supported releases

Name: LagPortAddFailed (422)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.PhysicalPort

Severity: warning
Implicitly cleared: true
Default probable cause: linkDown (315)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the Lag Port Add function Fails.

Raising condition: ((‘state’ EQUAL ‘Link Down’) AND ('LAG ID' > '0'))

Clearing condition: ((state’' NOT EQUAL 'Link Down’) OR (LAG ID' EQUAL '0'))

Table 8-87 LdpDown

Alarm

Attributes

Supported releases

Name: LdpDown (22)
Type: ProtocolAlarm (1)
Package: ldp

Raised on class: ldp.Site

Severity: critical
Implicitly cleared: true
Default probable cause: protocolDown (1)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an LDP site has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Administrative State' EQUAL ‘'Up’) AND (‘Operational State’ NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR (‘Administrative State' NOT EQUAL 'Up’))

Table 8-88 LdpSessionNonexistent

Alarm

Attributes

Supported releases

Name: LdpSessionNonexistent (2954)
Type: LdpSessionAlarm (101)
Package: ldp

Raised on class: ldp.Session

Severity: critical
Implicitly cleared: true
Default probable cause: LdpSessionDown (1149)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when an LDP session is nonexistent.

Raising condition: ('Session State' EQUAL 'Non-existent')

Clearing condition: ('Session State’ EQUAL 'Operational’)

Table 8-89 LdpTargetedPeerDown

Alarm

Attributes

Supported releases

Name: LdpTargetedPeerDown (23)
Type: ProtocolAlarm (1)

Package: ldp

Raised on class: ldp.TargetedPeer

Severity: critical
Implicitly cleared: true
Default probable cause: protocolDown (1)

¢ 2.0.0
¢® 3.0.0
®* 4.0.0

Description: The alarm is raised when an LDP targeted peer is operationally down.

Raising condition: ((‘administrativeState' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL ‘Up’))

Clearing condition: ((‘'operationalState’ EQUAL ‘'Up’) OR (‘administrativeState' NOT EQUAL 'Up’))
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Table 8-90 LicensedLimitExceeded

Alarm

Attributes

Supported releases

Name: LicensedLimitExceeded (127)
Type: licensingAlarm (23)

Package: security

Raised on class: security.ProductLicense

Severity: critical
Implicitly cleared: true

Default probable cause: licensedLimitExceeded
(106)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the license items in the network exceeds 100 percent of the license capacity.

Raising condition: (‘Exceeded' EQUAL ‘true’)

Clearing condition: (‘Exceeded' NOT EQUAL ‘'true’)

Table 8-91 LinkDown

Alarm

Attributes

Supported releases

Name: LinkDown (12)

Type: communicationsAlarm (4)
Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true
Default probable cause: portLinkProblem (10)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a port has no associated physical link.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Link Down')

Clearing condition: ((‘compositeEquipmentState’ NOT EQUAL 'Link Down') AND (‘compositeEquipmentState’ NOT EQUAL ‘Oper

Down’))

Table 8-92 LowTemperatureDetected

Alarm

Attributes

Supported releases

Name: LowTemperatureDetected (1127)
Type: environmentalAlarm (2)

Package: equipment

Raised on class: equipment.Shelf

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOvercooled (838)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Low Temperature State' EQUAL 'Low’)

Clearing condition: (‘Low Temperature State' NOT EQUAL 'Low')

Table 8-93 LspDown

Alarm

Attributes

Supported releases

Name: LspDown (25)
Type: pathAlarm (12)
Package: mpls

Raised on class: mpls.Lsp

Severity: critical
Implicitly cleared: true
Default probable cause: lspDown (19)

2.0.0
3.0.0
® 4.0.0

Description: The alarm is raised when the Operational State of an LSP is Down, but the Administrative State is Up.

Raising condition: ((‘'administrativeState' EQUAL ‘'Up’) AND (‘operationalState’ NOT EQUAL 'Up'))

Clearing condition: ((‘operationalState’' EQUAL 'Up’) OR (‘administrativeState' NOT EQUAL 'Up’))
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Table 8-94 LspPathBypassTunnelActive

Alarm

Attributes

Supported releases

Name: LspPathBypassTunnelActive (264)
Type: pathAlarm (12)

Package: mpls

Raised on class: mpls.LspPath

Severity: warning
Implicitly cleared: true

Default probable cause:
LspPathReroutedToBypassTunnel (197)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an LSP primary path is rerouted to the bypass tunnel. The alarm clears when the primary
path returns to the original tunnel and the actual hop returns to the primary path.

Raising condition: (‘Bypass Tunnel Active' EQUAL 'true’)

Clearing condition: (‘Bypass Tunnel Active' EQUAL ‘false’)

Table 8-95 LspPathDown

Alarm

Attributes

Supported releases

Name: LspPathDown (26)
Type: pathAlarm (12)
Package: mpls

Raised on class: mpls.LspPath

Severity: major
Implicitly cleared: true
Default probable cause: lspPathDown (20)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when an LSP path is operationally down.

Raising condition: (('Administrative' EQUAL 'Up') AND (‘Operational’' NOT EQUAL ‘'Up') AND (‘Type' EQUAL 'Standby'))

Clearing condition: ((‘Operational’' EQUAL 'Up’) OR (‘Administrative’ NOT EQUAL 'Up’) OR (‘Type' EQUAL 'Secondary'))

Table 8-96 macMoveRateExceeded (service)

Alarm

Attributes

Supported releases

Name: macMoveRateExceeded (3690)
Type: accessinterfaceAlarm (40)
Package: service

Raised on class: service.AccessInterface

Severity: minor
Implicitly cleared: true

Default probable cause: MacMoveRateExceeded
(1429)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the SAP exceeds the Service Site's MAC Move Frequency.

Raising condition: ('State Cause'anyBit'Relearn Limit Exceeded’)

Clearing condition: NOT ((‘'State Cause'anyBit'Relearn Limit Exceeded'))

Table 8-97 macMoveRateExceeded (svt)

Alarm

Attributes

Supported releases

Name: macMoveRateExceeded (3690)
Type: SpokeSdpBindingAlarm (104)
Package: svt

Raised on class: svt.SpokeSdpBinding

Severity: minor
Implicitly cleared: true

Default probable cause: MacMoveRateExceeded
(1429)

2.0.0
3.0.0
® 4.0.0

Description: The alarm is raised when the SDP exceeds the Service Site's MAC Move Frequency.

Raising condition: (‘operationalFlags'anyBit'Relearn Limit Exceeded’)

Clearing condition: NOT (('operationalFlags'anyBit'Relearn Limit Exceeded'))
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Table 8-98 MCLagDown (lag)

Alarm

Attributes

Supported releases

Name: MCLagDown (394)

Type: equipmentAlarm (3)

Package: lag

Raised on class: lag.MultiChassisLagSpecifics

Severity: critical
Implicitly cleared: true
Default probable cause: mcLagDown (295)

* 4.0.0

Description: The alarm is raised when all ports in an MC LAG are operationally down.

Raising condition: ((‘administrativeState' EQUAL 'Up’) AND (‘operationalState’ NOT EQUAL ‘Up’))

Clearing condition: ((‘'operationalState’ EQUAL 'Up’) OR (‘administrativeState’ NOT EQUAL 'Up’))

Table 8-99 MCLagDown (multichassis)

Alarm

Attributes

Supported releases

Name: MCLagDown (394)
Type: equipmentAlarm (3)
Package: multichassis

Raised on class:
multichassis.MultiChassisLagPeerSpecifics

Severity: critical
Implicitly cleared: true
Default probable cause: mcLagDown (295)

* 4.0.0

Description: The alarm is raised when all ports in an MC LAG are operationally Down.

Raising condition: ((‘Administrative State' EQUAL 'Up') AND (‘Operational State' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR (‘Administrative State' NOT EQUAL 'Up’))

Table 8-100 MepAISReceivedAlarm

Alarm

Attributes

Supported releases

Name: MepAlSReceivedAlarm (2945)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: variable
Implicitly cleared: true
Default probable cause: missingRemoteMep (388)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a MEP Receives AIS test frames from one or more of its sub-layer MEPs.

Raising condition: ((‘Receiving AIS Test Frames' EQUAL 'true’) AND (‘Facility VLAN ID' EQUAL '0'))

Clearing condition: (‘Receiving AlS Test Frames' EQUAL ‘false’)
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Table 8-101 MobileConnectorDown

Alarm

Attributes

Supported releases

Name: MobileConnectorDown (1064)

Type: EpcAlarm (59)

Package: lteservice

Raised on class: lteservice.MobileServiceConnector

Severity: minor
Implicitly cleared: true
Default probable cause: EpcDown (519)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM no longer manages the EPS path instance of this mobile service site. As a result,

the service must be regenerated.

Raising condition: ('EPS Path' EQUAL \"\")

Clearing condition: (‘EPS Path' NOT EQUAL \"\"")

Table 8-102 MplsDown

Alarm

Attributes

Supported releases

Name: MplsDown (27)
Type: ProtocolAlarm (1)
Package: mpls

Raised on class: mpls.Site

Severity: critical
Implicitly cleared: true
Default probable cause: protocolDown (1)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when an MPLS site has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Administrative State' EQUAL 'Up') AND (‘Operational State' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL ‘Up') OR (‘Administrative State' NOT EQUAL 'Up’))

Table 8-103 MplsPathUpdateFailed

Alarm

Attributes

Supported releases

Name: MplsPathUpdateFailed (1066)
Type: pathAlarm (12)

Package: mpls

Raised on class: mpls.LspPath

Severity: major

Implicitly cleared: true

Default probable cause: mbbRetryExceeded (804)
Applicable probable causes:

® mbbRetryExceeded

lspPathGoingDown

startingHighPriMbb

restartingMbb

highPriMbbInProg

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an MPLS path update fails because of an MBB problem. The alarm clears when the MBB status

changes to Successful.

Raising condition: (('mbbStatus’ NOT EQUAL 'None') AND (‘mbbStatus’ NOT EQUAL 'Successful’))

Clearing condition: ('Last Performed State' EQUAL 'Success’)
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Table 8-104 NeighborDown

Alarm

Attributes

Supported releases

Name: NeighborDown (121)

Type: NeighborDown (20)

Package: ospf

Raised on class: ospf.AbstractNeighbor

Severity: major
Implicitly cleared: true
Default probable cause: NeighborDown (103)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an OSPF interface neighbor is operationally Down.

Raising condition: (‘Operational State' NOT EQUAL ‘full’)

Clearing condition: (‘Operational State' EQUAL ‘full’)

Table 8-105 NeManagementAndTrapManagementMismatch

Alarm Attributes Supported releases
Name: Severity: warning 2.0.0
NeManagementAndTrapManagementMismatch Implicitly cleared: true 3.0.0
(1079) * 400

Type: communicationsAlarm (4)
Package: netw
Raised on class: netw.NetworkElement

Default probable cause: neManagementChange
(817)

Description: This user-defined alarm is raised when the NE configuration is one of the following:- The Active Management IP is set
to Out Of Band, and the Primary Route Preference is set to In Band.- The Active Management IP is set to In Band, and the Primary

Route Preference is set to Out of Band.

Raising condition: ((('Active Management IP' EQUAL ‘In Band') AND ((‘Management IP Selection’' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band') AND (‘Secondary Route
Preference’' EQUAL 'In Band')) OR (('Active Management IP' EQUAL 'Out Of Band') AND ((‘Management IP Selection' EQUAL 'Out Of Band
Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of Band Only')) AND (‘Primary Route Preference' EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL 'Out Of Band')))

Clearing condition: ((('Active Management IP' EQUAL 'In Band’) AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band')) OR (('Active Management [P
EQUAL 'Out Of Band') AND (('Management IP Selection' EQUAL 'Out Of Band Preferred’) OR (‘Management IP Selection’' EQUAL 'Out Of
Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band')))

Table 8-106 NewSsh2ServerKeyDetected

Alarm

Attributes

Supported releases

Name: NewSsh2ServerKeyDetected (285)
Type: communicationsAlarm (4)
Package: security

Raised on class: security.KnownHostKey

Severity: warning
Implicitly cleared: true

Default probable cause: ssh2ServerKeyMismatch
(217)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a 5620 SAM main server detects a new public SSH key.

Raising condition: ('SSH2 Server Key Status' EQUAL ‘Mismatch SSH2 Host Key')

Clearing condition: ('SSH2 Server Key Status' EQUAL 'Active SSH2 Host Key')
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Table 8-107 NodeDatabaseFallbackDetected

Alarm Attributes Supported releases
Name: NodeDatabaseFallbackDetected (2923) Severity: major ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ¢ 3.0.0

Package: netw Default probable cause: nodeDatabaseFallback * 4.00

Raised on class: netw.NetworkElement (1121)

Description: This alarm is raised when a configuration fallback has been detected on the node and comes back up with a previous
configuration. To correct this situation it might be necessary to reconfigure the node, or full resync its database with the ‘fallback’
configuration returned by the node.

Raising condition: ('State’ EQUAL ‘Node Configuration Fallback')

Clearing condition: ('State' EQUAL '‘Managed')

Table 8-108 NodeDatabaseMisalignmentDetected

Alarm Attributes Supported releases
Name: NodeDatabaseMisalighmentDetected (2924) Severity: major ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true * 3.0.0

Package: netw Default probable cause: nodeDatabaseMisalignment | ¢ 4.0.0

Raised on class: netw.NetworkElement (1122)

Description: This alarm is raised when a configuration misalignment has been detected on the node and comes back up with an
unexpected configuration (configuration change triggered by external tool, i.e.: NEM) To correct this situation it might be necessary
to reconfigure the node with the SAM's old configuration or accepting the new configuration received from the node.

Raising condition: ('State' EQUAL 'Node Configuration Misalignment’)

Clearing condition: (‘State' EQUAL 'Managed')

Table 8-109 OspfinterfaceDown

Alarm Attributes Supported releases
Name: OspfinterfaceDown (141) Severity: warning * 2.0.0

Type: OspfinterfaceDown (24) Implicitly cleared: true ¢ 3.0.0

Package: ospf Default probable cause: OspfinterfaceDown (112) * 4.0.0

Raised on class: ospf.Interface

Description: The alarm is raised when an OSPF interface is operationally down.

Raising condition: (‘operationalState' EQUAL 'Down’)

Clearing condition: (‘operationalState’ NOT EQUAL ‘Down’)
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Table 8-110 OverTemperatureDetected

Alarm

Attributes

Supported releases

Name: OverTemperatureDetected (388)
Type: environmentalAlarm (2)
Package: equipment

Raised on class: equipment.Shelf

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOverheated (5)

* 2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Over Temperature State' EQUAL 'Over’)

Clearing condition: (‘Over Temperature State' NOT EQUAL 'Over’)

Table 8-111 PeerLacingressEgressFault

Alarm

Attributes

Supported releases

Name: PeerLaclngressEgressFault (2929)
Type: PeerLacAlarm (98)

Package: svt

Raised on class: svt.SpokeSdpBinding

Severity: minor
Implicitly cleared: true

Default probable cause: peerPWStatusBitsChanged
(1123)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the Peer Status is Peer LAC Rx Fault and Peer LAC Tx Fault

Raising condition: ((‘Peer State Cause'anyBit'Peer LAC Tx Fault’) AND (‘Peer State Cause'anyBit'Peer LAC Rx Fault'))

Clearing condition: NOT ((('Peer State Cause'anyBit'Peer LAC Tx Fault') AND (‘Peer State Cause'anyBit'Peer LAC Rx Fault’)))

Table 8-112 PersistentindexParametersMisconfigured

Alarm

Attributes

Supported releases

Name: PersistentindexParametersMisconfigured
(173)

Type: configurationAlarm (11)
Package: netw
Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause:
persistentindexConfigurationMismatch (136)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when persistence is set to Off in the NE BOF.

Raising condition: ((‘Persistent SNMP Indices’ EQUAL ‘False’) OR (('Persistent SNMP Indices' EQUAL ‘True') AND

(‘hasRedundantProcessorCards' EQUAL 'true’) AND (‘Redundant Synchronization Mode' EQUAL ‘None')))

Clearing condition: (('Persistent SNMP Indices’ EQUAL 'True') AND (('hasRedundantProcessorCards’ EQUAL ‘false’) OR

(('hasRedundantProcessorCards' EQUAL 'true’) AND ('Redundant Synchronization Mode' NOT EQUAL 'None'))))
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Table 8-113 PollerProblem

Alarm Attributes Supported releases
Name: PollerProblem (31) Severity: warning ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true ® 3.0.0

Package: netw Default probable cause: resyncFailed (24) * 4.0.0

Raised on class: netw.NetworkElement

Description: The alarm is raised when the 5620 SAM is unable to poll a network object, for example, because of intermittent or no
IP connectivity to an NE, incorrect SNMP security parameters, or disabled SNMP on the NE.

Raising condition: (‘Resync Status' EQUAL 'Full Resync Failed')

Clearing condition: (‘Resync Status' EQUAL 'Full Resync Done')

Table 8-114 PowerSupplyFailure

Alarm Attributes Supported releases
Name: PowerSupplyFailure (633) Severity: major ® 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: powerSupplyFailure (117) * 4.00

Raised on class: equipment.PowerSupplyTray

Description: The alarm is raised when a power-supply tray reports a failure. When the alarm is raised during device discovery, a
power-supply tray may be out of service. When the alarm is raised while the device is in the managed state, a power-supply tray
may be out of service or the AC power shelf has a fault condition. The alarm clears when the status changes to OK.

Raising condition: (('Power Supply 1 Status' EQUAL 'Not Equipped’) OR (Power Supply 1 Status' EQUAL 'Failed’) OR (‘Power Supply
Status' EQUAL 'Failed'))

Clearing condition: (('Power Supply 1 Status’ EQUAL 'OK’) OR (‘Power Supply Status' EQUAL 'OK’))

Table 8-115 PowerSupplyRemoved

Alarm Attributes Supported releases
Name: PowerSupplyRemoved (542) Severity: major * 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true ¢ 3.0.0

Package: equipment Default probable cause: PowerSupplyRemoved (415) | ® 4.0.0

Raised on class: equipment.PowerSupplyTray

Description: The alarm is raised when a chassis power supply is removed.

Raising condition: (('Power Supply Status’ EQUAL 'Not Equipped’) OR (‘Power Supply 1 Status' EQUAL 'Not Equipped'))

Clearing condition: (('Power Supply 1 Status’ NOT EQUAL 'Not Equipped’) OR (‘Power Supply Status' NOT EQUAL 'Not Equipped’))
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Table 8-116 PrimarylmageBootFailure

Alarm

Attributes

Supported releases

Name: PrimarylmageBootFailure (191)
Type: configurationAlarm (11)
Package: sw

Raised on class: sw.CardSoftware

Severity: warning
Implicitly cleared: true

Default probable cause:
bootOptionFileMisconfigured (150)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the primary software image specified in an NE BOF is unusable.

Raising condition: ((‘imageSource’ NOT EQUAL ‘Primary') AND (‘imageSource’ NOT EQUAL ‘Unknown’))

Clearing condition: (('imageSource' EQUAL 'Primary') OR (‘imageSource’ EQUAL 'Unknown'))

Table 8-117 PrimaryPathLimitReached

Alarm

Attributes

Supported releases

Name: PrimaryPathLimitReached (457)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management primary path bandwidth limit is reached.

Raising condition: ((‘Primary Path Limit' > '0') AND (‘Primary Path In use' >=" (1000 * 'Primary Path Limit')))"

Clearing condition: ((‘Primary Path Limit' > '0) AND (‘Primary Path In use' < (1000 * 'Primary Path Limit')))

Table 8-118 PTPNotQualified

Alarm

Attributes

Supported releases

Name: PTPNotQualified (3611)

Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true
Default probable cause: PTPNotQualified (1400)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when PTP on an NE is not in the Qualified state.

Raising condition: ((‘Qualified State' EQUAL 'Not Qualified'))

Clearing condition: ((‘Qualified State’' NOT EQUAL 'Not Qualified'))

Table 8-119 PTPReferencelLossOfSignal

Alarm

Attributes

Supported releases

Name: PTPReferencelLossOfSignal (3613)
Type: communicationsAlarm (4)
Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause: PTPReferencelLossOfSignal
(1402)

¢ 2.0.0
¢® 3.0.0
®* 4.0.0

Description: The alarm is raised when the PTP reference on an NE is not qualified due to Loss of Signal.

Raising condition: ((‘Alarms‘anyBit'LOS’))

Clearing condition: NOT (((‘Alarms'anyBit'LOS')))
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Table 8-120 PTPReferenceOutOfFrequency

Alarm

Attributes

Supported releases

Name: PTPReferenceOutOfFrequency (3614)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
PTPReferenceOutOfFrequency (1403)

* 2.0.0
3.0.0
4.0.0

Description: The alarm is raised when the PTP Reference on an NE is not qualified due to Out of frequency.

Raising condition: (('Alarms‘anyBit'OOF’))

Clearing condition: NOT ((('Alarms'anyBit'‘OOF')))

Table 8-121

PTPReferenceOutOfPollinRange

Alarm

Attributes

Supported releases

Name: PTPReferenceOutOfPollinRange (3615)
Type: communicationsAlarm (4)

Package: sonet

Raised on class: sonet.SiteSync

Severity: minor
Implicitly cleared: true

Default probable cause:
PTPReferenceOutOfPollinRange (1404)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the PTP Reference on an NE is not qualified state due to Out of poll in range.

Raising condition: ((‘Alarms'anyBit‘'OOPIR"))

Clearing condition: NOT (((‘Alarms'anyBit'‘OOPIR’)))

Table 8-122 RadiusOperStatusDown

Alarm

Attributes

Supported releases

Name: RadiusOperStatusDown (3692)
Type: radiusOperStatusDownAlarm (105)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: radiusOperationStatusDown
(1431)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when all RADIUS servers have gone down.

Raising condition: ('RADIUS Operation State' EQUAL 'Down’)

Clearing condition: ('RADIUS Operation State' EQUAL 'Up’)
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Table 8-123 ReachabilityProblem

Alarm

Attributes

Supported releases

Name: ReachabilityProblem (243)
Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

(176)

Default probable cause: ReachabilityTestFailed

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an Mediation poll of the SysUpTimeAlarm object on an NE fails, for example, because of
network congestion or because the NE is too busy to respond. The probable cause is an unreachable NE Mediation agent on the NE.
By default, the 5620 SAM polls a managed NE every two minutes. If a poll fails, the alarm is raised. The 5620 SAM polls the NE two
minutes after the first failure. If successive polls fail, the 5620 SAM raises the polling interval for the NE by two minutes after each
failure to a maximum of 12 min. The polling interval remains at 12 min until the 5620 SAM receives a response from the NE. The
alarm clears when the 5620 SAM receives a response from the NE, and the 5620 SAM GUI icon that represents the NE turns from red

to green.

Raising condition: (‘reachability’ EQUAL 'Down’)

Table 8-124 ReconfigFailure

Alarm

Attributes

Supported releases

Name: ReconfigFailure (1949)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: failedReconfig (937)

2.0.0
3.0.0
®* 4.0.0

Description: This alarm is raised when the reconfig action failed.

Raising condition: ('State’ EQUAL 'Failed'’)

Clearing condition: (‘State’' NOT EQUAL 'Failed’)

Table 8-125 RedundantMepMisconfiguration

Alarm

Attributes

Supported releases

Name: RedundantMepMisconfiguration (3631)
Type: oamAlarm (18)

Package: ethernetoam

Raised on class: ethernetoam.Mep

Severity: minor
Implicitly cleared: true
Default probable cause:

misconfiguredRedundantMep (1416)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an Active and Redundant MEP do not have the same Id and Operational MAC Address

configured.

Raising condition: ('validRedundantMepConfig' EQUAL ‘false’)

Clearing condition: (‘'validRedundantMepConfig' EQUAL 'true’)

8-40 Oct

ober 2011
Alarm Reference

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5

3HE 06862 AAAA TQZZA Edition 01




8 — Alcatel-Lucent 7210 SAS X alarms

Table 8-126 RedundantMepMissing

Alarm Attributes Supported releases
Name: RedundantMepMissing (3632) Severity: minor ® 2.0.0

Type: oamAlarm (18) Implicitly cleared: true ® 3.0.0

Package: ethernetoam Default probable cause: missingRedundantMep * 4.0.0

Raised on class: ethernetoam.Mep (1417)

Description: The alarm is raised when there is a MEP on an Active LAG or SAP that is missing a redundant counterpart.

Raising condition: (('MC-LAG Inactive’ NOT EQUAL 'Not Applicable’) AND (‘Redundant MEP" EQUAL \"\"))

Clearing condition: (('MC-LAG Inactive' EQUAL 'Not Applicable’) OR (('MC-LAG Inactive’ NOT EQUAL 'Not Applicable’) AND (‘Redundant
MEP' NOT EQUAL \"\")))

Table 8-127 RemoteMepCCMAlarm

Alarm Attributes Supported releases
Name: RemoteMepCCMAlarm (502) Severity: major ® 2.0.0

Type: oamAlarm (18) Implicitly cleared: true ¢ 3.0.0

Package: ethernetoam Default probable cause: missingRemoteMep (388) * 4.00

Raised on class: ethernetoam.Mep

Description: The alarm is raised when a MEP loses connectivity with one or more remote MEPs. The Remote MEP DB State tab on a
MEP lists the missing remote MEPs.

Raising condition: (‘High-priority Defect’' NOT EQUAL '0')

Clearing condition: (‘High-priority Defect’ EQUAL '0')

Table 8-128 RsvpDown

Alarm Attributes Supported releases
Name: RsvpDown (74) Severity: critical * 2.0.0

Type: ProtocolAlarm (1) Implicitly cleared: true ¢ 3.0.0

Package: rsvp Default probable cause: protocolDown (1) * 4.0.0

Raised on class: rsvp.Site

Description: The alarm is raised when an RSVP site has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Administrative State' EQUAL 'Up’) AND (‘Operational State' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR (‘Administrative State’ NOT EQUAL ‘Up’))
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Table 8-129 SaveConfigFailed

Alarm

Attributes

Supported releases

Name: SaveConfigFailed (105)

Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileAccessError (90)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the admin save command on an NE fails.

Raising condition: (‘Config Save State' EQUAL 'Failure’)

Clearing condition: (‘Config Save State' EQUAL 'Success’)

Table 8-130 SdpBindingDown

Alarm

Attributes

Supported releases

Name: SdpBindingDown (221)
Type: SdpBindingAlarm (30)
Package: svt

Raised on class: svt.SdpBinding

Severity: critical
Implicitly cleared: true
Default probable cause: SdpBindingNotReady (166)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an SDP binding has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Operational State' NOT EQUAL 'Up’) AND (‘State Cause' NOT EQUAL 'Standby For BGP Multi-Homing'))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR ('State Cause' EQUAL 'Standby For BGP Multi-Homing'))

Table 8-131 SdpBindingTunnelDown

Alarm

Attributes

Supported releases

Name: SdpBindingTunnelDown (222)
Type: CircuitAlarm (17)

Package: svt

Raised on class: svt.SdpBinding

Severity: critical
Implicitly cleared: true
Default probable cause: SdpTunnelNotReady (167)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when an SDP binding tunnel has an Operational State other than Up, and the Administrative State

is Up.

Raising condition: ((‘Operational State' EQUAL Tunnel Not Ready') OR (‘Operational State' EQUAL ‘Tunnel Down'))

Clearing condition: ((‘Operational State’' NOT EQUAL 'Tunnel Not Ready') AND (‘Operational State’ NOT EQUAL Tunnel Down’))

Table 8-132 SdpEgresslfsNetDomainIinConsistent

Alarm

Attributes

Supported releases

Name: SdpEgresslfsNetDomainIinConsistent (3616)
Type: resourceAlarm (28)

Package: svt

Raised on class: svt.Tunnel

Severity: warning
Implicitly cleared: true

Default probable cause:
sdpEgressIfsNetDomaininConsistent (1405)

2.0.0
3.0.0
® 4.0.0

Description: The alarm is raised when the sdp egress interfaces consistency state changes to inconsistent.

Raising condition: (‘Egress Interfaces Consistency State' EQUAL '3')

Clearing condition: (‘Egress Interfaces Consistency State' EQUAL 2)
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Table 8-133 SecondaryPathLimitReached

Alarm

Attributes

Supported releases

Name: SecondaryPathLimitReached (458)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the Ingress Multicast Path Management secondary path bandwidth limit is reached.

Raising condition: (('Secondary Path Limit' > '0) AND (‘Secondary Path In use’ >=" (1000 * 'Secondary Path Limit')))"

Clearing condition: (('Secondary Path Limit' > '0") AND (‘'Secondary Path In use' < (1000 * 'Secondary Path Limit')))

Table 8-134 ServiceSiteDown

Alarm

Attributes

Supported releases

Name: ServiceSiteDown (97)
Type: serviceAlarm (16)
Package: service

Raised on class: service.Site

Severity: critical
Implicitly cleared: true
Default probable cause: siteDown (83)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when all SAPs on a site are operationally down, or when the service tunnels for the site are

operationally down.

Raising condition: ((‘Operational State' NOT EQUAL 'Up’) AND ('State Cause' NOT EQUAL 'All Spoke SDP Bindings are Standby'))

Clearing condition: ((‘Operational State' EQUAL ‘Up’) OR (‘State Cause' EQUAL 'All Spoke SDP Bindings are Standby'))

Table 8-135 SessionDown

Alarm

Attributes

Supported releases

Name: SessionDown (73)
Type: ProtocolAlarm (1)
Package: rsvp

Raised on class: rsvp.Session

Severity: critical
Implicitly cleared: true
Default probable cause: interfaceDown (32)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an RSVP session is operationally down.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' EQUAL 'Up’)

Table 8-136 StatsRetrieveFailed

Alarm Attributes Supported releases
Name: StatsRetrieveFailed (244) Severity: major 2.0.0
Type: configurationAlarm (11) Implicitly cleared: false 3.0.0

® 4.0.0

Package: sw

Raised on class:
sw.AccountingStatsRetrievalManager

Default probable cause: fileTransferFailure (89)

Description: The alarm is raised when the 5620 SAM cannot transfer an accounting file from an NE.

Raising condition: (('Stats Retrieval State’ NOT EQUAL 'Success') AND ('Stats Retrieval State' NOT EQUAL 'Not Attempted'))
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Table 8-137 StpExceptionCondition

Alarm

Attributes

Supported releases

Name: StpExceptionCondition (297)
Type: AccessInterfaceAlarm (32)
Package: 12fwd

Raised on class: (2fwd.AccessInterfaceStp

Severity: major
Implicitly cleared: true
Default probable cause: StpException (228)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a SAP detects an STP exception condition, for example, one-way communication or a
downstream loop. The alarm clears when the STP condition changes.

Raising condition: (('STP Exception Condition' NOT EQUAL 'None') AND (‘Administrative State' EQUAL 'Up’))

Clearing condition: (('STP Exception Condition' EQUAL 'None') OR (‘Administrative State’ EQUAL 'Down’))

Table 8-138 StpRootGuardViolation

Alarm

Attributes

Supported releases

Name: StpRootGuardViolation (503)
Type: AccessinterfaceAlarm (32)
Package: 12fwd

Raised on class: 12fwd.AccessInterfaceStp

Severity: warning
Implicitly cleared: true

Default probable cause:
spanningTreeTopologyChanged (331)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when a SAP detects an STP root guard violation.

Raising condition: (‘Root Guard Violation' EQUAL 'true’)

Clearing condition: (‘Root Guard Violation' NOT EQUAL ‘true’)

Table 8-139 TemperatureThresholdCrossed

Alarm

Attributes

Supported releases

Name: TemperatureThresholdCrossed (7)
Type: environmentalAlarm (2)

Package: equipment

Raised on class: equipment.Environment

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOverheated (5)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a temperature crosses a threshold.

Raising condition: (‘temperatureThresholdCrossed EQUAL 'true’)

Clearing condition: (‘temperatureThresholdCrossed' EQUAL ‘false’)
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Table 8-140 TmnxEqPortEtherLoopDetected

Alarm

Attributes

Supported releases

Name: TmnxEqPortEtherLoopDetected (461)
Type: portEtherLoopDetected (48)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: HighBer (238)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a device detects a physical loop on an Ethernet port.

Raising condition: (('Down When Looped Status' EQUAL ‘Loop Detected’))

Clearing condition: (('Down When Looped Status' EQUAL 'No Loop Detected'))

Table 8-141 TrapDestinationMisconfigured

Alarm

Attributes

Supported releases

Name: TrapDestinationMisconfigured (33)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause:
trapDestinationMisconfigured (26)

Applicable probable causes:
® trapDestinationMisconfigured
® duplicateTrapLogld

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when an SNMP trap destination other than the 5620 SAM is configured on an NE.

Raising condition: (‘isTrapDestinationMisconfigured' EQUAL ‘'true’)

Clearing condition: (‘isTrapDestinationMisconfigured' EQUAL ‘false’)
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Table 8-142 TrapReceivingFailure

Alarm Attributes Supported releases
Name: TrapReceivingFailure (1083) Severity: major ® 2.0.0
Type: communications (87) Implicitly cleared: false ¢ 3.0.0

®* 4.0.0

Package: netw Default probable cause: trapsWillNotBeSent (822)

Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE is unable to send traps because the NE configuration is one of the
following:- The Management IP Selection is set to Out Of Band Only, the Primary Route Preference is set to In Band, and the
Secondary Route Preference is set to None.- The Management IP Selection is set to In Band Only, the Primary Route Preference is
set to Out Of Band, and the Secondary Route Preference is set to None.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band') AND (‘Management IP Selection’ EQUAL 'In Band Only') AND (‘Primary
Route Preference’ EQUAL 'Out Of Band') AND (‘'Secondary Route Preference’ EQUAL 'None')) OR ((‘Active Management IP' EQUAL 'Out
Of Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Only’) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out Of Band’) AND (‘Management IP Selection’
EQUAL 'In Band Preferred’) AND ('Primary Route Preference’ EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR
((Active Management IP' EQUAL 'In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Primary Route
Preference’ EQUAL 'Out Of Band') AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Only') AND (('Primary
Route Preference’ EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL 'In Band'))) OR (('Active Management IP' EQUAL 'Out Of
Band’) AND (‘Management IP Selection’ EQUAL 'Out Of Band Only') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR
('Secondary Route Preference’ EQUAL 'Out Of Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP
Selection' EQUAL 'In Band Preferred') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR ('Secondary Route Preference’' EQUAL
‘Out Of Band'))) OR (('‘Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Preferred’) AND
(('Primary Route Preference' EQUAL 'In Band') OR ('Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL
‘In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference' EQUAL 'In Band’) OR
('Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP Selection’
EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference’ EQUAL 'Out Of Band') OR ('Secondary Route Preference’ EQUAL 'Out
Of Band'))))

Table 8-143 TrapRoutePreferenceRedundancyMissing

Alarm Attributes Supported releases

Name: TrapRoutePreferenceRedundancyMissing
(1084)

Type: communications (87)

Severity: warning ® 2.0.0

Implicitly cleared: true
Default probable cause: trapsRedundancyMissing

3.0.0
* 4.0.0

Package: netw (823)
Raised on class: netw.NetworkElement

Description: The user-defined alarm is raised when NE management redundancy is configured without trap route preference
redundancy.

Raising condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Primary Route Preference' EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR ((‘Management IP Selection’' EQUAL
'‘Out Of Band Preferred’) AND (‘Active Management IP' EQUAL 'Out Of Band') AND (‘Primary Route Preference' EQUAL 'Out Of Band')
AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Secondary Route Preference’ NOT EQUAL ‘None')) OR (('Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Active
Management IP' EQUAL 'Out Of Band') AND ('Secondary Route Preference’ NOT EQUAL 'None')))
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Table 8-144 TunnelAdministrativelyDown (mpls)

Alarm

Attributes

Supported releases

Name: TunnelAdministrativelyDown (523)
Type: pathAlarm (12)

Package: mpls

Raised on class: mpls.Tunnel

Severity: minor
Implicitly cleared: true

Default probable cause:
tunnelAdministrativelyDown (333)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM detects that an MPLS path is administratively down.

Raising condition: (‘Administrative’ NOT EQUAL 'Up’)

Clearing condition: (‘Administrative’ EQUAL 'Up’)

Table 8-145 TunnelAdministrativelyDown (svt)

Alarm Attributes

Supported releases

Name: TunnelAdministrativelyDown (523)
Type: pathAlarm (12)

Package: svt

Raised on class: svt.Tunnel

Severity: minor
Implicitly cleared: true

Default probable cause:
tunnelAdministrativelyDown (333)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the 5620 SAM detects that a service tunnel is administratively down.

Raising condition: (‘Administrative’ NOT EQUAL 'Up’)

Clearing condition: (‘Administrative’ EQUAL 'Up')

Table 8-146 TunnelDown (mpls)

Alarm Attributes Supported releases
Name: TunnelDown (30) Severity: warning 2.0.0
Type: pathAlarm (12) Implicitly cleared: true ¢ 3.0.0

®* 4.0.0

Package: mpls
Raised on class: mpls.Tunnel

Default probable cause: tunnelDown (23)

Description: The alarm is raised when an MPLS path has an Operational State other than Up, and the Administrative State is Up.

Raising condition: (('‘Administrative' EQUAL 'Up’) AND (‘Operational' NOT EQUAL ‘'Up’))

Clearing condition: ((‘Operational’' EQUAL ‘Up’) OR (‘Administrative’ NOT EQUAL 'Up’))

Table 8-147 TunnelDown (svt)

Alarm Attributes Supported releases
Name: TunnelDown (30) Severity: critical ® 2.0.0
Type: pathAlarm (12) Implicitly cleared: true ¢ 3.0.0

® 4.0.0

Package: svt
Raised on class: svt.Tunnel

Default probable cause: tunnelDown (23)

Description: The alarm is raised when the 5620 SAM detects that a service tunnel is operationally down.

Raising condition: (('Administrative’ EQUAL 'Up’) AND (‘Operational' NOT EQUAL 'Up’))

Clearing condition: ((‘Operational' EQUAL 'Up’) OR (‘Administrative’ NOT EQUAL 'Up'))
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Table 8-148 UnidentifiedNode

Alarm

Attributes

Supported releases

Name: UnidentifiedNode (1922)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true
Default probable cause: unidentifiedNode (922)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the node being discovered can not be properly identified.

Raising condition: (‘State’ EQUAL 'Pending Identification’)

Clearing condition: ('State’' NOT EQUAL 'Pending Identification’)

Table 8-149 UnmanageFailed

Alarm

Attributes

Supported releases

Name: UnmanageFailed (300)

Type: discoveryControlAlarm (33)

Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: warning
Implicitly cleared: true
Default probable cause: unableToDeleteNode (231)

2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when an attempt to unmanage an NE fails.

Raising condition: ('Site State' EQUAL 'unmanage failed')

Clearing condition: ('Site State’ NOT EQUAL ‘'unmanage failed’)

Table 8-150 UpgradedBuildVersionMismatch

Alarm

Attributes

Supported releases

Name: UpgradedBuildVersionMismatch (174)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true

Default probable cause: upgradedimageNotBooted
(137)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when the software version that an NE reports after a software upgrade does not match the version

of the software used for the upgrade.

Raising condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘true’)

Clearing condition: (‘upgradedBuildVersionMismatch' EQUAL ‘false’)
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Table 8-151 upgradedCardAlarm

Alarm

Attributes

Supported releases

Name: upgradedCardAlarm (255)
Type: softwareAlarm (19)
Package: equipment

Raised on class: equipment.Card

Severity: warning
Implicitly cleared: true
Default probable cause: upgradedCard (194)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when the standby CPM is rebooted and operational after a software upgrade. A device resets an
IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL 'Upgrade’)

Clearing condition: (‘operationalState’ EQUAL 'Up’)

Table 8-152 VersionConfigRestoreFailed

Alarm

Attributes

Supported releases

Name: VersionConfigRestoreFailed (536)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: versionMismatch (405)

¢ 2.0.0
¢ 3.0.0
* 4.0.0

Description: The alarm is raised when the restore procedure on an NE fails because of a mismatch between the backup file set

version and the NE software version.

Raising condition: ('lastNmsVersionRestoreState' EQUAL 'Failure’)

Clearing condition: ('lastNmsVersionRestoreState' EQUAL 'Success’)

Table 8-153 VirtualLinkDown

Alarm

Attributes

Supported releases

Name: VirtualLinkDown (122)
Type: VirtualLinkAlarm (21)
Package: ospf

Raised on class: ospf.VirtualLink

Severity: warning
Implicitly cleared: true
Default probable cause: VirtualLinkDown (104)

2.0.0
¢ 3.0.0
® 4.0.0

Description: The alarm is raised when a virtual link is Down.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' NOT EQUAL ‘Down’)
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Table 8-154 VirtualNeighborDown

Alarm

Attributes

Supported releases

Name: VirtualNeighborDown (123)
Type: VirtualNeighborDown (22)
Package: ospf

Raised on classes:

® ospf.ShamLink

® ospf.VirtualLink

Severity: warning
Implicitly cleared: true
Default probable cause: VirtualNeighborDown (105)

* 2.0.0
3.0.0
* 4.0.0

Description: The alarm is raised when a neighbor virtual link is operationally down.

Raising condition: (‘neighborCount’ EQUAL 'OL’)

Clearing condition: (‘neighborCount’' NOT EQUAL 'OL")

Table 8-155 WrongCpaaSoftwareVersion

Alarm

Attributes

Supported releases

Name: WrongCpaaSoftwareVersion (791)
Type: equipmentAlarm (3)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical
Implicitly cleared: true

Default probable cause: wrongCpaaSoftwareVersion
(559)

2.0.0
3.0.0
® 4.0.0

Description: The alarm is raised when the 7701 CPAA software is the wrong version and requires an upgrade.

Raising condition: (('Software Version' EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL '7701 CPAA’))

Clearing condition: (('Software Version' NOT EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL ‘7701 CPAA"))

Table 8-156 XplError

Alarm

Attributes

Supported releases

Name: XplError (573)

Type: hardwareAnomaly (55)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true
Default probable cause: xplError (443)

2.0.0
* 3.0.0
* 4.0.0

Description: The alarm is raised when an MDA reports persistent XPL Errors.

Raising condition: (‘Number Of Notifications’ NOT EQUAL '0)

Clearing condition: (‘Number Of Notifications' EQUAL '0)
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may not be listed in this chapter. Associating alarms with specific NE
types is an ongoing Alcatel-Lucent effort. If the 5620 SAM raises an
alarm against this device type, and the alarm is not described in this
chapter, see chapter 32 for information about the alarm.

: Note — Some alarms that the 5620 SAM can raise against this device

Table 9-1 AccessinterfaceDown

Alarm Attributes Supported releases
Name: AccessinterfaceDown (249) Severity: critical ® 2.0.0

Type: AccessinterfaceAlarm (32) Implicitly cleared: true

Package: service Default probable cause: interfaceDown (32)

Raised on class: service.AccessInterface

Description: The alarm is raised when an L2 or L3 interface operational state is Down and the administrative state of the associated
site is Up. The alarm is not raised against an L2 access interface that is associated with an MC ring or MC LAG in the standby state.

Raising condition: ((‘Operational State’ NOT EQUAL 'Up’) AND ('State Cause' NOT EQUAL 'Standby For MC-Ring') AND (‘'State Cause'
NOT EQUAL ‘Standby For MC-Lag') AND (‘State Cause’ NOT EQUAL 'Standby For BGP Multi-homing'))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR ('State Cause' EQUAL 'Standby For MC-Ring') OR (‘'State Cause' EQUAL
‘Standby For MC-Lag') OR ('State Cause' EQUAL 'Standby For BGP Multi-homing'))

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 9-1
3HE 06862 AAAA TQZZA Edition 01  Alarm Reference




9 — Alcatel-Lucent 7250 SAS alarms

Table 9-2 AGWDiameterPeerDown

Alarm

Attributes

Supported releases

Name: AGWDiameterPeerDown (844)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWDiameterPeer

Severity: variable
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

* 2.0.0

Description: The alarm is raised when the path management state of a Diameter peer changes to a state other than Up.

Raising condition: (‘'Path Diameter Management State' NOT EQUAL 'Active’)

Clearing condition: (‘Path Diameter Management State' EQUAL 'Active’)

Table 9-3 AGWGTPPMIPPeerDown

Alarm

Attributes

Supported releases

Name: AGWGTPPMIPPeerDown (1120)
Type: EpcAlarm (59)

Package: lte

Raised on class: lte. AGWGTPPMIPPeer

Severity: variable
Implicitly cleared: true

(832)

Default probable cause: AGWGTPPMIPPeerDown

* 2.0.0

Description: The alarm is raised when the pathManagementState of this EPS peer is not Up.

Raising condition: ('Path Management State' EQUAL ‘Fault’)

Clearing condition: (‘'Path Management State' EQUAL 'Up’)

Table 9-4 AncillaryPathLimitReached

Alarm

Attributes

Supported releases

Name: AncillaryPathLimitReached (459)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

(131)

Default probable cause: resourceLimitReached

* 2.0.0

Description: The alarm is raised when the Ingress Multicast Path Management ancillary path bandwidth limit is reached.

Raising condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' >=" (1000 * 'Ancillary Path Limit')))"

Clearing condition: ((‘Ancillary Path Limit' > '0") AND (‘Ancillary Path In use' < (1000 * ‘Ancillary Path Limit')))

Table 9-5 AuxiliaryServerStatus

Alarm

Attributes

Supported releases

Name: AuxiliaryServerStatus (311)
Type: communicationsAlarm (4)
Package: server

Raised on class: server.AuxiliaryServer

Severity: critical
Implicitly cleared: true
Default probable cause: systemFailed (144)

¢ 2.0.0

Description: The alarm is raised when a 5620 SAM main server cannot communicate with an auxiliary server. The alarm clears when

communication is restored.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: (‘Server Status' EQUAL 'Up’)
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Table 9-6 BootableConfigBackupFailed

Alarm Attributes Supported releases

Name: BootableConfigBackupFailed (103)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major ® 2.0.0
Implicitly cleared: true
Default probable cause: fileTransferFailure (89)

Description: The alarm is raised when the 5620 SAM fails to back up a set of NE configuration files.

Raising condition: (‘Backup State' EQUAL 'Failure’)

Clearing condition: (‘Backup State' EQUAL 'Success')

Table 9-7 BootableConfigRestoreFailed

Alarm

Attributes

Supported releases

Name: BootableConfigRestoreFailed (104)
Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileTransferFailure (89)

* 2.0.0

Description: The alarm is raised when the 5620 SAM fails to restore a set of NE configuration files.

Raising condition: ('Restore State' EQUAL ‘Failure’)

Clearing condition: (‘Restore State' EQUAL 'Success')

Table 9-8 BootParametersMisconfigured

Alarm

Attributes

Supported releases

Name: BootParametersMisconfigured (35)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: critical

Implicitly cleared: true

Default probable cause: persistentindexFailure (30)
Applicable probable causes:

* 2.0.0

® persistentindexFailure
® configFileBootFailure

Description: The alarm is raised when the SNMP Index Boot Status on an NE is not set to Persistent.

Raising condition: ((‘isGenericNode' EQUAL ‘false’) AND (‘State' NOT EQUAL 'Pre-provisioned') AND (('Config File Status' NOT EQUAL
‘Executed Successfully’) OR (‘Persistent Index Status’' NOT EQUAL ‘Rebuild Succeeded')))

Clearing condition: ((‘Config File Status' EQUAL 'Executed Successfully') AND (‘Persistent Index Status' EQUAL 'Rebuild Succeeded'))
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Table 9-9 ClientDelegateServerStatus

Alarm Attributes Supported releases
Name: ClientDelegateServerStatus (731) Severity: critical ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: server Default probable cause: systemFailed (144)

Raised on class: server.ClientDelegateServer

Description: The alarm is raised when a client delegate server is unreachable.

Raising condition: ('Server Status' EQUAL 'Down’)

Clearing condition: ('Server Status' EQUAL 'Up’)

Table 9-10 ContainingEquipmentAdministrativelyDown

Alarm Attributes Supported releases
Name: ContainingEquipmentAdministrativelyDown Severity: minor ® 2.0.0

(466) Implicitly cleared: true

Type: equipmentAlarm (3) Default probable cause:

Package: equipment containingEquipmentAdministrativelyDown (330)

Raised on class: equipment.Port

Description: The alarm is raised when the compositeEquipmentState attribute has a value of
containingEquipmentAdministrativelyDown.

Raising condition: ((‘Status’ EQUAL 'Parent Admin Down') AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: (('Status' NOT EQUAL 'Parent Admin Down’) OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 9-11 ContainingEquipmentMismatch

Alarm Attributes Supported releases
Name: ContainingEquipmentMismatch (464) Severity: major * 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true

Package: equipment Default probable cause:

Raised on class: equipment.Port containingEquipmentMismatch (328)

Description: The alarm is raised when the compositeEquipmentState attribute has a value of containingEquipmentMismatch.

Raising condition: ((‘Status' EQUAL 'Parent Type Mismatch') AND (‘isTerminatable’ EQUAL 'true’))

Clearing condition: ((‘'Status’ NOT EQUAL ‘Parent Type Mismatch’) OR (‘isTerminatable’ NOT EQUAL ‘'true’))
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Table 9-12 ContainingEquipmentOperationallyDown

Alarm Attributes Supported releases
Name: ContainingEquipmentOperationallyDown Severity: major ® 2.0.0

(465) Implicitly cleared: true

Type: equipmentAlarm (3) Default probable cause: containingEquipmentDown

Package: equipment (329)

Raised on class: equipment.Port

Description: The alarm is raised when the compositeEquipmentState attribute has a value of
containingEquipmentOperationllyDown.

Raising condition: ((‘'Status' EQUAL ‘Parent Oper Down') AND (‘isTerminatable' EQUAL ‘true’))

Clearing condition: (('Status’' NOT EQUAL 'Parent Oper Down') OR (‘isTerminatable’ NOT EQUAL 'true’))

Table 9-13 CorruptimageFile

Alarm Attributes Supported releases
Name: CorruptimageFile (171) Severity: critical ® 2.0.0

Type: configurationAlarm (11) Implicitly cleared: true

Package: mediation Default probable cause: invalidOrCorruptimageFile

Raised on class: (134)

mediation.AbstractSoftwareFolderDescriptor

Description: The alarm is raised when one or more files in the 5620 SAM software image specified for a device software upgrade is
invalid, corrupt or absent. The 5620 SAM validates a device software file set before it imports the file set and distributes it to an
NE. Ensure that the file set downloads properly to the NE and is not tampered with before you re-attempt the upgrade. The alarm
clears when a valid file set is on the NE and the 5620 SAM activates the software image in the file set.

Raising condition: (‘isimageValid' EQUAL ‘false’)

Clearing condition: (‘isimageValid' EQUAL 'true’)

Table 9-14 downgradedCardAlarm

Alarm Attributes Supported releases
Name: downgradedCardAlarm (256) Severity: warning ® 2.0.0

Type: softwareAlarm (19) Implicitly cleared: true

Package: equipment Default probable cause: downgradedCard (195)

Raised on class: equipment.Card

Description: The alarm is raised when an IOM is not upgraded or reset after a device software upgrade of both CPMs. A device resets
an IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL ‘Downgrade’)

Clearing condition: (‘operationalState’ EQUAL 'Up’)
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Table 9-15 EquipmentAdministrativelyDown

Alarm

Attributes

Supported releases

Name: EquipmentAdministrativelyDown (455)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: minor
Implicitly cleared: true

Default probable cause:
equipmentAdministrativelyDown (326)

* 2.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentAdministrativelyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Admin Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Admin Down’)

Table 9-16 EquipmentDegraded

Alarm

Attributes

Supported releases

Name: EquipmentDegraded (604)
Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: minor
Implicitly cleared: true
Default probable cause: singleFanFailure (450)

* 2.0.0

Description: The alarm is raised when a single fan fails. The chassis attempts to continue operating within the normal temperature

range using only the remaining fans.

Raising condition: ('Device State' EQUAL 'MinorFailure'’)

Clearing condition: ('Device State' NOT EQUAL 'MinorFailure’)

Table 9-17 EquipmentDown

Alarm

Attributes

Supported releases

Name: EquipmentDown (10)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true
Default probable cause: inoperableEquipment (8)

* 2.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentOperationallyDown.

Raising condition: (‘compositeEquipmentState’ EQUAL '‘Oper Down')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'Oper Down’)
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Table 9-18 EquipmentFailure

Alarm

Attributes

Supported releases

Name: EquipmentFailure (145)
Type: equipmentAlarm (3)
Package: equipment

Severity: critical
Implicitly cleared: true
Default probable cause: cardFailure (123)

* 2.0.0

Raised on class: equipment.ReplaceableUnit

Description: The alarm is raised when a control processor or power-supply tray reports a failure. When the object type is
ControlProcessor, a CPM may be unable to boot. When the object type is Power Supply Tray and the alarm is raised during device
discovery, a power-supply tray may be out of service. When the object type is a Power Supply Tray and the device is in the managed
state, a power-supply tray may be out of service or the AC power shelf has a fault condition. The alarm clears when the status
changes to OK.

Raising condition: (‘operationalState’ EQUAL 'Failed’)

Clearing condition: (‘operationalState’ NOT EQUAL ‘Failed’)

Table 9-19 EquipmentinTest

Alarm Attributes Supported releases

Name: EquipmentinTest (11)
Type: equipmentAlarm (3)
Package: equipment

Severity: warning ® 2.0.0
Implicitly cleared: true
Default probable cause: equipmentinTest (9)

Raised on class: equipment.Equipment

Description: The alarm is raised when equipment enters a diagnostic state.

Raising condition: (‘compositeEquipmentState’ EQUAL 'In Test')

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL 'In Test')

Table 9-20 EquipmentMismatch

Alarm Attributes Supported releases

Name: EquipmentMismatch (9)
Type: equipmentAlarm (3)
Package: equipment

Severity: major * 2.0.0
Implicitly cleared: true

Default probable cause: equipmentTypeMismatch
Raised on class: equipment.Equipment @)

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMismatch.

Raising condition: (‘compositeEquipmentState’ EQUAL ‘Type Mismatch’)

Clearing condition: (‘compositeEquipmentState’ NOT EQUAL ‘Type Mismatch')

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5 October 2011 9-7
3HE 06862 AAAA TQZZA Edition 01  Alarm Reference




9 — Alcatel-Lucent 7250 SAS alarms

Table 9-21 EquipmentRemoved

Alarm

Attributes

Supported releases

Name: EquipmentRemoved (8)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.Equipment

Severity: major
Implicitly cleared: true

Default probable cause:
replaceableEquipmentRemoved (6)

* 2.0.0

Description: The alarm is raised when the compositeEquipmentState attribute has a value of equipmentMissing.

Raising condition: ((‘compositeEquipmentState’ EQUAL 'Removed’) AND (‘isEquipmentinserted’ EQUAL 'true’))

Clearing condition: (‘compositeEquipmentState’' NOT EQUAL 'Removed’)

Table 9-22 EthernetPortConfiguredLoopback

Alarm

Attributes

Supported releases

Name: EthernetPortConfiguredLoopback (801)
Type: configurationAlarm (11)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: warning
Implicitly cleared: false

Default probable cause:
ethernetPortConfiguredLoopback (567)

* 2.0.0

Description: The alarm is raised when a timed loopback is in effect for an Ethernet port.

Raising condition: (('Type' NOT EQUAL 'None'))

Clearing condition: ((‘Type' EQUAL 'None'))

Table 9-23 EthernetPortDuplicateLane

Alarm

Attributes

Supported releases

Name: EthernetPortDuplicateLane (3557)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: DuplicateLane (1387)

* 2.0.0

Description: The alarm is raised when a device reports a Duplicate Lane on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Duplicate Lane') AND (‘Report Alarms'anyBit'Duplicate Lane'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Duplicate Lane’) AND (‘Report Alarms'anyBit'Duplicate Lane')))
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Table 9-24 EthernetPortHighBer

Alarm Attributes Supported releases
Name: EthernetPortHighBer (307) Severity: major ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: ethernetequipment Default probable cause: HighBer (238)

Raised on class:

ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a high bit-error rate on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'High Bit Error Rate') AND (‘Report Alarms'anyBit'High Bit Error Rate')))

Table 9-25 EthernetPortLocalFault

Alarm Attributes Supported releases
Name: EthernetPortLocalFault (305) Severity: major ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: ethernetequipment Default probable cause: LocalFault (236)

Raised on class:

ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a local fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Local Fault’) AND (‘Report Alarms‘anyBit'Local Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Local Fault’) AND (‘Report Alarms'anyBit'Local Fault')))

Table 9-26 EthernetPortNoAmLock

Alarm Attributes Supported releases
Name: EthernetPortNoAmLock (3558) Severity: major * 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: ethernetequipment Default probable cause: NoAmLock (1388)

Raised on class:

ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a No Am Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms'anyBit'No AM Lock’))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'No AM Lock’) AND (‘Report Alarms'anyBit'No AM Lock')))
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Table 9-27 EthernetPortNoBlockLock

Alarm Attributes Supported releases
Name: EthernetPortNoBlockLock (3559) Severity: major ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: ethernetequipment Default probable cause: NoBlockLock (1389)

Raised on class:

ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a No Block Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock’))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'No Block Lock’) AND (‘Report Alarms'anyBit'No Block Lock')))

Table 9-28 EthernetPortNoFrameLock

Alarm Attributes Supported releases
Name: EthernetPortNoFrameLock (306) Severity: major ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: ethernetequipment Default probable cause: NoFramelLock (237)

Raised on class:

ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports No Frame Lock on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'No Frame Lock') AND (‘Report Alarms'anyBit'No Frame Lock'))

Clearing condition: NOT (((‘Outstanding Alarms'anyBit'No Frame Lock’) AND (‘Report Alarms'anyBit'No Frame Lock')))

Table 9-29 EthernetPortRemoteFault

Alarm Attributes Supported releases
Name: EthernetPortRemoteFault (304) Severity: major * 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: ethernetequipment Default probable cause: RemoteFault (235)

Raised on class:

ethernetequipment.EthernetPortSpecifics

Description: The alarm is raised when a device reports a remote fault on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Remote Fault') AND (‘Report Alarms'anyBit'Remote Fault'))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Remote Fault’) AND (‘Report Alarms'anyBit'Remote Fault’)))
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Table 9-30 EthernetPortSignalFailure

Alarm

Attributes

Supported releases

Name: EthernetPortSignalFailure (303)
Type: communicationsAlarm (4)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true

Default probable cause: SignalFailure (234)

* 2.0.0

Description: The alarm is raised when a device reports a signal failure on an Ethernet port.

Raising condition: ((‘Outstanding Alarms'anyBit'Signal Failure') AND (‘Report Alarms'anyBit'Signal Failure’))

Clearing condition: NOT ((('Outstanding Alarms'anyBit'Signal Failure') AND (‘Report Alarms'anyBit'Signal Failure')))

Table 9-31 FanFailure

Alarm

Attributes

Supported releases

Name: FanFailure (624)

Type: equipmentAlarm (3)

Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true

Default probable cause: fanFailure (116)

¢ 2.0.0

Description: The alarm is raised when the associated fan is not operationally Up.

Raising condition: (('Device State' EQUAL 'Failed’) OR ('Device State' EQUAL 'Unknown') OR ('Device State' EQUAL 'OutOfservice'))

Clearing condition: (‘Device State' EQUAL 'OK')

Table 9-32 FanTrayRemoved

Alarm

Attributes

Supported releases

Name: FanTrayRemoved (569)
Type: equipmentAlarm (3)
Package: equipment

Raised on class: equipment.FanTray

Severity: critical
Implicitly cleared: true

Default probable cause: FanTrayRemoved (438)

* 2.0.0

Description: The alarm is raised when the deviceState attribute has a value of deviceNotEquipped.

Raising condition: (‘Device State' EQUAL 'Not Equipped’)

Clearing condition: ('Device State' NOT EQUAL 'Not Equipped’)
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Table 9-33 FrameSizeProblem (netw)

Alarm

Attributes

Supported releases

Name: FrameSizeProblem (37)
Type: configurationAlarm (11)
Package: netw

Raised on class:
netw.StatefullConnectablelnterface

Severity: critical
Implicitly cleared: true
Default probable cause: frameSizeProblem (33)

* 2.0.0

Description: The alarm is raised when a provisioned MTU size value is greater than the supported MTU size value.

Raising condition: (('mtuMismatch’ EQUAL 'true’) AND (‘portld' NOT EQUAL '0L"))

Clearing condition: (('mtuMismatch’ EQUAL ‘false’) OR (‘portld' EQUAL '0L"))

Table 9-34 GaPeerDown

Alarm

Attributes

Supported releases

Name: GaPeerDown (3303)
Type: EpcAlarm (59)

Package: lteggsn

Raised on class: lteggsn.GaPeer

Severity: major
Implicitly cleared: true
Default probable cause: EPSPeerDown (602)

¢ 2.0.0

Description: The alarm is raised when the path management state of a Ga peer changes to a state other than Up.

Raising condition: ('Path Management State' NOT EQUAL 'Active’)

Clearing condition: (‘Path Management State' EQUAL 'Active’)

Table 9-35 IfVlanSubTypeConflict

Alarm

Attributes

Supported releases

Name: IfVlanSubTypeConflict (213)
Type: configurationAlarm (11)
Package: vlan

Raised on class: vlan.L2AccessInterface

Severity: major
Implicitly cleared: true
Default probable cause: topologyMisconfigured (81)

* 2.0.0

Description: The alarm is raised when more than one type of VLAN service is configured with the same VLAN ID. The alarm is raised

against an L2 access interface.

Raising condition: ('vlanSubTypeConflict' EQUAL 'true’)

Clearing condition: (‘'vlanSubTypeConflict' EQUAL ‘false’)
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Table 9-36 IgmpSnoopingDown

Alarm Attributes Supported releases

Name: IgmpSnoopingDown (161)
Type: ProtocolAlarm (1)
Package: layer2

Raised on class: layer2.Bridge

Severity: warning ® 2.0.0
Implicitly cleared: true
Default probable cause: protocolDown (1)

Description: The alarm is raised when IGMP snooping is disabled on an NE and a TLS VLAN or MVR VLAN service is provisioned on
the NE.

Raising condition: ('IGMP Snooping' EQUAL 'Disabled’)

Clearing condition: (IGMP Snooping' EQUAL ‘Enabled’)

Table 9-37 IncompleteConfiguration

Alarm Attributes Supported releases

Name: IncompleteConfiguration (1942)
Type: operationalViolation (93)
Package: netw

Severity: warning
Implicitly cleared: true
Default probable cause: incompleteConfig (225)

¢ 2.0.0

Raised on class: netw.NetworkElement

Description: The alarm is raised when a pre-provisioned NE has no objects configured beneath it.

Raising condition: (('State’ EQUAL 'Pre-provisioned’) AND (‘eNodeB Equipment’ EQUAL \"\"))

Clearing condition: (('State' EQUAL ‘Pre-provisioned’) AND (‘eNodeB Equipment’ NOT EQUAL \"\"))

Table 9-38 InterfaceDown (netw)

Alarm Attributes Supported releases

Name: InterfaceDown (36)
Type: InterfaceAlarm (13)
Package: netw

Severity: critical ® 2.0.0
Implicitly cleared: true
Default probable cause: interfaceDown (32)

Raised on class:
netw.StatefullConnectablelnterface

Description: The alarm is raised when an interface or underlying resource fails, as indicated by an interface compositeState
attribute value of failed or underlyingResourceFailed.

Raising condition: ((‘compositeState' EQUAL ‘Inoperable’) OR (‘compositeState’ EQUAL 'Underlying Resource Inoperable’))

Clearing condition: ((‘compositeState’ NOT EQUAL 'Inoperable’) AND (‘compositeState' NOT EQUAL 'Underlying Resource Inoperable'))
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Table 9-39 LagPortAddFailed

Alarm Attributes Supported releases
Name: LagPortAddFailed (422) Severity: warning ® 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true

Package: equipment Default probable cause: linkDown (315)

Raised on class: equipment.PhysicalPort

Description: The alarm is raised when the Lag Port Add function Fails.

Raising condition: ((‘state’ EQUAL ‘Link Down’) AND ('LAG ID' > '0'))

Clearing condition: ((state’ NOT EQUAL 'Link Down’) OR (LAG ID' EQUAL '0'))

Table 9-40 LicensedLimitExceeded

Alarm Attributes Supported releases
Name: LicensedLimitExceeded (127) Severity: critical ® 2.0.0

Type: licensingAlarm (23) Implicitly cleared: true

Package: security Default probable cause: licensedLimitExceeded

Raised on class: security.ProductLicense (106)

Description: The alarm is raised when the license items in the network exceeds 100 percent of the license capacity.

Raising condition: (‘Exceeded’ EQUAL 'true’)

Clearing condition: (‘Exceeded' NOT EQUAL 'true’)

Table 9-41 LinkDown

Alarm Attributes Supported releases
Name: LinkDown (12) Severity: major * 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: equipment Default probable cause: portLinkProblem (10)

Raised on class: equipment.Equipment

Description: The alarm is raised when a port has no associated physical link.

Raising condition: (‘compositeEquipmentState’ EQUAL 'Link Down')

Clearing condition: ((‘compositeEquipmentState’ NOT EQUAL ‘Link Down') AND (‘compositeEquipmentState’ NOT EQUAL ‘Oper
Down’))

Table 9-42 LowTemperatureDetected

Alarm Attributes Supported releases
Name: LowTemperatureDetected (1127) Severity: major ® 2.0.0

Type: environmentalAlarm (2) Implicitly cleared: true

Package: equipment Default probable cause: equipmentOvercooled (838)

Raised on class: equipment.Shelf

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Low Temperature State' EQUAL 'Low’)

Clearing condition: ('Low Temperature State' NOT EQUAL ‘Low')
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Table 9-43 LowTemperatureThresholdCrossed

Alarm

Attributes

Supported releases

Name: LowTemperatureThresholdCrossed (1128)
Type: environmentalAlarm (2)

Package: equipment

Raised on class: equipment.Environment

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOvercooled (838)

* 2.0.0

Description: The alarm is raised when a temperature crosses a threshold.

Raising condition: (lowTemperatureThresholdCrossed' EQUAL 'true’)

Clearing condition: (lowTemperatureThresholdCrossed' EQUAL ‘false’)

Table 9-44 macMoveRateExceeded (service)

Alarm

Attributes

Supported releases

Name: macMoveRateExceeded (3690)
Type: accessinterfaceAlarm (40)
Package: service

Raised on class: service.AccessInterface

Severity: minor
Implicitly cleared: true

Default probable cause: MacMoveRateExceeded
(1429)

* 2.0.0

Description: The alarm is raised when the SAP exceeds the Service Site's MAC Move Frequency.

Raising condition: ('State Cause'anyBit'Relearn Limit Exceeded’)

Clearing condition: NOT ((‘State Cause'anyBit'Relearn Limit Exceeded'))

Table 9-45 MobileConnectorDown

Alarm

Attributes

Supported releases

Name: MobileConnectorDown (1064)

Type: EpcAlarm (59)

Package: lteservice

Raised on class: lteservice.MobileServiceConnector

Severity: minor
Implicitly cleared: true
Default probable cause: EpcDown (519)

* 2.0.0

Description: The alarm is raised when the 5620 SAM no longer manages the EPS path instance of this mobile service site. As a result,

the service must be regenerated.

Raising condition: ('EPS Path' EQUAL \"\")

Clearing condition: (EPS Path’ NOT EQUAL \"\")

Table 9-46 MvrSiteDown

Alarm

Attributes

Supported releases

Name: MvrSiteDown (162)
Type: ProtocolAlarm (1)
Package: layer2

Raised on class: layer2.MvrSite

Severity: warning
Implicitly cleared: true
Default probable cause: protocolDown (1)

* 2.0.0

Description: The alarm is raised when MVR is disabled on an NE and a TLS VLAN or MVR VLAN service is provisioned on the NE.

Raising condition: ('MVR Admin Status' EQUAL 'Disabled’)

Clearing condition: ('MVR Admin Status' EQUAL ‘Enabled')
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Table 9-47 NeManagementAndTrapManagementMismatch

Alarm Attributes Supported releases
Name: Severity: warning ® 2.0.0
NeManagementAndTrapManagementMismatch Implicitly cleared: true

1079 )

( ) L. Default probable cause: neManagementChange

Type: communicationsAlarm (4) (817)

Package: netw
Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE configuration is one of the following:- The Active Management IP is set
to Out Of Band, and the Primary Route Preference is set to In Band.- The Active Management IP is set to In Band, and the Primary
Route Preference is set to Out of Band.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band') AND ((‘Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band') AND ('Secondary Route
Preference’ EQUAL 'In Band')) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (('Management IP Selection’ EQUAL 'Out Of Band
Preferred’) OR (‘Management IP Selection' EQUAL 'Out Of Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘Out Of Band')))

Clearing condition: ((('Active Management IP' EQUAL 'In Band’) AND (('Management IP Selection' EQUAL 'In Band Preferred’) OR
(‘Management IP Selection' EQUAL 'In Band Only')) AND (‘Primary Route Preference’ EQUAL 'In Band')) OR ((‘Active Management IP'
EQUAL 'Out Of Band’) AND (('Management IP Selection' EQUAL 'Out Of Band Preferred’) OR (‘Management IP Selection’ EQUAL 'Out Of
Band Only')) AND (‘Primary Route Preference’ EQUAL 'Out Of Band')))

Table 9-48 NewSsh2ServerKeyDetected

Alarm Attributes Supported releases

Name: NewSsh2ServerKeyDetected (285)
Type: communicationsAlarm (4)
Package: security

Raised on class: security.KnownHostKey

Severity: warning
Implicitly cleared: true

Default probable cause: ssh2ServerKeyMismatch
(217)

¢ 2.0.0

Description: The alarm is raised when a 5620 SAM main server detects a new public SSH key.

Raising condition: ('SSH2 Server Key Status' EQUAL ‘Mismatch SSH2 Host Key')

Clearing condition: ('SSH2 Server Key Status' EQUAL ‘Active SSH2 Host Key')

Table 9-49 NodeDatabaseFallbackDetected

Alarm

Attributes

Supported releases

Name: NodeDatabaseFallbackDetected (2923)
Type: communicationsAlarm (4)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause: nodeDatabaseFallback
(1121)

* 2.0.0

Description: This alarm is raised when a configuration fallback has been detected on the node and comes back up with a previous
configuration. To correct this situation it might be necessary to reconfigure the node, or full resync its database with the ‘fallback’

configuration returned by the node.

Raising condition: ('State' EQUAL ‘Node Configuration Fallback’)

Clearing condition: ('State' EQUAL '‘Managed')

9-16 October 2011

Alcatel-Lucent 5620 Service Aware Manager, Release 9.0 R5

Alarm Reference  3HE 06862 AAAA TQZZA Edition 01




9 — Alcatel-Lucent 7250 SAS alarms

Table 9-50 NodeDatabaseMisalignmentDetected

Alarm Attributes Supported releases
Name: NodeDatabaseMisalignmentDetected (2924) Severity: major ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: netw Default probable cause: nodeDatabaseMisalighment

Raised on class: netw.NetworkElement (1122)

Description: This alarm is raised when a configuration misalighment has been detected on the node and comes back up with an
unexpected configuration (configuration change triggered by external tool, i.e.: NEM) To correct this situation it might be necessary
to reconfigure the node with the SAM's old configuration or accepting the new configuration received from the node.

Raising condition: (‘'State’ EQUAL '‘Node Configuration Misalignment’)

Clearing condition: ('State' EQUAL '‘Managed')

Table 9-51 OverTemperatureDetected

Alarm Attributes Supported releases
Name: OverTemperatureDetected (388) Severity: major ® 2.0.0

Type: environmentalAlarm (2) Implicitly cleared: true

Package: equipment Default probable cause: equipmentOverheated (5)

Raised on class: equipment.Shelf

Description: The alarm is raised when the chassis temperature exceeds the maximum threshold value.

Raising condition: (‘Over Temperature State' EQUAL ‘Over’)

Clearing condition: (‘Over Temperature State' NOT EQUAL 'Over’)

Table 9-52 PersistentindexParametersMisconfigured

Alarm Attributes Supported releases
Name: PersistentindexParametersMisconfigured Severity: major * 2.0.0

(173) Implicitly cleared: true

Type: configurationAlarm (11) Default probable cause:

Package: netw persistentindexConfigurationMismatch (136)

Raised on class: netw.NetworkElement

Description: The alarm is raised when persistence is set to Off in the NE BOF.

Raising condition: ((‘Persistent SNMP Indices’ EQUAL 'False’) OR (('Persistent SNMP Indices' EQUAL ‘True') AND
(‘hasRedundantProcessorCards' EQUAL 'true’) AND (‘Redundant Synchronization Mode' EQUAL ‘None')))

Clearing condition: (('Persistent SNMP Indices’ EQUAL 'True') AND (('hasRedundantProcessorCards’ EQUAL ‘false’) OR
(('hasRedundantProcessorCards' EQUAL 'true’) AND ('Redundant Synchronization Mode' NOT EQUAL 'None'))))
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Table 9-53 PollerProblem

Alarm Attributes Supported releases
Name: PollerProblem (31) Severity: warning ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: netw Default probable cause: resyncFailed (24)

Raised on class: netw.NetworkElement

Description: The alarm is raised when the 5620 SAM is unable to poll a network object, for example, because of intermittent or no
IP connectivity to an NE, incorrect SNMP security parameters, or disabled SNMP on the NE.

Raising condition: (‘Resync Status' EQUAL 'Full Resync Failed')

Clearing condition: (‘Resync Status' EQUAL 'Full Resync Done')

Table 9-54 PowerSupplyFailure

Alarm Attributes Supported releases
Name: PowerSupplyFailure (633) Severity: major ® 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true

Package: equipment Default probable cause: powerSupplyFailure (117)

Raised on class: equipment.PowerSupplyTray

Description: The alarm is raised when a power-supply tray reports a failure. When the alarm is raised during device discovery, a
power-supply tray may be out of service. When the alarm is raised while the device is in the managed state, a power-supply tray
may be out of service or the AC power shelf has a fault condition. The alarm clears when the status changes to OK.

Raising condition: ((‘Power Supply 1 Status' EQUAL 'Not Equipped’) OR (Power Supply 1 Status' EQUAL 'Failed’) OR (‘Power Supply
Status' EQUAL 'Failed'))

Clearing condition: (('Power Supply 1 Status’ EQUAL 'OK’) OR (‘Power Supply Status' EQUAL 'OK’))

Table 9-55 PowerSupplyRemoved

Alarm Attributes Supported releases
Name: PowerSupplyRemoved (542) Severity: major * 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true

Package: equipment Default probable cause: PowerSupplyRemoved (415)

Raised on class: equipment.PowerSupplyTray

Description: The alarm is raised when a chassis power supply is removed.

Raising condition: ((‘Power Supply Status’ EQUAL 'Not Equipped’) OR (‘Power Supply 1 Status' EQUAL 'Not Equipped'))

Clearing condition: (('Power Supply 1 Status’ NOT EQUAL 'Not Equipped’) OR (‘Power Supply Status' NOT EQUAL 'Not Equipped’))
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Table 9-56 PppLoopbackDetected

Alarm Attributes Supported releases
Name: PppLoopbackDetected (362) Severity: major ® 2.0.0

Type: configurationAlarm (11) Implicitly cleared: true

Package: ppp Default probable cause: PppLoopbackDetected

Raised on class: ppp.Interface (259)

Description: The alarm is raised when the value of tmnxPppLocalMagicNumber is the same as the value of
tmnxPppRemoteMagicNumber, which indicates that the link may be looped back.

Raising condition: (('Local Magic Number' EQUAL 'Remote Magic Number') AND (‘Local Magic Number' NOT EQUAL '0L"))

Clearing condition: (('Local Magic Number' NOT EQUAL 'Remote Magic Number') OR (‘Local Magic Number' EQUAL '0L"))

Table 9-57 PrimarylmageBootFailure

Alarm Attributes Supported releases
Name: PrimarylmageBootFailure (191) Severity: warning ® 2.0.0

Type: configurationAlarm (11) Implicitly cleared: true

Package: sw Default probable cause:

Raised on class: sw.CardSoftware bootOptionFileMisconfigured (150)

Description: The alarm is raised when the primary software image specified in an NE BOF is unusable.

Raising condition: (('imageSource’ NOT EQUAL 'Primary') AND (‘imageSource’ NOT EQUAL 'Unknown'))

Clearing condition: (('imageSource' EQUAL 'Primary') OR (‘imageSource’ EQUAL ‘Unknown'))

Table 9-58 PrimaryPathLimitReached

Alarm Attributes Supported releases
Name: PrimaryPathLimitReached (457) Severity: warning ® 2.0.0

Type: resourceAlarm (28) Implicitly cleared: true

Package: equipment Default probable cause: resourceLimitReached

Raised on class: equipment.DaughterCard (131)

Description: The alarm is raised when the Ingress Multicast Path Management primary path bandwidth limit is reached.

Raising condition: ((‘Primary Path Limit' > '0') AND (‘Primary Path In use' >=" (1000 * 'Primary Path Limit')))"

Clearing condition: (('Primary Path Limit' > '0’) AND (‘Primary Path In use’ < (1000 * 'Primary Path Limit')))

Table 9-59 RadiusOperStatusDown

Alarm Attributes Supported releases
Name: RadiusOperStatusDown (3692) Severity: critical ® 2.0.0

Type: radiusOperStatusDownAlarm (105) Implicitly cleared: true

Package: netw Default probable cause: radiusOperationStatusDown

Raised on class: netw.NetworkElement (1431)

Description: The alarm is raised when all RADIUS servers have gone down.

Raising condition: ('RADIUS Operation State' EQUAL 'Down’)

Clearing condition: ('RADIUS Operation State' EQUAL 'Up’)
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Table 9-60 ReachabilityProblem

Alarm Attributes Supported releases
Name: ReachabilityProblem (243) Severity: major ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: netw Default probable cause: ReachabilityTestFailed

Raised on class: netw.NetworkElement (176)

Description: The alarm is raised when an Mediation poll of the SysUpTimeAlarm object on an NE fails, for example, because of
network congestion or because the NE is too busy to respond. The probable cause is an unreachable NE Mediation agent on the NE.
By default, the 5620 SAM polls a managed NE every two minutes. If a poll fails, the alarm is raised. The 5620 SAM polls the NE two
minutes after the first failure. If successive polls fail, the 5620 SAM raises the polling interval for the NE by two minutes after each
failure to a maximum of 12 min. The polling interval remains at 12 min until the 5620 SAM receives a response from the NE. The
alarm clears when the 5620 SAM receives a response from the NE, and the 5620 SAM GUI icon that represents the NE turns from red
to green.

Raising condition: (‘reachability’ EQUAL 'Down’)

Table 9-61 ReconfigFailure

Alarm Attributes Supported releases
Name: ReconfigFailure (1949) Severity: critical ® 2.0.0

Type: communicationsAlarm (4) Implicitly cleared: true

Package: netw Default probable cause: failedReconfig (937)

Raised on class: netw.NetworkElement

Description: This alarm is raised when the reconfig action failed.

Raising condition: ('State’ EQUAL 'Failed'’)

Clearing condition: (‘State’' NOT EQUAL 'Failed’)

Table 9-62 RipDown

Alarm Attributes Supported releases
Name: RipDown (72) Severity: critical ® 2.0.0

Type: ProtocolAlarm (1) Implicitly cleared: true

Package: rip Default probable cause: protocolDown (1)

Raised on class: rip.Site

Description: The alarm is raised when a RIP site has an Operational State other than Up, and the Administrative State is Up.

Raising condition: ((‘Administrative State' EQUAL ‘'Up’) AND (‘Operational State’ NOT EQUAL 'Up’))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR (‘Administrative State' NOT EQUAL 'Up’))
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Table 9-63 SaveConfigFailed

Alarm

Attributes

Supported releases

Name: SaveConfigFailed (105)

Type: configurationAlarm (11)

Package: sw

Raised on class: sw.BackupRestoreManager

Severity: major
Implicitly cleared: true
Default probable cause: fileAccessError (90)

* 2.0.0

Description: The alarm is raised when the admin save command on an NE fails.

Raising condition: (‘Config Save State' EQUAL ‘Failure’)

Clearing condition: (‘Config Save State' EQUAL 'Success’)

Table 9-64 SecondaryPathLimitReached

Alarm

Attributes

Supported releases

Name: SecondaryPathLimitReached (458)
Type: resourceAlarm (28)

Package: equipment

Raised on class: equipment.DaughterCard

Severity: warning
Implicitly cleared: true

Default probable cause: resourceLimitReached
(131)

* 2.0.0

Description: The alarm is raised when the Ingress Multicast Path Management secondary path bandwidth limit is reached.

Raising condition: ((‘Secondary Path Limit' > '0') AND (‘'Secondary Path In use' >=" (1000 * 'Secondary Path Limit')))"

Clearing condition: (('Secondary Path Limit' > '0') AND (‘Secondary Path In use' < (1000 * 'Secondary Path Limit')))

Table 9-65 ServiceSiteDown

Alarm

Attributes

Supported releases

Name: ServiceSiteDown (97)
Type: serviceAlarm (16)
Package: service

Raised on class: service.Site

Severity: critical
Implicitly cleared: true
Default probable cause: siteDown (83)

* 2.0.0

Description: The alarm is raised when all SAPs on a site are operationally down, or when the service tunnels for the site are

operationally down.

Raising condition: ((‘Operational State' NOT EQUAL 'Up’) AND (‘State Cause' NOT EQUAL 'All Spoke SDP Bindings are Standby'))

Clearing condition: ((‘Operational State' EQUAL 'Up’) OR (‘State Cause' EQUAL 'All Spoke SDP Bindings are Standby'))

Table 9-66 SessionDown

Alarm

Attributes

Supported releases

Name: SessionDown (73)
Type: ProtocolAlarm (1)
Package: rsvp

Raised on class: rsvp.Session

Severity: critical
Implicitly cleared: true
Default probable cause: interfaceDown (32)

* 2.0.0

Description: The alarm is raised when an RSVP session is operationally down.

Raising condition: (‘Operational State' EQUAL 'Down’)

Clearing condition: (‘Operational State' EQUAL 'Up’)
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Table 9-67 SiteManagementVlanConflict

Alarm

Attributes

Supported releases

Name: SiteManagementVlanConflict (223)
Type: configurationAlarm (11)

Package: vlan

Raised on class: vlan.Site

Severity: warning
Implicitly cleared: true
Default probable cause: topologyMisconfigured (81)

* 2.0.0

Description: The alarm is raised when the management VLAN ID is used for another type of service.

Raising condition: (‘managementVlanConflict' EQUAL ‘true’)

Clearing condition: (‘managementVlanConflict' EQUAL ‘false’)

Table 9-68 SiteVlanSubTypeConflict

Alarm

Attributes

Supported releases

Name: SiteVlanSubTypeConflict (224)
Type: configurationAlarm (11)
Package: vlan

Raised on class: vlan.Site

Severity: major
Implicitly cleared: true
Default probable cause: topologyMisconfigured (81)

* 2.0.0

Description: The alarm is raised when more than one type of VLAN service has the same VLAN ID. The alarm is raised against a site.

Raising condition: (‘'vlanSubTypeConflict' EQUAL ‘true’)

Clearing condition: (‘'vlanSubTypeConflict' EQUAL ‘false’)

Table 9-69 StatsRetrieveFailed

Alarm

Attributes

Supported releases

Name: StatsRetrieveFailed (244)
Type: configurationAlarm (11)
Package: sw

Raised on class:
sw.AccountingStatsRetrievalManager

Severity: major
Implicitly cleared: false
Default probable cause: fileTransferFailure (89)

* 2.0.0

Description: The alarm is raised when the 5620 SAM cannot transfer an accounting file from an NE.

Raising condition: ((‘Stats Retrieval State' NOT EQUAL 'Success’) AND ('Stats Retrieval State' NOT EQUAL 'Not Attempted’))

Table 9-70 TemperatureThresholdCrossed

Alarm

Attributes

Supported releases

Name: TemperatureThresholdCrossed (7)
Type: environmentalAlarm (2)

Package: equipment

Raised on class: equipment.Environment

Severity: major
Implicitly cleared: true
Default probable cause: equipmentOverheated (5)

* 2.0.0

Description: The alarm is raised when a temperature crosses a threshold.

Raising condition: (‘temperatureThresholdCrossed’ EQUAL 'true’)

Clearing condition: (‘temperatureThresholdCrossed' EQUAL ‘false’)
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Table 9-71 TlsSiteDown

Alarm

Attributes

Supported releases

Name: TlsSiteDown (163)
Type: ProtocolAlarm (1)
Package: layer2

Raised on class: layer2.TlsSite

Severity: warning
Implicitly cleared: true
Default probable cause: protocolDown (1)

* 2.0.0

Description: The alarm is raised when MVR is disabled on an NE and a TLS VLAN or MVR VLAN service is provisioned on the NE.

Raising condition: (TLS Admin Status' EQUAL 'Disabled'’)

Clearing condition: (‘'TLS Admin Status' EQUAL 'Enabled’)

Table 9-72 TmnxEqPortEtherLoopDetected

Alarm

Attributes

Supported releases

Name: TmnxEqPortEtherLoopDetected (461)
Type: portEtherLoopDetected (48)
Package: ethernetequipment

Raised on class:
ethernetequipment.EthernetPortSpecifics

Severity: major
Implicitly cleared: true
Default probable cause: HighBer (238)

* 2.0.0

Description: The alarm is raised when a device detects a physical loop on an Ethernet port.

Raising condition: (('Down When Looped Status' EQUAL 'Loop Detected'))

Clearing condition: (('Down When Looped Status’ EQUAL ‘No Loop Detected'))

Table 9-73 TrapDestinationMisconfigured

Alarm

Attributes

Supported releases

Name: TrapDestinationMisconfigured (33)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: major
Implicitly cleared: true

Default probable cause:
trapDestinationMisconfigured (26)

Applicable probable causes:
® trapDestinationMisconfigured
® duplicateTrapLogld

* 2.0.0

Description: The alarm is raised when an SNMP trap destination other than the 5620 SAM is configured on an NE.

Raising condition: (‘isTrapDestinationMisconfigured' EQUAL ‘true’)

Clearing condition: (‘isTrapDestinationMisconfigured' EQUAL ‘false’)
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Table 9-74 TrapReceivingFailure

Alarm Attributes Supported releases
Name: TrapReceivingFailure (1083) Severity: major ® 2.0.0

Type: communications (87) Implicitly cleared: false

Package: netw Default probable cause: trapsWillNotBeSent (822)

Raised on class: netw.NetworkElement

Description: This user-defined alarm is raised when the NE is unable to send traps because the NE configuration is one of the
following:- The Management IP Selection is set to Out Of Band Only, the Primary Route Preference is set to In Band, and the
Secondary Route Preference is set to None.- The Management IP Selection is set to In Band Only, the Primary Route Preference is
set to Out Of Band, and the Secondary Route Preference is set to None.

Raising condition: ((('‘Active Management IP' EQUAL 'In Band’) AND (‘Management IP Selection’ EQUAL 'In Band Only') AND (‘Primary
Route Preference’ EQUAL 'Out Of Band') AND (‘'Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out
Of Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Only’) AND (‘Primary Route Preference’ EQUAL 'In Band') AND
('Secondary Route Preference’ EQUAL ‘None')) OR ((‘Active Management IP' EQUAL 'Out Of Band’) AND (‘Management IP Selection’
EQUAL 'In Band Preferred’) AND ('Primary Route Preference’ EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR
((Active Management IP' EQUAL 'In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Primary Route
Preference’ EQUAL 'Out Of Band') AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Only') AND (('Primary
Route Preference’ EQUAL 'In Band') OR (‘Secondary Route Preference’' EQUAL 'In Band'))) OR (('Active Management IP' EQUAL 'Out Of
Band’) AND (‘Management IP Selection’ EQUAL 'Out Of Band Only') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR
('Secondary Route Preference’ EQUAL 'Out Of Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP
Selection' EQUAL 'In Band Preferred') AND (('Primary Route Preference' EQUAL 'Out Of Band') OR ('Secondary Route Preference' EQUAL
‘Out Of Band'))) OR (('‘Active Management IP' EQUAL ‘'In Band') AND (‘Management IP Selection' EQUAL 'In Band Preferred’) AND
(('Primary Route Preference' EQUAL 'In Band') OR (‘Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL
‘In Band') AND (‘Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference' EQUAL 'In Band’) OR
('Secondary Route Preference' EQUAL 'In Band'))) OR ((‘Active Management IP' EQUAL 'Out Of Band') AND (‘Management IP Selection’
EQUAL 'Out Of Band Preferred’) AND (('Primary Route Preference’ EQUAL 'Out Of Band') OR ('Secondary Route Preference’ EQUAL 'Out
Of Band'))))

Table 9-75 TrapRoutePreferenceRedundancyMissing

Alarm Attributes Supported releases
Name: TrapRoutePreferenceRedundancyMissing Severity: warning ® 2.0.0

(1084) Implicitly cleared: true

Type: communications (87) Default probable cause: trapsRedundancyMissing

Package: netw (823)

Raised on class: netw.NetworkElement

Description: The user-defined alarm is raised when NE management redundancy is configured without trap route preference
redundancy.

Raising condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Primary Route Preference' EQUAL 'In Band') AND ('Secondary Route Preference’ EQUAL 'None')) OR ((‘Management IP Selection’' EQUAL
'‘Out Of Band Preferred’) AND (‘Active Management IP' EQUAL 'Out Of Band') AND (‘Primary Route Preference' EQUAL 'Out Of Band')
AND ('Secondary Route Preference’ EQUAL 'None')))

Clearing condition: ((('Management IP Selection' EQUAL 'In Band Preferred’) AND (‘Active Management IP' EQUAL 'In Band') AND
('Secondary Route Preference’ NOT EQUAL 'None')) OR (('Management IP Selection' EQUAL 'Out Of Band Preferred’) AND (‘Active
Management IP' EQUAL 'Out Of Band') AND ('Secondary Route Preference’ NOT EQUAL 'None')))
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Table 9-76 UnidentifiedNode

Alarm

Attributes

Supported releases

Name: UnidentifiedNode (1922)

Type: communicationsAlarm (4)
Package: netw

Raised on class: netw.DiscoveredNode

Severity: major
Implicitly cleared: true
Default probable cause: unidentifiedNode (922)

* 2.0.0

Description: The alarm is raised when the node being discovered can not be properly identified.

Raising condition: (‘State’ EQUAL 'Pending Identification’)

Clearing condition: ('State' NOT EQUAL 'Pending Identification’)

Table 9-77 UnmanageFailed

Alarm

Attributes

Supported releases

Name: UnmanageFailed (300)

Type: discoveryControlAlarm (33)

Package: netw

Raised on class: netw.NodeDiscoveryControl

Severity: warning
Implicitly cleared: true
Default probable cause: unableToDeleteNode (231)

* 2.0.0

Description: The alarm is raised when an attempt to unmanage an NE fails.

Raising condition: ('Site State' EQUAL 'unmanage failed')

Clearing condition: ('Site State’ NOT EQUAL ‘'unmanage failed’)

Table 9-78 UpgradedBuildVersionMismatch

Alarm

Attributes

Supported releases

Name: UpgradedBuildVersionMismatch (174)
Type: configurationAlarm (11)

Package: netw

Raised on class: netw.NetworkElement

Severity: warning
Implicitly cleared: true

Default probable cause: upgradedimageNotBooted
(137)

* 2.0.0

Description: The alarm is raised when the software version that an NE reports after a software upgrade does not match the version

of the software used for the upgrade.

Raising condition: (‘'upgradedBuildVersionMismatch' EQUAL ‘true’)

Clearing condition: (‘upgradedBuildVersionMismatch' EQUAL ‘false’)
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Table 9-79 upgradedCardAlarm

Alarm Attributes Supported releases
Name: upgradedCardAlarm (255) Severity: warning ® 2.0.0

Type: softwareAlarm (19) Implicitly cleared: true

Package: equipment Default probable cause: upgradedCard (194)

Raised on class: equipment.Card

Description: The alarm is raised when the standby CPM is rebooted and operational after a software upgrade. A device resets an
IOM automatically after 120 minutes if the IOM is not manually reset after a CPM upgrade.

Raising condition: (‘operationalState’ EQUAL 'Upgrade’)

Clearing condition: (‘operationalState’ EQUAL 'Up’)

Table 9-80 VersionConfigRestoreFailed

Alarm Attributes Supported releases
Name: VersionConfigRestoreFailed (536) Severity: major ® 2.0.0

Type: configurationAlarm (11) Implicitly cleared: true

Package: sw Default probable cause: versionMismatch (405)

Raised on class: sw.BackupRestoreManager

Description: The alarm is raised when the restore procedure on an NE fails because of a mismatch between the backup file set
version and the NE software version.

Raising condition: ('lastNmsVersionRestoreState' EQUAL 'Failure’)

Clearing condition: ('lastNmsVersionRestoreState' EQUAL 'Success’)

Table 9-81 WrongCpaaSoftwareVersion

Alarm Attributes Supported releases
Name: WrongCpaaSoftwareVersion (791) Severity: critical * 2.0.0

Type: equipmentAlarm (3) Implicitly cleared: true

Package: netw Default probable cause: wrongCpaaSoftwareVersion

Raised on class: netw.NetworkElement (559)

Description: The alarm is raised when the 7701 CPAA software is the wrong version and requires an upgrade.

Raising condition: ((‘Software Version' EQUAL "\"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL '7701 CPAA"))

Clearing condition: ((‘Software Version' NOT EQUAL \"TiMOS-B-3.0.Generic \"') AND (‘Chassis Type' EQUAL ‘7701 CPAA'))
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Table 9-82 XplError

Alarm Attributes Supported releases
Name: XplError (573) Severity: warning ® 2.0.0

Type: hardwareAnomaly (55) Implicitly cleared: true

Package: equipment Default probable cause: xplError (443)

Raised on class: equipment.DaughterCard

Description: The alarm is raised when an MDA reports persistent XPL Errors.

Raising condition: (‘Number Of Notifications’ NOT EQUAL '0)

Clearing condition: (‘Number Of Notifications' EQUAL '0')
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alarms

may not be listed in this chapter. Associating alarms with specific NE
types is an ongoing Alcatel-Lucent effort. If the 5620 SAM raises an
alarm against this device type, and the alarm is not described in this
chapter, see chapter 32 for information about the alarm.

: Note — Some alarms that the 5620 SAM can raise against this device

Table 10-1 AccessinterfaceDown

Alarm Attributes Supported releases
Name: AccessinterfaceDown (249) Severity: critical ® 2.0.0

Type: AccesslnterfaceAlarm (32) Implicitly cleared: true ¢ 3.00

Package: service Default probab