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L2TP Network Server Command Reference

• ISA Commands on page 1013

• MLPPP on LNS Commands on page 1014

ISA Commands

config

— isa

— lns-group lns-group-id [create]

— no lns-group lns-group-id

— description description-string

— no description

— mda mda-id [drain]

— no mda mda-id

— port-policy policy-name

— no port-policy

— [no] shutdown

config

— port-policy policy-name [create]

— no port-policy policy-name

— description description-string

— no description

— egress-scheduler-policy port-sched-plcy

— no egress-scheduler-policy
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MLPPP on LNS Commands

config

— subscriber-mgmt

— ppp-policy ppp-policy-name [create]

— no ppp-policy ppp-policy-name

— mlppp

— [no] accept-mrru

— [no] short-sequence-numbers

— local-user-db local-user-db-name [create]

— no local-user-db local-user-db-name

— ppp

— host host-name [create]

— no host host-name

— [no] access-loop

— encap-offset [type encap-type]

— no encap-offset

— rate-down rate

— no rate-down

config

— router

— l2tp

— group tunnel-group-name [create]

— no group tunnel-group-name

— load-balance-method {session | tunnel}

— no load-balance-method

— mlppp

— endpoint ip ip-address

— endpoint mac ieee-address

— endpoint system-ip

— endpoint system-mac

— no endpoint

— [no] interleave

— max-fragment-delay mili-seconds

— no max-fragment-delay

— max-link max-links

— no max-link

— reassembly-timeout {{100 | 1000} milliseconds}

— no reassembly-timeout

— tunnel tunnel-name [create]

— no tunnel tunnel-name

— load-balance-method {session | tunnel}

— no load-balance-method

— mlppp

— admin-state {up | down} 

— no admin-state

— endpoint ip ip-address

— endpoint mac ieee-address

— endpoint system-ip

— endpoint system-mac

— no endpoint

— interleave {always|never}

— no interleave

— max-fragment-delay mili-seconds

— no max-fragment-delay

— max-link max-links
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— no max-link 

— reassembly-timeout {{100 | 1000} milliseconds}

— no reassembly-timeout

config

— service

— vprn 

— l2tp

— group

— load-balance-method {session | tunnel}

— no load-balance-method

— mlppp

— admin-state {up | down} 

— no admin-state

— endpoint ip ip-address

— endpoint mac ieee-address

— endpoint system-ip

— endpoint system-mac

— no endpoint

— interleave {always|never}

— no interleave

— max-fragment-delay mili-seconds

— no max-fragment-delay

— max-link max-links

— no max-link 

— reassembly-timeout {{100 | 1000} milliseconds}

— no reassembly-timeout

— tunnel

— load-balance-method {session | tunnel}

— no load-balance-method

— mlppp

— admin-state {up | down} 

— no admin-state

— endpoint ip ip-address

— endpoint mac ieee-address

— endpoint system-ip

— endpoint system-mac

— no endpoint

— interleave {always|never}

— no interleave

— load-balance-method {session | tunnel}

— no load-balance-method

— max-fragment-delay mili-seconds

— no max-fragment-delay

— max-link max-links

— no max-link 

— reassembly-timeout {{100 | 1000} milliseconds}

— no reassembly-timeout
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